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Introduction

The material presented in this report presents an attempt to document eight years of engineering

support to Marshall Space Flight Center's cyrogenic bearing testing, design, and analysis efforts.

The diverse nature of the many task performed in this support role and the extended period of

performance for this effort make it very difficult to generate a single document that captures all of

the effort. In fact many test reports, technical papers, and other standalone documents have been

produced in the past and these publications provide more detailed documentation of certain

topics. However, this document does attempt to at lest identify and summarize the majority of

the tasks performed under this effort.

SRS Technologies support functions can be loosely categorized into three functional areas;

thermomechanical bearing analysis software development, bearing analysis in support of

hardware anomalies and new hardware design, and on-site test support. It is along these

functional lines that the material in this report is organized. The material has been divided into

six chapters, each falling under one of the functional areas described above.

The first chapter captures the majority of the software development that was accomplished

under this contract. The core of the thermomechanical bearing model SINSHA had largely been

developed at the beginning of this effort. However, significant modifications and improvements

to the software were accomplished under this effort. The most significant involved integration of

the Hydroseal I fluid bearing model into the SINSHA simulation. The improved system

simulation now has the capability of incorporating a high fidelity simulation of the hydrostatic

and or journal bearing in the coupled thermomechanical shaft bearing system model. The

improved code was tested by incorporating fiae- fluid damper seal into the Rocketdyne high

pressure oxidizer turbopump shaft bearing simulation. The addition of the high fidelity damper
seal model significantly improved the correlation of simulation results and observed hardware

operating characteristics. The bearing diametrical fit/clearance analysis was also completely

overhauled during this effort. The new model accommodates the use of fit modifying sleeves and

provides improved analysis of temperature effects on diametrical clearance. The axial preload

spring model was also overhauled and made more generic under this effort. Finally, in addition to

these major changes, there were many minor improvements and refinements that were

implemented.

The next three chapter of this report focus on applications of the analytical tools to support

NASA in design and analysis of various cyrogenically cooled bearings. Chapter 2 addresses a

diverse set of bearing design tasks that were performed using the arsenal of analysis tools

supported by SRS. Many of the studies are related to designing bearings to maximize the

benefits of improved wear and durability characteristics of silicon nitride rolling elements.
Advanced cage designs were also performed in an effort to provide better lubrication to the rolling

elements. This chapter also documents some of the design evaluation performed in support of

the Advanced Techology Turbopump Progr_.: The third chapter specifically documents the

design analysis SRS performed in suppor{ 0f'tfie 'S_plex pump development program. The

fourth chapter documents analysis that was performed in support of various specific hardware

anomalies that occurred during the period of performance of this effort.
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Chapter five and six of this report document the two separate test support efforts performed by

SRS during this effort. Chapter 5 covers the high payoff beating seals and materials test program

(BSMT). This program was a continuation of the testing completed and covered under earlier

contracts. Support under this contract covered three BSMT builds; Unit 3, Build 6; Unit 2,

Build 14; and Unit 3, Build 7. These three builds were the last test conducted under this very

important test program that can be justifiably credited with enabling realization of long life

cryogenic turbopumps. This rig program identified and demonstrated the benefits and feasibility

of using ceramic rolling elements in the harsh turbopump environment. Chapter 6 covers the

LH2 Bearing Test Rig, Build 0 through 5. This program provided a means of accelerated testing

of bearings up to and through the 30,000 second design life criterion. Most importantly the

program demonstrated that bearings displaying the surface distress anomaly, which has been

called "river marking", can be depended on for continued safe and reliable operation for a

complete 30,000 second life application.

As previously stated, these six chapters cover an eight year compilation of a large number of

diverse efforts. Thus, this reports is necessarily a summary of these efforts. A list of topics by

month is provided as a cross reference to monthly reports that can be referenced for more

detailed coverage of selected topics.
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SYNOPSIS OF REPORTS

September 1999

• Stress Analysis for FEP Coated Cage Debond Investigation

August 1999

• ADORE Analysis Supporting FEP Coated Cage Debond Investigation

July 1999

• Final Report Preparation

• SINDA/SHABERTH Code Modifications

June 1999

• Fluid Film Bearing Off-Design Analysis

May 1999

• NAS8-39379 Final Report Compilation

• Hydrostatic Bearing Test Review

_A_.pril1999

• Status of Build 5 Testing

March 1999

• Status of Build 5 Testing

• Final Report Preparation

February 1999

• Build 5 Rotational Testing (Tests 02096013.500 - P2096017.500)

• Mid Term Inspection Results

Januar 1999

• Build 5 Rotational Testing (Tests 007 - 012)

DecemlDer 1998

• Build 5 Rotational Testing (Test 006)

November 1998

• Build 5 Rotational Resting (Tests 000 - 005)

October 1998

• Status of LH 2 Rig Support

• SHABERTH model update

September 1998

• Status of LH 2 Rig Support

August 1998

• Status of LH 2 Rig Support

July 1998

• Status of LH 2 Rig Support
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June 1998

• Improvements to SHABERTH Bearing Code to Support Future LH 2 Rig Testing

May 1998

• Improvements to SHABERTH Bearing Code to Support Future LH 2 Rig Testing

April 1998

• Status of LH 2 Rig Build 5

March 1998

• Ball Bearing Analysis for LH 2 Rig Roller Bearing Test

• Modification of SHABERTH Only Code

February 1998

• Build 4A Rotational Testing (Test 125 - 126)

• Radial Load Capability Analysis of the LH 2 Rig Hydrostatic Bearing

• Contact Geometry Characteristics for the Fuel Pump Ball Bearing

January 1998

• Build 4A Rotational Testing (Test 119 - 124)

December 1997

• Build 4A Rotational Testing (Test 115 - 118)

November 1997

• Build 4A Rotational Testing (Test 109 - 114)

• Hydroject Analysis of LH z Rig Hydrostatic Bearing

October 1997

• Build 4A Rotational Testing (Test 108)

• Modification of SHABERTH Software

• Hardware Inspection of Ball Bearings From Flight Fuel Pump 6-5

September 1997

• LH2 Bearing Build 4A Testing Initiated

August 1997

• Status of the LH2 Bearing Tester Build 4

July 1997

• Status of the LH2 Bearing Tester Build 4 Crests 92 to 103)

June 1997

• Status of the LH2 Bearing Tester BUild 4 (Tests 81 {o91)

May 1997

• Liquid Hydrogen Bearing Tester Support

April 1997

• Preparation for Build 4
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March 1997

• Status of MSFC LH2 Bearing Tester Build 3A

• SINDA/SHABERTH Computer Modeling of LH2 Bearing Tester

February 1997

• Status of MSFC LH2 Bearing Tester Build 3A

• SINDA/SHABERTH Modeling of MSFC LH2 Bearing Tester

January 1997

• Status of LH2 Bearing Rig Build 3A

December 1996

• LH2 Bearing Rig Build 3 Test Summary

November 1996

• ADORE Analysis of HPFTP/AT and HPOTP/AT Contact Traction Forces

• Status of Build 3 Testing

October 1996

• Build 2 Hardware Tear Down and Inspection

• Status of Build 3 Testing

September 1996

• LH2 Bearing Rig Build 2 Test Summaries and Results

• Estimated Overspeed for Test 0202606 and Test 02026028

• Analysis of Speed and Thermal Effect on LH2 Rig Operating Loads

August 1996

• Hydrogen Bearing Tester Liquid Nitrogen Shakedown Test P2026022

July 1996

• Hydrogen Bearing Tester Liquid Nitrogen Shakedown Test P2026021

June 1996

• Pretest Support for Ball and Roller Bearing Test Series

May 1996

• Incorporation of Roller Bearing Into LH 2 Bearing Tester Model

April 1996

• MSFC LH2 Bearing Tester Post Test Hardware Review

March 1996

• MSFC Liquid Hydrogen Bearing Tester Status

February 1996

• . Summary of LH2 Test Series Status

January 1996

• Planning for Hydrogen Bearing Testing
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December 1995

• Preparation for Hydrogen Test Series

November 1995

• Modification of SHABERTH Code to Output Additional Contact Data

October 1995

• Preparation for Hydrogen Testing of HPFTP/AT Ball Bearing

• Bearing Fluid Flow Model Demonstration Attended

September 1995

• Completion of SINDA/SHABERTH Preload Model

• LH2 Bearing Tester Computer Simulation with Liquid Nitrogen

• Test Support for the MSFC Bearing Tester

August 1995

• Rolling Element Bearing Tester Test Readiness Review

• Modification of SINDA/SHABERTH Model Preload Routine

July 1995

• Modification of SINDA/SHABERTH Model Preload Routine

June 1995

• Fluid Film Bearing Tester SSH Model Updates and Pretest Predictions

• SIMPLEX Bearing Stick-out Prediction

May 1995

• Completion and Delivery of Updated SHABERTH Bearing Code

• Development of SINDAJSHABERTH/HYDROSEAL Model of MSFC Fluid Film

Bearing Tester

March/April 1995

• Three Ring Fit Analysis Added to SINDA/SHABERTH Bearing Model

• Development of SINDA/SHAVERT_/HYDRODEAL Model of MSFC Fluid Film

Bearing Tester

• Fluid Film Bearing tester Redline Review

February 1995

• MathCAD Program for Three Ring Fit Analysis

January 1995

• ALGOR Thermal Analysis of MSFC Hybrid Bearing Test Rig

November/December 1994

• Analysis of Instrumentation Rediine Limits for SIMPLEX Liquid Oxygen Pump

• User Group Meeting for Gen_rai Fiu_dSystem S{muiati0n Program (GFSSP)

• SHABERTH Fit Routine Modified to Correct Fit Pressure Calculations

xix

7



.g,,d

==

w

u

. o

=

October 1994

• SSH Hybrid Bearing Thermal Code Beta Version Completed

September 1994

• SSH Hybrid Bearing Code Development

August 1994

• Hybrid Bearing Code Development

• Space Shuttle APU Bearing Torque Investigation

1994

• Improvements to Hybrid Rolling Elements/Fluid Bearing Model

• Power Requirements for Ball Bearing Modification of Fluid Film Bearing Tester

June 1994

• SHABERTH/HYDROSEAL Fluid Film Bearing Code Development

May 1994

• Development of SHABERTH Fluid Film Bearing Code

• Documentation of EHD Film Models

• SINDA/SHABERTH Code Installed on Pentium Personal Computer

• Documentation of Friction Models Used in SHABERTH

April 1994

• Development of Hybrid Fluid Film/Rolling Element Bearing Shaft Support Analysis

March 1994

• Development of Finite Element Shaft Model for Shaft/Bearing System Modeling

• Hybrid Bearing Load Support System Model Development

February 1994

• Hybrid Fluid Film Bearing System Model Development

• Analysis of 85mm LPOTP Bearing Ball Excursion

January 1994

• Simplex LO 2 Pump Bearing Spacer Length Determination

• Hydroseal Fluid Film Bearing Program Evaluation

December 1993

• Unit 3 Build 7 Post Test Bearing Summary

. . November 1993

• Analysis of Rocketdyne HPOTP 231-5R3 Pump End Bearing :

• Development of Hybrid Fluid-Film/Rolling Element Bearing System Model

October 1993

• Simp!ex LO 2 Pump Preload and Radial StiffneSs

• Investigation of Bearing Ring Flexing Modeling
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September 1993

• Development of Hybrid Fluid Film Bearing/Rolling Element Bearing Shaft Support

Analyses

• Analysis of Simplex LO 2 Pump Bearing

August 1993

• Testing of BSMT Unit 3 Build 7

• Analysis of SIMPLEX LO 2 Pump Bearings

July 1993

• Analysis of Support Preliminary Design of Simplex Pump Bearings

• ADORE Version 3.2 Installed on EADSII Computer System

• Testing of BSMT Unit 3 Build 7

June 1993

• Testing of BSMT Unit 3 Build 7

• Evaluation of Bearing Stiffness Loss as a Function of Ball Wear for Rocketdyne SSME

Fuel Pump Bearings

• Static Load Capacity of High Pressure Fuel Pump Ball Bearings

May 1993

• Testing of BSMT Unit 3 Build 7

• Investigation of Ball Size Variation Effects in ATD LO z Pumps

April 1993

• Simplex Turbopump Bearing Thermo-Mechanical Model Development

• Comparison of Cage Loads from BSMT Testing of Battelle Cages to Expected Cage

Loads for 45mm Bearings with Battelle Cages in Turbopump

February/March 1993

• Support to ATD Pump End Bearing Problem Assessment

• Tests of Si3N 4 Ball Bearings with Axial and Radial Loads in BSMT

• Analysis of Battelle Cage with Oval Ball Pockets

December 1992 - January 1993

• Support to ATD Pump End Bearing Problem Assessment

• Tests of Si3N 4 Ball Bearings with Axial and Radial Loads in BSMT

November 1992

• -Support to ATD Pump End Bearing Problem Assessment

• Bearing Preload Spring Tilting Moment Tests

October 1992

• Support to ATD Pump End Bearing Problem Assessment

• Radial Load Analysis for Si3N 4 Ball Bearings in the BSMT
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September 1992

• ATD LOX Pump PEBB Radial Stiffness with Straight and Diverged Deadband

Au__ug_ust1992

• BSMT Radial Loading

• Version 1.2 of P.C. SHABERTH Completed

.|uly 1992

• PEBB Beam Preload Spring Tilting Moment Test

• P&W PEBB Operation with High Axial Preloads

June 1992

• Investigation of Bali Pocket Clearances for 45mm Bearing with Battelle Cages

• Summary of Unit 3 Build 6 Test Series

• Radial Load of BSMT Bearings

May 1992

• Assessment of Outer Race Tilt Effects on the 45 mm HPOTP Bearing Operating

Characteristics

• Summary of BSMT Unit 3 Build 6 Test Series

April 1992

• Determination of Outer Race Curvature Effects on HPOTP Pump End Bearing Operating

Parameters

• Investigation of Hybrid Pump End Bearing Pair

March 1992

• Investigation of Operating Stresses in the Fluoroly-C Cage Design

• HPOTP Pump End Bearing Optimization Using Silicon Nitride Rolling Elements

February 1992

• Conversion and Verification of the 45mm HPOTP Pump End Bearing Thermo-

Mechanical Model for Use on the PC SHABERTH/SINDA Code

• Investigation of Replacement of the 440-C Rolling Elements in the 45mm HPOTP Pump

End Bearing with Silicon Nitride Balls

• Investigation of Spiral Scarring Found on ATD LOX Pump PEBB Using the ADORE

Software
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1.0 Bearing Analysis Software Im-

provements

SRS and NASA/MSFC have developed software

with unique capabilities to couple bearing kine-

matic modeling with high fidelity thermal mod-

eling. The core thermomechanicai modeling

software was developed by SRS and others in the

late 1980's and early 1990' s under various differ-

ent contractual efforts. SRS originally devel-

oped software that enabled SHABERTH (Shaft

Bearing Thermal Model) and SINDA (Systems

Improved Numerical Differencing Analyzer) to

exchange data and autonomously allowing bear-

ing component temperature effects to propagate

into the steady state bearing mechanical model.

A separate contract was issued in 1990 to create

a personal computer version of the software. At

that time SRS performed major improvements to

the code. Both SHABERTH and SINDA were

independently ported to the PC and compiled.

SRS them integrated the two programs into a

single program that was named SINSHA. This

was a major code improvement.

By combining the software into a simple FOR-

TRAN code, we eliminated the dependency of

the software on a particular operating system•

Prior to this modification, even small operating

system version changes or upgrades often cre-

ated problems• In a latter modification, transient

analysis capability was added to the software.

This unified steady-state and transient, personal

computer based program, SINSHA, was the

baseline analysis tool that was used for various

test support modeling, hardware anomaly inves-

tigations and bearing design tasks that were com-

pleted under this contract.

At the beginning of this effort the core SINSHA

program existed. However, in the course of this

contract two major software modifications and

numerous minor changes to the program were

implemented. The largest major changed ac-

complished involved the addition of fluid film

bearing modeling capabilities to the SINSHA

program. This was accomplished by integrating

portions of the hydroseal code, developed by Dr.

L. San Andres of the University of Texas A&M,

directly into the SINSHA code. The hydroseal

model provided fluid bearing stiffness as a

function of shaft displacement. Hence, we were

able to use this code in the same manner as the

ball bearing, roller bearing, and tapered roller

bearing modules are used in SINSHA. The

standard SINSHA input file was modified for the

fluid film bearing mode. It is now possible to

include up to five fluid film bearings in the

SINSHA bearing system model. To the best of

our knowledge, SINSHA is the only shaft/load

support system model that can incorporate de-

tailed analysis of hydrostatic bearings in the

system level analysis. This feature proved valu-

able for evaluating the SSME turbopump bearing

support system and including the load support

from the damper seal. In fact, model results were

found to agree much better with observed oper-

ating characteristics once this modification was

implemented and the damper seal was modeled

in detail.

The second major revision to the code in-

volved an improvement to the diametrical clear-

ance change analysis in the bearing model. The

motivation for this modification was to enable

better modeling of bearings that use a sleeve

between the inner ring and shaft or between the

-ot}t_r ring and the housing. In many designs a

sleeve is used to provide an additional parameter

to control the internal radial clearance(IRe) and

other critical fits in the bearirig Stack-up. To

provide detail analysis of these types of bearings,

a three ring analysis was developed. This new

code completely replaced the previous "fit" rou-
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tine in SINSHA. The input data deck was changed

to accommodate the additional data required to

define any sleeves that may exist on a bearing

design.

Other modeling efforts accomplished under

this effort include: improvements to the preload

spring model, development of a standalone

SHABERTH only version of the software that

includes the modeling improvements described

above, and the development of some indepen-

dent codes to look at special issues. All of these

accomplishments are described in this section of

the report.

1.1 45 MM Bearing Model Conversion

to PC SINDA/SHABERTH

One of the first tasks accomplished under this

contract involved converting one of the

Rocketdyne turbopump bearing models from the

older format into the PC SINSHA format. The

thermomechanical model of the Rocketdyne

HPOTP pump end 45 mm bearing, which was

initially developed and operated on the MSFC

EADS, was converted for operation on the per-

sonal computer version of SINDMSHABERTH

developed by SRS. The conversion involved

changing the SINDA portion of the model from

SINDA '87 which is supported by DR. J D. Gaski

to SINDA '85/FLUINT which was written by

Martin Marietta Corporation and is distributed

through Cosmic. These SINDA formats are

basically the same with only HEADER BLOCK

format differences, thus, SINDA model, conver-

Sion was relatively simple. However, the interac-

tion between SINDA and SHABERTH had been

radically changed for the personal Computer ver-

sion. The EADS version used Job Control Lan-

guage (JCL) to perform the iterations between

SINDA and SHABERTH, whereas, in the PC

version, SHABERTH is accessed from within

SINDA through a subroutine call statement. A

solution can be obtained much faster with the PC

version simply because the SINDA preprocessor

is only executed once and not at every SINDA/

SHABERTH iteration as with the EADS ver-

sion.

1.2 Version 1.2 of PC SHABERTH

Completed

Early in this program, improvements were made

to PC SHABERTH software. PC SHABERTH

is a standalone version of SHABERTH that can

be used when the advanced thermal modeling

capability of SINSHA is not required. Version

1.1 of this software was previously distributed by

COSMIC. Version 1.2 incorporated improve-

ments suggested by users around the country.

Two modifications were incorporated that im-

prove the features of Version 1.2 over previous

versions. The first modification involves input

and modification of shaft loading data. In previ-

ous versions of P.C. SHABERTH, separate data

input screens were called for each radial load in

X-Y plane and each radial load in the X-Z plane.

It could be confusing determining which loads

were being requested for input. Additionally,

previous version required that the user reenter the

entire load set each time any of the shaft loads

were changed for additional analysis. This made

it difficult to perform parametric type studies.

For Version 1.2 new input screens were devel-

oped for inputting and modifying shaft loading

data. Any of the shaft loads can now be modified

from a single input screen. This feature supports

parametric analysis requiring multiple runs.

The second modification incorporated in Ver-

sion 1.2 was the addition of new source code to

calculate and output additional design param-

eters. Selected pages of Version 1.2 output are

shown in Exhibit 1 through 5. The second

2
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Exhibit 5 Ball Bearing

rolling element output page was modified to

display the inner race and outer race spin to roll

ratio, this page is shown in Exhibit 1. The spin

to roll output columns are included in the output

for all bearing types. However, both columns

should be zero unless the bearing output data is

for a ball bearing. The rolling element contact

SRS

Ball Excursion Output

Two pages are used to output bearing SV. This

parameter is the product of Hertzian contact

stress and slip velocity in the contact ellipse. The

page shown in Exhibit 3 outputs the maximum

SV for each bearing on both the inner and outer

race. The output also indicates which rolling

element experiences this maximum SV. The

frictional heat generation output was also im- second SV output page is shown in Exhibit 4.

proved in Version 1.2. This page illustrated_in ' This page shows tile distribution of sV across ....

Exhibit 2, shows how the heat g_/nerafion rate inner and outer contact ellipses for the rolling

varies across the contact ellipse. In previous element with maximum SV. The sign of the SV

version ofP.C. SHABERTH this page was printed value indicates the direction of relative slip across

out for ball bearings only. For Version 1.2, the the lamina. Finally, an output page (Exhibit 5)

heat generation distribution for cylindrical rolle(' was developed to show the magnitude of ball

bearings is also output. Several completely new excursions from the cage pocket center. This

output pages were developed for Version 1.2. page is output for ball bearings only.
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The PC SHABERTH users manual was up-

dated to reflect the changes in Version 1.2. This

code is still available for public distribution

through the distribution system that replaced the

COSMIC software center.

1.3 ADORE Version 3.2 Installed on

EADSII Computer System

In addition to the SINSHA code development

effort, SRS provided support and maintenance of

the ADORE dynamics model that MSFC li-

censes from PKG, Inc. ADORE V3.2 was in-

stalled on the EADSII Computer System. This

version of ADORE has improvements to the

shaft equilibrium equations which simplify the

task of modeling certain bearing operating con-

dition such as those resulting from ball size

variations in ball bearings. The source code for

version 3.2 was installed on the EADS 1I com-

mon file system (CFS 1). All of the bearing

models that were developed on the EADS I

system were transferred to EADSII. However,

the input format for version 3.2 was slightly

different from the format for previous versions.

Therefore, the existing bearing models was up-

dated prior to execution with version 3.2 on

EADS II. A new version of the ADORE plotting

package ADRP was also installed. This program

can limit pump life. Recent research efforts have

investigated the application of fluid film bear-

ings as an alternative technology with potential

to improve cryogenic turbopump life, reliability,

and possibly performance. Analysis capabilities

have been developed to support design and opti-

mization of fluid film bearings for cryogenic

applications. These codes typically provide a

detailed analysis of a single bearing subjected to

a set of specified boundary conditions (applied

loads, misalignment, inlet flow properties, etc.).

However, it can be difficult to determine the

appropriate boundary conditions for modeling a

single bearing when the bearing is used in a

complex multi-bearing load support system such

as a turbopump. For roiling element bearings this

problem is addressed through shaft-beating sys-

tem modeling using computer codes such as

SHABERTH. The system model accounts for

the effects of load sharing between bearings and

for the influences of shaft flexing and rotational

stiffness of the bearings in response to loads

applied at arbitrary points along the shaft. The

intent of this modeling effort was to integrate

fluid film bearing models into SHABERTH so

that system modeling of turbopumps or other

turbo-machinery can include fluid film bearings

and/or damping seals. This capability signifi-

requires linking with the DISSPLA software and cantly improved the simulation results for

therefore must be run on the Silicon Graphics turbopumps that use damping seals and provided

(VMCS) System.

1.4 Development of Hybrid Fluid Film

Bearing/Rolling Element Bearing Shaft

Support Analysis

Rocketdyne SSME turbopumps and the Advanced

Technology Development (ATD) turbopumps

for the SSME use rolling element bearings to

support the turbine/pump shaft. These bearings

are subject to wear and thermal conditions which

for design simulation of future turbopumps that

use fluid-film bearings or hybrid systems using

both fluid-film and rolling element bearings.

The fluid film bearing code Hydroseal, deveI-

• oped under NASA Grant NAG3-1434 by Dr.

Luis San Andres at Texas A&M University, can

numerically solve for the pressure, flow, film

forces, and dynamic force coefficients of hydro-

static bearings, annular seals, and fixed arc bear-

ings. One of the capabilities of Hydroseal is the

8
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calculation of the 16 stiffness coefficients that

define the fluid forces (Fx, Fy) and restoring

moments (Mx, My) in terms of shaft displace-

ments and misatignment angles. These stiffness

coefficients provide the input needed to simulate

the effects of a fluid film bearing on a shaft/

bearing load support system using a system model

like SHABERTH. A major software develop-

ment effort was accomplished under this contract

that resulted in the integration of the hydroseal

model capabilities in the SINSHA software.

Evaluation of the Hydroseal program was ini-

tially performed on a silicon graphics worksta-

tion to facilitate its incorporation into the SINDA/

SHABERTH roiling element/shaft program. The

evaluation of the fluid film bearing code included

a familiarization with the workings of the pro-

gram itself. The program was used to simulate

the damper seal of the Rocketdyne SSME high

pressure oxygen pump to gain experience with

the program's execution and to give a compari-

son case for later personal computer versions.

The input to the program is accomplished through

the use of menu driven prompts or, alternatively,

the user can call a previously constructed and

saved input file. After the type of fluid film

bearing (hydrostatic, seal, or journal) has been

chosen and the dimensions and specifics of the

bearing design (number and location of pads,

recesses, surface finish, fluid conditions, speed,

etc.) have been input, the program can calculate

operating parameters such as fluid flow, eccen-

tricity, force, stiffness, damping, and inertia co-

_efficients.

Graphical output can also be generated by the

program through the use of the Plot 2 graphics

package (operational on Silicon Graphics) which

Was provided with the codel Plots showing the

x-axis representing the width of the bearing par-

allel to the shaft, the y-axis depicting the magni-

tude of the fluid pressure, and the z-axis repre-

senting the circumferential direction of the bear-

ing clearance can be generated.

After the initial check out on a Unix system, a

personal computer version of the code, was de-

veloped. In order to integrate the code into the

SRS shaft, bearing, thermal model it was neces-

sary to have the code running on a personal

computer. The source code was loaded onto the

Northgate Elegance 486 PC and compiled using

Lahey FORTRAN version 5.0. Minor modifica-

tions to the source code were required to get the

program to execute on the PC. The majority of

the modifications were simply due to the differ-

ences in file naming conventions between DOS

and UNIX. It was also necessary to modify some

of the calls to intrinsic FORTRAN functions.

Several of the functions called are not supported

in Lahey FORTRAN. This problem was cor-

rected by using alternative functions that are

supported by the PC compiler. After correcting

the syntax problems a PC version of Hydroseal

was successfully compiled.

The Hydroseal Users Manual contains ex-

amples of input and output for the various types

of fluid film bearings modeled by Hydroseal.

These example cases were run on the PC to verify

the PC version. Initially, it was found that the

code would run successfully for cases where

fluid properties were implicitly input. However

the code would not run correctly for cases where

the user requested that fluid properties be calcu-

lated by the MIPROPS subroutine of Hydroseal,

The problem was investigated and it was found

that an error was caused when the program at-

tempted to read fluid property coefficients from

files stored on the disk. The cause of the disk file

read error could not be readily determined. How-

ever, a work around solution to the problem was

implemented which worked for the case of a

9
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bearing operating in oxygen. Later fixes resolved

the problem and now bearings operating in meth-

ane, nitrogen, and parahydrogen can be modele.d

Comparison of the outputs from the PC ver-

sion of the code to the examples showed that the

PC version obtained answers that were very close

(within 5%) of the results included in the manual.

We were concerned that the answers did not

agree exactly with the results from the manual.

To investigate further we ran the same cases with

the original version of the code on an in house

Silicon Graphics computer. The results obtained

agreed exactly with the PC version. Therefore,

we have concluded that the code must have been

modified slightly since the manual was pub-

lished.

A finite element model was developed to solve

for reaction loads and deflections of a shaft

supported by bearings that provide linear and

torsional stiffness. The model was developed to

support integration of fluid film bearings into the

SINDAJSHABERTH load support system simu-

lation. A shaft/bearing system consists of a rotat-

ing shaft supported by one or more bearings.

Each bearing typically provides both radial and

rotational stiffness. If the system includes more

than one bearing, the problem is statically inde-

terminate and the equations of static equilibrium

are insufficient to solve for the forces and mo-

eled with beam elements, each defined by the

location of two nodes. The model assumes that

each element has a constant modulus of elasticity

and moment of inertia along its length (EI).

Loads and moments can be applied only at nodal

locations. When defining the shaft, nodes must

be located at all positions were bearings are fitted

to the shaft, at all locations were external loads

are applied to the shaft, and at locations were the

shaft geometry (El) changes. Two sets of data are

required to solve for shaft reactions in either the

x-y plane or the x-z plane. First a node data set is

input. Node data includes the nodal coordinates

in the global reference plane, boundary condition

flags for each degree of freedom at the node, and

boundary conditions at the node. The flags are

setto one if the boundary condition is an enforced

displacement and to zero if the boundary condi-

tion is a prescribed force. As shown in Exhibit 6,

each node has three degrees of freedom two

displacements and one rotation. The shaft must

be adequately constrained to prevent any rigid

body motion. The second set of input data is the

element data. The element data includes the two

node numbers for the nodes that define the ele-

ment, the modulus of elasticity for the element,

and the bending moment of inertia for the ele-

ment. To model a shaft with general loading (a

case were the applied loads do not all lie in one

plane) the loads must be resolved into two planes

ments reacted by the bear-

ings. The finite element

approach provides the addi-

tional equations needed to

solve for the reactions by

the use of strain energy equa-

tions.

The system modeled for

this application is shown in

Exhibit 6. The shaft is mod-

Fy 1

Fx 1

m

p

Fy i

YMz,
I

Exhibit 6 Shaft System Modeled with Beam Elements
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and the model can be run twice to obtain reaction

forces in each of the planes.

The finite element code solves the equation [KI

x IDI = IFI. The K matrix is the gIobal stiffness

matrix. The D matrix contains nodal deflections

and rotations and the F matrix is the vector of

applied loads. The global stiffness matrix is

assembled from the element stiffness matrix's

shown in Exhibit 7.

A is the elements cross-sectional area, E is the

element modulus of elasticity, I is the moment of

inertia, and L is the section length. To obtain the

displacement solution global stiffness and load

matrix's are constructed from the input data.

These matrix's are the modified to remove un-

necessary degrees of freedom that result when

enforced displacements are input as boundary

conditions. The global stiffness matrix is then

inverted and multiplied by the load matrix to

solve for displacements. This procedure was

implemented by developing a FORTRAN pro-

gram to model the shaft using the finite element

approach. This code was initially used to couple

in coupling the hydroseal and SINSHA models.

The SHABERTH system model solves for

bearing loads and reactions by modeling the shaft

as a beam with external loads reacted by the

bearings. This is a nonlinear problem because

the stiffness of each bearing is dependent on the

magnitude of load and moment applied to the

bearing. SHABERTH uses an iterative solution

-s o o-s o o
0DC0-DC

0CA0-CB

-S00S00
0-D-C 0 D-C

0CB0-CA

S=AE/L

A=4EI/L

B=2EI/L

C=6EI/(L**2)
D=12EI/(L**3)

Exhibit 7 Element Stiffness Matrix

technique to solve the problem. SHABERTH

iterates bearing displacements and shaft displace-

ments until compatible reaction loads are ob-

tained. To develop a fluid bearing interface to

SHABERTH it was necessary to introduce the

stiffness of the fluid film bearing into the

SHABERTH shaft/bearing equilibrium algo-

rithm. The stiffness of the fluid film bearing is

also nonlinear with respect to displacement.

Therefore, the most direct approach to modeling

a hybrid system was to integrate the fluid film

bearing model (Hydroseal) directly into the

SHABERTH code. Hydroseal could then be

called to calculate fluid film bearing loads each

time the shaft bearing equilibrium model calls for

bearing deflections. Towards this end, the shaft

modeling equations in the SHABERTH code

were reviewed in detail. It was found that the

shaft model in SHABERTH is general enough to

calculate deflections at any point on the shaft.

However, the arrays used to contain the data

needed to solve for deflections were sized such

that SHABERTH can calculate deflections only

for locations were bearings are located. The

maximum number of bearings is limited to five.

The data structure of the program is quite compli-

cated and involves numerous data overlays. It

was determined that modifying the code to ac-

cept additional fluid film bearings would be very

complicated. To avoid the necessity of a major

SHABERTH code modification an alternative

approach was developed. An independent shaft

model was developed to solve for fluid film

bearing to Shaft reactions (the finite element

model preViously described). This approach

adds another layer of iteration to the solution,

however, implementation is straight forward.

First, SHABERTH runs and solves for the reac-

tion loads and displacements for any and all

rolling element bearings on the shaft. The calcu-

11
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lated displacements are output to a file. Hydroseal

is then run with displacement boundary condi-

tions and solves for reactior, loads for each of the

fluid bearings on the shaft, t.or the initial case, the

input displacements used are simply guesses that

are input to start the iteration process. The loads

calculated by Hydroseal are output to a file. Next

the finite element shaft code reads the rolling

element bearing deflections and the fluid film

bearing loads and applies them to the finite

element shaft model as boundary conditions.

The finite element model then solves for dis-

placements on the shaft at the locations of the

fluid film bearings. These displacements are

compared to the displacements that were used to

A study of the capabilities of the hybrid system

model was conducted in April of 1994. The

shaft/bearing system used for this investigation

was the Rocketdyne High Pressure Oxygen

Turbopump which uses four ball bearings and

one fluid film bearing (damper seal) to support

the shaft. The results of this preliminary investi-

gation are discussed in the following sections

which are excerpts form the SRS paper prepared

for the 1994 Earth-to-Orbit Propulsion Confer-

ence.

Introduction. Cryogenic liquid propulsion systems for

spacecraft use high performance turbopumps to deliver

fuel and oxidizer to the combustion chamber at high

predict the fluid film bearing loads. If the dis- pressure and flow rate. The pump system consists of a
structural casing/valve, pump impeller(s), turbine disk,

placements are not the same (within a user speci-

fled tolerance) the fluid bearing displacements

are updated and new loads are predicted. These

loads are input back into SHABERTH and the

rolling element bearing deflections are recalcu-

lated. This process is repeated until the displace-

ments used for the fluid film bearing analysis are

compatible with the rolling element bearing

solution. Typically, results converge after four

or five iterations.

The iteration procedure outlined above was

shown to converge relatively quickly for the

cases evaluated. However, the process was not

shaft, and bearings. The impellers and turbine are mounted

to the shaft which is supported by bearings. Most contem-

porary pump designs use conventional rolling element

bearings as the primary load support mechanism. Design

for minimum weight requires high speed operation creat-

ing a severe environment for beatings in terms of thermal

effects and loads. Consequently, cryogenically cooled

rolling element bearings have proven to be one of the most

critical life limiting components of pump systems.

More robust bearings systems are needed for applica-

tions in long life reusable liquid propulsion systems. Vari-

ous different bearing technologies, including magnetic

beatings, foil bearings, and fluid film bearings, have been
fully automated and user intervention was re-

....... proposed as candidates for application in long life
quired to manually converge the solution. There-

fore, the option of more fully integrating the fluid

mode ! into SHABERTH was investigat_ed. If the

total number of bearings (fluid + rolling element)

is limited to five; it was found it was possible to

incorporate the fluid film bearing model more

directly to the SHABERTH code. This-approach

eliminated one layer of iteration from the earlier

solution method. It also eliminated the require-

ment for the external finite element model.

turbopumps. Of these technologies, fluid film beatings are

probably the most near term candidate in terms of technol-

ogy readiness. A data base of cryogenic fluid film beating

performance ch_acteristics has been developed from vari-

ous applications. The current Space Shuttle Main Engine

(SSME) turbopumps utilize annular axial flow damper

seals which also function in a bearing capacity and carry a

fraction of the radial loading on the shaft. A test configu-

ration of the SSME High Pressure Oxidizer Turbopump

12
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(HPOTP) that used a fluid film bearing, in place of the

pump end ball bearings, was successfully tested on the

Technology Testbed Development engine at Marshall Space

Flight Center. The data generated from these applications

has demonstrated that cryogenic fluid film bearings are

capable of producing high stiffnesses and are viable candi-

dates for serving as primary load support bearings in

cryogenic turbopumps. Therefore, design of future pumps

or improved version of current pumps will certainly in-

volve consideration of fluid film bearings as primary load

support devices.

Several issues must be addressed for design of pumps

using fluid film bearings. These include axial load imbal-

ances and radial load support during start up and shut down

of the pump. Annular seal bearings do not provide axial

stiffness. During steady state pump operation this is not a

problem because most pumps use an axial load balancing

device to position the shaft. However, during start up and

shut down transients, bearing axial stiffness may be re-

quired to position the shaft. Additionally, rubbing of the

journal lands during start up and shut down is a concern.

One approach for addressing these issues is to develop

hybrid systems that use both fluid film and rolling element

bearings. The rolling element bearings would be highly

loaded only under transient conditions, during steady state

operation the fluid film bearings would serve as the pri-

mary load supports. The design of such systems requires

accurate system modeling to evaluate the load sharing

characteristics between the beatings and to design the

bearings to accommodate those loads. The software devel-

opment effort described in this paper is intended to provide

that analysis capability required to design future pump

bearing systems and to improve

the capability to analyze current

SSME, hardware by more thor-

oughly modeling damper seal ef-

fects on the rolling element bear-

ings.

Objectives. The objective of

this effort is to improve current

cryogenic turbopump shaft-bearing-thermal analysis ca-

pabilities by incorporating detailed modeling of fluid film

bearings into the SINDA/SHABERTH bearing code [2, 3].

This code is used extensively for simulation of cryogenic

turbopump systems. The SINDA/SHABERTH code pro-

vides for coupled thermomechanical analysis of a shaft

bearing system. The system model includes the elastic

shaft and the supporting bearings as illustrated in Exhibit

8. The system model allows the analyst to specify the shaft

geometry, the types and specifications of the supporting

bearings, the locations of the bearings on the shaft, and the

applied loads on the shaft. The code then predicts bearing

reaction loads, shaft displacements, and solves for bearing

performance characteristics (contact stresses, stress veloc-

ity, operating temperatures, fatigue life, etc.). The version

of SHABERTH used in the original SINDA/SHABERTH

model incorporates beating models for ball bearings, roller

bearings, and tapered roller bearings. To meet the objec-

tive of this effort, a fluid film bearing model was integrated

into the code.

Code Development. Predicting bearing reaction loads

requires modeling the complete shaft/bearing system. The

reaction load on each of the bearings is a function of the

shaft stiffness distribution, the bearing's stiffness, and the

stiffness of each of the other beatings in the system.

Beating stiffness is a non-linear function of reaction loads,

operating temperatures, and geometry. This coupling

results in a set of constitutive equations that must be solved

using an iterative solution algorithm. The algorithm

searches for the reaction loads that satisfy the constraints of

both shaft equilibrium and bearing equilibrium.

F

F F

Applied Loads

A Reaction Forces
v

k_ F Reaclion MomenLs

Exhibit 8 Typical Shaft Bearing System

with Applied Loading and Bearing Reactions
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The SHABERTH solution algorithm obtains the inner

ring equilibrium solution by solving the system [4]:

(Fb) i - (Fs) i = 0 for all bearings, i

(Fb) i = vector of bearing loads and moments result-

ing from rolling element to inner race interactions

(Fs)i = vector of shaft loads exerted on the shaft by the

inner rings

Fhxi

= Fbyi( Fb)i F_zi

Mbyi

_Mbzi.

lFsxi

F •
syl

I

% I
M syi I

_Mszi ]

The variables in the system are (A_i) and (A i) where (Ahi)

is the vector of bearing deflections and (A_) is the vector of

shaft deflections. The deflection degrees of freedom are

the x, y, z deflections, and the rotations about the y and z

axis. Compatibility requires that (Abe)equal (A_).

Solution of the system described above requires consti-

tutive models which relate deflections to forces. The shaft

is modeled as an elastic beam governed by the differential

equation [4].

d2y _ Mcx)

dx 2 El(.,,)

Applied shaft loads, and bearing reaction loads, forces

and moments, define M(_). Shaft deflections are calculated

by solving the beam equation once for the x-y plane and

once for the x-z plane. Rolling element .beatings are

modeled by solving kinetic equations which relate applied

bearing loads to inner ring deflections (A_i). Each of the

bearing types, ball, roller, and tapered is represented by a

separate constitutive model. These models are docu-

mented in Reference 4.

To achieve the objective of incorporating fluid film

beatings into the simulation a constitutive fluid film bear-

ing model is required. A model with the required capabili-

ties has been developed and implemented in the computer

code Hydroseal [1]. The Hydroseal program was devel-

oped by Dr. Luis San Andres, Texas A&M University,

Turbomachinery Laboratory. The program is capable of

modeling hydrostatic journal bearings, annular pressure

(damper) seals and hydrodynamic pad journal bearings [5].

Reference 5, "An Introduction to the Analysis ofB arotropic

Fluid, Turbulent Flow, Fluid Film Bearings", provides

detailed documentation of the governing fluid flow equa-

tions and beating geometries modeled.

The flow diagram shown in Exhibit 9 illustrates the

functional flow of the shaft bearing simulation and shows

the interface that was developed to integrate fluid film

beating modeling into the algorithm. The simulation

begins with data input defining the bearings, the shaft,

initial temperatures, loads, and operating speed. The

program then initializes the solution algorithm by calculat-

ing various system constants and making initial guesses for

the dependent variables (load vector) and for the indepen-

dent variables (displacement vector). The initial displace-

ments are passed to the bearing models. The bearing

models determine the reaction loads based on the current

displacement vector. The displacement vector contains the

x, y, and z deflections and the y and z rotations for each of

the bearings in the system. The program checks the input

data to determine the appropriate beating type for each of

the displacement vectors (_)_. If the bearing is a rolling

element beating the appropriate SHABERTH bearing model

is called to solve for reaction forces [4]. If the bearing is a

fluid film bearing the Hydroseal program is used to calcu-

late reaction forces. The reaction forces and moments

calculated by the bearing models are then passed to the

shaft model. The predicted bearing loads are applied to the

shaft and used as boundary conditions to predict a new set

of displacement vectors. A convergence test is then

14
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change analysis routine in

SHABERTH. This iteration con-

tinues until a thermally converged

solution is obtained.

The basic solution algorithm

described in Exhibit 9 was devel-

oped and coded in the original

SHABERTH program [4]. The

thermal modeling loop has since

been updated, for improved mod-

eling of cryogenic cooling, by

SRS Technologies [2, 3, 6].

Therefore, the main code devel-

opment effort required to include

fluid film bearing modeling in

the simulation is the development

of the interface to Hydroseal. The

minimum requirements for the

interface includes two functions.

First, it must pass bearing dis-

placements to Hydroseal. Then it

must pass predicted bearing reac-

tion loads back to SHABERTH/

SINDA. An interface meeting

these minimum requirements has

been developed and used to simu-

late the SSME lox pump includ-

ing modeling of the damper seal.

The results of this simulation are

presented in Section IV.Exhibit 9 Bearing Thermomechanical Model

Flow Diagram Showing Interface to Hydroseal

.... The interface developed con-

performed to see if the bearing deflections used agree with sists of a FORTRAN subroutine added to SHABERTH

the predicted shaft deflections. If not,a Newton-Raphson that writes deflections to a file, reads forces output by

Algorithm is Used to update the:deflections and another' Hydroseal and incorporates them into the solution algo-

iteration is performed. Once a converged beating solution rithm. A DOS batch file was also developed to execute

is obtained, the predicted bearing heat generation rates are Hydroseal at the appropriate point in the simulation. As

passed to the SINDA thermal model tO predict new oper- currently implemented, the interface does not pass any

ating temperatures. The updated fluid and bearing compo- bearing geometry data or fluid property data between the

nent temperatures are then passed back to the dimensional codes. Therefore, the analyst must first run through

15
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Hydroseal manually and enter the data required to define

the fluid film bearing and fluid. The model data is stored

in a default data file generated by Hydroseal. A simulation

can be performed after the Hydroseal model is created.

Running SHABERTH with the interface active, results in

a call to Hydroseal at each shaft/bearing equilibrium itera-

tion. During each iteration, the interface outputs predicted

displacements to a file, executes Hydroseal using option 33

[1], and imports predicted shaft forces and moments into

the SHABERTH code. Hydroseal option 33 solves for

bearing flow rate, bearing reaction forces, moments, and

torque, for specified values of pressure drop and journal

displacement and tilt.

The current version of the interface links Hydroseai to

the shaft/bearing equilibrium loop of the simulation only.

The thermal Ioop of the SINDA/SHABERTH simulation

still functions; however, fluid film bearing component

temperatures are not updated. Planned improvements

include integrating Hydroseal results into the thermal loop

and integration of fluid film bearing data directly into the

SHABERTH model input file.

Initial Results. The SSME HPOTP shaft and bearing

system model was used as a test case to evaluate the

function of the Hydroseal interface. The baseline SINDAJ

SHABERTH model has been used in the past to evaluate

rolling element beating performance for many different

pump operating conditions. The

shaft and bearing geometry mod-

eled is shown in Exhibit 10. The

applied loads and reaction loads

are also illustrated in Exhibit 10.

The largest applied load is the

static side load on the main impel-

ler. Static radial--loads areals0

applied to the preburner impeller,

turbine disk, and damper seal. The

radial loads and reactions have

been normalized with respect to

the main impeller load. The bear-

ing reaction moments are normalized with respect to the

inboard 57mm ball bearing (bearing 3) reaction moment.

The influence of the damper was simulated in the

original SINDA/SHABERTH model by inputting an ap-

plied radial load on the shaft at the location of the damper

seal. The magnitude of the damper reaction load was

estimated by reviewing test data from instrumented engine

tests. Several pumps have been run with an instrumented

bearing carrier capable of resolving the radial load reacted

by the pump-end bearing pair (bearings 1 and 2). The

magnitude of the damper seal reaction load was estimated

by incrementally increasing the damper seal load in the

simulation until the predicted bearing loads agreed with

test results. It was estimated that the damper seal carried

approximately 28% of the main impeller load,

The results from the baseline case described above were

compared to results obtained using the hybrid system

model. The simulated damper seal load was removed from

the shaft and a Hydroseal model of the damper seal was

developed. A simulation of the pump was performed with

the Hydroseal interface option on. The results of this

simulation are illustrated in Exhibit 11. The predicted

reaction loads compare favorably with the baseline simu-

lation. The damper seal was predicted to carry 33% of main

impeller load as compared to the 28% load used in the

baseline model. The hybrid model predicts 1% and 10% of

p 0.124 P

O.OM -_ _

....

• BEARINGS I&2'HAVE AN OPERATING AXIAL PRELOAD OF 2588 N (582 LB)

• BEARINGS 3&4 HAVE AN OPERATIVE AXIAL PRELOAD OF 6205 lq (1395 LB)

-- Applied L_mds

.... Calcualted Reation

Loads

Exhibit 10 SSME LOX Turbopump Bearing/Shaft

Reaction Load Predictions for Prescribed Damper Seal Load
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the main impeller load carried by bearings 1and 2, respec-

tively. This compares to 2% and 15% predicted by the

baseline model. Hydroseal also predicts the magnitude of

the moment reacted by the damper seal. This moment was

assumed to be zero for the baseline case. With the excep-

tion of bearing 4, the hybrid code predicts that the magni-

tudes of the bearing reaction moments are slightly lower

than the moments predicted by the baseline model. The

predicted bearing operating misalignments also agreed

well. In both cases, bearing i and 2 outer races are

predicted to tilt in a clockwise direction with respect to the

bearing carrier. For the baseline case the predicted magni-

tude of the bearing 1 tilt is very small, almost zero. The

hybrid simulation predicted a larger bearing 1 tilt in the

same direction. Post run hardware observations of bearing

1 show that the bearing does tend to tilt in the direction

predicted. In this respect the hybrid code results seem to

yield a more realistic prediction.

The results from the test cases demonstrated an addi-

tional capability of the hybrid simulation. The hybrid

simulation was able to introduce the effects of damper seal

cross-coupled stiffness into the simulation. For this ease,

the magnitudes of the predicted transverse radial loads

were small; 5.2x 10-3P, - 1.2x 10-3P, -3.0x 103p, -7.8x 103P,

and 6.9x10-3P for the damper seal and bearings 1 through

4, respectively. For the baseline simulation the effect of

these transverse loads was not considered. It should be

P

__.._j_ \,1 '<_/,r----
....

\0..<'-°"
• BEARINGS l&2 HAVE AN OPERATING AXIAL PRELOAD OF 2511/q (Sgl LB)

• BEARINGS 3&4 HAVE AN OPERATIVE AXIAL PRELOADOF 6205 N (1395 LB)

0.04 P

noted that for this case the transverse loads are small;

however, the predicted transverse shaft displacement is

significant. The low loads are a result of the radial

clearance between the bearing outer races and the bearing

carrier. These loads could become quite significant for

systems where the outer race is tightly fitted in the carrier.

In summary, the results from the hybrid simulation

agreed quite well with the results from the baseline model.

The comparison demonstrated the functionality of the

SINDA/SHABERTH to Hydroseal interface. Addition-

ally, simulating the fluid-film bearing provided additional

analysis capabilities that will be useful for design and

analysis for future pump systems.

Exhibit 11 SSME LOX Turbopump Bearing/Shaft

Reaction Load Predictions for Simulated Damper Seal

1,5 Later Revision and Improvements

to the Hybrid Fluid Film/Rolling Ele-

ment Bearing System Model

The initial successful version of the hybrid

code was somewhat difficult to use because

separate hydroseal and SHABERTH models had

to be maintained. The model was improved in

terms of input data structure and execution time.

The original version of the code was developed

by using DOS commands in batch files to trans-

fer data between the SINDA/SHABERTH code

, which models the shaft and rolling element

bearings, and the Hydroseal code, which models

fluid film bearings. This ap-

proach was used because it

was the easiest way to couple

the two portions of the simu-

lation and verify the feasi-

--A_ bility of incorporating afluid
.... Calcualted Reation

l_,_d, film bearing model in

l SHABERTH analysis. Onthe other hand, this approach

is not very computation]al

efficient and results in awk-

wardly structured input files.

Using this technique the two
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codes, SINDA/SHABERTH and Hydroseal, are

completely separate, independently compiled pro-

grams. During a coupled simulation, SINDA/

SHABERTH needs to calculate bearing reaction

forces many times. Each time fluid film bearing

reaction forces were required, SHABERTH had

to stop, write data to a disk, and call Hydroseal.

Hydroseal then had to load, read data from the

separate Hydroseal input data file , perform a

fluid film bearing analysis, output reaction forces

to the disk, and then call SHABERTH to con-

tinue the analysis. This sequence of events was

repeated many times during a SHABERTH analy-

sis. As a result of this overhead, a typical analysis

required about two hours on a 33MHz 486 com-

puter. The integration changes made later re-

duced the typical run time to about twenty min-

utes on the same computer.

The coupled simulation runtime improvements

were obtained by integrating the source codes for

the two programs and incorporating the bearing

definition data into a single input file. Hydroseal

was converted into a subroutine called by

SHABERTH. This improvement eliminates the

need to access the disk and load source code each

time fluid film bearing reactions are required.

Additionally, the two codes can now pass data in

RAM memory through the use of common blocks

and argument lists. The ability to pass and store

data through multiple iterations eliminates the

requirement for Hydroseal to read an input file at

each iteration. Thus, the SHABERTH code was

modified to read the fluid film bearing data along

with the rolling element bearing data. Once input

in SHABERTH, the input data is available to

Hydroseal at each iteration. The elimination of

multiple disk reads for fluid film bea[ring data is

responsible for much of the speed increase ob-

tained. Data input for fluid film bearings was

structured to mimic the format of SHABERTH

rolling element bearing data input. The user

includes a fluid film bearing in a SHABERTH

analysis by specifying a bearing data block for

the fluid film bearing in the SHABERTH input

file. An example of the new input format is found

in Attachment A. The example is for simulation

of a proposed configuration of the EH-14 fluid

film bearing tester. The SHABERTH model

simulates a modified tester configuration that

could be used for testing both fluid film bearings

and rolling element bearings. The input file shows

that bearings one and two are ball bearings.

These bearings are defined with "bearing data"

blocks that are identical to bearing data blocks in

the original SHABERTH code. The third bearing

(turbine end) is defined by a fluid film bearing

data block. The letter "F" in the first line of the

data block signifies that this bearing is a fluid

film bearing. The data required to define the

bearing geometry and operating characteristics

constitutes the rest of the data block. The remain-

der of the data file; thermal data, shaft data, and

load data, is identical to the data for the original

SHABERTH code. This model was used to de-

termine power requirements for the liquid hydro-

gen bearing tester.

The evolution of the hybrid fluid film/rolling

element bearing code continued by combining

the hybrid simulation with the thermal modeling

capabilities of SINDA. The detailed thermal

analysis of the rolling element bearings provided

by SINDA has in the past proven very valuable in

cryogenic bearing anomaly investigations. It is

believed that thermal effects wiil also have a

strong influence on the performance of fluid film

bearings as well. Thus, the Shaberth/Hydroseal

hybrid bearing code w_ integrated with SINDA.

The basic work of combining the code with

SINDA was previously performed when

SHABERTH was made a subroutine of SINDA

TP00-1017
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in 1991 under another contract. The format will

be very similar to that used previously since

HydroseaI was made a subroutine of

SHABERTH.

The execution of the SSH hybrid bearing code

is performed with the same procedure used to

execute any SINDA model. As part of the

SINDA model, a call statement to the

SHABERTH program is placed in the Output

Calls section of the SINDA input file.

SHABERTH will then read the bearing geom-

etry and shaft loading data from an external file.

The SHABERTH program includes the capabil-

ity to read fluid film bearing data. This was

The execution of a SSH simulation is quite

computer time intensive if a fluid bearing is

chosen. SHABERTH uses radial tangent

stiffnesses in the Y and Z directions as well as

rotational tangent stiffnesses about the Y and Z

for each bearing on the shaft to determine a shaft/

bearing load equilibrium. These stiffness calcu-

lations are performed about seven times per

bearing for a simple shaft loading configuration.

Thus, for a fluid film bearing, Hydroseal must be

executed a total of five times to determine the

four tangent stiffnesses which add up to about 35

times per average SHABERTH run. SINDA

then executes SHABERTH, usually four times

for a nominally loaded bearing, giving a grand
accomplished by integrating into the SHABERTH

total of about 140 Hydroseal runs. This results in
subroutine SKF the Hydroseal subroutine that is

used to read the fluid film bearing data from the

DEFAULT.DAT file. DEFAULT.DAT is a file

created by Hydroseal to store the bearing data

which was entered during an interactive Hydroseal

session. Thus, a DEFAULT.DAT file can be

directly added to a SHABERTH input file to

simulate a fluid film bearing. The fluid film

bearing capability is activated if Shaberth reads a

bearing designation character "F" at the begin-

ning of the bearing data section signifying a fluid

film bearing.

Currently, the SSH hybrid bearing code has

the capability to read and model any fluid fiim

bearing that is within the capability of Hydroseal.

Additionally, the SSH bearing code can simulate

up to four fluid film bearings or five rolling
element bearings on a common shaft. However,

early versions of the SSH program model had to

have at least one ball bearing with the fluid film

bearings to act as a stop for the axial motion of the

shaft since radial fluid bearings have no axial

load capacity.

a total execution time for a converged SSH

simulation with one fluid film bearing of ap-

proximately 100 minutes on a 486/33mHz ma-

chine, whereas without the fluid bearing the

execution time would be approximately 15 min-

utes. In addition, the execution time is almost a

direct multiple of the number of fluid film bear-

ings leading to long but manageable execution

times.

The final code developments, accomplished in

the evolution of the hybrid model, involved

changes to allow for modeling multiple fluid film

bearing types supporting the shaft. Earlier ver-

sions of the SSH code could model only one type

of fluid film bearing per shaft. The reason for this

limitation was that the portions of HYDROSEAL

used to read bearing geometry and configuration

data were originally scal a r values since hydroseal

is a single bearing model. To provide for mul-

tiple bearing types, the fluid film bearing input

data is now read from new arrays set up in

SHABERTH. The solution routine keeps track

of which bearing is being analyzed in the equilib-
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rium analysis and extracts the appropriate data to

send to the HYDROSEAL model. With this new

capability each of the fluid film bearings on the

shaft can be unique. Modifications to the code

were also developed to prevent a numerical

instability that occurred when modeling systems

supported solely by fluid film bearings. The

soIution scheme used in SHABERTH provides a

degree-of-freedom in the shaft axial direction.

Therefore some boundary condition must be

provided to react any axial load on the shaft.

Damper seals provide no axial load support,

therefor, the model could not converge for cases

where all the bearings in the system are fluid film

bearings. A numerical problem developed even

for cases which involved no applied axial load-

ing. To correct this problem, SHABERTH was

modified to introduce a very small axial stiffness

for cases in which all the bearings are fluid film

types. The small stiffness does not effect the

accuracy of the simulation and prevents numeri-

cal instability.

With the incorporation of the above modifica-

tions, SSH is now fully functional. The first

version was considered the Beta version. This

version was used to model the new bearing tester

that came on-line in 1995. The code was used to

support development of pretest red-lines and

evaluate bearing configurations for test. Test

results were compared to code predictions for

verification and validation (V&V) of the soft-

ware. Improvements and modifications to the

software were incorporated as dictated by the

V&V efforts. In general, the code has been found

to be functional and accurate. To the best of our

knowledge, SSH is the only tool currently avail-

able to perform system level thermomechanical

analysis of hybrid bearing systems.

1.6 Analysis of ATD Beam Springs

An analysis was performed on a preload spring

of similar design to that used in the Pratt and

Whitney ATD LOX pump ball bearing to deter-

mine the amount of tilt produced for a known

tilting moment. The analysis was performed

with both lab experimentation and computer

modeling. The results showed that the spring

would allow more tilt for a given moment than

was previously expected based on hand calcula-

tions, These results were used to modify our

predictions of tilting for the preload spring of the

Pump End Ball Bearing (PEBB) in the Pratt

pump.

Analysis of high vibration anomalies experi-

enced by the Pratt and Whitney ATD LOX

pump had indicated that a possible cause could

be reduced radial stiffness of the Pump End Ball

Bearing (PEBB) due to outer race tilting. Com-

puter analysis of the ATD LOX pump shaft/

bearing system has shown that the inner race

will tilt with respect to the housing due to shaft

deflection caused by the radial load and that the

outer race will follow the inner race to reduce the

moment in the bearing. The preload spring will,

however, support the outer race and resist its

tilting in the housing. The amount of moment the

beam preload spring would exert on the outer

race for a given tilt angle and the effect of three

contact pads per side of the spring would have on

tilt were not certain. To address these issues the

PEBB preload spring was modeled with the

ANSYS computer code, deflection calculations

were made, and hardware component testing

was performed.

The hardware testing was performed utilizing

a spring of similar design and dimensions as the

PEBB preload spring except the spring constant

2O
TP00*1017



= .

2 _
w

m

l

r _

m

J

w

(K) was higher for the test spring. A schematic of

the apparatus used to perform the spring tilting

moment test is shown in Exh:'bit 12. The appa-

ratus consisted of an Instron machine to apply

and measure the axial compression force on the

spring, a ball and cup joint to allow application of

the tilting moment while the spring is under the

compression load, and two load plates for the

spring to react against. Exhibit 13 shows an axial

view of the spring indicating the location of the

contact pads, the twelve positions where the

tilting force was applied, and where the three tilt

displacement measurements were taken. The

hardware testing was performed by Howard

Gibson and Lewis Moore of NASA Marshall.

The first experiment was to verify the overall

spring rate of this spring. This was done by

applying a know load to the spring while measur-

ing the axial movement of both the top and

bottom plates. The displacement of the top plate

was subtracted from the displacement of the

bottom plate to determine the compression of the

spring. The value of the applied load was then

divided by the corresponding spring compres-

sion value to calculate the spring constant. Ex-

hibit 14 shows the resulting spring rate as a

function of applied load. The data below ap-

proximately 1,000 N (225 lbs) is questionable

due to the very low deflections and the limited

precision of the displacement measurements (+!

-0.0127 mm, or 0.0005 in.). The data for higher

loads looked very good and the resulting spring

rate was reasonably constant at an average value

of 4100 N/mm (23,400 lblin).

The tilting deflections were then determined

for known tilting moments applied to the spring

while preloaded to 4,448 N (1,000 lbs). The

tilting moments were produced by applying mea-

Displacement
Measurement

=aoeo'/-oM-oe_4kl

Threaded
Rod to

Load Cell

Ball & Cup

Pivot Joint

?
Preload

r._°ad Pla_._JSpdng_]-I

Load Plate- ]

j_Load Ram

Exhibit 12 Schematic of Test Apparatus for
Pratt & Whitney Preload Spring Moment Test
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sured forces on the top load

plate at a known radius from

the center of the spring.

Forces of 89, 178,267, and

356 N (20, 40, 60, and 80

Ibs) were applied at a radius

of 81.3 mm (3.2 in) for

twelve positions evenly

spaced around the circum-

ference of the spring (see

Exhibit 13) to produce the

tilting moments at different

locations relative to the

spring contact pads. The

tilt angle of the spring was

then calculated from the

three displacement mea-

surements which were

spaced 120 degrees apart at

a radius of 61 mm (2.4 in).

TP00-1017
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Exhibit 13 Schematic of Preload Spring

Depicting Location of Tilting Load Application

Points, Displacements, and Spring Pads

The resulting experimental average tilt angle

is plotted in Exhibit 15 as a function of the

applied tilting moment. This angle is an average

of all twelve positions around the circumferential

of the spring. The location of the tilting moment

relative to the spring pads did not have a signifi-

cant affect on the value of the resulting tilt as best

could be determined with the experiment. Thus,

the use of only three contact pads per side does

not cause a lower restoring moment to the outer

race to be produced when the resulting tilt occurs

between two pads on the same side or on opposite

sides of the spring.

The hand calculations predicted a lower amount

of tilt for the same applied moment, as shown in

Exhibit 15, than measured in the experiment at

the higher moments. The equation used in the

calculations is based on two assumptions about

the spring. The first assumption was that each of

the three pads on one side of the spring would

possess a third 0/3) of the total spring constant.

The other assumption was that the spring con-

stant would remain the same no matter how the

spring was compressed or relaxed. Thus, when

22

one pad is at the 12 o'clock position and the other

two are at 4 and 8 o'clock and the spring is

deformed so that it tilts about an axis that runs

through 3 and 9 o'clock, the resulting tilting

moment equation would be:

SPRING MOMENT = K/2 • r2 THETA

K = Total spring rate

r = Radius out to center of pad

THETA = Tilt angle

The above equation assumes that each of the

three load pads on one side of the spring behaves

as a linear spring with a stiffness equal to 1/3 of

the total stiffness of the spring. The validity of

this assumption is questionable when each of the

pads is displaced by a different amount of deflec-

tion as occur during bearing outer race tilting.

Therefore, an ANSYS finite element model of

|
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Exhibit 14 P&W Preload

Spring Rate Test Results
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Exhibit 15 P&W Preload

Spring Rate Test Results

the spring was developed to investigate the mo-

ment stiffness of the spring. The model was

constructed of six sided quadratic brick ele-

ments. The nodes on the faces of the pads on one

side of the spring were constrained to zero dis-

placement in the out of plane direction. This side

corresponds to the side of the spring contacting

the bearing comer. For validation of the model
: : ? i :

UND_'t.I_T_ SPRING CENTER UNE

-- _._R I,_ .... "_ I_ - 0.006 Rad
A-0.04375 ...

&I,62-6+RI_

an axial deflection test of the spring was mod-

eled. For this test, each of the pads on the non-

constrained side of spring were deflected by

1.105 mm (0.0435 in) and the reaction forces

were calculated. The spring constant calculated

by the model was 4,027 N/mm (23,000 lb/in)

which agrees with the test data. After validation,

the model was used to calculate a rotational

stiffness of the spring. For this analysis, the pads

on the non-constrained side of the bearing were

deflected individually by a prescribed amount.

The enforced deflections were calculated as

shown in Exhibit 16.

The reaction forces were calculated by ANSYS

for this case and used to calculate the resultant

moment. This single point curve is plotted in

Exhibit I5. The ANSYS model calculated a

lower rotational stiffness than test data or the

initial calculation. The test data is expected to be

slightly high because of friction in the test rig.

The spring rotational stiffness used to calculate

outer race operating tilt should lie between the

value calculated by ANSYS and the test data.

The simple linear spring equation seems to sig-

nificantly over predict the rotational stiffness.

On-the-other-hand, the ANSYS model seems to

underpredict the rotational stiffness. This is

probably because the feet on the carrier side of

the spring were constrained at only a single point.

These constraints allow for more twisting of the

spring than occurs in the

actual hardware. Exhibit

17 shows two views of the

deflections calculated by

ANSYS for the case with

no tilt and 1,000 Ibs preload

and for the case with 0.006

,_s-,,-m-o rad tilt and 1,000 Ibs

preload.

Exhibit 16 Enforced Displacement for Tilt Analysis

23
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Exhibit 17 Deformed Structure Plots for Spring

1.7 MathCAD Program for Three Ring

Fit Analysis

Internal clearance of ball and roller bearings

affects the stiffness, contact stresses, and other

performance characteristics of the bearings. The

affects of press fits, temperature, and centrifugal

body forces cause the operating internal clear-

ance of the bearing to change significantly from

the as-built free internal clearance. Therefore,

accurate analysis of bearing performance must

account for the effects of clearance change due to

the operating environment. Fit analysis is usu-

ally performed using classical engineering me-

chanics relations for thick walled cylinders and

spinning disks. This approach is used in both the

SHABERTH and ADORE codes that are fre-

quently used for bearing design. However, both

codes were at one time limited to analysis of two

ring fit problems (cases were the inner race is fit

24

directly on the shaft and/or

the outer race is fit directly

in the housing). Bearings

such as those used in the

Pratt & Whitney AT

turbopumps make use of an

intermediate ring between

the race and shaft or hous-

ing. Fit analysis of these

bearings requires a three

ring analysis. A MathCAD

program was developed for

manual analysis of three-

ring problems. The calcu-

lated three ring fits can then

be used as input for

SHABERTH or ADORE

for accurate analysis of

bearing performance.

The MathCAD spread

sheet is included in. To use

the program the user opens

the spread sheet with MathCAD for Windows

version 5+. Ring geometries, material proper-

ties, fits, temperatures, and spinning velocity, are

entered directly on the spread sheet. The spread

sheet can be used for shaft/sleeve/inner race or

for outer race/sleeve/housing fits analysis. The

interference fits input are based on drawing speci-

fications. The spread sheet then calculates the

interference fit changes resulting from tempera-

ture and spinning effects. The fit pressures

resulting from the modified interference fits can

then be determined by equating the sum of the

radial deflections, at aring to ring interface, to the

modified interference fit at the interface. The

three ring case has two ring interfaces resulting in

two equations in terms of the two unknown fit

pressures. MathCAD's numerical SOLVE rou-

tine is used to solve for the fit pressures. It should

TP00-1017
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be noted that the routine will return a negative

value for fit pressure for the case of loose fits. If

a negative pressure is predicted the MathCAD

results are invalid and a standard two ring fit

analysis can be used for the two rings with

positive interference. Once the fit pressures are

determined calculation of the radial dimensional

changes is preformed for the inner most radius

and for the outer most radius. If the three ring set

analyzed is an outer race/sleeve/housing combi-

nation then the change in inner ring, inner diam-

eter indicates the net affect of the fits on bearing

diametrical clearance. If the three ring set ana-

lyzed is shaft/sleeve/inner race combination then

the change in outer ring, outer diameter indicates

the net affect of fits on bearing diametrical clear-

ance. For a complete analysis both the inner ring

set and outer ring set must be analyzed. The total

bearing diametrical clearance change is deter-

mined by summing the effects of outer race inner

diametrical change, the inner race outer diametri-

cal change, and two times the diametrical change

of the rolling elements. Typically, the rolling

element diametrical change is dominated by ther-

mal affects thus only delta temperature of the

rolling element is needed to calculate the dimen-

sional change of the rolling element.

1.8 Three Ring Fit Analysis Added to

SINDA/SHABERTH Bearing Model

The February 1995 progress report documented

the development of a three ring fit analysis pro-

gram developed to perform fit analysis of bear-

ings mounted on a shaft or in a housing that

employs an intermediate spacing ring in the

stack. Spacing rings have been used in the AT

turbopumps developed by Pratt & Whitney and

in the turbine powered bearing tester developed

by MSFC. Spacing rings provide a simple means

for controlling the race hoop stresses and bearing

operating clearances. The objective of develop-

ing the three ring model is to improve the current

bearing analysis capability for the bearings used

in these systems. The primary code used to

evaluate the performance of cryogenic bearings

is the SINDAJSHABERTH thermomechanical

model. The original fit analysis incorporated in

the SHABERTH portion of the code was limited

to two ring analysis thus precluding completely

accurate modeling of bearings that are mounted

on spacing rings. In the past the effects of the

spacing ring have been approximately accounted

for by manually calculating the diametrical change

effects of the spacer and manually forcing those

changes in the model. The MathCAD program

(previously discussed) was used to evaluate the

magnitude of error associated with use of the two

ring model on three ring systems. It was deter-

mined that the procedure resulted relatively small

errors; however, a considerable amount of manual

calculation is required to determine the fit modi-

fications needed to account for the intermediate

ring. It was apparent that the preferred approach

is to accurately model the three ring system

directly within SHABERTH.

Several approaches were evaluated for devel-

oping a three ring SHABERTH analysis. The

first approach was to modify the existing

SHABERTH fit subroutine to include a spacer.

By reviewing the code and documentation it was

determined that this approach would involve

considerable reverse engineering, a lengthy pro-

cess. It was decided that it would be more

efficient to scrap the existing SHABERTH fit

routine and develop a new routine for integration

with SHABERTH. While developing the new

routine, it was discovered that several generic

FORTRAN routines for evaluating three ring fits

were available in the literature. Therefore, an

existing three ring model was selected and inte-
m

25
TP00-1017



E

2 :

W

D

w

v

grated into the SHABERTH code. The results

have been verified using the MathCAD routine

documented in the February report.

The integration involved carefully identifying

the parameters required by SHABERTH from

the existing fit routine and vice versa. A careful

one-to-one mapping of the parameters was con-

ducted and used to design the SHABERTH fit

interface. It was necessary to modify the inputs

that are used to define the SHABERTH model to

accommodate the additional data needed to de-

fine any spacer rings existing in the system. The

model input changes required are documented

below in terms of bearing data cards. The bearing

data cards described are consistent with the BD

cards documented in the original SHABERTH

model.

• Card BD 9 was split into two cards, BD 9a

and BD 9b. The entries on card BD 9a are

inner shaft to shaft fit, shaft fit, housing fit,

and housing to casing fit. The entries on

card BD 9b are inner shaft effective length,

shaft effective length, inner ring width, outer

ring width, and casing effective width. A

zero value for inner shaft effective width or

casing effective width flags the code to

inner shaft and casing properties if not ap-

plicable to the geometry analyzed.

• Card T2 is modified by inserting the inner

shaft temperature in columns 41 through

45. The remaining data is shifted five places

to the right. Casing temperature is entered

in columns 71 through 75. Zero values are

entered for inner shaft and casing properties

if not applicable to the geometry analyzed

With the exceptions noted above the SINDAJ

SHABERTH model input is identical to previous

versions of the code.

The three ring version of SINDA/SHABERTH

is now operational. The code has been success-

fully used to model the three ring bearing designs

that were tested in the turbine powered bearing

tester and to model the Pratt & Whitney AT high

pressure fuel turbopump (AT HPOTP) bearings.

Selected pages from the AT HPOTP bearing

model output are included in Exhibits 18 and 19.

Exhibit 18 shows the changes to the portion of the

output that echo the input. The inner shaft and

casing initial fits, material properties, and tem-

peratures are now included. Exhibit20 shows

the outputs of the new fit routine which now

includes shaft to inner shaft and housing to cas-
perform a two ring analysis for the inner .

race or outer race respectively, mg interference fits and fit pressures.

The new version of SHABERTH was also
Card BD 10 is modified by adding an entry

in columns 1 through 10 for the inner shaft

ID. The remaining data items are shifted 10

columns to the right. Casing OD is entered

in columns 71 through 80.

Cards BD 11 through BD 14, which define

component material properties, are modi-

fied by adding the inner shaft property to

columns 1 through 10. The remaining data

items are shifted 10 places to the right,

Casing properties are added in columns 61

through 70. Zero values are entered for

used to update the SINDA/SHABERTH/

HYDROSEAL thermal/mechanical bearing code

to include the three ring fit analysis.

Verification of the updated SHABERTH code

for a three ring system was performed by simulat-

ing a roller bearing with both inner and outer race

sleeves. The SHABERTH results were then

compared to the results from a CYLFLEX model

of the same bearing under the same operating

conditions. The results for the press fits differed

by approximately 4% while the roller loads dif-
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Exhibit 18 Changes to SHABERTH Input
Resulting from Three Ring Fit Analysis Modification

fered by the same percentage. The reason for the

small differences may be due to the fact that the

two programs converged on slightly different

roller loads due to the flexible outer race capabil-

ity of CYLFLEX resulting in different fits or that

the slightly different fits caused the different

roller loads. By adjusting the input parameters,

the roller loads probably could be made to match

and then the fits compared. However, the ob 2

served differences were so small that further

comparison was judged unnecessary.

The new versions of both

the "stand alone"

SHABERTH and the

SINDA/SHABERTH/

HYDROSEAL computer

programs were delivered to

MSFC and installed on a

personal computer. A short

tutorial session was per-

formed for Tim Jett to ac-

quaint him with the modifi-

cations to the SHABERTH

inputs and the techniques of

building thermal/mechani-

cal bearing models with the

SINDA/SHABERTH/

HYDROSEAL program. Mr. Jett, with minimal

assistance, was able to use the programs to begin

an analysis of the turbine end bearings of the

Rocketdyne fuel turbopump.

1.9 Modification of SINDA/SHABERTH

Model Preload Routine

The SRS SINDAJSHABERTH shaft bearing

system model includes a subroutine that allows

the effects of a preload spring to be incorporated

Exhibit 19 Changes to SHABERTH Output

Resulting from Three Ring Fit Analysis Modification
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in the simulation. The SRS

spring routine simulates the

axial travel of bearing outer

races which occurs due to

bearing internal clearance

changes resulting from ther-

mal and speed effects. The

original version of

SHABERTH assumed that

the axial position of the outer

races remained as initially

specified regardless of the

bearing temperatures. As a

result, the predicted axial

TP00-1017
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Exhibit 20 Fluid Film Bearing Tester
Showing Optional Ball and Roller Bearing Installation

load of the bearing would increase dramatically

with a small increase in rolling element tempera-

ture. The preload spring allows the outer race

positions to change, thus reducing axial load for

a given rolling element temperature. Therefore,

proper modeling of the spring is imperative for

accurate prediction of bearing operating loads,

temperatures, and thermal margin.

The original preload spring model incorpo-

rated in SHABERTH was developed specifically

for the Rocketdyne SSME LOX turbopump ball

bearings. The routine has since been modified

for other spring and bearing designs. However,

the basic routine was valid only for two identical

bearings preloaded against one another. The

reason for this limitation is that only one set of

bearing deflections were t_sed to define the initial

axial offsets of the duplex bearing pair outer

races. There was nomeans of initializing the

model if the bearings preloading each other have

different axial deflections for a give magnitude

of axial preload. This limitation had to be elimi-

_itr ¸

hated in order for the preload

spring routine to be capable

of modeling the proposed

test configurations for the

turbine-powered hybrid

beating tester. One test con-

figuration uses a steel roll-

ing element bearing

preloading a silicon nitride

rolling element bearing.

A method for initializing

the spring model based on

the stiffness of only one of

the bearings in the duplex

bearing set was formulated.

This approach is much more

general than the current

technique and allowed the

spring model to be valid for a much larger num-

ber of bearing preloading configurations. The

basic relationships needed to implement this

technique were developed. The FORTRAN code

needed to integrate the new spring model in

SHABERTH was developed.

The improved spring routine is generic and

was developed to allow modeling of preload

spring configurations similar to the setup used in

the dual ball bearing configuration of the MSFC

hydrogen bearing test rig. Exhibit 21 illustrates

the tester preloading configuration modeled.

The preload spring model functions by adjust-

ing the SHABERTH input parameters Sd (input

diametrical play) and a (input contact angle), for

one of the bearings in the complement. The

effect of varying these parameters, via appropri-

ate relationships, is to slightly change the dis-

tance between the preloaded bearings outer races.

The relative race motion either increases or de-

creases the axial loading of the bearings against

28
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Exhibit 21 Preload Spring Configuration
Model Incorporated In SINDA/SHABERTH

one another. Once the race spacing is established

using the parameters from the input file,

SHABERTH does not allow any motion of the

outer races. As a result of this limitation, in-

creases in rolling element temperatures cause a

significant axial load to develop between the

bearings due to loss of internal clearance. In the

actual hardware, the slope of the load rise is

significantly reduced by the use of a preload

spring which allows the outer races to separate by

compressing the preload spring. For given tem-

peratures, loads and speed the bearing axial load

condition is specified using the following rela-

tionships:

ro = outer race radius of curvature

ri = inner race radius of curvature

D = ball diameter

A = ro+ri-D

Pd = free diametrical clearance

Sd= disine(2A-Pd+Sd/2A)*

To use the model, Sd and a are varied para-

metrically during the setup of the bearing model

until the model predicts that the bearing axial

reaction loads equal the design preload. This

procedure involves selecting an arbitrary value

of Sd and then calculating the corresponding

model setup, only the inputs

for bearing 2 are changed to

vary the load. Bearing 1

clearance and contact angle

can be set to any values that

satisfy the relationships

above for that bearing. Ex-

perience has shown that

choosing bearing 1 param-

eters such that the axial off-

set of the bearing 1 is maximized works best for

most load conditions. Axial offset can be calcu-

lated using the following relationship:

Sa = tan(a) x (A-Pd/2)

After preloading the model using the proce-

dure described above, the preload values of Sa

and the preload spring constant K are input into

the model for use by the automated spring sub-

routine.

The spring routine developed for this model

works by iteratively adjusting the parameters Sa

and a during combined SINDA/SHABERTH

thermomechanical analysis. During the analy-

sis, SINDA executes to calculate bearing compo-

nent temperatures. Typically a rise in ball tem-

perature results in a loss of clearance in the

bearing causing SHABERTH to predict larger

axial reaction loads. During the Shaberth run the

spring model initially adjusts the bearing 2 clear-

ance and contact angle to the values which result

in minimum race offset. This initial guess for the

parameters results in very large axial load predic-

tions. A value for axial offset (Sa) is calculated

for this condition. The change in Sa from the

preload condition is multiplied by the spring

constant (k) to calculate a spring compression
value of a. The procedure continues until the -

........ force (F), The spring subroutine then opens the
Calculated load equals the design load under the

clearance a small amount and reruns the

specified conditions. Using the new preload SHABERTH simulation. This automated itera-
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tion procedure is performed until the predicted

axial reaction force equals the calculated preload

spring force. When the forces converge

SHABERTH iteration terminates and the calcu-

lated heat generation rates are exported to SINDA

for another thermal iteration.

The new spring routine was implemented and

is now functional in the SINDA/SHABERTH

code. The robust bisection root finding algo-

rithm used in the previous spring model was

retained in this model. Other features inthe

model include: maximum spring travel checks to

simulate bottoming of the preload spring, no

geometric similarity requirements for preloaded

bearings, and the ability to function correctly

even under conditions of applied axial loading on

the shaft. These features enhance the capabilities

of the code significantly. The improved spring

modeling was utilized for analysis of the MSFC

bearing tester shake down tests.

1.10 Invesigation of Bearing Ring

Flexing Model

Many analytical models of rolling element bear-

ings have been developed without including the

effects of race flexing. These simulations typi-

cally model the races as rigid rings considering

only the local contact deformations as calculated

using Hertzian contact theory. For many bear-

ings this model provides a very good approxima-

tion of the actual geometry of the bearing. How-

ever, for some applications bearing races are

designed with a relatively thin cross-section and

lower bending stiffness. Accurate modeling of

these bearings requires incorporating the race

bending deflections into the model. There are

many possible approaches that could be used to

model ring flexing. One model that has been used

for flexible ring analysis is based on the work of

J. Y. Lui and Y. P. Chiu. This analysis is pre-

3O

5

sented in the paper "Analysis of a Thin Elastic

Ring Under Arbitrary Loading"; published in

Transactions of the ASME., August, 1974.

Recently, analysis results from two different

flexible race bearing simulations were reviewed

and compared. Both simulations modeled the

race using the analysis developed by Lui and

Chiu. Different deflected ring shapes were pre-

dicted for two cases with similar rolling element

loading. The source of the differences between

the two cases was investigated. It was found that

the source of the differences in the two solutions

was due to the way in which the radial load on the

ring was reacted. Both models use the solution

developed for a ring subjected to a radial load that

is reacted by a sinusoidal distributed shear force.

This loading condition is illustrated in Exhibit

22. The solution of Lui and Chiu states that the

radial displacement at any location (Q') is given

by the following relationship:

_ PR 3 . rC_)xeosO+2]O=O,]
_._ 4___E_[(O._)slnO+(_e02 3"2- * 4-" 3

q!=Psin exR

Exhibit 22 Ring Under a Radial Load and
Distribution Shear Forces
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For a bearing the radial deflection at each

rolling element position must be determined.

Therefore, the complete deflected ring shape is

determined by individually applying each radial

load and calculating the deflection at every roller

location resulting from the applied load. The

deflections at each roller location, for each load,

are summed to obtain the deflected ring shape.

The difference in the results from the models

is due to the inclusion of an applied reaction load

in one case, whereas in the other case the result-

ant radial load was reacted through residual dis-

tributed shear forces. The two cases are shown in

Exhibit 23 and Exhibit 24. In the first case, it is

assumed that the ring is sitting on a surface and

the entire radial load is reacted through a single

point. This case is not entirely realistic because in

reality a bearing is usually supported in a curved

deadband and the reaction forces assume a dis-

tributed Hertzian type variation. For the second

case it is assumed that the reaction load is sup-

Exhibit 23 Ring Loading for Case of

Applied Reaction Load

31

ported by distributed shear forces which are

maximum at a location 90 degrees away from the

location of the resultant radial load. It is difficult

to imagine how this type of reaction force could

actually be applied to the bearing. Therefore,

both models use relatively rough approxima-

tions to describe the constraints on the ring.

However, it could be expected that for cases with

relatively small resultant radial loads either modeI

should provide fairly accurate results. For the

two cases studied the radial load was I 1120 N

(2500 Ibs) which is a fairly large radial load in

relation to the size of the bearing. The deflected

shapes predicted from the two methods described

are shown in Exhibit 25. It can be seen that the

magnitude of the deflections vary by an order of

magnitude and the general shape of the deflected

ring is also changed. Exhibit 25 was generated by

scaling the deflections and plotting them on a

circular ring with a two inch radius.

The results of this comparison show that for

larger radial loads the solution of the ring flexing

equations is extremely sensitive to the manner in

which the radial load is reacted. Based on this

observation it appears that a more detailed analy-

sis is required to accurately model ring flexing

Exhibit 24 Ring Loading for Case of
Distributed Reaction Load
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Exhibit 25 Deflected Ring Shapes for Two

when the radial loads are large. The general form

of the solution developed by Lui and Chiu pro-

vides for arbitrary loading of a thin ring. There-

fore, one approach to improving the bearing

model results would be to solve for the actual

reaction force distribution, using Hertzian con-

tact theory, and then solve for the ring deflections

using the general form of the thin ring solution

subject to the actual distributed reaction force.

1.11 Modification of SHABERTH Code

to Output Additional Contact Data

The SHABERTH code was modified to provide

additional output describing the tribological con-

ditions in the rolling element contacts for ball

bearings. Previous modifications to the code

were developed to provide the wear parameter

stress times velocity (SV). Using the earlier ver-

sion of the code the maximum and minimum

values of stress velocity were output for each

bearing. The stress velocity profile across the

rolling element contact was oUtput for the contact

with the maximum stress velocity. With this

modification, the code now includes outputs for

contact stress and slip velocity, for each contact

lamina in the contact with the largest SV param-

eter. This modification provides data in a format

more useful for planing traction testing to simu-

late the rolling friction characteristics.

1.12 SHABERTH Shoulder Run-Out

Model Update

A minor modification was made to the SINDAJ

SHABERTH bearing design software for im-

proved data output. The original SHABERTH

code has been modified many times in order to

calculate and output additional bearing perfor-

mance metrics. One of these additional metrics

is shoulder run-out. The code now calculates

how far up the inner and outer race shoulder the

edge of the Hertzian contact ellipse rides. Prior

to the subject modifications, this data was calcu-

lated in SHABERTH and then transferred to

SINDA for output. Therefore, the data was not

available for studies performed using known

bearing temperatures and not requiring SINDA

analysis. The subject modification provides a

print out of calculated shoulder run out directly

from SHABERTH. The modifications were per-

formed at SRS and then the modified code was

installed on Mr. Tim Jetts computer at MSFC.

1.13 Improvements to SHABERTH

Bearing Code to Support Future LH 2

Rig Testing

A modification was performed to the

SHABERTH bearing software to facilitate data

processing of bearing rig test results. SRS main-

tains two software packages that are used to

support bearing rig testing and flight pump bear-

ing issues. One package is integrated with a

thermal model and is able to solve for component

temperatures and the effects that temperatures

have on bearing components. The other model,

which is much simpler to set up, uses tempera-

tures input as know quantities. This second

32
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version of the code is very useful for performing

quick turn-around analysis and parametric stud-

ies that are often used to evaluate and analyze rig

test data. Over a period of time these two pack-

ages diverged, often new features were added to

the full-up thermomechanical model and not

incorporated into the simple bearing only ver-

sion. The two separate versions of the code

required different input files to run the same

bearing. The recent modifications performed

have brought the standalone bearing only code

up to the same level as the thermomechanical

code. The two versions can now be run from the

same SHABERTH bearing input file. This con-

solidation eliminates the need to maintain mul-

tiple models of the same bearing/rig configura-

tion. The new version of the SHABERTH only

code was compiled on a Pentium based PC using

32-bit Digital FORTRAN. This new compiler

eliminated the compatibility problems sometimes

encountered when using the old software on

modern PCs. The new software was delivered,

via e-mail, to Mr. Tim Jett for in-house use.
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2.0 _ Bearing Design Studies

SRS performed various bearing design functions

over the course of this effort. The studies pre-

sented in this chapter cover three major areas.

First, SRS performed design studies to determine

the best approach for integrating silicon nitride

rolling elements into the Rocketdyne SSME high

pressure oxidizer turbopump bearings. In par-

ticular, it was desired to substitute silicon nitride

bails for 440C stainless steel balls in the 45mm

bearing. SRS performed many design trades to

evaluate the feasibility and best approach for

accomplishing this objective. It was shown that

a direct substitution of rolling elements was

possible provided they were sized correctly. It

was shown that the Phase II races would work

with ceramic balls.

SRS also provided design analysis to support

evaluation of advanced ball separator designs.

This analysis looked primarily at the Bronze/

Salox cage design by Battelle Laboratories. SRS

supported investigations of problems that devel-

oped during testing. The analysis resulted in

identifying a simple resolution of the problem.

Simulations were also performed to support scal-

ing of 57 mm bearing test results to future appli-

cation.

Additionally, SRS developed simulations of

the Pratt and Whitney Advanced Technologies

turbopump bearings to support these bearing

design efforts. A significant effort was devoted

to characterizing the performance of these bear-

ings in off design operating conditions.

2.1 Comparison of HPOTP 45 MM

Bearing Using 440C SS and Silicon

Nitride Rolling Elements -

The SINDA/SHABERTH thermomechanieal

model of the Rockedyne HPTOP pump end 45

mm ball bearing was used to perform a compari-

son of the bearings' steady-state operation using

standard 440C stainless steel roiling elements

and its operation with silicon nitride rolling ele-

ments. The simulation used an axial load of 3200

N (720 lb.), radial load of 11,120 N (2,500 lb.),

applied at the main impeller which resulted in a

radial reaction load of approximately5,000 N

(approximately I, 125 lb.) at the test bearing. The

operating speed and coefficient of friction were

30,000 rpm and 0.25, respectively. All other

operating conditions were as per Phase II design.

The simulation with 440C rolling elements

used curvatures off_ = 0.55 and fo = 0.52 (standard

Phase II). The silicon nitride simulations used an

outer race curvature of 0.52 and three inner races

curvatures of 0.55, 0.53, and 0.52. A diametrical

clearance of 0.1676 mm (0.0066 inches) was

used for f. = 0.53 and 0.52. The results of all the
!

simulations are shown in Exhibit 26,27 and 28.

The resulting contact stresses for the maxi-

mum loaded rolling element are presented in

Exhibit 26. Model predictions showed that the

outer race stress would increase slightly by using

silicon nitride. This increase is a result of two

offsetting effects. One effect was the reduced

outer race force resulting from a lower centrifu-

gal force due to the lower densitY of silicon

nitride (60% lighter than steel). The other effect

is the reduced contact area as a result of the higher

modulus of elasticity of silicon nitride (50%

higher than steel). The outer race contact area

was reduced by a larger percentage than was the

outer race force resulting in a slightly higher

Outer race-contact stress for silicon nitride at

30,000 rpm. The inner race stress with silicon

nitride and the same inner race curvature of 0,55

was approximately 10% higher than with 440C

balls. Using lower inner race curvatures reduced

34
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Exhibit 26 Comparison of Stress for 440C
Stainless Steel Balls And Silicon Nitride Balls in

Rockedyne HPOTP Pump End 45 mm Bearings

the stress by increasing the size of the contact

ellipse. Thus, using an inner race curvature of

0.52 with silicon nitride, the inner race stress was

predicted to be approximately4% less than that

with 440C and fi = 0.55.

The heat generation, as shown in Exhibit 27,

was about 30% less at the outer race with silicon

nitride due to both the lower centrifugal load and

smaller contact area. The inner race heat genera-

tion could be reduced approximately20% from

the 440C value by using sili(:on nitride with fi-

0.55. If the inner race curvature of 0.52 was used

with silicon nitride, the inner race heat would be

increased 20% over the 440C inner race heat.

35

This increase in heat generation was not believed

to be detrimental to the bearing with silicon

nitride rolling elements due to the low thermal

expansion of sdicon nitride (approximately25%

of steel). The silicon nitride rolling elements

would not thermally grow as much as the steel

and, therefore, the bearing internal loading would

not increase as much. Also, the lower thermal

expansion would allow the ball size to remain

more constant from ball to ball with different

rolling element heating. This would aid in keep-

ing the ball speed variation low which helps

maintain low ball to cage loading.

The predicted component temperatures are

provided in Exhibit 28 for the 45 mm bearing

1500

• IR NEAT GEN

• OR HEAT OEN

OOflOITIONS ON BRO:

3200 N AX&AL LOAD

S000 N RADIAL LC_U)

0,2S OOEF. OF FRICTION

30.000 RPM

1.9

1.4

.47

0, 0

4,10C S_N4 813N4 813N4

Ball= 8dk Badls I_

fe ..52 fo ..52 Io..S2 tO- .5_

fl..55 II..55 ft..S3 I1..52

Pd = .1600 rnm Pd =.1600 mm Pd ..167B mm P;d..1676 mm

Exhibit 27 Comparison of Heat Generation
for 440C Stainless Steel Balls and Silicon

Nitride Balls in Rockedyne HPOTP
Pump End 45 mm Bearings
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Exhibit 28 Comparison of Temperature
for 440C Stainless Steel Balls and Silicon

Nitride Balls in Rockedyne HPOTP
Pump End 45 mm Bearings

with both 440C and silicon nitride rolling ele-

ments. As shown, the silicon nitride ball and

outer race temperatures were lower than 440C

predictions for all curvatures simulated. The

inner race temperature with 440C balls for all

curvatures except fi = 0.52. Due to the increased

heat generation with the larger contact area with

fi = 0.52, the inner race component temperature

'was slightly higher than the inner race with 440C

rolling elements. It is believed however, that the

benefit of reduced contact stress with f_ = 0.52

overcomes the disadvantage of the increase in

heat generation. Thus, this limited study showed

that bearings fitted with silicon nitride rolling

elements and reduced curvatures should signifi-

cantly improve the operation and extend the life

of the 45 mm bearings in the pump end of the

liquid oxygen turbopumps.

2.2 Further Analysis and Optimizatio of

Rocketdyne 45mm Bearings with Sili-

con Nitride Rolling Elements

The High Pressure Oxider Turbopump (HPOTP)

45 mm pump end ball bearings were investigated

to determine the optimum bearing geometry to be

used with silicon nitride rolling elements. The

SINDA/SHABERTH thermomechanical bear-

ing analysis code was used to analytically simu-

late both bearings to determine thermal gradi-

ents, thermal expansion and its effect on radial

load sharing and operating preload. The bearing

geometries that were investigated were a Phase II

configuration with variations in inner race curva-

ture and internal diametrical clearance. The

simulation used an inlet coolant temperature of

133K (-220°F), flow rate of 2.09 Kg/s (4.6 pps),

coefficient of friction of 0.25 for the races and 0.2

for the cage. A preliminary comparison of the

pump end bearings operating with silicon nitride

balls was performed using radial load sharing,

contact stresses, ball excursion, heat generation,

and average component temperature. Also, the

results for the bearings with standard Phase II

geometry and standard 440C stainless steel balls

were included for comparison.

The resultant operating loads for all the bear-

ing configurations modeled are shown in Ex-

hibit 29. As shown, the resulting axial preload

was slightly less with the silicon nitride balls.

This was expected due to the lower coefficient of

thermal expansion of silicon nitride (approxi-

mately25% of steel). Thermal expansion in the

pump end duplex pair bearings resulted in in-

creased preload because the bearings are loaded

36
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Exhibit 29 HPOTP Pump End Bearing Reaction Loads

against each other. Using silicon nitride balls

would help maintain a more constant axial preload

during operation. Since the thermal expansion of

silicon nitride is significantly lower than steel,

the preloading procedure during bearing/shaft

assembly needed to be reviewed and needed to be

modified to ensure the desired preload was ob-

tained at both chilled static and operating condi-

tions. The radial load sharing was only slightly

different with the silicon nitride rolling elements

as compared to 440C. Because the silicon nitride

v

IM
in-

D.

m
l-.-

Ilg

t
8
I111

>

material is harder than steel

(elastic modulus 50%

higher than steel), the sili-

con nitride bearings are ra-

dially stiffer. Therefore, the

inboard bearing (Bearing 2)

with the Phase II geometry

and silicon nitride balls

would support a greater per-

centage of the total load on

the pump end due to the

slight shaft deflection be-

tween the pump end and

the turbine end bearings.

However, using an inner

race curvature of 0.53

slightly reduced the

bearing's radial stiffness

which resulted in a slightly

improved load sharing dis-

tribution. The change in

bearing diametrical clear-

ance studied had almost no

affect on the operating

loads.

The resulting contact

stresses for Bearing 1 and

Bearing 2 are shown in Ex-

hibit 30 and 31, respec-

tively. The result of changing only rolling ele-

ment material to silicon nitride was approxi-

mately 10% high Hertzian contact stress for both

bearings. The higher stress was due to the higher

modulus of silicon nitride resulting in a smaller

contact ellipse. Reducing the inner race curva-

ture to 0.53 increased the contact area and de-

creased the inner race stress to only slightly

greater than that for 440C Phase II. However, the

outer race stresses increased slightly for this

configuration due to the increased radial and

37
TPO0-I017

I



w

w

L_

w

=_

=_

4OOO

3500"

[] INNER RACE

[] OUTER RACE

580

5O8

A

3000 435

0 250O 362 8

)
2000 290

1500' 218

1000. 145
440C Si3N4 Si3N4 8i3N4 Si3N4

li - .55 li - .55 fi - .55 fi = .53 ti - .F,3
fo - .52 fo - _52 fo - .52 fo - .52 fo - .52

Pd-.160 Pd-.160 Pd-.1676 Pd-.1676 Pd-.160 mm

Exhibit 30 HPOTP Bearing 1 Contact Stress
L - _

W

38
TP00-1017



L _

LZ

m

u

w

D

=

w

i im

4000 580

t [] INNER RACE I

[] OUTERRACE

3500 1508

3oo0 43s ,_

2500 362

i 2000' 290

1500. 218

1000 145
440C Si3N4 Si3N4 SI3N4 Si3N4
li -.55 fi-.55 §,.55 fi-.53 fi-.53

fo - .52 fo - .52 fo - .52 1o - .52 fo - .52
Pd-.160 Pd-.160 Pd-.1676 Pd-.1676 Pd-.160 mm

Exhibit 31 HPOTP Bearing 2 Contact Stress

B

m
m
w

w

w 39
TP00-1017



= .

b_

__4

w

m

m

axial loads. There was almost no difference in

the stresses for the two clearances studied.

Ball excursion was significantly affected by

the change in rolling element material and bear-

ing geometry as shown in Exhibit 32. The ball

excursion was reduced approximately25% for

Bearing 2 and approximately55% for Bearing 1,

by replacing the 440C balls with silicon nitride.

This reduction was due to the lower inner race

contact angles as aresult of

lower ball centrifugal force

caused by the lower den-

sity of silicon nitride (60%

lighter than steel). How-

ever, the ball excursion was

increased approxi-

mately40% for Bearing 2

and approximately20% for

Bearing 1 using silicon ni-

tride and an inner race cur-

vature of 0.53 as compared

to the 440C Phase II bear-

ings. Reducing the race

curvature caused the con-

tact angle variation from

heaviest loaded to lightest

loaded ball to increase

which caused the ball speed

variation or ball excursion

to increase. The ball ex-

cursion was high for all of

the cases due to the heavy

radial load on the bearings.

This is why the pump and

bearings use cages with

oval ball pockets to in-

crease cage to ball clear-

ance.

The frictional heat gen-

eration at the inner and

2.0"

1.5.

E

z
O

1.0'
0

-I
m

0.5

0.0
440C
I_.._

fo ,, .52
Pd-.160

Exhibit 32

outer raceway bali contacts was also signifi-

cantly affected by the change in bearing geom-

etry and ball material as shown in Exhibit 33 and

34 for Bearings 1 and 2, respectively. The outer

raceway heat reduction was also due to the smaller

contact ellipse with silicon nitride. The smaller

inner race curvature of 0.53 caused the contact

ellipse to be larger and caused the contact angle

to be higher which resulted in a higher ball spin

.0787
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Exhibit 34 HPOTP Bearing 2 Frictional Heat Generation

giving thenet result of only a 20% decreas e !n

inner race heat as compared to 440C Phase i

bearing.

In summary, the pump end bearings in the

Space Shuttle Main Engine (SSME) high pres-

sure oxidizer turbopump (HOPTP) were mod-

eled to investigate the potential improvements to

be gained by replacing the 440C steel balls with

Si3N4 balls. Other factors,

such as loads, friction and

speeds being equal, the

greater the ball spin normal

to the contact surface, the

greater the heat generated

in the contact. The Phase II

440C 45 mm pump end

bearings were modeled to

provide a baseline for com-

paring the results of the

Si3N4 bearing model. The

Phase II bearing configura-

tion was modeled with

Si3N4 balls, and deviations

from this configuration in-

cluded reduced inner race

curvatures and increased

diametrical clearances. The

results are shown in Ex-

hibit 35 for the Number 2

pump bearing which sup-

ported considerably more

radial load than the Num-

ber 1 bearing.

Results from the Si3N4

modeling showed that an

increase in diametrical

clearance caused a slight

increase in ball spin at the

inner race. Since the bear-

ings were radially loaded,

each ball had different loadsand speeds. The ball

became unloaded at an aximuth angle of 120* and

remained unloaded until it reaches an angle of

270*. The ball supported the greatest load at 0 °

azimuth and remained loaded until it passed 90"

aximuth. The 90* position inner race contact

angle was greater than the angle at zero position,

causing an increase in bail spin. Increased clear-
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Exhibit 35 Spin/Roll and Gyroscopic Slip

ance also caused increased contact angle and

increased ball spin relative to the inner race.

Reduction in curvature increased the variation in

contact angle within the ball complement, and

produced a wider range of spin/roll values. The

spin/roll values for the 440C balls were greater

than for theSi3N4 balls for equivalent curvatures

and clearances. The higher density steel balls

produced larger centrifugal forces causing larger

contact angles.

The gyroscopic slip, which is the ratio of the

gyroscopic tangential force, at the ball surface,

and the normal force exerted at the zero spin

surface, was significantly larger for the 440C ball

bearing. This was primarily caused by the higher

density of the steel balls. The other parameters,

ball angular speed land direction, and orbital

speeds were not significantly different between

the steel and Si3N4 ball bearings. Thecentrifu-

gal loads, that were higher for the steel balls,

were a small component of the normal force,

compared to the applied radial load component.

The results from this investigation showed

that the light Si3N4 balls provided potential for

reducing the contact heat generation, caused by

ball spin normal to the contact, and slip along the

major axis of the contact caused by gryoscopic

forces. These characteristics also reduced ball

and raceway surface wear.

The resulting average component tempera-

tures for each case simulated are shown in Ex-

hibits 36 and 37 for Bearings 1 and 2, respec-

tively. The use of the silicon nitride rolling

elements with all the bearing configurations mod-

eled enabled the bearings to operate cooler than

the 440C Phase II bearings. The increase in

internal clearance had little affect on the operat-

ing temperatures since the bearing already had

adequate clearance with 0.160 mm (0.0063

inches).

Based on preliminary comparisons of 440C

Phase II bearings with bearings using silicon

nitride rolling elements, it appeared that the best
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Exhibit 36 HPOTP Bearing 1 Component Temperature

bearing configuration to use with the silicon

nitride balls would be the standard Phase II

geometry of f_= 55, f = 0.52, and P_ = 0.160 mm

(0.0063 in). This configuration had the best

results in all the parameters compared except for

Hertzian contact stresses. However, it is be-

lieved that the stress levels for this configuration

of 3,500 MPa (508 Ksi) are still acceptable for the

440C stainless steel races based on NASA rolling

element fatigue contact data and is well within

the capability of the silicon nitride material. The

use of the silicon nitride balls in the HPOTP

pump end bearings will significantly improve

their performance based on this study and results

of the silicon nitride rolling element testing in the

MSFC Bearing and Seal Material Tester (B SMT).

44

2.3 Optimization of Additional Param-

eters for 45mm Rocketdyne Bearing

with Silicon Nitride Bearings

The analysis to optimize the geometry of the

45mm pump end bearings with silicon nitride

rolling elements was expanded to include varia-

tions in outer race curvature and an additional

value for internal clearance. Previous analysis

considered a single value of 0.52 for the outer-

race curvature, and two values, 0.16 mm (0.0063

in.), and 0.1676 mm (0.0066 in.), for internal

clearance.

As shown in Exhibit 38, this required the

evaluation of 13 configurations. The SINDA/

SHABERTH thermomechanical bearing analy-

"rP00-I017
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Exhibit 37 HPOTP Bearing 2

Component Temperature

sis code was used to model the pump end bearing

pair. The model used an inlet coolant tempera-

ture of 133K (-220°F), a flow rate of 2.09 kg/sec

t4.6 pps), and a coefficient of friction of 0.25 for

the races and 0.2 for the cage.

Results from the analysis include ball excur-

sions, reaction loads, contact stresses, heat gen-

eration, and component temperatures. These

results are provided in Exhibits 39 through 48.

Ball excursion is shown in Exhibit 39 for the

configurations evaluated. The bearings with sili-

con nitride rolling elements and Phase II configu-

ration (fi - 0.55, fo = 0.51) had less ball excursion

than the other configurations including the Phase

II bearing with 440C rolling elements. For equiva-

lent configurations, the bearings with silicon

nitride balls had less ball excursion due to the

lighter balls producing lower centrifugal loads

and lower contact angles. Increasing the outer

race curvature caused a decrease in ball excur-

sions in the Number 1 bearing. With the lower

outer race curvature of 0.52, some of the balls in

the Number 2 bearing became unloaded which

!

r_

m

w

m

Beadng

4400 Phase II
SI3N4 Rolling
Elements

!
I

_r

Clearances mm 0n)

•_6 (.0063)
.102 (.004)

.16 1.0063)

*,167_) 1.0066)

Inner .
Race Curvature

.55

.53

.53

.55
.55
.53
.53
.55
.55
.53
.53
.55
.55

Outer

Race Curvature

.53

.53
.55
,52
.55
.52
.55
.52
.55
.52
.55
.52
.55

Number of
Configurations

1
2
3
4

5
6
7
8
9

10
11
12

13

•Completed during this reporting period

Exhibit 38 Clearances and Curvatures Investigated
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reduced ball excursion. Increasing the outer race

curvature to 0.55 prevented ball unloading and

increased the ball excursion. The cage pocket

clearance was 2.04 mm (0.08 in.). Ball excur-

sions should be kept well below this value to

prevent high ball/cage loads.

Bearing radial reactions are shown in Exhibit

40 and axial reactions are shown in Exhibit 41.

Increasing the outer race curvature of the Phase

II configuration to 0.55 produced the highest

radial reaction in Bearing 2 compared to the other

configurations. Changing the outer race curva-

ture from 0.52 to 0.55 had little effect on contact

stresses as indicated in Exhibits 42 and 43. Heat

generation as a function of initial clearance is

shown in Exhibits 44 and 45. The outer race heat

generation was reduced to approximately one-

half when the outer race curvature was increased

from 0.52 to 0.55. This produced about a 12-K

(22°F) decrease in ball temperature in Bearing 2,

as shown in Exhibit 46. The inner race tempera-

ture was not significantly changed as shown in

Exhibit 47. Even though there was a two-fold

decrease in outer race heat generation when the

outer race curvature was increased from 0.52 to

0.55, the outer race temperature decreased only

about 2-K (4*F) as shown in Exhibit 48. Half the

heat generated at the outer

race contact was assumed

to go to the ball. The outer

race was also effectively

cooled with LOX which ex-

plained the weak tempera-

ture response to the change

in heat generation.

Although increasing the

outer race curvature of the

Phase II configuration from

0.52 to 0.55 offered some

small advantages in loads,

inner race stresses, and component temperatures,

these gains were not considered strong enough to

support a recommended change because of ex-

tensive operating clearance with Phase II curva-

tures.

2.4 Assessment of Outer Race Tilt

Effects on the 45 MM HPTOP Bearing
Operating Characteristics

The HPOTP shaft/bearing thermomechanical

model was used to investigate the influence of

outer race rotation or tilt on the pump end bear-

ings loads, stresses and thermal characteristics.

The bearing configurations were Phase II with

440C rolling elements, and Phase II with Si3N4

rolling elements. Since there is a clearance or

deadband between the outer race and bearing

carrier, the bearing outer race is free to rotate or

tilt within the constraints of this clearance. The

nominal deadband was 0.1219 mm (0.0048 in.).

This changes due to operating loads and tempera-

tures to the values shown in Exhibit 49. The

amount of outer race tilt that can be accommo-

dated within this clearance is shown as the allow-

able tilt in Exhibit 49. Two estimates were made

for operational outer race tilt. Tilt angles of

Bearings 1 and 2 were varied until the reaction

P_

oR. o_ D_d b.d
(,w)

MIX HIaZ S=_=
(UPA)

vm_,'od

A,,_ Bd Temp. -K

A_. IR. Ton_, _K

Avg.O. R. TmT_, -K

PI_ IJ 4_ I Eb_em MIh 4_0 Rdl_ I_nmm
II. 0.5._, b, 0.,_ Pcl, O.le mm

e,m.I ero.2 J,O.t

17.24 IT.27 17.80
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llI.H iil._')

-._4.4 S,16

2.16

2,_al i 4.tos
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Exhibit 49 Bearing Operating Characteristics with
Outer Race Tilt To Minimize Reaction Moments
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moments were close to the opposing moments

produced by the reactions to the radial loads. The

unequal (circumferential) compression of the

preload spring, due to outer race tilt was not

considered in this case. Since the preload spring

reacts to keep the two outer races parallel, ne-

glecting the spring moments produced higher tilt

angles in the moment balancing exercise. This

method was expected to provide an upper limit

on possible operational outer race tilt angles. The

second estimate of tilt angles included the effects

of the preload spring. As expected, the effect of

the spring was to reduce the outer race tilt esti-

mates, and required the outer races to become

more in line or parallel. As shown in Exhibit 49,

the estimated operational tilt angles were well

within the capability of the deadband, and were

no problems with the outer races binding or

hanging up in the carrier due to loss of clearance.

Other bearing operating characteristics such as

stresses, ball excursion, and thermal are also

shown in Exhibit 49. The Number 2 bearing with

Si3N4 balls had higher radial reactions and higher

contact stresses than the comparable 440C bear-

ings. In all cases, ball excursion, axial reaction,

and thermal characteristics were more favorable

for the Si3N4 ball bearings. Reducing the tilt

angles, reduces axial loads, contact heat genera-

tion, and bearing component temperatures.

Data from the analysis of these bearing Con-

figurations, with outer race tilt, were compared

with those of a previous analysis with no outer

race tilt. The results of this comparison are

provide in Exhibits 50 through 55. Exhibit 50

compared radial and axial reactions: Allowing

the outer races to tilt improved radial load sharing

between Bearings 1 and 2, and increased the axial

reaction. The maximum Hertz contact stresses

for Bearing 2 were reduced when the outer races

were tilted as shown in Exhibit 51. Bearing 2, for

those cases without tilt, radially deflected such

that some of the balls became unloaded. The

bearing analysis code determined the speed of

unloaded balls by assuming constant angular

momentum, and that the ball travels in the outer

race at zero contact angle. This causes the

angular speed of the ball to decrease and remain

constant until it becomes loaded. Unloaded balls

therefore, reduce the average speed of the ball

train. The ball excursions estimated for the

Number 2 bearings, no outer race tilt, are based

on the average ball train speed. Therefore, as

balls become unloaded, the estimated ball excur-

sion is reduced. As the outer race is tilted, all

balls become loaded and the ball excursion in-

creases. Further tilting of the outer race de-

creases the ball speed variation as shown in

Exhibit 52. The average frictional heat genera-

tion is significantly increased when the outer

races are tilted as shown in Exhibit 53. The loads

are more uniformly distributed among the balls,

increasing the average heat generation, which

increases component temperatures, reduces op-

erating clearance, and increases axial reaction.

Beating component temperature comparisons are

shown in Exhibits 54 and 55.

Increasing outer race tilt significantly increases

the bearing average heat generation. It was

therefore concluded that an inner race curvature

of 0.55 is preferred, to an inner race curvature of

0.53 because increasing race conformity would

also increase heat generation in the contact. Al-

lowing the outer races to tilt did not change the

conclusion of the previous investigation, reported

in the April 1992 progress report, that the Phase

II curvatures are optimum for the Si3N4 ball

bearings.
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260

• BALL

[] INNERRACE

[] OUTER RACE

240 -27

fi=.55

fo=.52

Pd=.160ram

220 .-63

140 -207

120 -243

100 I
BALL BRG1 440C 440C 440C 440C SBN4 Si3N4 Si3N4
MATERIAL BRG2 440C 440C 440C Si3"N4 S_N4 Si3N4 Si3N4
O.R. TILT BRG1 0.0 -.0001 -.0013 0,0 0.0 -.0001 -.0013
(radians) BRG2 0,0 .0015 .0032 0.0 0.0 .0015 .0032

Exhibit 54 HPOTP Bearing I Component Temperatures
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220 -63

120 -243

100
BALL BRG1 440C 440C 440C 440C S_,N4 Si3N4 Si3N4

HATERIAL BRG2 440C 440C 440C Si3N4 S_N4 Si3N4 S{3N4

O.R. TILT BRG1 0.0 -.0001 -,0013 0.0 0.0 -.0001 -.0013

(radians) BRG2 0.0 .0015 .0032 0.0 0.0 .0015 .0032
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Exhibit 55 HPOTP Bearing 2 Component Temperatures
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2.5 Investigation of Ball Pocket Clear-

ances for 45 MM Bearings with Battelle

Cages

Battelle cages were designed for the 45 mm

bearings for use in the pump end of the SSME

LOX turobpump. These cages provided a salox

insert around each ball for film transfer lubrica-

tion. This required more space per ball, for the

pockets, than the standard Armalon cage used in

the Phase II 45 mm bearings. To increase the

space per bail, one ball was deleted from the ball

complement leaving eleven balls. With this

modification, there was still not enough room to

provide the Phase II cage pocket clearance of

2.04 mm (0.08 in.). The ball pocket clearance for

the Battelle cages was 0.8 (0.031 in).

Bearing thermomechanical models were run

to compare the operating characteristics of bear-

ings with Battelle cages, and standard Phase I145

mm bearings. The results of these runs are

summarized in Exhibit 56. Two cases were run

for each bearing configuration. One case al-

lowed each bearing in the bearing pair to tilt

(outer race) such that the resultant moment on the

outer race was minimized. The second case

constrained the outer race in the vertical position

(zero tilt).

As shown in the exhibit,

the most significant differ-

ence between the Phase II

bearings, and those with

Battelle cages was the dif-

ference in bail excursion

and the pocket clearance to

accommodate the excur-

sions. The limited clear-

ances in the Battelle cages

could severely constrain

ball movement causing in-

creased ball pocket loads,

heat generation, and ball skidding. The heat

generation values shown do not include ball

skidding, and consequently neither do the com-

ponent temperatures. The ADORE program was

used to determine the cage pocket loading for

these conditions.

2.6 Investigation of Operating Stresses

in the Fluoroloy-C Cage Design

Various analyses were performed to investigate

and quantify operating stresses in the insert of the

Fluoroloy-C cage design tested in the BSMT

(Unit 2 Build 13). The tester was run for a

cumulative time of 22 minutes at 30,000 RPM.

This run time was approximately twice the

baseline Phase II run time of approximately 10

minutes (Unit 3 Build 2). The test was terminated

during the seventh rotational period due to the

outer race temperature of Bearing 3 exceeding a

redline of 136-K. Post test inspection of Bearing

3 revealed damaged ball pocket inserts. There

were fractures and/or missing material in some of

the inserts. Cage pocket to ball loads, as calcu-

lated with ADORE analysis, were not predicted

to be large enough to cause the inserts to fail with

the bearing operating under nominal conditions.

Therefore, a study was performed to determine if

the interaction of the shroud and inserts, caused

(>Aw_ T_(nw)

cagePod_oe,,_, (ram)

,_d Ree_ M

! Ma_ _ Slm_ p_

Au0. _,_ Oer_ra_
wln_od

Avg. Od Temp. -K

A_9. I.R Timlp. -K

Avg. O.FL Tlmp. -K

4_ mm Ikmdng= I. ¢M_ fo. ¢L_2 pd. OJ6 mm Phue 1 4S mm IkwTn_ ",dV_44_ I_lnlll_mm_
II - OJ_, _,. 0.(_, lad. O.1i mm

-JM4 6.11 0 0

2.71= 4,41S _ &O_

213 104 a_ 190

141 142 IM 142

Exhibit 56 Comparison of 45 MM Pump End
Bearings and Bearings Equipped with Battelle Cages
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by different coefficients of thermal expansion

combined with centrifugal loading, could intro-

duce residual stresses in the inserts which might

add to ball impact induced stresses and cause the

inserts to fail.

The approach used for this investigation con-

sisted of two steps. First, a simple ANSYS model

of the bronze phosphorous shroud was constructed

to determine the amount of deformation of the

shroud when subjected to thermal and centrifu-

gal loads. Exhibit 57 shows a plot of the cage

geometry in room temperature, static, condition

(dashed lines) overlaid by the deformed shape at

speed and chilled (solid lines). The plot shows

considerable shrinkage of the shroud in addition

to bowing of the cross members under the spin-

ning forces. The shroud was modeled using 3-D

beam elements to represent the components of

the shroud. Actual cross sectional dimensions

were used to calculate section properties such as

moment of inertia and product of inertia for the

beam elements. The density of the beam ele-

ments representing the cross members/bend-over

tabs was increased such that total centrifugal

loading would represent the mass of the bronze

phosphorous shroud material and also the mass

of a cage insert. Each cross member sees the

weight of half of an insert on either side. Model-

ing the cage shroud with beam elements allowed

shroud displacements to be calculated accurately.

However, the model needed to be further refined

to solve for stresses in the shroud. For this

analysis, the displacements were the critical pa-
rameter because thi_ interference of the insert and

shroud was being ini, estigated. Exhibit 58 lists

the displacements in a cylindrical coordinate

system, with the origin at the center of mass of the

cage. The Z coordinate is perpendicular to the

plain of the cage. The locations of the nodes are

illustrated in Exhibit 59. The displacements

63

were for a cage speed of 12,760 RPM and a bulk

cage temperature of 116.3-K.

The second step in this investigation was to

analyze the deformation of the inserts and to

determine if interference occurred, and if so, how

large are the induced stresses. The critical di-

mensions of the insert and shroud are shown in

Exhibit 60. The coefficient of thermal expan-

sion (CTE) of the insert is 1.044 x 10 -4ram/ram/

K. This data is based on a manufacturers speci-

fication sheet for Fluoroloy-C. The CTE used in

Static
( Room

Temperature )- At Speed
( Chilled )

I.-- --.. ........ --J

Exhibit 57 Cage Shroud
Deformation at Speed and Chilled
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the shroud analysis was 1.8 x 10 -5 mm/mrn/K.

The shroud analysis indicated that under thermal

and centrifugal loads the bendover tabs would

circumferentially be 0.0541 rnm closer together.

Assuming that the insert shrinks by an amount of

CTE* Delta Temp* L, the circumferential reduc-

tion of the insert was 0.348 rnm. Therefore, the

insert shrinks 0.2941 mm more than the shroud.

This should cause no stress if the insert is not

restrained by the bendover tabs. However, if the

bendover tabs grip the insert and restrain the

contraction of the insert then a circumferential

tensile stress is introduced in the insert. The

induced stress in the insert can be estimated by

Node AR(inch)

18 -0.5685E-02

22 -0.6040E-02

23 -0.6100E-02

24 -0.6373E-02

25 -0.6279E-02

66 -0.5685E-02

70 -0.6040E-02

71 -0.6100E-02

72 -0.6373E-02

73 -0.6279E-02

122 -0.5304E-02

123 -0.5036"E-02

124 -0.4940E-02

125 -0.5036E-02

126 -0.5304E-02

calculating the tensile force required to connect

the two components if they are separated by a

distance equal to the 0.2941 mm that is intro-

duced by thermal and centrifugal forces. A

simple analysis was performed assuming that the

problem can be idealized as shown in Exhibit 61.

Setting the total deflection equal to the differen-

tial deflection allowed the reaction forces to be

solved by use of an equilibrium equation. Once

the forces were calculated, the stresses in each

component could be calculated. For this analy-

sis, the web of area of the insert was used. This

analysis yielded a tensile stress of 14.6 MPa in

the insert. The tensile strength of the material is

AO(RAD) AZ(ineh)

-0.1324E-02 -0.1127E-02

-0.1575E-08 -0.1127E-02

-0.1028E-02 -0.1128E-02

-0.6852E-03 -0.1128E-02

-0.3304E-03 -0.1128E-02

0.1127E-02

0.1127E-02

0.1128E-02

0.1128E-02

0.1128E-02

0.7513E-03

0.375713-03

0.3399E-13

-0..1324E-02

-0.1575E-08

-0.1028E-02

-0.6852E-03

-0.3304E-03

-0.1324E-02

-0.1324E-02

-0.1324E-02

-0,1324E-02 -0.375713-03

-0.1324E-02 -0.7513E-03

ROT R (RAD)

-0.1309E-10

-0.2719E- 10

-0.4105E-05

-0.8549E- 11

0.4105E-05

0.13lIE-10

0.2720E-10

0.4105E-0S 0.3018E-02

0.8558E-I 1 0.3013E-02

-0.4105E-0S 0.3018E-02

0.1114E-10 0.2586E-02

0.6297E-11 0.1462E-02

0.5894E- 14 -0.9368E- 14

-0.6285E-11 0.1462E-02

-0.1113E-10 -0.2586E-02

ROT O (RAD) ROT Z

-0.3034E-02 -0.1397E-08

-0.3034E-02 -0.5595E-09

-0.3018E-02 0.1041E-02

-0.3013E-02 -0.1548E-09

-0.3018E-02 -0. ltM1E-02

0.3034E-02 -0.1397E-08

0.3034E-02 -0.5595E-09

0.1041E-02

-0.1548E-09

-0.1041E-02

-0.1397E-08

-0.1397E-08

-0.1397E-08

-0.1397E-08

43.1397E-08

Maximums

Node 24 124 72

Value -0.6373E-02-0.1324E-02 0.1128E-02

71 18 73

0.4105E-05 -0,3034E-02 -0.1041E-02

Exhibit 58 Nodal Displacement of the Cage Shroud in Cylindrical Coordinates
The Coordinate System is centered at the cage geometric center with the Z axis normal to the cage.
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Shroud

Deformed Center Line

under Centifigal Loading

1.8x10 -2 mm

4.0mm [

6.07x10 3 mm---_ _ 3.36mm

0.001324 rad / A Length 5.41x10 -2 mm

Insert

16.58mm

_------ 18.31mm ---_
C_Fiuroloy-C

1.O4xlo_ram/ram/K T= 116K

A Length = 0.348 mm

A W'_lth = 0.315 mm

h, Cage Pocket Diameter =0.299 mm

Change in Clamping Clearance Of,B Z_TL B 1.8x10 -s (182) (3.36)

1.104x10 -2 mm

Z_ Clamping Clearance

(_'F Z_TLF 1.104x10-4 (182) (3.36)

6.4x10 "2 mm

6.4x10 "2 - 1.104x10-2= +5.29x10-2 mm

Exhibit 59 Shroud_M0del Nodal Locations
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Insert
_--9.15mm

< _ J<_ _ _E-6.41mm

A
A ,_ 8.29mm

-2 74ram

Shroud
1.1 4mm

J,

....._, "_ --..._ _ '_ _ _8.31rnm

_,.._? :_"

_ ,_! _."._:

"<:_ _ _ 5.93mm

_,_ 2.39mm _

Section A-A

into the Shroud

Coefficients of Thermal Expansion

Inse. _10,xl0' ram/mm/_
Shroud of. 1.8x10 -5 mm / mm / K

Interfacing Surface Thermal Deformations

Insert 1.04x10 "4 (182) (6.00) = • 0.1135mm

Shroud 1.8x10 -5 (182) (5.93) =., 0.0194mm

L_COLD = 5.8865mm
LSCOLD = 5.9106mm

Interference 5.8865turn - 5.9106mm = -0.0241mm

Transverse Stresses assummlng all deformation
occurs in the Insert

PL
S = S = 0.0241mm

A web El

0.0241 Aweb E|
P=

5.8865

Aweb = 0.1005 (0.1325) = 0.01331625"

El = 0.93GPa

P = 32.65 N

o' = P/Aweb = 3.9 MPa

o"for 3X stress concentration = 11.4 MPa

Exhibit 60 Cage Shroud andinsert Dimensions for Fluoroloy-C Cage

66

B

TP00-1017



=

I

L_

L_

w

= =

I

h_

w

--=

W _ -

Ira==

i

Fs, Ss Fs, Ss

t ,ts,
l/I<

F$ L FI L
Ss _ S t =

A s Es A t E i

Ss + St =0.2941mm

zF1"=o= q-2Fs
($=F/A

Legend:
(3"= Stress
F = Force
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S = Deflection

020417$RS 1515-188

Exhibit 61 Idealized Model to Calculate
Stresses Due to Bend-Over Tab Constraint

12.41 MPa to 15.16 MPa. These stresses were

calculated based on using an elastic modulus of

0.93 GPa for the Fluoroloy-C which was the

published value for room temperature modulus.

The low temperature modulus would be higher

resulting in higher insert stresses. On the other

hand, this analysis assumed perfect claming of

the insert with no cold flow. In actuality, perfect

gripping will not be achieved, thus, from a dis-

placement prospective, this is a worst case sce-

nario. It should be noted that several new and

previously tested cages were visually inspected

to determine if the bendover tabs appeared to

tightly grip the insert. The tabs appeared to be

tight but not actually clamp into the material.

Therefore, we do not believe that significant

tensile stresses would be introduced tlirough:thls

phenomenon.

The potential for interference of the cage and

shroud in the bearing axial direction was also

investigated. This analysis determined that the

guide land rails on the in-

sert could interfere with in-

sert retainers on the shroud.

It was found that reducing

the bulk cage temperature

to 116.3-K would cause an

interference of 0.0241 mm.

Assuming a room tempera-

ture modulus for the

Fluoroloy-C, then a stress

of 3.9 MPa would be devel-

oped. Stress concentrations

or a higher low temperature

modulus could increase

these stresses by as much as

a factor of three. Evidence

of these axial thermally in-

duced was obtained by per-

forming a static chill down

test of the Fluoroloy-C cage design. In this t est,

a cage was dunked into LN2 and allowed to chill

down, then removed and inspected. Cracks were

observed running in the circumferential direc-

tion in the fore and aft areas of several of the

inserts. Based on the results, it was believed that

the incorporation of additional clearances be-

tween the insert retainer and the insert or the

development of stress relieving interfaces needed

to be further investigated.

Two additional cage insert/shroud interfer-

ence possibilities were investigated. First, the

possibility of the side rails rotating and pinching

the insert was investigated. The ANSYS analysis

predicted that the side rails would rotate by 0.174

degrees each as indicated in Exhibit 59. This

resulted in a loss of clearance of 0.012 mm at the

inner radius of the cage. However, the differen-

tial thermal expansion of the insert exceeded this

amount, therefore, there was no interference due

to this rotation effect. The final deformation case
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investigated was stresses developed due tO bow- and showed potential for improving bearing life.

ing of the cage insert separators under centrifugal

loading. The ANSYS model predicted that the

centerline of the retainer would radially deflect

0.019 mm at a cage speed of 12, 769 RPM. A

simple analysis was done to predict what stresses

this bowing would introduce into the cage insert.

The stresses predicted were negligible.

In conclusion, it appears that two sources of

interference induced stress could contribute to

failure of the inserts during operation. Stress can

be created in the circumferential direction if the

tabs exert a sufficient clamping force on the

insert. However, inspection of the hardware

indicated that this scenario was not probable

based on the relatively light clamping observed

in the cages examined. On the otherhand, simple

testing showed that axial stresses were intro-

duced by chill down. Therefore, increasing the

clearance between the insert retainer and insert or

developing a stress relieving interface was con-

sidered.

2.7 Comparison of Cage Loads for

BSMT Testing of Battelle Cages

The abrasive action of the glass fibers in

ARMALON cages of the SSME LO 2turbopump

bearings was a contributor to rolling element

wear in the bearings. Therefore, advanced cages

using SALOX ball retainers were developed as

However, the BSMT as it was configured could

not test the 45ram bearings. Testing of the 45mm

bearing cages was planned for the Technology

Testbed (TTB) engine at Marshall Space Flight

Center. The 45mm bearing cage design was

similar to the 57mm bearing cage with the excep-

tions of size and cage pocket geometry. The

45mm bearing cage used elongated cage pockets

to accommodate large ball excursions caused by

radial loads. Because of the difference in cage

pocket geometry, it was desired to obtain some

validation test data prior to live fire testing of the

45mm bearing cages in the TTB. Therefore, a set

of 57mm bearing cages were modified to emulate

the cage pocket clearances of the 45mm bearing

cages. The modified cage pockets had a circum-

ferential clearance of 2.03 mm (0.080 in) and an

axial clearance of 0.066 mm (0.026 in). A BSMT

test series was later conducted using 57mm bear-

ings with the modified Battelle cages. The axial

and radial loads applied to the BSMT test bear-

ings were specified to emulate operating stresses,

ball excursions, and cage loads that were antici-

pated for the 45ram bearings in the LO2 pump on

TrB.

ADORE analysis was performed to compare

the cage loads for the modified 57mm bearing

cage in the BSMT to the 45mm bearing cage in

the LO2 pump. It was found that the magnitude

an alternative to ARMALO N cages. Traction and nature of the cage loading was similar for the

testing has shown advantagesofSALOX (Bronze/ two cases modeled. Exhibit 62 shows a com-

Teflon) over ARMALON (Teflon laminated glass parison of cage guide land loads and cage mass

fibers) in terms of transfer film development and center orbits for the 45ram and 57mm bearing

traction coefficient. The advanced cages were cages. Both the upstream and downstream guide

manufactured specifically for theLO2pumpb-ear -_ l_ds of both cages experienced peak loads of

ing application by Battelle. Cages had been 222N to 266N (50 ibs to 60 lbs). The orbits of

developed for the 45mm pump end bearing and both cages were also similar indicating similar

for the 57mm turbine end bearings. The cages for dynamic characteristics. Both cages tended to

the 57mm bearing have been tested in the BSMT whirl with stable motion. The 45m bearing cage

68
TP00-1017



w

m

i

i H

i W

orbit was slightly more erratic, however both

cages interacted with the guide land only once

during each orbit producing similar contact loads.

Exhibit 63 shows a comparison of cage pocket

loads for the two cases modeled. The frequency

and magnitude of cage loading is very similar for

both cases. Both bearing cages showed occa-

sional peak loads of up to 445N (100 lbs) with

typical contact loads of 267N (60 lbs). The

results of this analysis indicated that the BSMT

testing of the modified 57mm bearing cage would

produce loading very similar to the loading that

would be experienced by the 45mm bearing cage

in the HPOTP. Additional analysis was required

to compare stresses in critical parts of the cage.

The SINDA/SHABERTH program was used

to analyze the steady-state operation of the Battelle

cage in the 45mm bearings. The pump end

bearings were simulated with two operating tilt

modes. One mode imposed no tilt of the outer

races. The other mode balanced the moments on

the outer races to estimate operating tilts of -

0.0001 rad for the outboard bearing and 0.0015

rad for the inboard bearing. The results of the

Battelle cage simulation for loads, contact stress,

heat generation, and temperatures were com-

pared to the standard Phase I145ram bearings in

bearings to the same level of cage loading as

expected in the pump end bearings of the HPOTP.

Exhibit 70 shows the predicted ball excursion

for the standard Phase II bearings and the bear-

ings using the Battelle cage for both tilt scenarios

in the HPOTP. The inboard bearing had the

largest excursion because it had the larger radial

load. The simulation predicted that with no outer

race tilt, Bearing 2 excursion would be less than

the pocket clearance but only because the balls

opposite the high radial load became unloaded.

However, when tilted, all the balls stayed loaded

and the ball excursion was predicted to exceed

the 2.03 mm (0.08 in) pocket clearance by

approximately 1.0ram (approximately0.04

inches) for both cage designs. Review of stan-

dard Armalon cages from Phase II 45mm bear-

ings that had been run in HPOTPs was later

performed in an effort to determine if the ball

excursions were near the magnitude that the

simulation predicted. One reason for the ques-

tioning of the predictions was that they were

based on the best estimates of radial loads given

by Rocketdyne.

Continuing under the assumption that the pre-

dicted ball excursion for the HPOTP bearing was

reasonably accurate, the operating conditions for

Exhibits 64 through 69.

that these parameters were only slightly increased

with the Battelle cage due to the removal of the

onerolling element. The Simulation als0 inves-

tigated the use of the Battelle cage in the inboard

position (Bearing 2) and a standard beating in the

The analysis showe d the BSMT needed to produce similar ball excur-
sions in 57mm bearings with Battelle cages (12

balls) was determined. It was predicted, using

the same analysis tools, that if the test bearings

were loaded with 2890 N (650 lbs) axial and

3115N (700 Ibs) radial load and run at 30,000

outboard position (Bearing 1). The results were RPM, the ball excursion would be 1.83 mm

virtually identical to the previous results with

Battelle cages in both beatings.

Ball excursions or ball to cage loads were the

main concern for the Battelle cage design. It was

desired to test the cage in the BSMT with 57mm

(0.072 in) with no tilt (Case 1) and 2.18 mm

(0.086 in) with 0.0010 rad of outer race tilt (Case

2) as shown in Exhibit 71. These values were

very near the pocket clearance of 2.03 mm (0.08

in). To achieve the high values of ball excursion

predicted for the HPOTP Bearing 2, the radial
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load in the BSMT test bearing would need to be

raised to approximately 4450N (1000 lbs) as

shown in Exhibit 72. To obtain these load values

in the BSMT requires that the test bearings be

placed in the outboard positions. If Si3N 4 rolling

element bearings were used in the inboard posi-

tions and initially preloaded to 5780N (1300 lbs)

the desired loads could be produced in the out-

|

POCKET
CLEARANCE

CASE I CASE 2 CASE 3 CASE 4
TILT (tad.) 0.0 .0010 .0010 0.0

board positions. The maxi-

mum contact stress predicted

for the Si3N _ bearing under

these conditions was 3.6 GPa

(522 ksi) which was only
7

slightly higher than the
e,•

=o 3.5GPa (508 ksi) value pre-

viously tested to in Unit 2

" Build 14. The other operat-

ing parameters, such as con-

tact stress and heat genera-

tion, for the 57mm test bear-

ings in the BSMT were pre-

dicted to be less than those

for the 45mm bearings in the

HPOTP and are shown in

Exhibits 73 through 75. This

Exhibit 71 BSMT Outboard Bearing Ball Excursion

is because under the same load conditions the

larger 57mm bearing has more capacity than the

smaller 45mm bearing. Thus, cage loading will

be the only comparable parameter in this test

series.

2.8 P&W PEBB Operation with High

Axial Preloads

- 3.56

3.05

2.54

2.03

1.52 I

1.02

.509

0

The PEBB of Pratt and

Whitney ATD LOX

turbopump operating with

increased axial preload was

investigated using the

SINDA/SHABERTH

thermomechanicaI com-

puter program. The higher

axial preload was desired to

increase the beating's ra-

dial stiffness and overcome

any axial movement bind-

ing in the housing. The pur-

pose of this analysis was to

verify that the bearing would

76
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be thermally stable while operating under the

increased axial load and that the radial stiffness

would be increased.

The thermomechanical model simulated ATD

pump end operating conditions of 3.6 kg/s (8.0

pps) LOX coolant flow, 119 K (215 R) inlet

temperature, 10.62MPa (1,540 psi) coolant pres-

sure, 23,750 rpm shaft speed, and 3,060 N (690

lbs) radial load. The axial load was varied from

the original preload of 6,670 N (1,500 lbs) to an

increased load of 40,000 N (9,000 Ibs). The

model was run for two different outer race

limits. The internal clearance remaining in the

bearing for these conditions is shown in Exhibit

78 and illustrates that even at the highest load

simulated there will be clearance remaining.

These results are valid for both outer race tilt

positions. The difference in the two tilt positions

was so small that it made virtually no difference

in the average heat generation, temperature or

clearance. However, the tilt position did make a

significant difference in the radial stiffness of the

bearing as depicted in Exhibit 79. The stiffness

was calculated using the secant method in which
posi-

tions.

housing which meant that the inner race would be

misaligned with the outer race due to shaft

deflection. This position resulted in a high

moment in the bearing. The second position

simulated was a more realistic operating sce-

nario in which the outer race would tilt to follow

the inner race's tilt, thus reducing the misalign-

ment between the inner and outer races and

decreasing the moment in the bearing. The

spring restoring moment, radial load moment

and bearing internal moment on the outer race

were resolved to determine the operating outer

race tilt in the housing for the original preload

condition. The resulting outer race tilt in the

housing was determined to be 0.00085 radians

which resulted in an outer race to inner race

misalignment of only 0.00010 radians in which

the outer race was tilted past the inner race. This

tilt was then used in the increased axial load

study.

The predicted steady-state component tem-

peratures for the PEBB are shown in Exhibit 76.

The coolant temperature rise across the PEBB is

given in Exhibit 77. These results show the

temperatures increasing rapidly with increasing

axial load but they do not reach unreasonable

:_ the total radial deflection from centerline was
One position was with no tilting in the

divided into the radial load. The radial stiffness

400

300-

150 -

1oo
o

Exhibit 76 PEBB Average Component
Temperatures for Steady-State Operation

with Increased Preload

79
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of the bearing for the case with 0.00085 radians

of outer race tilt increased with axial load as

expected. The case with zero outer race tilt

produced a high radial stiffness at the original

axial preload and decreased to a minimum at

approximately 17,000 N (4,000 lbs) before in-

creasing with axial load. The reason the radial

stiffness was initially high was that when the

inner race tilted due to shaft deflections the

centerline of the inner race moved up against the

radial Ioad, thus decreasing the total radial move-

ment and increasing the radial stiffness based on

the secant method. This inner race movement

toward the radial load was decreased as the axial

load was increased, decreasing the radial stiff-

v

r-

m
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m
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Exhibit 77 Coolant Temperature Rise Across
PEBB Operating with Increased Payload

ness. At 17,800 N (4,000 Ibs) the inner race

movement due to tilt was overcome at which

point the stiffness began to increase with axial

load.

2.9 ATD LOX Pump PEBB Radial Stiff-

ness with Straight and Diverged

Deadband

The radial stiffness of the PEBB in the Pratt and

Whitney ATD LOX pump was predicted using

the SINDA/SHABERTH program. This pro-

gram was used to simulate the bearing operating

under normal conditions at 109% RPL of ap-

proximately 25,000 rpm shaft speed, 10.3 MPa

(1,500 psia) LOX coolant pressure, 136K (245°R)
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Exhibit 78 PEBB Internal Clearance Operating
with Increased Preload
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Exhibit 79 PEBB Radial Stiffness

With Increased Preload Calculated Using
Secant Methods

inlet temperature, and 3.6 Kg/sec (8.0 lbs/sec)

coolant flow rate. The bearing was modeled with

reaction loads of 6,672 N (1,500 lb) axial preload

and radial loads of 1,223 N (275 lbs) fixed-and

1,668 N (375 lbs) rotating. The two radial loads

were varied from in-phase which resulted in a

2,891 N (650 lb) load to out-of-phase which gave

a-445 N (-100 lb) load. The investigation simu-

lated two housing deadband configurations: .002

rad. diverging radial taper towards the main

impeller and a straight deadband. The outer race

of the PEBB was tilted about its center to balance ....

the moments on the bearing.

The moments that were being balanced were

the internal moment in the bearing due to shaft

deflection, restoring moment due to the preload

spring tilt, and radial load moment due to the net

radial reaction load multiplied by the moment

arm which was from the center of the contact

ellipse to the edge of the outer race. These

moments are pictorially illustrated in Exhibit 80.

The internal moment was calculated by the

SHABERTH program and was a function of the

operating loads and the outer race tilt angle

specified. The preload spring moment was cal-

culated using the equation for the PEBB preload

spring moment that was previously derived. The

moment on the outer race due to centrifugal

loading of the rolling elements at different con-

tact angles around the bearing was neglected

because tilt angles and radial loading was so low

that the contact angle variation was very small.

The moment balancing progress was a trial

and error technique in which an outer race tilt

angle was chosen, the program was run for a

specified radial load combination, and the result-

ing moments were added to determine if they

summed to zero. Titling the outer race toward the

main impeller, where the main load was applied

to the shaft, would reduce the internal moment

and increase the spring restoring moment.

Whereas, the magnitude of the radial load mo-

ment was relatively unchanged by outer race tilt.

However, depending on which corner of the race

inboard (main inpeller side) or outboard, the

outer race was tilted, the radial load moment

would resist the tilt or amplify the tilt. Exhibit 81

shows the resulting balanced moments as a func-

tion of radial load. The moments shown as

negative indicated that they are in the direction to

resist tilting or straighten the outer race in the

housing. The internal moment for the diverged

deadband case changes signs at about 1,335 N

(300 lbs). This is due to the radial load having

increased enough to cause the outer race to sit

81
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down on the diverged deadband as indicated in

Exhibit 82 which shows the tilt angles corre-

sponding to the balanced moments. The magni-

tude of the radial load studied did not increase

enough to cause the outer race to tilt more than

the divergence of the housing deadband.

The reason the outer race tilts more with the

diverged deadband is that the race will first

contact on its outboard comer as shown in Ex-

hibit 83a, thus the radial load moment was in the

direction to tilt the race toward the main impeller.

With a straight housing deadband the outer race

will pivot about the inboard corner, shown in

Exhibit 83b, and the radial load will resist the

tilting of the race. However, the tilting of the

outer race for any of these conditions did not have

a significant effect on bearing rolling element to

race heat generation or component temperatures

because the tilt angles were so small. Additional

analysis was being conducted to investigate the

effects of tilt on cage to ball heat generation.

The radial deflection resulting from tilt was

calculated as a function of radial load for both

housing deadband tapers using the SHABERTH

program. These deflections are shown in Ex-

hibit 84. This deflection is not only due to the

compression of the bearing material but also the

movement of the inner race as they tilt relative to

each other. Thus, for the diverged case above

1,110 N (250 lbs) radial load the total deflection
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2.10 ATD Pump End

Ball Bearing Outer

Race Tilt Analysis

The outer race of the ATD

Pump End Bearing is en-

closed in a sleeve which in

turn is supported in a hous-

ing. There is a clearance

between the sleeve and

housing to aIlow the outer

race/sleeve assembly to

move in the axial direction.

This clearance also permits

the outer race to tilt. The

amount of tilt is determined

actually decreases because the outer race is now

fixed (see Exhibit 82) but the inner race contin-

ues to tilt. This caused the contact angles in the

bearing to increase which moves the inner race in

the opposite direction to the radial load.

The radial stiffness was then calculated using

the secant method of dividing the bearing radial

reaction load by the total radial deflection at that

load. The resulting stiffness for both housing

deadband configurations are shown in Exhibit

85 as a function of radial load. Because the

deflection of the bearing with low relative tilt

angles (straight housing deadband) was so small

its radial stiffness was high. The decrease in

stiffness plotted at 445 N ( 100 lbs) for the Straight -

taper was probably due to the numeric accuracy

of the program since the loads and deflections it

is working witfi are very small Thus, it is

believed that the radial stiffness for the PEBB in

a straight housing would be approximately

700,000 Nlmm (4.0e +6 lbs/in) and with the

diverged housing the stiffness would be 35'0_

to 87,000 N/mm (200,000 to 500,000 Ibs/in).

84
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i bore taper as shown by 1-B. The assembly then
1 1 i i
t ! 1 l rotates until the upper edge contacts the bore as
/ 1 i i shown by 1-C.
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Exhibit 85 ATD LOX Pump PEBB Radial Stiff-
ness of Bearing Using Secant Method

by the moments on the outer race but is limited by

the sleeve to housing clearance. The housing

bore may either be straight or tapered. If the

housing bore diameter increases in the direction

of the turbine the taper is designated as divergent.

The amount of taper in the housing bore also

affects the limiting value of outer race tilt.

The following analysis demonstrates the in-

fluence of clearance and taper on possible outer

race tilt. A conceptual representation of the

bearing sleeve/outer race in a tapered housing is

shown in Exhibit 86. 1-A of the exhibit shows

the assembly centered in the housing bore. It is

assumed that the sleeve sticks out of the bore as

shown. It is further assumed that the assembly

sits down in the bore and rotates such that the

1) M =[(D + C + Wb0) 2 + Wb2] 112

2) Cos 13= D/M (since M = 0)

3) Sin 5 - Wb + De
M

4) _=p-6

5) oc='_ + 0

The maximum outer race tilt were estimated as

a function of clearance and bore divergence angle.

The maximum outer race tilt versus housing

taper for the ATD pump end bearing is shown in

Exhibit 87 for a typical operating clearance. The

amount of outer race rotation or tilt during opera-

tion is dependent on the moments acting on the

outer race. Radial loads produce internal mo-

ments in the bearing, and the outer race contact

with the housing and preload spring produces

moments. The sum of these moments is zero at

a particular value of outer race tilt. Another

potential moment on the outer race is nonuniform

fluid pressure produced by the bearing coolant

flow.

Outer race tilt, increases ball excursion as

shown in Exhibit 88. When ball excursion

exceeds ball to cage pocket clearance excessive

heat can be generated, and ball and cage wear

dramatically increased. Estimated bali to cage

pocket operating clearance was 0.762mm (0.030

85
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BEARING CENTERED

IN HOUSING

;'_ _.o. D Sleeve diameter

_ C Diametrical Clearance

.._J _ W b Outer Race W'K:lth

o_ _ W s Housing Width
_ e Housing Divergence Angle

_'+ P _ M Diagonal Length from Bore

I

• [ L [ J_ Angle between Diagonal (0)

_j_,,.,_.._' --_ L r & Sleeve Edge when Brg is at

_ _, maximum till (0 - M)
8 Angle between Diagonal (M)

• and sleeve edge when Brg is
1-B 1-C

BEABING SITS DOWN SEARING ROTATES TO flush with housing boreAND ROTATES fLUSH FILL HOUSING BORE
WITH HOUSING BORE

a Total Tilt Angle = t + e

Exhibit 86 Configuration Description of Bearing Outer Race Tilt

in) for the ATD Pump End Ball Bearing. Since

the limiting value of outer race tilt is strongly

dependent on housing bore taper (Exhibit 87),

this taper should be minimized or eliminated.

2.11 Static Load

Capacity of High

Pressure Fuel Pump

Ball Bearings

The static load capacity of

45 mm fuel pump bearings

was calculated to evaluate

handling load limits on the

SSME high pressure

turbopumps. The load ca-

pacity calculated was based

on the ANSI stress criterion

which states: It has been

found that for all ball bear-

ings suitably manufactured from hardened alloy

steels deformations occurring under maximum

contact stress of 4000 megapascals (N/mm2)

0.007 I

0.006 ..................... l .............................

o.oo_- .I

0.004 ................... --,_

/
,/

0.00O 0.001

. ............. =.............

0 .OO2 0 .OO3

HOgS IIIG TAPER (RX]))

0.004 0005

Exhibit 87 Outer Race Tilt

Versus Housing Taper
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Exhibit 88 PEBB Ball Excursion
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(580,000 psi) acting at the center of contact do

not greatly impair smoothness or friction". An

equation for this criterion can be found in Ref 1.

This static load capacity (C's) is stated as Shown

in Exhibit 89.

Based on this criterion each duplex bearing

pair in the pump has a static load capacity of

25,750 N (5789 lbs). Therefore, accelerations

caused by handling should not exceed levels

which cause inertial loads to exceed these levels.

The following boundary conditions were used:

Fluid Inlet Temperature:

Shaft Speed

Static Ambient Preload

Radial Load

-240.0 C

35000 RPM

3781 N

889 N

The operating conditions were calculated to be

as follows:

Ball Average Operating Temperature -229.4 C

Maximum Ball Surface Temperature -207.7 C

Inner Race Average Temperature -233.0 C

These results were verifiedusing SHABERTH Outer Race Average Temperature -232.6 C

which allowed the affects of preload to be in- Operating Axial Load 3882 N

eluded. The SHABERTH results were consis- Operating Radial Load 360 N.

tent with the results stated above. It was found Selected ball to race contact parameters and

that approximately 6000 Ibs per bearing pair was other selected parameters for these conditions

required to induce stresses of 4000 megapascals, are shown in Exhibit 90.

2.12 Contact Geometry Characteristics

for the Fuel Pump Ball Bearing

The SINDA/SHABERTH LH 2 bearing test rig

model was used to simulate nominal ball bearing

operation for normal pump operating conditions.

The objective was to calculate the nominal Hert-

zian contact parameters to support independent

investigations into the formation of "river-mark"

features observed on silicon nitride balls that

have been run in the rig or in the pump. The

model was run in the thermal mode to determine

the operating temperatures and axial preload.

Exhibits _ 91 and 92 below illustrate graphi-

cally the ball to race contact parameters calcu-

lated. It should be noted that the contact stress at

any point within the contact ellipse is given by

the following relationship:

= ((3Q)/(2Flab)) {1-(x/a)2-(y/b)2 }_a

The slip velocity at any point within the con-

tact ellipse can be obtained by vectorially sub-

tracting the ball surface velocity from the race

surface velocity using the velocity vectors pro-

vided.

Cs (ANSI) = cpstzD2COSc_

cps = 1980 in (Tabulated value versus a (.13) from Table 11.1 Ref 1)

t = 2 (number of rows of rolling elements - 2 for duplex bearing pair)

Z = 14 (number of rolling elements per row)

D = 0.34375 in. (Bali diameter)

o_- 27.9 deg (Contact angle)

Cs = (1980) (2) (14) (0.34375)2 COS 27.9 = 5789 Ibs)

Exhibit 89 Static Load Capacity

87
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Peek Inner Race Contact Stress

Peek Outer Race Contact Stress

Inner Race Contact Load

Outer Race Contact Load

Inner Race Contact Angle

Outer Race Contact Angle

Ball Orbital Velocity

Ball Angular Speed wx

wY

wz
Inner Race Semi-Major Contact Axis

Inner Race Semi-Minor Contact Axis

Outer Race Semi-Major Contact Axis
Outer Race semi-Minor Contact Axis

Inner Race Spin-to-Roll

Outer Race Spin-to Roll

2193.3 (N/mm2)

1804.2 (N/ram2)
1246.4 N

2759.4 N

17.3"

7.7"

1463.8 (rad/s)

-8157.4 (rad/s)

911.3 (rad/s)

0.0 (rad/s)
1.06985 mm

0.25364 mm

2.25577 mm

0.32359 mm

21

0

Exhibit 90 Ball to Race Parameters

2.13 Hydrostatic Bearing Test Review

SRS was asked to review the feasibility of using

the LH 2 bearing test rig for hydrostatic bearing

-.. f_" I

\ .,, -.,,/%

- ' ..:--,%<.__" s/'\"

_ ,"/2,,
h 0" d-"

Bi_'WK IKS Ol ,'_atl,_n

rat,_r,_aj

/

Exhibit 91 Inner Race Contact Geometry

88

testing using water as the

test fluid. The rig was origi-

n all y designed for cryogen ic

hydrostatic bearing testing.

Thus, hydrostatic test and

reaction bearings were de-

signed for LOX and LH 2.

The rig was modified for

rolling element bearing test-

ing before any hydrostatic

bearing testing was per-

formed. However, the cur-

rent configuration utilized

an LH z bearing in the lower

test bearing location. The

cost of cryogenic fluids was

a major cost component of

cryogenic bearing tests.

Therefore, testing with water significantly re-

duce the cost of future hydrostatic bearing tests.

SRS modifyied existing rig hydrojet models to

determine water pressure and

flow rates needed to support a

hydrostatic bearing test.

Drawings were obtained for

the LOX hydrostatic bearing

designs. This bearing was

evaluated for use with water.

LOX has similar density to

that of water thus; the required

mass flow rates through the

beating orifices was predicted

to be similar. Bearing stiff-

ness versus pressure drop was

calculated for the bearing de-

sign using water as the test

fluid.

TP00-1017
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Exhibit 92 Compressive Stress
Distribution in the Contact

results were normalized with respect to nominal

values for 35K operation (Kx_ = 1,224,316 lb/in;

K, = =129,341 Ib/in). Cross-coupled stiffness

increased by a factor of 5 over the range while the

primary stiffness was reduced to 66% of the

nominal value. This decrease in the principal

bearing system was a concern for rotor dynamic

stability of the system. However, it should be

noted that even at the highest speed the primary

stiffness was 808,048 lbs/in, quite high. The

stiffness trend should be noted and incorporated

in rotor dynamic analysis of rig prior to very

high-speed operation.

2.14 Fluid Film Bearing Tester Off

Design Analysis

Hydroject, the hydrostatic bearing design code

used to design the LH z bearing test rig hydro-

static bearing slave bearing, was transferred to

and recompiled using a 32 bit FORTRAN com-

piler. The code had to be modified slightly to be

compatible with the new compiler, however,

performance was signifi-

cantly improved. The modi-

fied code was used to evalu-

ate hydrostatic bearing per-

formance for off-design,

over speed operating con-

ditions. The hydrogen slave

bearing was simulated with

current rig pressures and

flow rates, and speed was

varied from 35,000 RPM

up to 125,000 RPM. Bear-

ing stiffness and cross-

coupled stiffness was cal-

culated for 75% bearing

eccentricity. Exhibit 93

shows the results of the bear-

ing stiffness analysis. The

6 '__L__L&' ' ' I ' ' ' I ' ' '
U}

O3

4rr

_E

-g

2
_,_

"1-
0

20
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Exhibit 93 H2 Slave Bearing Stiffness Variation
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3.0 -- Design of Rolling Element Bear-

ings for the Marshall Space Flight

Center - Simplex Turbopump Design

The SRS bearing design team played a signifi-

cant role in the design of the cryogenic bearings

that were successfully developed for the Simplex

Turbopump. The Simplex turbopump was being

designed by MSFC to supply liquid oxygen to a

solid fuel hybrid booster. The booster was not

man rated and minimum cost and complexity

were design goals. Rolling element bearings

were used since their operating characteristics

are well known and they provided the most cost

effective approach for load support. One ap-

proach considered was to use standard off-the-

shelf bearings. However, bearings constructed

from LO 2 compatible materials such as 440C

stainless steel were not available as off-the-shelf

items from bearing manufacturers. Therefore, to

continue the development work on the Simplex

pump, preliminary analysis was performed using

the 45mm bearings currently used for the pump

end bearings of the Rocketdyne High Pressure

Oxidizer Turbopump (HPOTP).

The Simplex Turbopump was designed to

minimize the severity of the

bearing operating conditions.

Estimates of load conditions

were 2670 N to 4450 N (600

lbs to 1000 lbs) radial load

and approximately 2200 N

(500 Ibs) axial preload at a

shaft speed of 25,000 rpm.

The liquid oxygen coolant

conditions at the upstream

bearing were expected to be

95 K to 110 K (170°R to

200°R) inlet temperature,

1.38 Mpa to 6.89 Mpa (200

psia to 1000 psia) inlet pres-

sure and 0.9 kg/sec to 2.3 kg/sec (2 lbs/sec to 5

lbs/sec) flow rate. The downstream bearing had

similar load _'onditions and its coolant came from

the exit of the upstream bearing. Exhibit 94 is a

cross section of the Simplex pump showing the

coolant path for the bearings.

Modeling of the Simplex bearings was per-

formed using the SINDA/SHABERTH

thermomechanical bearing program for steady-

state simulations. This model consists of two

45mm bearings mounted on a common shaft and

preloaded against each other. The model also

simulates the compression of the preload springs

due to thermal growth of the bearings to deter-

mine an operating axial load. The development

of the thermal model was facilitated by making

use of the previously developed thermal model

for the 45mm bearings of the Rocketdyne HPOTP.

The node configurations for the races and balls

were used directly. The support structure nodes

for the housing and shaft were developed specifi-

cally for the Simplex pump dimensions. The

coolant flow path was also modeled specifically

for the Simplex pump, but is basically the same

as in the HPTOP pump end.

m

Exhibit 94 Simplex LO 2 Turbopump Cross Section
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The SINDA/SHABERTH shaft,

bearing, thermal model was used

to perform a sensitivity study to 5ooo1

evaluate axial preloadrequirements _ ,o=

for the SIMPLEX pump bearings. _ _ooo_
The baseline bearing configura- !

tion evaluated consisted of two

standard Phase II 45 mm SSME

LOX pump bearings, one on the

pump end and one on the turbine

end, preloaded against each other.

Si3N 4 rolling elements were used

and the material for both races was

440-C stainless steel. The objective of the study

was to evaluate the effects of operating preload

on the operating characteristics of the bearings

for various radial load conditions. For this study,

the outer races were constrained such that no

APPLIED RADIAL LOAD (LB)

700 800 900 1000

NOOUT"E'RRAC£ TkT ' i ' I l

! _ N (400 L8) .......................
-'---',--- 2_TO N (600 LB)
-----.v.---- _'_:,0 N (800 LB)

2OO0 ................... L-- ____ .........................

]OOC _L-.-_ ............................

o ....L If.....................• "'''"=''--= =w..._ Itqll

k:_00 3000 _ 4001)

APPLIED RADIAL LOAD (NEVTONS)

12OO

1000

8OO

aDO

• 400

-200

0

4500

Exhibit 95 Simplex Pump Bearing Radial Reaction Loads

outer race tilt was allowed. Curves were gener-

ated by varying the applied radial load on the

pump from 2669 N (600 lbs) to 4448 N (1000

lbs). Axial preload was varied from 1780 N (400

Ibs) to 3560 N (800 lbs). The parameters evalu-

ated were radial reaction load, maximum contact

stress, frictional heat generation, average com-

ponent temperature, ball excursion,

and bearing deflection.

The bearing reaction loads for

the cases modeled are shown in

Exhibit 95. The curves show that

bearing one acts as a fulcrum be-

tween the radial load applied to the

shaft and the radial reaction at bear-

ing two. This effect results in the

reaction load on bearing one being

greater than the radial load applied

by the pump. The exhibit shows

that preload has a negligible affect

on the load sharing between the

bearings. For the worst case sce-

nario of 4448 N (1000 Ibs) applied radial load,

bearing one reacts 5025 N (1130 Ibs) and bearing

two reacts approximately 622 N (140 lbs). As a

result of the location of the bearings, with respect

..... to the applied load, bearing one must have a

radial load capacity that exceeds the maximum

anticipated radial shaft loading.

Maximum Hertzian contact stresses for the

cases modeled are shown in Exhibit 96. The

curves show that increased applied radial load

results in increased maximum contact stress.

AXIAL REACTION LOAD (LI_)

400 500 600 700 BOO

3200 ......... _ .......................

4_l m

I J [ _ 5100 N (I I_O LB)

_ -L__---- |_ ..........
24O0-

.......... - z .... -."--.... .ZZi-" .

1500 2000 25O0 3O00 35OO 41100

AXIAL REACTION LOAD (NEVTOllS)

Exhibit 96 Simplex Pump Bearing 1 Race Contact Stress
(45mm Phase II Bearing with Si3N4 Balls)
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Inner race contact stress varies form

2850 Mpa (413 ksi) to 3490 Mpa

(506 ksi) for the range of applied

loads considered. These stresses ._
>

are relatively high, however, BSMT __

test results have shown that the

440C bearings with SigN 4rOlling |

elements can operate at these stress

levels for run times exceeding the __

design life of the SIMPLEX pump.

It should be noted that for each case

of radial reaction load there is an

optimum value of axial preload in

terms of contact stress. The opti-

mum axial preloads for the radial reaction loads

of 3000 N, 4100 N, and 5100 N are 1900 N, 2000

N, and 3700 N, respectively.

Exhibits 97 and 98 show bearing one fric-

tional heat generation and average component

temperatures respectively. Inner race heat gen-

eration varies from 325 watts (1109 Btu/hr) to

740 watts (2525 Btu/hr) and the average ball

temperature varies from 162K (292°R) to 183K

(329°R). The curves show that in terms of heat

generation and operating temperature, reducing

preload improves bearing operat-

ing characteristics. The heat gen-

eration rates plotted do not include

heat generated from bail excursions

which exceed the ball pocket clear-

ance in the cage pockets. Exhibit

99shows ball excursion, for each

radial load case, as a function of
28O

axial preload. The curves show

that the amount of axial preload

required to prevent ball excursions

from exceeding pocket clearance

or unloading from the inner race,

goes up with increasing radial reac-

tion load. Based on the results of

AXIAL REACTION LOAO (LBS)

400 5OO GO0 7OO BOO

800 I I " _' _ i I

"°_"'_'_' _...+S--SJ i l • 1

0 , . I 1 , . o
! 500 2000 2500 3000 3500 4(X)O

AXIAL REACTION LOAD (NEVTON$)

Exhibit 97 Simplex Pump Bearing 1 Race Heat Generation
(45 mm Phase I! Bearing with Si3N4 Balls)

this study it appears that ball excursion and

unloading drives the requirements for axial

preload.

Exhibits 100 and 101 show the affects of axial

preload on the load deflection characteristics of

bearings one and two respectively. Increasing

axial preioad generally results in reduced radial

deflection for a given radial load. These curves

are presented to show the affect of preload on

deflection. The absolute values of these curves

should not be considered accurate because bear-

4OO

340

320 +

30()

tl ....

2(]0O

AXIAL REACTION LOAO (LK)

500 _ 700 8(X)

....,an

RA_IAL R_ACT X_I LOAD
I

3_00 N (67_ tB

4100 N (_201 m) [

--*-- slooN(liners) /
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AXIAL REACTION tOAD (NEVI"OII_)

Exhibit 98 Simplex Pump Bearing 1 Component Tempera-
tures

92
TP00-1017



= :

ImmG

kii

z

I

W

I

= =

u

_z

AXIAL REACTION LOAD (LBS)

400 500 600 700 800
3.0 , I

• ' I iRADIAL REACTION tOAD
_ X i NO OUTER RA_E TtT

3000 N (675 LB) _.I MOMENTS tJ[_ ALAN_

2.5 "_ ....................... 41 O0 N (920 LB) ................. _ ................ _...............

I _ 5100 N (11,50 LB) I\ j

z I °.I i ......_T ..........i..................

_-,_I i\ ' i \ i

]................................................................ii........................................................
m .0 .......................................................!.........................

1500 2000 3500

relatively high axial preload is re-

quired to prevent ball unloading or

excessive ball excursions. High
0.10

radial and axial loading results in a

o.o8 -, relatively high stress operating en-

| vironment which is approaching the

oo_ _ limit of BSMT test experience.
_s

0.04 ,_

. Bearings of the Simplex pump

were analyzed to determine their
0.02

radial stiffness. The bearing con-

,ooo°-° figuration used in this study was

very similar to the HPOTP pump

end bearings. The bearing size is

45ram with inner race curvature of

0.55, outer race curvature of 0.52,

and diametrical clearance of 0.0063 in. (0.16

ram). These bearings were modeled operating

with silicon nitride balls and an axial preload of

600 lbs (2670 N). Radial loads on the shaft up to

1000 lbs (4.448 N) were applied. The bearing

radial deflection was predicted for radial

deadbands of 0.001,0.002, and 0.003 in. (0.0254,

0.0508, and 0.0762 mm). For each condition the

moments on the outer races were balanced to

determine the operating tilt and it was assumed

that the outer race would not slip

radially on the preload spring. Ex-

hibit 102 shows the radial shaft

deflection at Bearing 1 (pump end).

The plot shows large deflections at

low loads until the bearing outer

race contacts the housing deadband

at which point the slope of the curves

change. Exhibit 103 shows the

deflection at Bearing 2 (turbine

end). For the loads on the turbine

end, Bearing 2 only touched the

0.001 in. (0.0254 ram) radial

deadband. For the larger deadbands,

the outer race will hang from the

2'300 3000

AXIAL REACTION LOAD (NEVTONS)

Exhibit 99 Simplex Pump Bearing 1 Ball Excursion
(45mm Phase II Bearing with Si3N4 Balls)

ing moment and tilt have a significant influence

on bearing stiffness. Additional analysis was

performed to generate load deflection curves for

specific cases of deadband and operating mis-

alignment.

In summary, this preliminary analysis shows

that the 45 mm Phase II bearings with Si3N4balls

can be used in the SIMPLEX pump for cases of

radial loading on the impeller of up to 4448 N

(1000 lbs). However, for large radial loads a

0.04

o,o3 "1

0.02 -t

/

O.OI i_

O.00 J

:3OOO

RADIA& REACTI@N LOAD (UlS)

700 800 900 1000 IIO0 1200

AXIAL PI_.0 AD /.)
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&..

.... NO OU'I'_ R AC_ZTILT ....... 0012
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Exhibit 100 Simplex Pump Bearing I Radial Deflection
(45mm Phase II Bearing with Si3N4 Balls)
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Exhibit 103 Simplex Bearing 1 Radial Deflection

spring be set to a minimum while maintaining

sufficient travel to COmpensate for any further

axial thermal expansion of the bearings. A value

of 1780 N (400 lbs) was tentatively chosen for the

mmlmum operating preload to perform the stiff-

ness calculation and evaluation of remainingspring travel.

Once the operating and minimum preload val-

ues were chosen, the total spring travel was set.

To have the bearings preloaded against each

other with 2670 N (600 Ibs) without external

axial forces on the shaft and have 1780 N (400

Ibs) on the unloading bearing when external

forces are applied required that the preload spring

of the loading bearing be totally COmpressed at

3560 N (800 Ibs). This sets the total travel of the

spring at 0.175 mm (.0069 in.). The spring would

be COmpressed to. 1321 mm (.0052 in.) with the

2670 N (600 lb) preload leaving .0432 mm (.0017

in.) of spring travel for shaft movement. Thus,

when one spring is fully compressed due to shaft

movement the other spring would be COmpressed

•0889 mm (.0035 in.). Therefore, this configu-

ration would allow for .0864 mm (.0034 in.) of

spring Compression by the bearings due to Some

increase in heat would result in a

/ loss of spring travel. The analysis

] showed that the frictional heat gen-

erated in the bearing would have to

increase six times above the nomi-

nal value for the temperature of the

bearing COmponents to increase

enough to thermally expand and fully compress

the springs. Thus, the .0432 mm (.0017 in.) of

remaining travel in each spring at nominal opera-

tion is believed to be sufficient margin for ther-

mal expansion of bearings with silicon nitride
rolling elements.

anomalous thermal expansion. The

spring can be easily modified to

reduce the height of the pads to the

.175 mm (.0069 in.) needed.

The bearings Were simulated with

falsely high frictional heating val-

ues to determine how much of an

95

The radial deflection of the bearing was then

calculated for both the nominal axial load of 2670

N (600 Ibs) and the minimum load of 1780 N (400

Ibs) as a function of radial load. A radial deadband

of.025 mm (.001 in.) was used for this ana/ysis.

The analysis also simulated both the original

shaft bearing spacing and the revised longer shaft

spacing. The results are given in Exhibit 104 and

show that the reduced axial load of 1780 N (400

lbs) decreased the radial stiffness, but the shaft

spacing did not significantly affect the radial

deflections. It is believed that the minimum

stiffness calculated would be sufficient.

In an effort to determine the radia/stiffness

value quickly for other analyses that were being

Performed, a simplistic view of the bearing was

used in which the bearing was considered axially

incompressible. Thus, axial mOvement was due

only to preload spring compression. This did not
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Exhibit 112 Simplex Pump 45mm Pump End Bearing Temperature

"stick out" changes and, thus, the axial preload

changes as a function of press fit on the shaft,

chill down, speed, and steady-state operation of

the bearings. The analysis simulated preload

springs with a stiffness of 20,314 N/mm (116,000

Ib/in.), free height of 2.890 mm (0.1138 in.), and

compression travel of 0.1753

mm (0.0069 in.). This spring

was designed with a low travel

so that one spring would com-

pletely bottom without un-

loading the opposing spring.

The axial stiffness of the Sim-

plex bearings with silicon ni-

tride rolling elements was

determined to be 103,550 N/

mm (590,260 lb/in.). The

equivalent axial stiffness of

the bearing and the spring was

calculated to be 17,010 N/

mm (96,950 lb/in.).

The desired operating

preload was determined to be 2670 N (600 lb.)

from a previous analysis of the Simplex pump

(August 1993 Progress Report). Thus, working

backwards from this preload the amount of spring

compression required during assembly was de-

Max Inner Race

Stress (KSI)

Exhibit 113
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Simplex Bearing 1 Stress and Heat Compared to Other LO2 Bearings
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termined. Exhibit 115 illustrates the bearing

preload of the Simplex pump at the different

bearing conditions. As the exhibit shows, ap-

proximately 1650 N (370 lb.) of preload spring/

bearing compression force is needed as the pump

is assembled. Therefore, dividing this assembly

preload by the equivalent spring/

bearing stiffness gives the required
:_O00 -

compression of 0.0965 mm/bear-

ing (0.0038 in/brg). This requires

that the bearing inner race spacer be

a total of 0.1930 mm (0.0076 in.) =ooo.

shorter than the two unloaded

and housing spacing orsprings

5.588 mm (0.220 in.) longer than

just the housing spacing, t _

The preload increase due to press

fitting the inner races on the shaft

was determined using a .03556 mm

(0.0014 in.) tight fit. The analysis

also assumed that the inner and outer

race faces were coplanar under a 220 N (50 Ib)

axial load. This analysis needs to be performed

for each Simplex build and actual dimensions of

the bearings and springs are verified. Also, a

push-pull test after the shaft has been installed in

the housing is desirable to verify the correctness

0

F'RE FIT ON COHPI_SSIOH CHILL

STATE SHAFT OF SPRINGS & SPt_

6OO

5OO

_oo

IO0

0

STE ADY

-ST ATE

Exhibit 115 Simplex Preload at Different Bearing Conditions
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of remaining spring travel. The remaining spring

travel is crucial since it was set to a minimum to

avoid bearing unloading during shaft axial tran-

sients.

The design trades performed under this effort

were provided to NASA to support the in-house

design of the SIMPLEX pump. This pump has

now been successfully built and tested at MSFC.
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4.0 _ Hardware Anomaly Investigation

One of SRS Technologies support functions pro-

vided during the period of this effort was to

provide analytical support and technical evalua-

tion of various hardware anomalies that were

encountered in SSME turbopumps or bearing rig

testing. Many of the investigations of this type

have been reported in other sections of this docu-

ment. This section of the report documents the

hardware anomaly studies that did not clearly fit

in any of the other chapters of this document.

4.1 Investigation of Spiral Scarring on

ATD Pump End Ball Bearing

Two ATD LOX turbopump tests were termi-

nated prematurely due to excessive vibrations

which occurred near the 88% power level. After

the first test, Pratt & Whitney's post test inspec-

tion found that at least one rolling element had an

unusual spiral scar. The scarring started with one

mark at a relatively large radius and then a

circular scarring with a tighter radius (-2.29 mm)

was found inside of the larger radius scar. The

scarring appeared to be located near 90* from the

rolling track of the ball. Inspection of the bearing

after the second test showed similar scarring on

most of the rolling elements. However, there was

significant variation in the sizes and locations of

the scarring from bali to ball. Several poss_Ie

scenarios were investigated to evaluate possl_ble

causes of the observed scarring.

0.38 mm. No phenomenology could be identi-

fied which could account for the bearing operat-

ing with this much clearance. Therefore, this

scenario was considered unlikely. However, it

should be noted that it might be possible for the

ball to contact the shoulder with a smaller clear-

ance if there was significant misalignment of the

inner and outer races due to outer race tilt or shaft

bending.

An ADORE dynamic model of the bearing

was used to investigate additional possible causes

of the observed scarring. Various loading condi-

tions were simulated and the orientation of the

angular velocity vector was plotted on a scaled

view of the bearing cross-section. The models

were setup with an internal operating diametrical

clearance of 0.127 mm. Several load cases were

modeled to determine the effects of load on the

orientation of the spin vector. Exhibits 116,117,

and 118 show the effects of axial load on the spin

vector and contact angles. For these simulations,

The first scenario considered was that the

bearing had become axially unloaded at Some

point in the test and the shafts axial pos_t|onhad

shifted sufficiently to allow the spinning ball to

come in contact with the shoulder on the load Side-

of the inner race. However, investigation Of the

bearings geometry showed that in order for this tO

occur, the operating intemal clearance of the Exhibit 116 Spin Vector Orientation for

bearing would have to be at least greater than ATD Pump End Bearing with 2,000 IbsAxial Load and 0 Radial Load
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Exhibit 117 Spin Vector Orientation for

ATD Pump End Bearing with 20,000 lbs
Axial Load and 0 Radial Load

i

Exhibit 118 Spin Vector Orientation for
ATD Pump End Bearing with 200,000 Ibs

Axial Load and 0 Radial Load

the applied radial load was 2,000 lbs, 20,000 lbs,

and 200,000 Ibs, respectively. The later axial

loads are unrealistically high, and would result in

failure of the bearing due to high stresses. How-

ever, the high loads illustrates the effect of radial

load on the rolling element orientation. The

illustrations have lines drawn near the spin poles

which are scaled to the 4.57 mm diameter of the

scarring seen after the first test. It can be seen

from these plots that as the axial load increases

the contact angles increase and the spin vector

shifts towards the unloaded shoulder of the inner

race. The analysis suggests that the scarring

radius matches the unloaded shoulder for a load

between 2,000 and 20,000 lbs. Exhibit i19

shows the orientation of the rolling element for a

bearing loading of 100 lbs axial load and 1,000

Ibs radial load. The rolling element shown is for

the heaviest loaded ball. The normal load on the

inner race for this ball is 561 lbs. Exhibit 120

shows the orientation of the same rolling element

104

after the ball has rotated 100 degree's and has

become unloaded on the inner race. Exhibits 119

and 120 show that with low axial loads the spin

vector is nearly aligned with the shaft. The radius

of the scarring is above the shoulders of the inner

and outer races.

Reviewing the plots of the bearing with axial

load only suggests that the most likely part of the

bearing that could have caused the scarfing is the

unloaded side of the race grooves on the un-

loaded side race shoulders. It is possible to

envision a scenario where the bearing is suddenly

unloaded, due to axial vibration or an axial shift

of the races for another reason, which causes the

rolling element to contact the unloaded side of

the race. The impact of the spinning ball on the

race could possibly have caused the scarring.

Pratt & Whitney reported finding some indica-

tions of contact with the unloaded side of the

inner race. On the other hand, Exhibits 119 and

TP00-1017
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Exhibit 119 Spin Vector Orientation for

ATD Pump End Bearing with 100 Lbs

Axial Load and 1,000 Lbs Radial Load

(Heaviest Loaded Ball)

Exhibit 120 Spin Vector Orientation for

ATD Pump End Bearing with 100 Lbs
Axial Load and 1,000 Lbs Radial Load

(Ball Unloaded on Inner Race)

120 show that as the ball becomes unloaded, the

spin vector shifts to parallel with the shaft and the

scarring seen has too small of a radius to have

been caused by either of the races, for the ball

spinning in this orientation. Therefore, if the

scarring is caused by impacts with the unloaded

side of the race, the phenomenon must occur due

to the rapid shift of the races occurring so quickly

that the ball does not have time to reorient its spin

vector. This analysis does not predict the time

period that would be required for the bail to

reorient. Also, the analysis does not indicate the

4.2 ATD Pump End Ball Bearing Analy-

sis Support

Analysis support was provided to aid the inves-

tigation of abnormal wear in the Pratt & Whitney

ATD pump end ball bearing (PEBB). Tests were

shut down prematurely due to the pump end ball

bearing coolant delta temperature exceeding its

redline value. There was a relatively gradual rise

in coolant DT for about five seconds, and then a

step increase of about 0.56K (1 °R) followed by a

gradual rise. The total temperature difference

increased about 1.12K (2.5°R). This suggested at

effect on ball orientation of the initial contact least two mechanisms for heat generation in the

with the unloaded side of the race. Additional

analysis is required to quantify these effects.

However, based on the results of this analysis, it

appeared that unloading of the bearing and con-

tact unloaded side of the race was involved in

generating the scarring.

bearing. One, a relatively slow process which

caused high local track temperatures degrading

the contact lubrication followed by a step change

in coolant temperature caused by a sudden in-

crease in frictions (heat generation due to sudden

loss of lubrication).
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Exhibit 121 ATD PEBB Ball Excursion

The potential for cage/bail interaction to pro-

duce high ball heating was investigated with the

quasi-static model, and later with the dynamic

ADORE model. The quasi-static results are

shown in Exhibit 121 in which ball excursions

are shown as a function of outer race tilt and axial

load. The axial load was included because loss of
• -_. :4 7: ,_'_ _- - -

preload would be consistent with ball track wear

observed on the bearing outer race. This view is

representative of bearing unloading, relative high

fluid pressure levels on the cage and negative

contact angles.

The diametrical cage pocket to ball clearance

is 0.508mm (0.020 in) to 0.7112mm (0.028 in) at

room temperature. It was estimated that the

operating cage/ball clearance was about 0.762

mm (0.030 in). The operating clearance can be

fully used to accommodate bail excursion for

high tilt or loss of preload (axial load). When

pocket clearances are lost there is a potential for

rapid increase in cage heat generation, and accel-

erated cage pocket and ball wear.

The sensitivity of bearing coolant temperature

rise to axial load, contact friction, and radial load

was determined. The results are shown in Exhib-

its 122 and 123. As shown in Exhibit 122 the

sensitivity of coolant temperature difference to

axial load is amplified with increased contact

friction. If the friction coefficient increased from

0.1 to 0.4, possibly by loss of Salox lubricant

film, the coolant temperature difference can eas-

3
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Exhibit 122 ATD PEBB Coolant Temperature
Rise Versus Axial Load and Friction
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im1

W

i

i ly double at moderate axial reactions (14,000N,

(3150 lbs).). Coolant temperature rise was rela-

tively insensitive to radial load changes as shown

in Exhibit 123. The sensitivity of frictional heat

generation to axial load and friction is shown in

Exhibit 124. The maximum track temPerature

as a function of axial load and contact friction is

shown in Exhibit 125.

and cage stability, and were investigated using

the "ADORE" software.

An analysis was performed to estimate the

magnitude of frictional cage heat generated in the

LOX pump PEBB bearing. The SINDA/

SHABERTH thermomechanical model of the

PEBB bearing was used to estimate circumferen-

.... tial ball excursions which occur in the bearing

These results showed that axial load and con- due to radial load and bearing misalignment

tact friction were the dominant parameters af-

fecting bearing internal heat generation and cool-

ant temperature. The other significant param-

eters affecting bearing internal heat generation

are the ball/cage and cage/land heat generation.

These parameters are affected by cage clearances

(Exhibit 121). This analysis shows that for

various combinations of axial load, radial load,

and misalignment the ball excursions can exceed

the estimated operating ball pocket clearance of

.726 (30 mils). When ball pockets clearance is

exceeded, large cage to ball loads occur and large
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Exhibit 125 ATD PEBB Maximum Track

Temperature Versus Axial Load and Friction

amounts of cage frictional heat are generated. To

quantify the magnitude of cage heat generation a

dynamic analysis was required. Therefore, the

ADORE model of the PEBB was used to gener- °2

ate a curve of cage heat generation versusbear!ng

misalignment. The bearing was modeled wi!ha

nominal axial load of 6672N (1500 lbs) and a

nominal radial load of 2668N (600 lbs). The ball

to cage heat generations predicted are shown in

Exhibit 126. Only small changes in ball to cage

heat generation rates were seen for misalignment "

angles of up to 0.0015 Rad. However, cagefieat

generation jumps by a factor of six for a misalign-

ment angle of 0.003 Rad. This jump in ball to

cage heat generation is caused by bail excursions

exceeding the pocket clearance. For the flow

conditions in the bearing, a heat generation of

6650 watts corresponds to a 0.56K (I°R) tem-

perature rise across the bearing. ADORE also

predicts a significant rise in cage heat generation

between the cage and guide lands for cases where

ball excursions exceed pocket clearance. Total

cage to race heat generation versus misalignment

is shown in Exhibit 127. The sum of cage to ball

heat generation and cage to race heat generation

is shown in Exhibit 128. These curves were

provided to NASA for incorporation into in-

house thermal analysis of various proposed fail-

ure scenarios.
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Thus, the ADORE analysis showed the sensi-

tivity of cage heat generation to misalignment.

The sensitivity to ball speed variation caused by

7000

_" 5000

O

6000, --
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PEBB

RADIAL LOAD 2668.8 N

AXIAL LOAD 6672 N

ffB/C - ff R/C - .2
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CAGE POCKET

CLEARANCE - .762 mm

I

30OO

0,000 0.001 0.002 0.00_ 0,004
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Exhibit 126 Total Ball To Cage Heat Generation
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Race Heat Generation

misalignment or radial load could be reduced by

opening the pocket clearance. Analysis has

shown that bearing heat generation does not

change significantly with misalignment until the

ball excursions exceed the pocket clearance. The

curves shown in Exhibit 121 can be used to

calculate how much excursion the bearing can

tolerate prior to exceeding pocket clearance.

Opening the pocket clearance allows the bearing

to operate at nominal heat generation rates with

more misalignment. Therefore, opening the

pocket clearance reduces the sensitivity of bear-

ing heat generation to misalignment. However,

changing pocket clearance can also affect cage

stability. ADORE was used to evaluate the

effects of ball pocket clearance on cage stability.

For this analysis, the bearing was modeled with

109

6672N (1500 lbs) axial load, 2668N (600 Ibs)

radial load, and a misalignment of 0.015 Rad.

For the inifal analysis, the cage pocket clear-

ance was increased from 0.76 mm (30 mils) to

1.27 mm (50 mils). The cage was found to be

unstable with the larger pocket clearance. Ex-

hibit 129 shows a comparison of predicted bear-

ing power loss (heat generation) and time aver-

aged cage wear rate for the two cases modeled•

Both power loss and wear rate increased by an

order of magnitude for the larger pocket clear-

ance. Exhibit 130 shows the nature of the cage

instability. The plots show the cage mass center

orbital position as a function of bearing rotation.

For the smaller cage pocket clearance, the cage

tended to move towards one side of the bearing

and didn't whirl significantly. For the larger

clearance case, a backwards whirl instability

I

PE_B

RADIAL LOAD 2668.8 N

AXIAL LOAD 8672 N

ff B/C . ff R/C = .2

ffB,1_ = .I

-- CAGEPOQ<_

O..EARANCE = .7¢_ mr,

I

0.000 0.001 0.002 0.003 0.004

Exhibit 128

MISALIGNMENT RAO

Total Cage Heat Generation
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Exhibit 129 Effect of Cage Instability on

Heat Generation and Cage Wear

occurs. This backwards whirl was indicated by

the increasingly negative orbital position of the

cage mass center and the large orbit of the cage.

Additional analysis was performed with

ADORE to determine what forces were driving

the instability. It was found that if the friction

factor between cage and guide lands was reduced

to 0.05 the instability would go away. The

ADORE analysis included the journal bearing

CAGE POCKET CLEARANCE 0.76Htl

_ f/t_llv,"; _C'[_.TI,':N t'P._"V_ _, :'>-_

_/_S crHII 1_ PONTION

:" .. .

i:

9

fluid forces between the

guide lands and cage. How-

ever, the affect of axial flow

through the bearing was not

included. Inspection of

PEBB cages after running

in the pump seemed to indi-

cate that very little rubbing

was occurring between the

cage and guide lands. If the

cage was fully supported on

a fluid film then the cage to

race friction forces would

be lower than indicated and

the bearing should be able

to operate with larger cage pocket clearances.

However, it should be noted that opening the

clearance increased the sensitivity of the cage to

instability. Analysis was performed for various

values of cage pocket clearance to find the thresh-

old value of cage pocket clearance which would

initiate the instability. The cage was predicted to

operate stably with up to 1.07 mm (42 mils)

pocket clearance. Therefore, this was a worse

case stability limit and the bearing should have

been able to operate stably
CAGE POCKET CLEARANCE 127 HH

_" -6,

|

N
\.

. i-

even if the fluid film lift was

lost at the cage guide lands.

This analysis did not inves-

tigate the sensitivity of cage

stability to other parameters

such as radial load, axial

load, internal clearance and

misalignment. The values

of these parameters were

fixed at nominal values for

each cage pocket clearance

case studied.

Exhibit 130 Effect of Cage Instability on Cage Motion
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4.3 Investigation of Ball Size Variations

Effects in ATD L0 2 Pumps

A preliminary investigation was conducted to

evaluate the effects of ball size variation on heat

generation and wear rate for the ATD pump end

ball bearing. It was postulated that small ball to

ball variations in surface finish, size, or heat

transfer coefficient could cause a ball to ball

temperature variation. Warmer balls would grow

larger due to thermal expansion. A "boot strap"

phenomenon could occur if a larger ball subse-

quently produced more heat. Bearings with

440C balls would be more susceptible to this

phenomenon than would bearings with Si3N 4

balls due to the lower coefficient of thermal

expansion (CTE) of Si3N 4. The CTE of Si3N 4 is

approximately 25% of the CTE of 440C.

Three cases were modeled with ADORE ver-

sion 2.4 for an initial quick look at the sensitivity

of heat generation and wear to ball size variation.

Case number one was for nominal operating

conditions at 104% power. Cases Two andThree

were for the same loads and shaft speed. Case

Two had one ball oversize by 0.0127mm (0.0005

in) and Case Three one ball oversize by 0.0254mm

(0.0010 in). Exhibit 131 shows a comparison of

total bearing heat generation between Cases One

and Two. Initially both bearings were generating

approximately 13,600 in-lb/s (1540 watts)=o{ _:

heat. After approximately one shaft revolution,

the total bearing heat generation for case Two

increases by a factor of two. This increased in

heat generation occurred when the oversize bali,

which had a lower orbital velocity, started rub'

bing the cage trying to slow the rest of the ball

train. Exhibit 132 shows the effect of this

interference on component wear rates. The cage

wear rate was increased dramatically while the

race wear rates were increased only slightly.
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Exhibit 131 Affect of Ball Size

Variation on Total Bearing Heat Generation
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Exhibits 133 and 134 show the ball to bali

variation in ball to race heat generation for the

instant in time when the oversized ball was

directly under the radial load. The chart shows

that the heat generation increased significantly

between the oversized ball and race. However,

the heat generation of the other balls seemed to

average out due to the change in load sharing

caused by the oversized ball.

The results of this preliminary analysis showed

that bearing heat generation could significantly

increase as a result of ball size variation. A more

thorough investigation was required before an

attempt could be made to develop a viable bear-

ing wear scenario based on ball size variation.

4.4 Evaluation of Bearing Stiffness Loss as

a Function of Ball Wear for Rocketdyne SSME

Fuel Pump Bearings. PC SHABERTH was

used to evaluate bearing radial stiffness loss

resulting from ball wear in the SSME fuel pump

bearings. The objective was to provide a stiff-

ness versus ball curvature to support further rotor

dynamic analysis. A quick turn-around analysis

was required, therefore a single bearing model

was used to perform the study. The major limi-

tation of a single bearing model is that the reac-

tion moments supported by the bearing must be

specified rather than calculated. A full shaft/

bearing model was required to calculate the mo-

ments. For this study, two bounding cases of

bearing reaction moment were considered.
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Exhibit 133 Inner Race Heat Generation

With Oversized Ball Under Radial Load
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For the first case, the outer race was assumed

to be fully constrained so that no tilt relative to the

inner could occur. The bearing was very stiff for

the no tilt condition. Exhibit 135 shows the

calculated bearing stiffness for no tilt and dia-

metrical ball wear up to 0.05mm (0.002 in.). The

model includes the effects of bearing preload

reduction which occurs as a result of ball wear.

With no wear, radial stiffness was 2.01 x 105 N/

mm (1.15 x l06 lb/in.). Diametrical ball wear of

0.05 mm (0.002 in) reduced bearing stiffness to

4.55 x l04 N/mm (2.6 x 105 in/lb.). Exhibit 136

shows a plot of bearing deflection for the same

cases of ball wear.

The second case modeled was the zero mo-

ment case. For this case, the outer race was not

constrained, therefore it tilted until the reaction

moment went to zero. The bearing was not

radially stiff in this condition. Exhibit 137 shows

the secant radial stiffness for the zero moment

1.4E4

o_ _ !q_RA'IIONOONSTRAINE_

FIl_LOW4D_ Wm-I BALL *_.AR

-g
w \ i

0.00 0.01 0.02 0.03 0.04 0.05 0.04

mmAu. 01_ W_.AR (urn) ""

Exhibit 135 RKD HPFTP
Bearing Secant Stiffness
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case and diametrical ball wear up to 0.05 mm

(0.002 in). With no wear, radial stiffness was

3.45 x 104 N/mm (1.97 x 105 lb/in.). Diametrical

ball wear of 0.05 m (0.002 in) reduced bearing

stiffness to 1.59 x 104 N/ram (9. l0 x 104 Ib/in.).

Exhibit 138 shows a plot of bearing deflection

for the same cases of ball wear.

The results of this study showed that bearing

stiffness is very sensitive to ball wear. Ball wear

of 0.05 mm (0.002 in) reduced the stiffness by

77% for the no tilt case and 54% for the zero

moment case. If the balls accumulated 0.05 mm

of wear, the bearing stiffness was reduced by at

least a factor of two.

4.5 Analysis of Rocketdyne HPOTP

2315R3 Pump End Bearings

The Rocketdyne High Pressure Oxygen

Turbopump 2315R3 was tested on an engine at

MSFC. This turbopump was assembled with the

0030 ! .2E-3

/
/

/ K

9.0E-4 .

7.gE-4 O

$.0E-4

|
3.0E-4

2.0E-4

o+oo¢ - + o

0.oo 4.o1 o,o2 0.0:3 0.04 o.os 0.06

gALl. MAMG'rut WIEAIR (mini

Exhibit 136 RKD HPFTP

Bearing Radial Deflection
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Exhibit 137 RKD HPFTP

Bearing Secant Stiffness (Zero Moment)

45mm pump end bearings containing silicon

nitride balls. This application had previously

been analyzed to determine the best bearing

geometry and preloading configuration. The

results of the previous analysis showed that the

standard geometry and preload of Phase II flight

bearings being used at that time with 440C steel

balls were an acceptable configuration for the

bearing using Si3N4 balls. However, during

assembly of this pump an undersize bearing

spacer was used between the pump end bearings.

This spacer set the distance between the inner

races of the bearings which set the axial preload.

An error was made in the calculation of the

required thickness of the bearing spacer needed

for a bearing using Si3N4 balls. The error re-

sulted in a bearing preload of 3385N (7:6:i_ ibs)

instead of the target preload of 2135 N (480 Ibs).

Also, the internal clearance of the bearings was

slightly off design as a result of the ball substitu-

tion. The internal clearance of each bearing was

114

machined in the races using the average diameter

of a specific set of steel balls, thus, creating a

matched set of inner race, outer race, and balls.

However, the steel balls used in these bearings

were undersized by 0.00381 mm (0.00015 in.)

for Bearing 1 and 0.01270 mm (0.00050 in.) for

Bearing 2. Substituting the Si3N4 balls, which

were 11.1125 mm (0.4375 in.) in diameter, re-

sulted in a decrease of bearing internal clearance.

The off design features of these bearings were

simulated in the HPOTP application to deter-

mine if a problem in the operation of the bearings

would result.

An analysis of the off design HPOTP pump

end bearings with Si3N4 balls was performed

using the SHABERTH/SINDA

thermomechanical bearing program. With the

exception of axial preload and bearing internal

clearance, all other operating parameters were

per Phase H specification. Two cases of radial

load were used in the simulation. One case was

/
/

/
/

/
/

/
/

_O MOMenTtOUI_RACE_ _OROTA_

0.00 0.01 _.02 a_0$ 0.04 0.0S "0.01

gAlL W_r.r.AR DIA,IIiKmI'_R (ram|

Exhibit 138 RKD HPFTP
Bearing Radial Deflection (Zero Moment)
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considered nominal in which the pump end bear-

ings supported approximately 3340 N (750 Ibs).

The other case used twice the nominal value and

was considered worst case, although, radial Ioads

in this range had been measured in instrumented

pumps at MSFC. The results are shown in

Exhibit 139 and were compared to operating

conditions for the HPOTP with 440C balls and

the Bearing, Seal, and Materials Tester (BSMT)

with 57mm bearings using Si3N4 balls. Com-

paring the flight configuration to HPOTP 2315R3

with nominal radial load showed that the only

parameter that was not improved by using Si3N4

bails, even with the higher preload, was the

maximum inner race contact stress. This fact

would have been true even if the 2315R3 bear-

ings had been assembled to specification. Previ-

ous analysis showed that the optimized 45mm

bearing geometry with Si3N4 balls and nominal

HPOTP parameters produced a maximum inner

race stress of approximately 2.66 GPa (386 ksi).

The higher contact stress was due to the modulus

of the Si3N4 material. The high stress levels

produced with Si3N4 balls had always been a

concern, thus the BSMT had been used to test

stresses. Some of the results of the BSMT testing

with silicon nitride balls are provided in Section

2 for comparison. The contact stress success-

fully tested to in the BSMT for over 126 minutes

was well above the maximum contact stress

predicted for HPOTP 2315R3 even using the

worst case radial load configuration. Thus, based

on this analysis and test experience it was be-

lieved that the off design clearance and preload of

the HPOTP 2315R3 pump end bearings would

not cause any bearing operational problems.

4.6 Analysis of 85mm LPOTP Bearing
Ball Excursions

During prerun inspections of new SSME Low

Pressure Oxidizer Turbopumps, technicians no-

ticed that the torque required to rotate the shaft

suddenly increased after the shaft rotated by

some small angular amount. The torque increase

was typically noticed after a rotation of approxi-

mately 270 deg. SRS was asked to investigate the

possibility that this torque increase was caused

by ball excursions resulting from the very small

ball size variations which are present in all sets of

ball bearings. For a new set of Grade 10 ball

bearings with Si3N4 balls to very high contact bearings, this variation is less than_+10 x 10-6 in.

RadieLoa_.N_)

Miedmum _ Race

5tree;. C_a

sv.mr, n-=(lx_p_)
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If ball excursion was the

source of this phenomena,

the torque increase would

be noticed when one of the

rolling elements begins to

lead or lag the average ball

train by an amount large

enough to cause significant

interference with the cage.

To investigate this sce-

nario SRS developed a

simple Mathcad spread

sheet using equations pre-

sented in the text
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Bearing Analysis , by Tedric A. Harris. The

analysis involved solving for the average veloc-

ity of the ball train (cage speed) for an arbitrary

shaft speed. The ball orbital speed for an off size

ball was then determined for the same shaft

speed. The relative velocity of the off size ball

with respect to the cage could then be calculated.

Using this relative velocity, the time required for

a ball to travel the distance of the cage pocket

clearance with respect to the cage could be deter-

mined as a function of shaft speed. Using the

arbitrary shaft speed it was then possible to

calculate the number of shaft revolutions re-

quired for the ball to traverse the pocket clear-

ance and contact the cage. The torque increase

would occur when the cage loading became

sufficient to produce significant friction forces.

The analysis showed that for even relatively

large ball size variations, a large number of shaft

revolutions are required to cause cage interfer-

ence. This analysis assumed that all of the balls

were centered in the pockets initially. This is not

a realistic assumption. However, for realistically

small ball size variations the ball excursion are

shown to be so small that multiple shaft revolu-

tions would be necessary to produce significant

cage force (friction) even if the off size ball were

initially in contact with the cage. The Mathcad

spread sheet and a plot of the number of shaft

revolutions required to cause cage interference

versus ball size variation is included in Attach-

ment C.

Based on the results from the Mathcad model

it did not appear that ball size variation was a

reasonable explanation for the observed phe-

nomena. A possible explanation is that the rela-

tively high ball/race friction in the dry bearing

causes the balls to try and roll up the race curva-

ture causing the bearing to compress the preload

H

.

spring. This loading would produce an increase

in the torque required to rotate the shaft.

4.7 Space Shuttle APU Bearing Torque

Investigation

A problem with the inner race of the bearings of

an auxiliary power unit slipping and allowing the

shaft to spin faster than the inner race was iden-

tified on a particular APU. It was desired to

quickly determine the amount of torque the shaft

needed to apply to rotate the bearing under nomi-

nal operating conditions. To address this quick

response issue, the SHABERTH bearing pro-

gram was used, without SINDA, to model the

APU bearings at estimated temperatures and to

calculate the torque required by each bearing.

Exhibit 140 shows a cross section of the unit

depicting the location of the bearings. This unit

had a nominal shaft speed of 72,000 rpm and used

an oil mist to lubricate the bearings. The bearings

had a 20 mm (0.787 in.) bore diameter with races

and balls all made of M-50 steel. The axial

preload simulated was 650 N (146 lbs.) with

nominal radial loads of 188 N (42 lbs.) on the

turbine end bearing and 625 N (140 lbs.) on the

gear end bearing.

The model was run varying the radial load and

inner race component temperature to determine

the bearing torque sensitivity to these param-

eters. The resulting torque values for one bearing

are shown in Exhibit 141. As shown, the inner

race temperature has a much greater effect on

bearing torque than does the radial load. This is

because these bearings were well lubricated, thus

providing low frictional work. However, the

viscous fluid work is a significant portion of the

total work and is greatly influenced by the inner

race temperature which affects the bulk lubricant

temperature. At the time of this study the exact

116
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Exhibit 140 Space Shuttle Auxilliary Power Unit

characteristics of the lubricating oil were not

known. Therefore, to expedite the analysis, a

typical bearing oil was chosen for the study.

After the curves of Exhibit 141 were generated,

more was learned about the APU bearing oil. The

oil chosen for the study was slightly more vis-

cous than the actual APU oil. Thus, the results of

Exhibit 141 at the low temperature are approxi-

mately 30% high and at the high temperature

shown they are only 12% high.

4.8 ADORE Analysis of HPFTP/AT and

HPOTP/AT Contact Traction Forces

A study was performed using the ADORE bear-

ing dynamic simulation to evaluate traction forces

117

in the ball to race contact

zones of the HPFTP/AT and

HPOTP/AT ball bearings.

This study was part of the

investigation of the "river-

mark" surface distress phe-

nomena that occurred in sev-

eral sets of HPFTP/AT ball

bearings. The objective of

the study was to quantify

the magnitudes and distri-

butions of the traction forces

in the contacts for the two

applications. It was hoped

that insight into the mecha-

nisms involved in the for-

mation of "river-marks"

could be acquired by com-

paring traction forces in the

LOX pump with traction

forces in the fuel pump. The

silicon nitride balls in the

fuel pump proved to be

much more susceptible to

"river mark" formation than

the identical balls used in the LOX pump.

40 IT_AI_I ItACI_ TIBF/PE_IAI_I_ _ 110

Exhibit 141 Torque By APU
Turbine End Bearing at 72,000 RPM
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A baseline LOX pump model was used to

evaluate traction forces in the LOX pump appli-

cation. The bearing was modeled with 1100 lbs

axial load and 375 lbs radial load, shaft speed was

27,500 RPM. Three load cases were modeled for

the hydrogen pump application. The shaft speed

was 36,000 RPM for the fuel pump simulations.

Exhibits 142a - 142p document the predicted

traction forces for the various load cases re-

quested. The predicted traction forces were

plotted versus location in the contact ellipse. The

traction vector plotted was calculated at various

points along semi-major axis. The plots show the

traction force (lbs) parallel to the semi-major axis

in the upper left hand plot. The lower left hand

plot shows traction force perpendicular to the

semi-major axis (lbs). The plot in the upper right

hand corner shows force in the direction of con-

tact pressure. This force is not in engineering

units. Curves were produced for both the inner

race and outer race contacts and for the heaviest

and lightest loaded ball for each load case.

The curves show that the rolling element mo-

tion is primarily outer race controlled for all of

the bearing cases studied. The plots show two

distinct points of pure rolling in the outer race

contacts. The inner race contacts show a nearly

anti-symmetrical traction force distribution about

was similar to that predicted for the fuel pump

bearings. However, the magnitude of traction

forces was predicted to be slightly larger than in

the fuel pump application. Two factors contrib-

ute to the higher predicted traction forces in the

LOX pump. First, the applied loads used for the

simulation were slightly larger than the loads

used for the first two cases modeled for the Fuel

Pump. The second factor is related to the traction

curve used for the simulation. The traction

model used for this analysis is as follows:

Traction coefficient = slip velocity * K or 0.1

This model produces a linear variation of

traction coefficient as a function of slip velocity

from zero, at zero slip, up to a maximum of 0.1.

This type of traction model is representative of

dry friction of many solid lubricants. The value

of K used for the LOX Pump model is 0.0249.

This value was based on available test data. The

value of K used for the Fuel Pump model was

0.0012. This value was based on scaling the

LOX value to comparable percent slip values.

The difference in the traction curve slopes used

also contributed to the magnitudes of the pre-

dicted traction forces.

The initial review of the analysis results sug-

gested that increased local traction forces in the

the center of the inner race contact ellipse. This

pattern indicates ball spin relative to the inner

race. It was noticed that for the case of high radial

load, balls on the unloaded side of the bearing

showed some spin relative to the outer race as

well as the inner race.

One simulation was performed for the HPOTP/

AT ball bearing for comparison with the HPFTP/

fuel pump application were not responsible for

the formation of "river-mark" surface distress.

However, it should be noted that the traction

curve data for the hydrogen model was not sup-

ported by test data. Their was considerable

uncertainty in the value used in the simulation.

Parametric studies were later planned toevaluate

sensitivity to this unknown.

AT cases. The loads for this model were 1100 lbs A part of the river mark investigation, SRS

axial and 375 lbs radial. The distribution of participated in a visual inspection of silicon ni-

traction forces in the LOX Pump bali contacts tride balls from fuel pump Unit 6-5. The inspec-
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tion was performed at MSFC. The bearings had

been subject to 22 start cycles and 12,972 sec-

onds run time. Mr. Chip Moore (MSFC) demon-

strated use of the new stereo microscope and

illumination tools which were available for this

inspection. Mr. Moore had identified several

"river-mark" locations that appeared to have

sharper bottoms and be deeper than typical "river-

marks". There was some concern because some

of the observed features did not appear benign as

typical "river-marks" observed in the past. Mr.

Moore suggested that the difference in appear-

ance could have been due mainly to the improved

resolution of the stereo microscope. Previously

inspected LH z rig bearings were retrived for

comparison viewing with the stereo microscope.

Balls from Rig build 3 were observed with the

stereo microscope. These balls had over 30,000

seconds test time in the rig. With in a short period

of time, some of the steeper "river-marks" were

identified using the stereo microscope. There-

fore, it was believed that the features observed in

the Unit 6-5 bails were not atypical. The new

viewing equipment only provided better resolu-

tion of the features. Identifying similar features

in the Build 3 rig balls also reduced concerns

about the nature of the rivermarks, because these

bearings had been successfully tested for a full

30,000 second cycle.

4.9 ADORE Analysis Supporting FEP

Coated Cage Debond Investigation. SRS was

asked to develop dynamic bearing modes of the

space shuttle engine low pressure oxider and fuel

turbopump ball bearings. The objective of this

modeling effort was to determine the magnitude

of ball to cage impact forces. This data was

needed to support fatigue testing of the FEP

coated cages that had developed a visible debond

in the ARMALON cage material. Loads pre-

dicted by ADORE analysis were used in the

fatigue tester to demonstrate that the cage with

the debond was still capable of meeting the

fatigue life criteria of 107 cycles.

Baseline models were developed for both the

LPOTP and LPFrP ball bearings. In general, the

average value of all bearing parameters, based on

drawing tolerances, was used in the models.

However, bearing operating clearance was cal-

culated assuming the loosest tolerance stack-up

which resulted in maximum bearing internal

radial clearance (IRC). The operating IRC for

the oxidizer pump was 5.7 x 10 .3 inches and the

operating IRC for the fuel pump was 2.7 x 10.3

inches. Conversely, minimum values of cage

pocket clearance were assumed. Maximum IRC

and minimum pocket clearance represents the

worse case scenario in terms of cage pocket

loading. Worse case assumptions were also

employed in determining bearing operating mis-

alignment. The bearing models were misaligned

as much as required to unload the bearing reac-

tion moment. This misalignment increases ball

excursion and potentially cage loads.

The LPFrP bearing model was used to per-

form three studies. The bearing was modeled

with 2,000 Ibs axial Ioad and 550 lbs fixed radial

load. The bearing was also modeled with 2,000

lbs axial load, 300 Ibs fixed radial load, and 250

Ibs synchronous radial load. Finally, a study was

performed to compare cage loads for an FEP

coated cage with loads in an uncoated cage. The

results of these studies are shown in Exhibit 143

through 144. Selected results from the case with

550 lbs fixed radial load are shown in Exhibit

143. The cage to ball loads show the classic ball

excursion loading scenario. Cage loads occurred

cyclically twice per cage rotation. Cage Ioadings

occurred during each ball orbit as the fast ball

exceeded the pocket clearance and as the slow

ball was overtaken by the cage. Peak cage

i27
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loading predicted was approximately 35 lbs. The

cage mass center orbit position plot showed that

the cage moved to one side of the guiding clear-

ance and stayed in approximately the same posi-

tion This produced a cage to race load that was

550 lb radial load applied

with a synchronous rotation

rate. Peak cage to ball/load

was approximately the same

for this case (i.e., 35 Ibs).

However, the frequency of

peak loading was less than

for the case with all of the

radial load fixed. Exhibit

145 shows results from the

final LPFRP bearing case

modeled. This case is iden-

tical to the fixed radial load

case shown in Exhibit 143.

However, the ball to cage

friction factor had been in-

creased from 0.075 to 0.200.

The objective of this study

was to quantify the benefits

of the FEP coating in terms

of cage loading. The results

generated were almost iden-

tical to the results shown in

Exhibit 143. The fact that

cage to ball loads in this

baring were dominated by

ball excursion loads mini-

mizes the effect of the coat-

ing. The coating should

produce more dramatic improvements for load-

ing scenarios that do not cause excessive ball

excursions.

The LPOTP ball bearing model results are

shown in Exhibit 146. This bearing was mod-
relatively constant and in a direction with a fixed

eled with 2,411 lbs axial load and 467 lbs fixed
orientation relative to the radial load. The aver-

......... __ radial load. Worse case IRC and minimum

age cage to race load was approximately 4 Ibs per pocket clearance were specified. This bearing
load or 8 lbs total. Of the cases modeled, this

loading produced the largest cage loads. Exhibit

144 shows the same bearing with 250 Ibs of the

cage had elongated ball pockets which afforded

very large circumferential pocket clearance. No

ball excursion loading was predicted for this

129
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case. The cage dynamics were stable with quasi-

randum motion of the cage in the clearance. Peak

ball to cage forces were 8 Ibs and peak cage to

race forces were about 20 lbs on each side of the

cage. There was no steady frequency for the

loads in this bearing.

Based on the studies performed to date, it

appeared that the LPFTP bearing with maximum

The fuel pump bearing had less cage pocket

clearance and a higher ratio of radial to axial load.

These factors caused increased cage loads rela-

tive to the low-pressure oxygen turbopump bear-

ing.

The ADORE model of low pressure fuel pump

ball bearing predicted the type of ball to cage

loading associated with ball excursions exceed-

radial load produced the worst case ball to cage ing the available cage pocket clearance. The

forces. It appeared that a cyclical 35 Ib pocket magnitudeofballexcursionloadingwasfoundto

load would provide a conservative value for peek at approximately 30 Ibs. Ball excursion

fatigue testing. In fact, it would be possible to

argue for lowering the loading to 30 lbs because

not all of the impacts reach the peak. The average

peak loading was between 25 and 30 lbs. It may

also be feasible to justify reducing the number of

load cycles predicted in each engine firing by

considering the effect of synchronous load. The

model showed that synchronous loading did not

reduce the magnitude of cage loads but did re-

duce the frequency of peak loading.

4.10 Stress Analysis for FEP Coated

Cage Debond Investigation

SRS continued to support the FEP coated bearing

cage debond issue utilizing the

results from the ADORE analysis

performed. As previously re-

ported, ADORE models were run

for both the space shuttle main

engine low-pressure fuel and oxy-

gen turbopump ball bearings. The

ADORE analysis showed that the

low pressure fuel turbopump bear-

ing cage was more prone to cage

loading and thus was the most

appropriate cage for use in evalu-

ating the effects of cage delamina-

tion on bearing safety margins.

loading occurs because of variations in ball or-

bital velocity as a function orientation relative to

the bearing radial load. The radial load causes

ball to race normal loads and contacts angles to

change with ball position. The variation in con-

tact angles results in the speed of individual balls

to exceeding or lagging the cage rotational speed,

which represents the average ball train speed.

Exhibit 147 shows a typical cage loading sce-

nario typical of ball excursion loading. The

loading shown in this exhibit is representative of

the loading predicted for the low-pressure fuel

turbopump.

- Cage/Outer Race

eactlon Load

.-Baartng Outer Ring Load

_/_, /58 L1

_" _- Cage-,/ ;_

"-%. ,,_," J

Exhibit 147 Typical LPFTP Ball Excursion Loads
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The objective of the stress analysis performed

was to determine the magnitude of cage stresses

that result from this loading. The operating

stresses can then be used to set loads for testing

in the cage fatigue rig. However, the cage stress

analysis was complicated by several factors. First,

during operation, the cage is in dynamic equilib-

rium, but not necessarily in static equilibrium.

Additionally, the cage loads are very transient in

nature making it difficult to identify the worse

case Ioadings. The loading that is shown in

Exhibit 147 is derived from the ADORE analysis

with assumptions that are conservative relative

to stress. The main assumptions are that the loads

are simultaneously peaking in the cage loading

and cage lagging positions. Also, the location of

the loads is in the two pockets displaced radially

by the largest possible moment arm. Assump-

tions also had to be made relative to how the ball

to cage loads were reacted by the cage/race

contact. The most general and correct approach

for accounting for the reaction load was to per-

form a non-linear FEM analysis of cage stress

using gap elements to model the interaction of the

cage with the race. This was the approach ini-

tially pursued in this investigation. A significant

effort was expended pursu-

ing development of a cage

contact model. However,

the model exhibited numeri-

cal stability problems. Ex-

amination of the problem

lead to identification of a

software glitch in the com-

mercial ALGOR software

which was used to develop

the model.

An alternative analysis

method had to be pursued in

order to produce results

within the time frame needed to support rig

testing. SRS had several references on hand

describing various approaches for modeling a

flexible ring subjected to different loadings. The

literature was collected as part of an effort to

incorporate race flexibility into existing bearing

analysis codes. During that study, several closed

form solutions were evaluated and compared to

non-linear FEM models. The closed form method

consistently producing the most accurate results

was found to be the method proposed by J.Y. Liu,

and Y.P Chiu. l This method assumes that ap-

plied ring loads are reacted by a uniform external

shear force. Although not intuitive, this method

consistently produced results consistent with

FEM. Linear super position can be used to

calculate the cumulative effect of any number of

individual loads. Exhibit 148 illustrates the

method as applied to the low pressure fuel

turbopump ball bearing cage subjected to ball

excursion loading. The chart quantifies the cal-

culated magnitude of cage stress from bending

moment, centrifugal force, and tensile forces.

Centrifugal force produced a uniform 810 psi

tensile stress. The P/A load was compressive

between the loads and tensile in the area outside

Cage)

amln

._ _ .... i .... " : Cage)
s_ 'J_ ,_ 2oa 3SO aeo 3SO

- " -R_ 2(O'-tr)0 -cos(O'))+ 3sin(O') -4.

_" 4_ O'

o =_-o_
Oj = Location of Load Application

OI = Location of Moment Calculation

Estimated Stress for T=28 Ib @ O= 83 & 276 deg.

amax = •spin + P/A + My/l

aS10 Ib/In2+419 Ib/in z +1747 Ib/In 2

=2976 Ib/'lnz (Full Cage) 5952 (Half

= 810 Ib/in z- 419 Ib/lns -1747 lb/in2

w-1356 Ib/ln2 (Full Cage) -2712 (Half

• Analysis M • Thl_ Elastic Ring Under Arbitrary Loading

J.Y. IAu, Y.P. Chlu - SKF Industries

Exhibit 148 LPFTP Pump End Ball Bearing Estimated Cage Stress
Based on ADORE Model Cage Loads and Liu Moment Solution
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of the load zone. Cage bending moment varied

symmetrically about the cage/housing reaction

area. The bending stress was the largest con-

tributor to cage stress. The bending moment is

plotted in Exhibit 148. Each point on the diagram

shows an angular location on the cage relative to

the reaction load area. As the cage rotates, the

bending moment varies per the displayed curve.

Thus, a point on the cage is subjected to two

major peaks in one bending direction; and one

major and two minor peaks in the opposite bend-

ing direction. Only the centrifugal load is fixed

and this becomes the mean stress. Each point on

the OD and ID of the cage surface is subjected to

810 psi (centrifugal) + 419 psi (P/A)+ 1747 psi

(bending) depending on the location of the point

in the cage orbit. Based on this analysis, fatigue

testing needed to be conducted with a mean stress

of 810 psi and an alternating stress of + 2166 psi.

Any given point on the cage sees these stresses

roughly two times per cage orbit. The cage

rotates at 42% of the shaft speed. The cage orbit

speed can be used to calculate the number of

cycles required to meet a specified operational
life.

These results were provided to MSFC for

utilization in test planning. It should be noted

that while no safety factors were used in the stress

analysis worse case bearing loads and misalign-

ment were assumed in the ADORE model used to

calculate ball to cage loads. The actual opera-

tional cage loads will likely be considerably

lower than calculated.
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W
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5.0 m Bearing Seals and Materials Test

Support

The final three test series of the bearings seal and

materials test program occurred during the pe-

riod documented by the following sections. Unit

3, Build 6 was the first test series to occur in this

period. This test build used standard Phase II

Rocketdyne bearings and looked at the potential

of SaIox prelube to extend the life of the bearings.

The prelube did have positive effects however,

there was no dramatic life increase. Unit 2, Build

14 was the second rig test series covered in this

5.1 Summary of Unit 3 Build 6 Test

Series

This test series accomplished 8 rotational tests

with Phase II Rocketdyne LOX Pump Bearings.

The bearings were prelubed with Salox to evalu-

ate the potential for this process extending the

useful life of the bearing. The prelube did seem

to be beneficial in some ways, however, there

was not a dramatic increase in bearing life.

Test 3060202. This was the first rotational test

for Unit 3, Build 6. This build was fitted with

LOX turbopump turbine end Phase II bearings.
report. This rig build demonstrated Si3N 4balls in

.... The races of Bearings 1 and 4 were used in a
Rocketdyne Phase II races. This was the first rig
build that used both the radial and axial load previous test. The balls were new. The balls and

capabilities of the BSMT. Over two hours of cages were dry film lubricated and the inner and
outer races were prelubed with Salox. This

operation at speed in LOX, with some time at

very high transient load levels was demonstrated provided immediate lubrication to the contacts
which would otherwise have had to wait until the

with this build. Thistestserieswasoneofthekey lubricant was transferred from the cage to the
milestones that ultimately resulted in adoption of

the ceramic rolling elements that essentially

solved the bearing wear and thermal stability

problems experienced early in the Advanced

Technology Turbopump Program.

Unit 3, Build 7 tested the use of the cages

developed by Battelle Laboratories in combina-

tion with silicon nitride balls. The Battelle cages

used Salox inserts and avoided the problems of

fiber ends rubbing the balls as occurred with

Armalon cages. However, the cage design had a

larger web area necessitating removal of one of

the balls from the bearing. This test series dem-

onstrated the structural margins of the cage de-

sign and also resulted in the highest BSMT

contact stresses ever experienced with silicon

nitride balls. The high stresses resulted in fatigue

spalling of the races. The robustness of the

silicon nitride balls was demonstrated further

because they were not damaged by continued

operation or severely damaged races.

balls as the bearing is rotated. An objective of

this test series was to evaluate potential bearing

life improvement resulting from this lubrication

technique.

Prior to a successful rotational test, there were

two attempts that were cut due to instrumentation

problems. These problems were corrected and

the tester was rotated at 15,000 RPM for approxi-

mately 100 seconds. During the test, two tem-

perature measurements behaved in an anoma-

lous manner; Bearing 2 outer race temperature

(T1005), and Bearing 4 outer race temperature

(TA1007). Coolant temperature biases prior to

rotation introduced uncertainty in the estimated

heat generation throughout the tester.

A comparison of selected measurements and

engineering data between this and previous tests

is shown in Exhibits 149 and 150. Unit 2, Build

12 (212202) contained silicon nitride ball bear-

ings, and Unit 3, Build 3 (3030101) contained

i35
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Test Parameter

Shaft Speed (RPM)

"l'imoatSpeed(see)

Subcooling

TEST NUMBER

3030101 30602O2212202

14,94g

115

15,D00

go

58 56

ROW Rate 0bs/sec) 6.4 6.5

Btg #4 Inlet Temp ('F)
T1018

Between Ek'gs 3 & 4 ('F)
T1024

I_'g #3 Outlet Temp ('F)

T1019

Brg #1 Inlet Temp ('F)
T1021

TernpBetween B_r 1 &2 ('F)
T1023

Brg 2 Outlet Temp ('F)

T1022

Teller Inlet Ternp (*_

T1001

T1002

Tester Outer Temp ['F)

T1003

Tester Inlet Pressure (prig)
PAIO01

PAl 002

Tester Outlet Pressure _ldg)
PAl003

Preszure Bel,veen Brg 3 & 4 (_ig)
P1006

Horsepower

Torque{ln-I_s)

Brg#10.R. Temp ('F)
T1004 (TA10GI)

-263

biased -262

15,071

100

6.3

-257

-260 -262 -256

l:i_ed based I_ased

-260

_a.se_ -260 -255

-260

-25g
b_ased

-258

-259 biased

-268

-261

445

444

Brg#20.R. Temp ('F)
TI005 (TA10051

B_ m30.R. Temp ('F)
TZOOSO'^100S 1

Brg #40,R. Temp ('F)

T1007 (T,AJ 007}

430

-262

-262.5

biased

-260

;270.5 Based

-270 (eSL)

bSS mea$.

-259.7

447

445

433

433

FUA

-256

-256

_ased

-255

-263

-264

• 427

67.7

6.283

-2s4(-264)

-250 Coao'l

-2ss(-256)

-2s2 (-_s_)

-255

442

445

433

• 436

72

Lost 6,607

-273 (-265) -250 (-2GO)

-2ss.8f-2sT)

-263 (-259)

-262 (-262)

-2r,4(.2s4)

.:,sg(_..d)

Exhibit 149 BSMT Test Conditions and Selected Data
(Test 3060202)
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PARAMETER

Delta Temp Across
Brg Pair ('F)

T1022-T1021
T101O_-T1018

Delta Temp Across

Brg 1 (°F)
T1023-T1021

Brg 2
T1022-T1023

Brg 3
TlO19-T1024

Brg 4
T1024-T1018

Brg Outer Race Temp

- Fluid Inlet Temp (=F)

Brg 1
T1004-T1021

Brg 2
T1005-T1023

Brg 3
Tt 006-'1"1024

Brg 4
T1007-T1018

Heat Generated (btu/sec)
Across

Brg 1

Brg 2
Brg 3

Brg 4

Heat Generated Across

Brg 1&2
Brg 3&4

Inlet Vortex

Load

Drive

Pressure Drop (psi')

Brg I
Brg 2

Brg 3

Brg 4

Brg 1&2
Brg 3&4

• Row (Ibs/sec)

through Brg pair
• H.P.

• Torque (in-lbs)

• Shaft Speed (rpm)

212202

1.0

1.0

2.0

0.0

-4

g

8

1

2.71
2.71

5.41
0

5,41

5.41

8.12

13.54

WA

WA

-3

17
15

14

6.4

67.7

6,283

14,949

303O101

-0.5

2.5

2.0

0.0

-3

5.5

3

0

6.72

5.38
0

5.37

5,37

22.86

21,51

WA

WA
0

12

14

12

6.5

15,000

3060202

1

2

0.0

1.0

1.0

1.0

-4

2

2

-2

0

2.65
2.65

2.65

2.65
5.3

18.52

18.52

N/A

WA

9

3

9

12

6.3

72

6,607

15,071

1_OI_,3COII3

Exhibit 150 BSMT Test Parameters Comparison LOX Tests

O'est 3060202)

from Unit 2, Build 12. The

pressure loss through the

tester was lower for this test

compared to the other tests.

The temperature profiles

for each of the measurements

in the tester are shown in Ex-

hibit 151. The Bearing l and

Bearing 4 outer race tempera-

tures were well below the

coolant inlet temperature

which indicated possible cold

coolant leaking around the

thermocouple housing and af-

fecting the measurement.

The pressure profile

through the tester is shown in

Exhibit 152. Since the pres-

sure between Bearings 3 and

4 was higher than the outlet

pressure, Bearing 3 appar-

ently did not act as a pump.

Following the rotational

test, the bearings were exam-

ined through a borescope.

The Number 1 bearing was in

good condition. The balls

were shiny with light gold

bands. The Bearing 2 balls

had wide bands of material

that appeared to be teflon.

The bands were crisscrossed

and some were light gold in

color. Bearing 3 balls were

Phase II bearings. This allowed data from this similar. The bands were not as pronounced as

test to be compared with those from silicon those in Bearing 2. Bearing 4 balls had light

nitride ball bearings, and baseline Phase I1440C bands and streaks. There was an a occasional

bearings. The horsepower and torque values gold tinted band and some light colored specks

from this test compared favorably with those on the ball surfaces.
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-260 -

Drive End
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Exhibit 151 Temperature Profile Test 3060202

The torque and horse-

power for this test were

higher than those of com-

parable tests as shown in

Exhibits 153 and 154. The

average test speed was

slightly higher for this test,

which could in part account

for the higher torque and

power values. The tem-

perature increase across the

bearings was the same for

this test and a previous test

of bearings with Si3N 4

balls. The drive end pres-

Test 3060301. This was the second rotational sure loss, in this test,

test for Unit 3, Build 6. Plans were for a rotational

speed of 25,000 RPM for a duration of 120

seconds. These objectives were successfully

accomplished. There was an overspeed to about

26,000 RPM. This was reduced during the run to

25,000 RPM. The outer race temperature of

Bearing 2 (T 1005) appeared erratic prior to tester

rotation but performed correctly during the tester

rotational period.

450 -

440'

430

420

410

was greater than the load

end. This was a reversal of the previous tests

pressure characteristics which exhibited higher

load end pressure losses. The outer race tempera-

ture measurements for this test were comparable

with those of the previous tests.

The temperature profiles for each end of the

tester are shown in Exhibit 155. Also shown are

the bearing outer race temperatures.

Drive End

------o---- Load End

4OO

i i ! OU_INLET TESTER 13EWCEE_I TESTER

MANIFOLD INLET BEARINGS OLITLET MANIFOLD

Exhibit 152 Pressure Profile for BSMT Test 3060202

The pressure profiles

through the tester are shown

in Exhibit 156. The pres-

sure between the bearings,

P1006, was erratic during

the first part of the rotational

test. The average value of

this measurement was above

the exit pressure; indicating

little, if any, pumping of the

Number 3 bearing.

Results of the borescope

examination showed that the

balls in the Number 1 bear-

ing were shiny with light

138
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Test Parameter

Shaft Speed (RPM)

"time at Speed (sec)

Subcooling

Row Rate _bs/sec)

Brg #4 Inlet Ternp ('F)
T1018

Between Brgs 3 &4 ('_
T1024

Brg #3 Outlet Temp ('F)
TI019

Brg #I Inlet Tamp ('F)
T1021

Temp _n Bgt I & 2 ('F)
TI023

Brg 20utJet Temp ('F')
T1022

Tester Inlet Temp ('F)
TI001
T1002

Taster OutSetTamp ('F)
TIO00

Tester Inlet Pressure (prig)
PAl 001
PA1002

Tester Outlet Pressure (pslg)
PAl003

Pressure Between Btg 3 & 4 (pstg)
P1006

Horsepower

T_que 0n-lb_)

BrO#I O_¢L Temp ('F)
T1004 (TA1004)

Brg #20J_. Tamp ('F)
_o05 (TA100_

Brg#30J_ Tamp ('F)

T1006 (TA1006)

Btg #40,R. Tamp (*F)
TI007 (TAt007)

212O302

25,036

120

TEST NUMBER

303O3O1

24,97g

140

3060301

25,115

130

41 40 40

6.41 6.4 6.4

-247 -246.4 -246

-244 -242.5

-240 -238.6

-247 -244.9

°245 .241.5

-240 -238.5

-265
-262

-241

44g
446

413

410

212

11.71s

-258 (-24s)

-_9 62441

-240 (-241)

-262
-257.2

-2.38.8

449.6
447

414.2

417.5

226

12,5"70

-2s7.6(-2_)

-2ss.16247)-249 (-254)

-245

-23g

-246

-243

-23g

-266
-264

-242

444
449

412

419

242

13,341

-236 (-240)

-245 (-240)

-24o (-24o)

-24S {-2S6)
Ir_llbM

Exhibit 153 BSMT Test Conditions and Selected Data
(Test 3060301)
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PARAMETER

• Delta Temp Across

Brg Pair (°F)
T1022-T1021
T1019-T1018

• Delta Temp Across

Brg 1 (°F)
T1023-T1021

Brg 2
T1022-T1023

Brg 3
T1019-1"1024

Brg 4
T1024-1"1018

• Brg Outer Race Temp

- Ruld Inlet Temp (°F)
Brg 1

T1004-3"I 021

Brg 2
T1005-1"1 O23

Brg 3
T1006-1"1 024

Brg 4
T 1007-T1018

Heat Generated (btu/sec)
Across

Brg 1

Brg 2

Brg 3

Brg 4

Heat Generated Across

Brg 1&2
Brg 3&4

Inlet Vortex

Load
Drive

Pressure Drop (psi)
Brg 1

Brg 2

Brg 3

Brg 4
Brg 1&2

Brg 3&4

• Row (Jbs/sec)
through Brg pair

• H.P.

• Torque (In-ros)

• Shaft Speed (rpm)

1_9lOlJC 1¢,60

2120302

2.0

5.0

4.0

3.0

-1

6

4

-2

5.42
13.56

10.84

8.13

18.98

18.98

48.8
40.67

N/A

N/A

-3
36

36

33

3O30301

6.4
7.8

3.4

3.0

3.9

3.9

-3.1

2

1

-0.6

8.85

7.61

10.2
10.2

16.7
20.3

44.53

28.12

WA

N/A

3.3

2g.5
35.4

32_8

3060301

3.0

4.0

6.0

1.0

-3.0

3.0

5.0

1.0

8.98
10.75

16.13

2.69

18.81

18.81

53.76

48.38

WA

WA
7

3O

32

37

6.41 6.4 6.4

212 226 242

12,57011,718

25,036 24,979

13,341

25,115

Exhibit 154 BSMT Test Parameters Comparison LOX Test
(Test 3060301)

bronze bands. Some of the

bands were dark bronze.

The different colored bands

gave a marbled appearance

in the surface. The balls in

the Number 3 bearing were

similar in appearance to

those in the Number 2 bear-

ing. The bands were slightly

darker indicating somewhat

higher operating tempera-

tures for Bearing 3. The

Bearing 4 balls had light

gray and bronze colored

bands. There were white

specks of material on some

of the balls.

Radial loading of the

bearings in the BSMT was

also investigated. The ra-

dial load would be used to

increase the peak stress lev-

els in 57 mm bearings with

Si3N 4balls to 3.5 GPa which

was the level predicted for

45 mm pump end bearings

with Si3N 4 balls and Phase

II geometry. The

thermomechanical model of

the BSMT predicted that a

radial load of approximately

6,000 N (1,350 lbs.) with an

axial load of 8,900 N (2,000

lbs.) was required to pro-

duce this stress level. How-

ever, this radial load was

also reacted by the outboard

bands of white material that wasprobably teflon, bearing which did not have much preload re-

There were also some light bronze colored bands maining due to the P.A. loading in the BSMT.

on some balls. Bearing 2 balls had light gray and Thus, another option to achieve this stress level
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-230 -

-240'

-250

-260

-270
INLET

MANIFOLD

Brg//1 _ Drive End

!1 --o-. Lo_

• Beatings

m ! l i m

TESTER BEARINGS BETWEEN BEARING TESTER
INLET iNLET BEARINGS OUTLET OUTLET

Exhibit 155 Temperature Profile Test 3060301

in the inboard bearings was to use an axial load

"pulse" of a relatively short duration during the

run. This pulse could be applied, in addition to

the P.A. loads, by the axial load cell already in

place. The computer model predicted an addi-

tional axial load of approximately 4,100 N (920

Ibs.) would be needed to produce the 3.5 GPa

contact stresses.

Analysis of the Battelle Salox/bronze cage

design was performed using the

455

445

435

W

425
I¢

415 "

405
INLET

MANIFOLD

!

OUTLET
MANIFOLD

thermomechanical model

of the SSME LOX

turbopump 45 mm bear-

ings. Results predicted that

the race heat generation per

ball increased -10% and

contact stress increased

only 2% for the I1 ball

Battelle cage design as

compared to the standard

Phase II 12 ball Armalon

cage. However, the

Battelle cage ball pocket

clearance would be ex-

ceeded by almost 4 times

as compared to 1.5 times for the Phase II Armalon

cage. This was due to the round ball pocket

design of the Battelle cage which did not allow as

much bail excursion as did the oval pockets of the

Phase II cage. An ADORE analysis was later

performed to determine the cage to ball loading

for the B attelle cage operating under these condi-

tions.

Testing of BSMT Unit 3 Build 6 was termi-

nated due to the observed degraded appearance

_%\\ % _ Drive

INLET BEARINGS OUTLET MANIFOLD

of the bearings. Approxi-

mately 51 minutes of test

time at 30,000 RPM had

been accumulated on the

bearings which were using

440C balls, Armalon cage,

and 440C races

preburnished with Salox.

The benefits of the

preburnishing were later

assessed after hardware dis-

assembly and inspection.

Exhibit 156 Pressure Profile for BSMT Test 3060301
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Battelle cages were designed for the 45 mm

bearings for use in the pump end of the SSME

LOX turbopump. These cages provided a Salox

insert around each ball for film transfer lubrica-

tion. This required more space per ball, for the

pockets than the standard Armalon cage used in

the Phase II 45 mm bearings. To increase the

space per ball, one ball was deleted from the ball

complement leaving eleven balls. With this

modification, there was still not enough room to

provide the Phase II cage pocket clearance of

2.04 mm (0.08 in.). The ball pocket clearance for

the Battelle cages was 0.8 mm (0.031 in.).

Bearing thermomechanical modes were run to

compare the operating characteristics of bear-

ings with Battelle cages, and standard Phase I145

mm bearings. The results of these runs are

program was later used to determine the cage

pocket loading for these conditions.

Test 3060402. Test 3060402 was the third

rotational test in this series. The test was planned

for three speed levels; 26,000, 28,000, and 30,000

RPM. Planned duration at each speed was 120

seconds. The test was cut after about 30 seconds

at 26,000 RPM, by coolant temperature measure-

ment T-3 exceeding its redline. This was deter-

mined to be an instrumentation problem, and the

redline was removed from this measurement and

the test recycled. During the second attempt, a

speed of 28,000 RPM was maintained for about

126 seconds and a speed of 30,000 RPM was

maintained for about 110 seconds. The higher

speed test was prematurely cut due to the outer

race temperature T 1006 of Bearing 3 exceeding

summarized in Exhibit 157. Two cases were run its redline value of 133 K (-220°F). Bearing outer

for each bearing configuration. One case al-

lowed each bearing in the bearing pair to tilt

(outer race) such that the resultant moment on the

outer race was minimized. The second case

constrained the outer race in the vertical position

(zero tilt).

As shown in Exhibit 157, the most significant

difference between the Phase II bearings, and

those with Battelle cages was the difference in

ball excursion and the pocket clearance to ac-

commodate the excursions.

The limited clearances in

the Battelle cages could se-

verely constrain ball move-

ment causing increased ball

pocket loads, heat genera-

tion, and ball skidding. The

heat generation values

shown did not include ball

skidding, and consequently

neither did the component

temperatures. The ADORE

race temperatures are shown for test speeds of

28,00 and 30,000 RPM in Exhibit 158. As

shown, the Bearing 3 outer race temperature

"spiked" and exceeded the redline value. The

Bearing 3 TA measurement, shown in Exhibit

159, did not exhibit this characteristic. The

Bearing 2 measurement (TA 1005) did, however,

show tendency to become thermally unstable.

Test parameters and selected data from this

test are compared with those of previous tests in

4S mm Bemngs t. O_ Io. O.S_P¢I - OAI mm
8amk Ca_. It k_

-.344 5.1t5 O 0

O;lll 0.1 0.11 0,11

IA 5.06 1At I-,_

2.7'J4 4.4O5 _ _ooe

S.292 3,292 2,_ _gO0

LR. OR. LR. O._. LR. GR UI. O.R.

220 Z_2 _ 1M

t_ t50 IS4 lS3

_42 143 140 1119

Phl_ II 4S mm _ll_ wire 440G Roi n0Elmontl
II. O_S. Io. D..q2, Pd. DA4 mm

-J44 E,15 0 0

?..04 2.04 P.04 ?.04

_Tte 4,_2S 2._t 5.O55

SJl: 3J1_ 2.92o 2.g20

?..SS7 2,g09 2.429 l,o'/s

LR. OR. IP. O.R. I.R. OR. U_ O.!l
1_' Ik3 l_r 711 111 i_ 1111 T/

115 194 _ 111o

1M 1M 15;I 151

141 141[ 139 142

Exhibit 157 Comparison of 45 mm Pump End Bearings and
Bearings Equipped with Battelle Cages
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-255;. 8

-265.8
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BSMT TEST 03860482RD

148.8 218.B 2_8.8 3_8.8 428.8

TIME (SECOI'DS)

SRS

tie94 OE¢F

Rv 9 - -257.a I

Z_e. < t ( 35e.

Tlee$ _f'

zeo. ¢ t _ _se.

- -228.7,

ZS_. ( t < 350.

11907 P((_

_ m2_4b. 6_

LEGEHD

Exhibit 158 Bearing Outer Race Temperatures (T100-)

(Test 3060402)

from the Si3N 4 ball bearing

tests (2120401). The horse-

power and torque values

from this test also fell in

between the values of the

previous tests of 440C and

Si3N 4 ball bearings.

The temperature profiles

through the tester are shown

in Exhibits 162 through

164. Included are the bear-

ing outer race temperatures.

The pressure profiles

through the tester are shown

in Exhibits 165 through

167. There was a decrease

in pressure loss through the

Exhibits 160 and 161. The heat generated across

the bearings was less for this test than the values

determined from the previous test of 440C ball

bearings (3030401). The values for this test speed increased, or a reduction in fluid rotation,

were, however, higher than those determined due to vapor blanketing of the inboard bearings,

_228.8--

-230.8 -

-249.8 -

-258.0

-2G8.8

BSMT TEST 0386B482RD

9.8 78.9 148.8 218.8 288.0 3_0.9 428.8

TIME (SECOhOS)

tester, as the speed was increased from 28,000 to

30,000 RPM. This could have been the result of

increased pumping of the inboard bearings as

SRS

TnHHH C_'

.'C. X X

• -u.e.ee

tee. ( t ( :)Se.

TAII4_ U[_F

¢_ve • -_Z9,55

ZN. ( t ( 3_.

Ihle$7 KGF

LEGEI4D

Exhibit 159 Bearing Outer Race Temperatures (TA100-)

(Test 3060402)

as the temperature of the

balls increased with speed.

The borescope inspec-

tion, following the rotation

test, showed that the Num-

ber 1 bearing balls had wide

bronze bands. The bronze

color appeared to be darker

after this test compared to

the previous test. Bearing 2

balls had dark bronze bands.

There were numerous

scratches in the ball sur-

faces. The bearing appeared

to be in good condition. The

Number 3 bearing balls had

dark bronze colored bands.

TP00-1017
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Test Peuameter 2120401 3030401 8060402

Shaft Speed (RPM) 29,995 302-31 30,031

Time at Speed (sec) 120 120 110

Subcoo, ng 3g 40 36

Row Rate _qbs/sec) 6.4 6,45 6.4

Brg _4 Inlet Temp ('F-)
T1018 -245 -243 -240

Between Brgs 3 & 4 ('F)
T1024 -242 .238 -237

B_g #30udet Temp ('F')
T10 t g -235 -230 -228

B_g #1 Inlet Temp ('F')
T1021 °243 -243 -2_9

Temp Between Bgr I & 2 ('F")
T1023 -23g -236 -234

Big 2 Outlet Temp ('F-)
T1022 -234 -22g -228

Tester Inlet Temp (°F)
T1001 -265 -264 -262

T1002 -264 -255 °25g

Tester Ou0et Temp (*F')

T1003 -235 -230 -231

Tester Inlet Pressure (pslg)
PAl001 454 452.5 439 "

PAl 002 444 453,8 446

Tester Out|et Pressure (ps[g) "
PA1003 408 411 407

Pressure Between Brg 3 & 4 (peig]
Pi006 4OO 417 409

Hot.power 280 322 308

Torque (in-lbs) 12,933 14.768, 14,238

Brg #I O.R. Temp ('F)

T1004 (TA1004)

Brg #20.R. Tamp ('F')
T1005 ("I'A10O_)

Brg #30.R. Temp (_')
Tt006 ('I'A1006)

Brg #40.R, Temp (°F')

T 1007 (TA1 OO7)

-262 (-243)

-222(.233)

-232(-2_)

TEST NUMBER

-265 (-247).

-221.5 f-226_

-235 (-236)

-2ss(.242)

-227 (-230)

-_,o(-2so)

-243 (-252) -261 (-243) -237 (-252)

Exhibit 160 BSMT Test Conditions and Selected Data

(Test3060402)
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PARAMETER 2120401 3030401 3060402

• Delta Temp Across
Brg Pair ('F)

T1022-T1021 9 13.6 11
TI019-T1018 10 13.7 12

Delta Temp Across
Brg 1 ('F-)
T1023-1"1021
Brg 2
T1022-1"1023

Brg 3
T1019-T1024
B 4
T_24-T1018

Brg Outer Race Temp
- Ruid Inlet Temp ('F)
Brg 1
T1004-T1021
Brg 2
T1005-T1023
Brg 3
T1006-T1024
Brg 4
T1007-T1018

Heat Generated (btu/sec)
Across

Brg 1
Brg 2
Brg 3
Brg4

Heat Generated Across
Brg 1&2
Brg 3&4

Inlet Vortex
Load
Drive

Pressure Drop (psi)
Brg 1
Brg 2
Brg 3
Brg 4
Brg 1 &2
Brg 3&4

Row (ros/sec)
through Brg pair

0

17

10

2

Shaft Speed (rpm)

10.84
13.54
18.95

8.12

24.36
27.10

54.14
56.85

WA
WA

-8
44
46
36

6.4

• H.P. 28O

• Torque ('m-lbs) 12,933

29,995

7.4

6.4

8.4

6,3

-4

10

2

0

20.04
17.33
22.75
14.36

36.84
37.11

57.3
32.6

WA
NIA

6
36.8
41.5

42.8

6.45

322

14,768

30,231

"1

-3

10

17

3

13.44
16.13
24.19

8.06

29.5"_'
32.26

61.82
51.07

N/A
WA

2
37
32
39

6.4

308

14,238

30,031

Exhibit 161 BSMT Test Parameters Comparison LOX Tests

(Test 3060402)
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Exhibit 162 Temperature Profile Test 3060402
(Test Speed 26,000 RPM)
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. // _ LoadEnd
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Exhibit 163 Temperature Profile Test 3060402
(Test Speed 28,000 RPM)
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Exhibit 164 Temperature Profile Test 3060402

(Test Speed 30,000 RPM)
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440 _ Drive End

_.__ _ Load End

430420

410 . " "
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Exhibit 165 Pressure Profi|e Test for BSMT Test 3060402

Test Speed 26,000 RPM
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I

450"

440

430 -

420 -

410 I

400

.-\

INLET TE_ER _ TEd'I_R OU_

MANIFOLD INLEr BEARINGS OUTLET MANIFOLD

Exhibit 166 Pressure Profile Test for BsMT Test 3060402

Test Speed 28,000 RPM

Test 3060501. This was

the fourth rotational test in

this series. The redline on

the Number 3 bearing outer

race temperature was in-

creased from 133 K (-220°F)

to 135.8 K (-215°F). This

was done because the pre-

vious test was cut due to the

Bearing 3 temperature ex-

ceeding its redline, and sub-

sequent borescope exami-

nation revealed the bearing

to be in good condition, the

planned duration of this test

Some bands were almost black.

these bands were rough and frosty looking. The

balls appeared to have reached a higher tempera-

ture than those in the other bearings. Bearing 3

had wide bands of white material that appeared to

be teflon. There were numerous specks of mate-

rial on the ball surfaces. Some of the bands had

Areas within was 300 seconds at the test speed of 30,000 RPM.

These objectives were successfully accomplished.

Test parameters and selected data from this

test are compared with those of previous tests in

Exhibits 168 and 169. Bearing 3 outer race

temperature for this test reached 133 K (-220°F)

light bronze tint. The bearing appeared to be in

good condition.

compared to a Bearing 2 outer race temperature

of 135.8K (-215 °F) for Test 3030501, and 125.8K

(-233°F) for Test 2120501. The maximum in-

board bearing (Bearings 2 and 3) outer race

temperatures were less for

4eo"1 the Si3N 4beatings compared

/ to the 440C ball bearings.

4so,_..._.._..._..._ Test 3060501 ran for 310
i

44o- _ D_,E_ seconds compared to Test

o _ _ LoadEnd 3030501 which cut at 30E
_o. "x_. seconds due to the outer race

temperature exceeding its

E 420- "_" ". ,, redline value of 135.8 K

\ __ ",,x (-2150F). Unit 2, Build 12
41o-

(2120501) load end pres-

400 sure drop was greater than
INLEt _rER _ _&rER oukEr the drive end loss, and was

MANIFOLD INLET BEARINGS OUTLET MANIFOLD

about 0.0689 MPa (10 psi)

Exhibit 167 Pressure Profile Test for BS_ Test 3060402 higher than the other two
Test Speed 30,000 RPM
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TEST NUMBER

Test Para_,eter 2120501 3030501 3060501

Shah Speed (RPM} 2g,g54 30,177 29,997

Time at Speed (sec) 300 30 310

38 41 38
r.,

6.4 6.4 6.4

Brg #4 Inlet Temp (°F)
T1018 -243 -244.2 -242

Between Brgs 3 & 4 (°F)
T1024 -237 -238.7 -240

Btg #30u'det Temp (°F)
T1019 -232 -230.1 -230

Brg #I Inlet Temp ('F)
TI021

Temp Between Bgr I & 2 (°F)
T1023

Brg 2 Outlet Temp ('F)
T1022

,J

Tester Inlet Temp ('F')
T1001
T1002

Tester OuSt Temp ('F)
T1003

Tester Inlet Pressure (psrg)
PAl001
PAl 002

Tester Outlet Pressure (pslg)
PAl003

Pressure Between Beg3 & 4 (pstg)
P1006

Horsepower

Torque (b1-1bs)

Btg #10.R. Temp ('F)
T1004(TA1004)

Brg #20.R. Temp ('F)
TI005 ('I"AI005)

Brg #30.R. Temp (*F')

T1006 FAlO06)

Brg #40,R. Temp ('F)
T1007 ('rA1007)

-241 -240.6 -242

-236 -234.2 -20_7

-232 -229 -231

-266 -2643 -265
-265 -260.7 -263

-236 -230.1 -233

453
443

408

444.2
451.2

408.2

400 415,3

283 322

13.087 14.789

-260 (-244)

-229 (-232_J

-233 (-235)

-242 (..240)

-262.8 (-246.9)

1215 (-230) "

-233(.2_.7)

-262,2 (-241.2)

441
446

407

409

314

14,528

-261(-244)

-23o(-2s2)

-,_0 (-2s2)

-239(-2s2)

Exhibit 168 BSMT Test Cohdit|ons and Selected Data

(Test 3060501)
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PARAMETER

• Delta Temp Across •
Brg Pair (°F)

T1022-'1"1021
T1019-T1018

• Delta Temp Across
Big I (°F)
T1023-T1021
Big 2
T1022-T1023
Big 3
T1019-'1"1024
Big 4
T1024-"1"1018

• Brg Outer Race Temp
- Fluid Inlet Temp ('F)
Big 1
T1004-T1021
Brg 2
T1005-'1"1O23
Big 3
T1006-T1024
Big 4
T1007-T1018

Heat Generated 0otu/sec)
Across

Big 1
Big 2
Big 3
Brg 4

Heat Generated Across
Big 1&2
Big 3&4

Inlet Vortex
Load
Drive

Pressure Drop (psi)
Big 1
Big 2
Big 3
Big 4
Big 1&2
Big 3(t4

• Row(ibs/sec)
through Big pair

• H.P.

• Torque (ln-lbs)

• Shaft Speed (rpm)

2120501

9
11

-3

7

4

-1

13.5
10.8
13.6
16.2

24.4
29.8

67.7
59.6

N/A
N/A

-8
43
45
35

6.4

283

3030501

11.6
14.1

6.4

5.2

8.6

5.5

-6.3

19.2

5.7

3.0

17.34
14,1
23.3
14.9

31.4
38.2

64.2
44.7

N/A
WA

; 7.1
35.9

36
43

6.4

322

14.789
"l

30,177

3O60501

11
12

5

6

10

2

-2

7

20

3

13.44
16.13
26.88

6.38

29.57
32.26

=.

61.82
56.45

N/A
N/A

2
37
34
39

6.4

314

14,258

29,997

Exhibit 169 BSMT TestP_ameters Comparison LOX Tests

(Test 3060501)
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load end test values. The

other two tests involving

Unit 3 had higher drive end

pressure losses, compared

to the load end. The test

with Si3N4ball bearings

(2120501) had lower power

and torque values compared

to the other two tests.

The temperature profiles

through the tester are shown

in Exhibit 170. Included

are the bearing outer race

temperatures. It is believed

that the tester outlet tern-

-210"

-220 -

-230 -

-240 -

-250 -

-260 -

• Brg3

Brg2

-270
! ! |

INLET TESTER BEARINGS BETWEEN BF.ARING TESTER oI_rLET

MANIFOLD INLET INLET BEARINGS OUTLET OUTLET MANIFOLD

ij

Exhibit 170 Temperature Profile for Test 3060501
= =

peratures were less than the bearing outlet tem-

peratures because of coolant flowing through the

bearing outer race to housing deadband clear-

ance.

indicating relatively high temperatures. The

surface of Bearing 4 balls contained numerous

crisscross scratches. The bails were shiny with

some wide light gray bands.

The pressure profiles through the tester are

shown in Exhibit 171. There was very little

pressure loss across Bearing 3, which indicated

that Bearing 3 was acting as a pump.

Bearing examination

showed that Bearing 1 had

light bronze bands on the

balls. Some were darker

than others. The bearing

appeared to be in good con-

dition. Bearing 2 balls had

gray bands. There were no

dark colored bands usually

associated with elevated

temperatures. This bearing

was in good condition.

Bearing 3 balls had dark

bronze bands. Some streaks

of rough frosty patches were

in the surface of the balls

Test 3060601. This was the fifth rotational test

in this series. The test was planned for a duration

of 600 seconds at a test speed of 30,000 RPM, and

was successfully completed. The Number 3

bearing outer race temperatures (T 1006, TA 1006)

440

°1
MANIFOLD INLET BEARINGS OUTLET

Exhibit 171

MANrFOLD

Pressure Profile for BSMT Test 3060501
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redIines were increased from 133 K (-220T) to

135.8 K (-215°F). During the test, the outer race

temperature of Bearing 3 initially ran at about

133 K (-220°F), cooled to about 130.2 K

(-225°F), and then rose to about 132.4K (-221 °F)

at the end of the test. This temperature history is

shown in Exhibit 172. The outer race tempera-

ture of both Bearings 2 and 3 increased during the

last 70 seconds of the test as shown in the exhibit.

This characteristic was not exhibited by the other

outer race temperature (TA1005 and TA1006).

Raising the Bearing 3 outer race temperature

redline 2.8 I((5°F) allowed the tester to run for

600 seconds at 30,000 RPM.

The outer race temperature of Bearing 2

(TA1005) did experience about a 2.8 K (5OF)

"spike" at 600 seconds. The bearing outlet cool-

ant temperatures (T 1019, T 1021) also increased

slightly during the last 70 seconds of the test.

This indicated that the heat generation in the

bearings increased during this period. Test pa-

rameters and selected data from this test are

compared with those of previous tests in Exhib-

its 173 and 174. Unit 2
i

Build 12 (2120602) used

S i3N 4ball bearings and Unit

3 Build 3 (3030501) used

standard Phase II bearings

with 440C balls. Also

shown is previous test data

from Unit 3 Build 6. Test

3030501 was the last test

for that build. The data from

the previous run of Unit 3

Build 6 compares favorably

with this run. The outer

race temperatures of Bear-

ing 3 were slightly less for

this test. Horsepower was

up slightly for this test due

to a small increase in torque. Compared to Unit 3

Build 3, the power and torque were slightly less

for this test. All the tests with 440C ball bearings,

however, required higher power and torque than

the tests with Si3N 4 ball bearings.

The temperature profiles through the tester are

shown in Exhibit 175. The bearing outer race

temperatures are included. The pressure profiles

through the tester are shown in Exhibit 176.

There was only about 0.01379 MPa (2 psi) pres-

sure loss across Bearing 3 indicating that the

bearing was pumping. The measurement be-

tween Bearings 3 and 4 (P1006) was very noisy

and fluctuated over about a 40 psi range.

Following the rotational test, the bearings were

examined through a borescope. The balls in

Bearing 1 had wide dark bronze bands and the

bearing appeared to be in good condition. The

Number 2 ball bearings had light and dark bronze

areas giving a marbled appearance. This bearing

also appeared to be in good condition. Some of

the balls in Bearing 3 had small surface spalls.

There were also light and dark bronze areas

-220.0 --

-230.0

-240.13

-258.0

-260.0

-270.0

BSMT TEST 03060601RD

l"

I I I I I I 1 t I I I I I I I I I I

0 208

I I I I I I I I I

480

TIME (SECONDS)

I I I I I I I 1 I

600 : . .80_

SI::IS
TII_NNOkO _1 g_

O 0 _O
THIO4 _e.F

I_"'m • -Z6V.g_

g
X :1. X

Irl005 ._6_

l_vS " -ZZT.6g

11_ 01C¢4r

¢60. < I < 740.

LEGE/'{)

Exhibit 172 Bearing Outer Race Temperatures (Test 3060601)
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Shaft Speed (RPM)

zt Speed (=ec)

Sul:cooflng

Row Rate (IbeJsec)

TEST NUM3ER

2120602 3O6O601

30,03g 2g,gg7

600 6O5

36 38

6.4 6.4

Bfg 84 Inlet Ternp ('F)

T1018 .242 -242

B._sen Srg= 3 & 4 (-F)

T1024

#3 Outlet Ternp ('F)
TI019

Ekg #I Inlet Temp ('F)

T1021

Temp Between Bgr 1 & 2 ('F)

TI023

Brg 2 Outlet Temp (*F)

T1022

Tester Inlet Temp, (*F)
T1001

T1002

Tes_' OuSt Temp ('_

T1003

Tester Inlet Pnl.ure (l_g)
PAl001

PAl002

Teszet OuSt Pres=ure (p_g)

PAl 003

Pressure Between Big 3/, 4 (l_g)
pi008

Horiopower

T_que (In-I_)

Brg #10.R. Temp (*F)

T1004 (TAI004)

-236 -240

-230 -231

• 240 -242

-235

-230

-237

-231

-265 -266

-26.1 -264

-234 .234

455

443

4O4

4OO

442

44g

4O8

3O3O5O1 3060.501

30,177 2g,gQ7

30 310

41 38

S.45 6.4

-244.2 -242

.238.7 -240

-230,1 -230

-240,6 -24Z

.234.2 -237

.229 -231

.264.3 -266

.250.7 -263

•230.1 -233

444.2 441

451.2 446

4O8.2 407

415._ 409

322 314

14,789 15.428

-267.8 (.246J)) -261 (.244)

-21s (-_0,11 ._30 (-_

.233 (,2:3¢7) -2_ (.2:_)

-262.2 (-241.2) *239 (-2S2)

Brg #20.R, Temp ('F}

TIO0_ FAIO0_

Beg #3 OR. Temp ('F)

TIOOG ("rx1006)

Brg #4 O,FL Temp (°_

T1007 ('rA1007)

412

261 319

12.g57 14,760

-2eoF244)

-241 (-232)

-252(.24s)

-228 (-L:'30)

-223 (.233)

.z37 (.257)

Exhibit 173 BSMT Test Conditions and Selected Data
(Test _060601)
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PARAMETER

• DeltaTempAcross

Brg P_ ('F)
TI022-T1021
Tt019-T1018

• Delta Temp Across
Brg 1 ('F)
1"1023-1"1021

Brg 2
TI022-T1023

Brg 3
T1019-T1024

Brg 4
Tt 024-1"I 018

• Brg Outer Race Temp

- Rued Inlet Temp ('F)
Brg I
TI004-T1021

Brg 2
T100S-T1023

Brg 3
T1006-T1024

Brg 4
TI007-TIO18

• Heat Generated (bttdsec)
Across

Brg 1
Brg2
Brg 3

Brg 4

• Heat Generated Across

Brg 1&2
Brg 3&4

• Inlet Vortex
Load

Ddve

• Pressure Drop (psl)
Brg 1
Brg 2

Brg 3
Brg 4

Brg 1&2
_g 3&4

• Row(lbs/sec)
•rough Brg pair

• H.P.

• Torque (ln-lbs)

• Shaft Speed (rpm)

2120602

10

12

-4

7

5

10

13.4
13.4

16.1

16.t

26.9
32.2

67.2

61.8

WA
WA

-4

43

51
39

64

281

12,g57

30,039

3030501

11.6
14.1

6.4

5.2

6.6

5,5

-6.3

1g,2

5.7

3.0

17.34
14.1

23.3

14,9

31.4
38.2

64.2

44,7

WA
N/A

7.1
35.9

36
43

6.4

3O6O5O1

11

12

5

6

10

2

-2

7

2O

3

13.44

16.13

26.88
5.38

29.57

32.26

61.82
56.45

WA

WA
2

37
34

39

6,4

3O606O1

28,997

11
11

-3

9

17

5

13.44
16.13

24.19

6.38

29.57
29.57

64.51

59.14

WA
N/A

4
37

34
41

6.4

322 314 319

14,789 14,258 14,75O

30,177 30,000

H_

Exhibit 174 BSMT Test Parameter Comparison LOX Tests

(Test 3060601)
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-260

_ • Brg3

• Brg2

Brg4 •

-270
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MANIFOLD INLET INLET BEARINGS OUTLET OUTLET MANIFOLD

Exhibit 175 Temperature Profile For BSMT Test 3060601

giving a marbled appearance. Some balls had for this test series,

at a speed of 30,000 RPM.

The cut was caused by the

outer race temperature of

Bearing 3 (Y1006) exceed-

ing its redline value of 135.8

K (-215°F).

Test parameters and se-

lected data from this test are

compared with those of pre-

vious tests in Exhibits 177

and 178. The measured tem-

perature difference across

Bearing 3 was greater, and

the temperature difference

across Bearing 4 was less

compared to the other tests.

bands that were almost black. The Bearing 4

balls had shiny surfaces with numerous scratches.

Some balls had light bronze bands. The bearing

appeared to be in good condition.

Test 3060701. This was the sixth rotational

test in this series. The test was planned to run

until LOX tank depletion, which was about 25

minutes. The test was cut after about 204 seconds

460

4,50

44O

430

420

410

The apparent reason for this was that the tem-

perature measurement (T1024) between these

bearings was from 0.56 K (I°F) to 2.8 K (5°F)

lower than in the previous tests. The heat genera-

tion for the drive end bearing pair (Bearing 3 and

4) for this test is comparable to that from Test

2120702 (Si3N 4 balls) and the previous test

(3060601) in this series. This value is much less

than that observed in Test 3030501, which only

_ _ _ Drive End
Load End

400
_LET TEaR _ rE_a oAm"

MANIFOLD INLET BEARINGS OUTLET MANIFOLD

Exhibit 176 Pressure Profile For BSMT Test 3060601

155

ran for 30 seconds before

being cut. The power and

torque were less for this test

than in the previous test in

this series. There was also a

slight decrease in RPM which

could have accounted for the

lower power and torque val-

ues.

The temperature profiles

through the tester are shown

in Exhibit 179. Included are

the bearing outer race tem-

peratures. The difference

between the outer race tern-

TP00-1017
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Test Par lnlete+-

Shaft Speed {RPM]

2120702

30,017

TEST NUMBER

3030501 3060GO1 3O60701

l ........ 30'177

TirneaZSpeed(sec) 600

Subco_g 35

29.997 29,986

30 605 204

41 38 37

6.45 6.4Flow Rate (Ibev'lmc) 6+4 6.4

Bql 14 Inlet T,w'np ('F}

T1018 -241 -244.2 -242 - -241

Between B_s 3 & 4 ('F)

T1024 -235 -238.7 -240 -240

B_ _ oude_Temp('F_
TI019 -230 -230.1 +231 -231

Brg #I Inlet Temp ('F')

TI021 -23g -240.6 -242 -242

-2_,2,

-229

-264.3

-260.7

Temp Between Bgr 1 & 2 ('F)
TI023 -_7

-231

-266

-264

BrO 20u'det Temp ('F')
T1022

-237.234

.229

-264

-263

Tester Irdel Temp ('F)

T1001

T1002

Tel_r Clubet Temp ['_
T1003

-231

-264

-263

-233 -230.1 -234 -234

T_slet _ Pressure (psig)

PAl001 455 444.2 442 442

PAl002 441 451.2 449 44G ,

Tester OutJet Pr_s_ _osig)

PAl 003 40g 408.2 406 407

Pressure Between B_g 3 & 4 (p_ig)

p100G 404 415.3 412 416

_power 278 3 p') _+i9 314

Torque ('n-lbdz) 12,e21 14.789 14.760 14,507

.2s2(-24._.2s4[.24._ .2c (-247)

-2215 F2_2_

-21S (-_4)

-237(.2SS)

-215 (-2_0+1)

-233 (-_S.';'}

-2_P.-2 (-24! ._

Brg #t O.R. Temp (-_

T1004 (TAt 004)

Brg 12 O.R. Tecnp ('_

TI006 (TAIO05}

Brg 13 O.R. Temp ('F)

TI006 (TMO06)

_g 1t40.FL Temp (*F)

TI007 (T^1OO7_

-227(-233)

+23o(-2_)

-241 {-234) -237 (-241.2)

Exhibit 177 BSMT Test Conditions and Selected Data
(Test 3060701)
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PARAMETER 2120702 3030501 3060601 3030701

• Delta Temp Across
Brg Pair ('F)

T1022-T1021 10 11.6 11 11
Tt019-T1018 11 14.I 11 10

• Delta Temp Across
Brg 1 ('F)
T1 023-T1021

Brg 2
T1022-T1023

Brg 3
T1019-T1024
Brg 4
T1024-T1018

• Brg Outer Race Temp
- Fluid Inlet Temp ('F)
Brg 1
T1004-T1021
Brg 2
T1005-T1023

Brg3
T1006-T1024

Bro 4
TI007-TI018

• Heat Generated (btu/sec)
Across

Brg I
Brg 2
Brg 3
Brg 4

• Heat Generated Across
Brg 1&2
Brg 3&4

• Irdet Vortex
Load
Drive

• Pressure Drop (psf)
Brg 1
Brg 2
Brg 3
Brg 4
Brg 1&2
Brg 3&4

-4

7

5

7

13:4
13.4
13.4
16.1

26.9
29.6

87.2
59.1

WA
WA

-5
37
51
32

6.4

5.2

8.6

5.5

-6.3

19.2

5.7

3.0

17.34
14.1
23.3
14.9

31.4
38.2

64.2
44.7

WA
WA

7.1
35.9

36
43

-3

9

17

6

13.44
16.13
24.19
6.38

29.57
29.57

64.5I
69.14

-5

11

25

4

13.4
I6.1
24.2

2.7

29.6
26.9

69.13
59.13

WA
WA

4
37
34
41

6.4

319

14_760

N/A
WA

9
3O
35
39

• Flow (Ibstsec) 6.4 6.4 6.4
_rough Big pair

• H.P. 278 322 314

• Torque (]n-lbs) 12.821

• ShaftSpeed(rpm) 30,017

14 789

30,177

14,507

29,986

Exhibit 178 BSMT Test Parameters Comparison LOX Tests

(Test 3060701)

W

J

157
TPOO-1017



2 :

2 ±

H

V

perature of Bearing 3 and

bearing inlet coolant tem-

perature was relatively high.

The pressure profiles

through the tester are shown

in Exhibit 180. The pres-

sure loss across Bearing 3

increased in this test com-

pared to the previous tests.

The following bearing

examination showed that

the balls in Bearing 1 were

-210 -

eBrg 3

-220 -

eBrg2

-230'
uJ

" .e

-240'

-250"

-260"

-270 STE EAR ...._LET TE R a ,NGSB_rWEENBE_rNG TESTER OUTLET
shiny with some light MANIFOLD INLET INLET BEARINGS OUTLET OUTLET MANIFOLD/

bronze colored bands. Exhibit 179 Temperature Profile for BSMT Test 3060701
There were some areas with

light scuffingonsomeballs. The ballsinBearing temperature was the same for this test and the

2 were dull bronze colored. There were some previous test (3060701). The temperature of the

light and dark colored areas giving a marbled coolant entering the bearings was also approxi-

appearance. The bearing appeared to be in good mately the same for this and the previous test.

condition. The Bearing 3 balls were a dull dark Although the previous test, 3060701, was cut due

brown. There were some dark bronze to black to Bearing 3 outer race temperature exceeding

bands on some balls. One ball was sliding rather redline, it was decided to continue testing be-

than rolling. One ball had a small surface spall, cause of the apparent good condition of the

The balls in Bearing 4 were shiny with some light bearings as seen through the borescope.

bronze bands. There were

numerous surface scratches

on the balls. 450"

Test 3060801. This was 440

the seventh rotational test

in this series. The test was

planned to run with LOX ]_ 4ao

tank depletion, and was suc-

cessfully accomplished. _ 4ao

The test ran for approxi- _"

mately 1,460 seconds at 4_o

30,000 RPM. The redlines -.,

on the bearings outer race 4o0

temperatures were 135.8 K _ _t.wr _s oJn_ _nr-_

(-215°F). The run tank LOX
Exhibit 180 Pressure Profile for BSMT Test 3060701
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Test parameters and selected data from this

test are compared with those of previous tests in

Exhibits 181 and 182. The outer race tempera-

ture of Bearing 4 (T 1007) was significantly higher

for this test compared to the other tests. Bearing

I outer race temperature (T1004) did not follow

this trend. Excessive wear in Bearing 3 may have

which was cut because the temperatures of Bear-

ing 3 outer race had exceeded redline. The

pressure profiles through the tester are shown in

Exhibit 184.

After examing the bearings through a

borescope, the balls in Bearing 1 appeared to

have light bronze areas. The balls were sliding
been unloading Bearing 4

causing excessive bail slid-

ing and heat generation. The

anomaly was that the cool-

ant temperature rise across

Bearing 4 (T1024 - T1018)

did not indicate higher heat

generation. The tempera-

ture measurement between

Bearings 3 and 4 (T1024)

was believed to be biased

low, or was influenced more

in this test series by coolant

bypass than in previous

tests. Coolant flow around

temperature probe TA1007

could have decreased the

temperature in the cavity

between the bearings and

could have masked the tem-

perature difference across

the bearings.

The temperature profiles

through the tester are shown

in Exhibit 183. Included

are the outer race tempera-

tures. The temperature dif-

ference between the outer

race temperature of Bear-

ing 3 and inlet coolant tem-

perature decreased about 3.3

K (6°F) compared to the

previous test (3060701)

"1

Test Parameter

Sha_ Speed (RPM)

2121203

30.029

TESTNUMGER

3O3O501

30,177

3060801

29.902

"timeat Speed (see) 1.560 30 1,460

Subcoo|ng 36 41 37

Row Rate (Ibs/sec) 6.4 6.45 6,4

-242 -244.2 -241

-237 -2_.7 -239

-230
-230 -2_0.1

-240 -240.6 -241

-234.2

-220

-234

Brg114|nlet Ten'ko('F)
T1018

Between l_'Os3 & 4 (oF)
TI024

GrO#3 Outlet Temp ('F)
T1019

B_O#1 InletTemp ('F)
T1021

Temp BetweenBgr i & 2 ('F)
T1023

Br9 20udet Temp ('F')
T1022

Tester Inlel Temp ('F)
TI001
TI002

Tester Oullet Temp ('1:)
T1003

Tester Inlet Pressure(pslg)
PAl001
PAIO02

Teste¢ Out_etPressure (1_119)
PAl003

PressureBetween 13"03 &4 (_ig)
PIO_

Horsel_ve¢

Torque (in.l_)

Btg #I O.R. Temp ('F)
T1004 {1"A1004)

Big #20.R. Temp ('F)
T! 005 [TAIO0_

Big #30.R. Temp ('F)
TI006 (TAt006")

-236

-230 -230

-264 -264.3 -266
-263 -260.7 -264

-234 -230.1 -234

455 444.2 43g
433 451 2. 447

408 408.2 407

406 415.3 413

281 322 316

12,956 14,789 14,662

-25g (-242) -2S2J_(-246,9) -261 (:245)

Brg #40.R. Tamp ('I_
T1007 (TA1007)

-Z,30(-Z'J3')

-24o (.224) -2622 (-241,2) -2_(-_

Exhibit 181 BSMT Test Conditions and Selected Data
(Test 3060801)
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PARAMETER

• Delta Temp Across ,
Brg Pair (°F)

Tt 022-Tt 021
T1010-T1018

• DeltaTemp Across
Brg 1 (°F)
T1023-T1021
Brg 2
T1022-T1023
Brg 3
T1019-T1024
Brg 4
T1024-T1018

Brg Outer Race Temp
- Ruid Inlet Temp (°F)
Brg 1
T1004-T1021
Brg 2
T1005-T1023

Brg 3
T1006-T1024

Brg 4
T1007-T1018

Heat Generated (btu/sec)
Across

Brg 1
Brg 2
Brg 3
Brg 4

Heat Generated Across
Brg 1 &2
Brg 3&4

Inlet Vortex
Load
Drive

PressureDrop(psi)
Brg 1
Brg 2
Brg 3
Brg 4
Brg 1 &2
Brg 3&4

• Row (Ibs/sec)
through Brg pair

• H.P.

• Torque (ln-lbs)

• ShaftSpeed(ram)

2121203 3030501 3060801

10 11.6 11
12 14.1 11

6

4

7

5

-2

8

7

8

16.1
16.1
18.8
13.4

26.9
32.2

64.5
56.4

6.4

5.2

8.6

5.5

-6.3

19.2

5.7

3.0

17.34
14.1
23.3
14.9

31.4
38.2

64.2
44.7

-4

7

19

9

13.44
16.13
24.19

5.38

29.57
29.57

WA
WA

-2
27
47
25

6.4

N/A
WA
7.1

35.9
36
43

6.4

67.2
61.82

261

12,956

30,029

322

14,789

30,177

N/A
N/A

6
34
32
4O

6.4

316

14,662

29,902

Exhibit 182 BSMTTest Parameters comparison LOX Tests
(Test 3060801)
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Exhibit 183 Temperature Profile for BSMT Test 3060801

rather than rolling, indicating ball wear or loss of

preload. The bearing appeared to be in good

condition. The balls in the Number 2 bearing had

dark bronze areas and bands giving a marbled

appearance. The bearing appeared to be in good

condition. Some balls in the Number 3 bearing

had surface spalls which appeared to be very

shallow. Most of the balls slid when the shaft was

uniform in a dark bronze

color. The Number 4 bear-

ing balls had numerous deep

scratches in their surfaces.

The surfaces were shiny,

and with the exception of

the scratches, the bearing

appeared to be in good con-

dition.

460

450

440

i 430'

_: 420 -

410

400 , i
,._ _R _ _r_

MANIFOLD INLET BEARINGS OUTLET MANIFOLD

_ DriveEnd

--'-'-_ ,

_ _ _. _ Load End

Exhibit 184 Pressure Profile for BSMT Test 3060801

16l

failure. The bearing inlet

coolant temperature was

1.7 K (3°F) lower for this

test compared to the previ-

ous test (3060801).

Test parameters and se-

lected data from this test

are compared with those of

previous tests in Exhibit

185 and 186. The outer

race temperature of Bear-

ing 4 (T1007) rose to the

same level as the Bearing 3

temperature. The differ-

ence in the Bearing 4 tem-

perature and the inlet cool-

TP00-1017

rotated. The surface of the balls was relatively time for cutting the test in the event of a bearing

Test 3060901. This was

the eighth rotational test in

, this series. The test was

planned for 360 seconds at

30,000 RPM, and was ac-

complished as planned. The

test ran for approximately 375 seconds at 30,000

RPM. This test was run with a LOX tank

temperature of about 100.8 K (-2780F). This was

about 2.8 K (5°F) colder than the previous test

value (Test 3060801). The bearing outer race

temperature redlines were also lower from 135.8

(-215°F) to 134.7 K (-217°F). This was done to

improve the thermal margin, and the response



IP_

w

TEST NUMBER

21212_3 3060601

30,O29 _0_I0

1,560 375

36 40

_4 6_

.242 .-2_

.237 .242

_30 -233

-24O -244

Test Parameter

Shaft Speed (RPM'}

Suboooling

Flow RaZe (_,c)

Be0 #4 Irdet Temp ('F)
T1018

Between B_s 3 & 4 ('F)
T1024

Br O rJ OuSt T_np ('_
TI019

8t o #t Inlel T.mp ('F)

T1021

Temp Between B_' 1 & 2 ('F)
T1023

Beg 20ug¢ T_rnp ('F)
T1022

Teller I_et Temp ('F')

T1001

T1002

Tester Clug_ Temp ('F)
T1003

Tester L,'det Pressure (ps;g)
PAIO01

PAIO02

Te_er C_llet Pressure Cosig)

PAl003

Preuum _ BeD 3 & 4 (pt_)
P1006

H_er

Torque (]n-lbs)

Beg 1'10J:l. Temp ('F')

T1004 ('TAt 004)

Brg 1'20.R.Temp ('F)

T1005 ('rAlO05_

Brg ¢30.R Temp (.F)

T1006 (TA1006)

Brg #40.R. Temp ('_

T1007 {1A1007)

-23O

-264

.263

-234

-239

-233

-269

.268

-236

455 442

433 45O

4O_ 4O7

4O6

281

3030501 3060_B01

30,177 29,9¢Z

30 1,460

41 37

6.46 6.4

-244.2 -241

-238,7 -239

-230.1 -230

-240,6 -241

.234,2 _238

-229 .230

-264.3 -256

.260.7 -284

-230,I -234

444.2 439

451.2 447

408.2 407

415.3 41_1

31S

14,789 . 14,662

(.246.o) . .._1i.2,_

-21S { 2_0 1_ -_ _.22m

.233 (.236.7) o_O (-233)

.2622 (.241.2) -232 (-2553

12,_6

-,._(.24:_

-226 i*.226_

-230 (-233)

-24o {.224)

416

329

16.212

.-_s(.2_)

.. -_(.2_1

-227(.2"_s)

-227 (-261)

Exhibit185 BSMTTestC0nditions and Selected Data

(Test3060901)
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PARAMETER

• DeltaTemp Across

8rg Pair (=F)
Tt022-T1021
T1010-T1018

• Delta Temp Across
Brg 1 (*F')
T1023-T1021

Brg 2
TI022-T1023
Brg 3
Tt 019-T1024

Brg 4
Tt 024-T1018

• Brg Outer Race Temp
- Fluid Inlet Temp ('F)
Brg 1
"1"1004-T1021

Brg 2
T1005-T1023

Brg 3
TlO06-T1024

Brg 4
T1007-T1018

• Heat Genscated ('otu/sec)
Across

Brg 1
Brg 2
Brg 3
Brg 4

2121203

lO
12

-2

8

7

8

16.1
16.1
18.8
13.4

3o3o5o1

11.6
14.1

6.4

5.2

8.6

5.5

-6.3

19.2

6.7

3.0

17.34
14.1
23.3
14.9

3O6O8O1

11
11

-4

7

19

g

13.44
16.13
24.19

6.38

3O609O1

11
11

13.65
16.38
24.57

5.4_

• Heat Generated Across

Brg I &2 26.9 31.4 29.57 30.03
Brg 3&4 32,2 38.2 20.57 38.03

• Inlet Vor_x

Load 64.8 64.2 67.2 68.25

Drive 56.4 44.7 61.82 65.52

WA
WA
7.1

35.g
36
43

N/A
N/A

-2
27
47
25

6.4

• Pressure Drop Cosl_
Brg 1
Brg 2
Brg 3
Brg 4
Brg 1&2
Brg 3&4

WA
WA

6
34
32
4O

6.46.4

29,90230,177

• Row 0bs/sec)
through Brg pair

-4

7

15

17

WA
WA

9
34
35
43

6.5

• H.P. 261 322 316 329

• Torque (In-lbs) 12.956 14,789 14,662 15,212

• Shaft Speed (rpm) 30,029 30,010

Exhibit 186 BSMT Test Parameters Comparison LOX Tests
(Test 3060901)
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ant temperature was 1.1 K

(2°F) higher than the com-

parable value for Bearing

3. This could have been

caused by additional loss

of preload, in the outboard

bearing, causing ball skid-

ding and/or allowing the

outer race to rotate against

the thermocouple. This

condition appeared to grow

as test time was accumu-

lated. The temperature dif-

ference measured across

the bearings was the same

for this test and the previ-

ous test (3060801).

It.

ul

-220"

-230"

-240"

-250 •

-260"

-270

eBrg4 eBrg3

• Brg2

l _ Ddve End

-:-,
I !

INLET TESTER BEARINGS BETWEEN BEARING TESTER OUTLET

MANIFOLD INLET INLET BEARINGS OUTLET OUTLET MANIFOLD

Exhibit 187 Temperature Profile for BSMT Test 3060901

The temperature profiles through the tester are

shown in Exhibit 187. Included are the outer

race temperatures. As shown, there was a large

faces and some of the balls had dark colored

bands. One ball had a large shallow surface spall.

Most balls would slide when the shaft was ro-

difference in the Bearing 4 and Bearing 3 outer tated. The Bearing 4 balls were shiny. They had

race temperatures. The pressure profiles through

the tester are shown in Exhibit 188.

The following bearing examination showed

that the balls in Bearing 1 had grainy surfaces.

Some balls had dark brown

bands. Most of the balls

would slide rather than roll

when the shaft was rotated.

The balls in the Number 2

bearing had light and dark

areas giving a marbled ap-

pearance. There were dark

bronze bands on many of the

balls, and some balls had

light specks in their surfaces.

Most of the balls would slide

with shaft rotation. Theballs

in Bearing 3 had dull sur-

I11

numerous surface scratches and dents. All the

balls appeared to be rolling when the shaft was

rotated.

460

45O

44O

43O

420 "

410'

40O

_ TE_ _ TEaR o_
INLET BEARINGS OUTLET

Exhibit 188 Pressure Profile for BSMT Test 3060901
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Due to the observed condition of the bearings,

it was decided to terminate testing of this build.

A total of approximately 51 minutes of test time

was accumulated at a speed of approximately

3O,00O RPM.

5.2 Radial Loading of BSMT Bearings

The BSMT has the capability to load the test

bearings radially and axially. In prior testing, the

axial load was produced by the fluid pressure

differential across the carriers, and no radial load

was applied. Using the radial load actuator in the

BSMT, to radially load the test bearings was

considered. The combined radial and axial load

could then be used to stress the test bearings to

match levels predicted for the HPOTP pump end

bearings, and Si3N 4 rolling elements. It was then

that we planned to run 57 mm Si3N4 ball bear-

ings in the BSMT, to the stress levels predicted

for the pump end bearings with Si3N4balls , prior

to testing Si3N 4 rolling element bearings in the

SSME test bed engine for ultimate use in the

dation with a steady high axial load, the method

for producing the desired stress level with radial

loading was also investigated.

The pressure differential across the BSMT

carriers loaded the inboard bearings, and since

the carriers were displaced toward the inboard

bearings, the outboard bearing preload was re-

duced. Shown in Exhibit 189 is the bearing

reactions for the inboard (Bearings 2 and 3) and

outboard bearings (1 and 4) as a function of

carrier loads. This relationship was also depen-

dent on bearing stiffness. The bearing deflection

curve, used in estimating bearing reactions, is

shown in Exhibit 190. The carrier load to pro-

duce a reaction of 8,896 N (2,000 lbs.) in Bear-

ings 2 and 3 was about 8,229 N (1,850 Ibs.). The

preload remaining in the outboard bearings was

about 667 N (150 lbs.). Consequently, the out-

board bearings were very lightly preloaded when

the tester was operating at a nominal speed of

30,000 RPM. As the bearings wore, this preload

was reduced to zero. Thus, the preloading of the
flight pumps.

The maximum stress level predicted for the

Number 2 pump end bearing was about 3,500

MPa (507.6 ksi). This stress level was produced

by axial preload and radially applied loads. The

maximum stress level predicted for the 57 mm

Si3N 4 ball bearings in the BSMT with a nominal

pressure induced axial reaction of 8,896 N (2,000

lbs.) was about 3,100 MPa (450 ksi). The re-

quired stress level in the BSMT inboard bearings

could be achieved by increasing the axial load; all

the balls were equally stressed to the highest

level. This significantly increased the probabil-

ity of fatigue failure; compared to a bearing

subjected to higher radial load where a hal(

experiences the maximum stress only once dur-

ing every approximately 2.3 shaft revolutions.

Because of the potential of rapid bearing degra-

165

......... bearings needed to be assessed to determine a

spring rate that would ensure the outboard bear-

ings still had operating preload at full test speed

through the duration of testing.

I /
/

/L-
...JL-

CARRIER LOAD (New, on)

Exhibit 189 Bearing Reaction
Versus Carrier Load

TP00-1017
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AXIAL REACTION (Newton}

Exhibit 190 BSMT Axial Bearing Stiffness

It was determined from the thermomechanical

model that a radial reaction of 5.949 N (1,337

Ibs.) with 8,900 N (2,000 lbs.) was required on

the bearing to produce a maximum contact stress

of 3,512 MPa (5,092 kpsi). The tester

thermomecha-nical model was run with axial

and radial reactions shown in Exhibitl91. In this

case, Bearing 1 was preloaded about 1,344 N

(302 lbs.). As shown, the ball excursion was very

close to the pocket clearance for the Number 1

bearing.

There were six unloaded balls in the Bearing 1

ball complement. These runs were made assum-

ing no outer race misalignment or tilt. Outer race

tilt in the direction of inner race rotation, due to

the radial load, caused more balls to become

loaded and increased ball excursion. Although

the predicted stresses, heat generation and com-

ponent temperatures were not excessive, a dy-

namic simulation of these conditions, using the

ADORE software, was needed to determine the

effects of ball skid, and cage loads on heat gen-

eration and cage stresses.

An alternate approach to simulating the de-

sired stress levels without radial loads and exces-

sive stress cycles was to "pulse" the axial load to

produce the desired load over a short period of

time. Again, the preload spring rates used would

have to ensure that the outboard bearings would

have some minimum preload during this high

axial load pulse.

BSMT Radial Loading. An analysis was

done to investigate the merits of applying a radial

load to test bearings in the Bearing Seal and

Materials Tester (BSMT). The tester design had

m

i

1-_

PARAMETER BEARINGS 1&4 BEARINGS 2&3

Radial Load N (Ibs)

Axial Load N (Ibs)

Max I.R. Stre_,s MPa (ksi)

Max O.R. Stress MPa (Psi)

Cage Pocket Clearance MM (in)

Ball Excursion MM (in)

Heat Generated watts/ball

Component Temperature K (°F)

Number of Unloaded balls

5821 (1309)

1344 (300)

3233 (469)

2638 (382)

.635 (.o25)

.634 (.0249)

I.R O.R.
36 34

I.R O.R. Ball
128(-229) 128(-229) • 132(-222)

6

5949 (1337)

8670 (1949) /.

3512 (509)

2851 (413)

.635 (.o25)

.1175 (.004626)

I.R O.R.
236.7 132

I.R O.R. Ball
165(-162) 132(-222) 193(-112)

0

-2-

Exhibit 191 BSMT Bearing Operating Characteristics Under Radial and Axial Loads

166
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the capability to radially load the test bearings.

However, this capability had not been used in

prior testing because the pressure induced axial

load unloaded the outboard bearings when they

were preIoaded to flight values (approxi-

mately 1,000 lbs preload), and because the oper-

ating characteristics of the bearings in the BSMT

with a radial load had not been investigated in

LN 2.

Analysis of the SSME HPOTP pump end

bearings using Si3N" rolling elements and pump

design loads, gave a maximum Hertz stress of 3.5

GPa (507 Ksi) in the contacts. It was desirable to

reproduce these stress levels in Si3N 4 ball bear-

ings in the BSMT to verify bearing operation at

these stress levels. There were two loading

options for producing the desired stress levels in

the test bearings. One was to increase the axial

load to about 13,344 newtons (3,000 lbs), and the

other was to radially load the test bearings. How-

ever, high axial load increased the number of

stress cycles, since all bails were equally loaded,

compared to the combination of axial and radial

loads.

The BMST design was unique in that bearing

loads were induced by applying loads to the

carriers rather than the shaft. Coolant flow through

the tester produced an axial load on the carriers

normally referred to as Pressure Area (PA) loads.

The magnitude of the PA loads were somewhat

uncertain due to the high rotation of the fluid

upstream and downstream of the carriers. This

load was estimated to be approximately 8,000

newtons (2,000 lbs) for 30,000 RPM and Lox

coolant flow of 2.9 Kg/sec (6.5 Ibs/sec).

Axial forces on the BSMT carrier loaded the

inboard bearings and unloaded the outboard bear-

ings. This design characteristic is illustrated in

Exhibit 192. In the equilibrium position, the

167

bearing reactions were equal, and equal to the

preload. Displacement of the carrier by the PA

load increased the Bearing 2 reaction and re-

duced the reaction at Bearing 1. The magnitude

of the reactions depended on PA loads, preload

spring characteristics, initial preload, and bear-

ing load/deflection characteristics. Exhibit 193

shows bearing reactions as a function of carrier

loads for two initial preloads and the spring

constant of 25,000 N/mm (143,000 lb/in). Ex-

hibit 194 provided similar information for a

spring constant of 21,627 N/mm (123,500 Ibs/

in).

Exhibit 193 shows that the outboard bearings

(1 and 4) had an axial reaction of about 445 N

( 100 lbs) when the carrier (PA) load was 8,900 N

(2,000 lbs) and the initial preload was 4,448 N

(1,000 lbs). Increasing the preload to 5,782 N

(1,300 lbs) increased the outboard bearing reac-

tion to about 2,891 N (650 lbs). The increased

preload also increased the inboard bearings reac-

Catr_f

F'Rt

ShMI

E_l(rodurn PoSen

FRt FR2

5hzt_

Exhibit 192 Bearing Reactions
Versus Carrier Loads

TP00-1017
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Exhibit 193 Bearing Reactions
Versus Carrier (PA) Load

tion. A pre]oad of 4,448 N (1,000 lbs) and a PA

load of 8,900 N (2,000 lbs) produced a reaction

of about 9,341 N (2,100 lbs) for the inboard

bearings. Increasing the preload to 5,782 N

(1,300 Ibs) increased this reaction to 11,565 N

(2,600 lbs).

Exhibit 194 shows the effects of reducing the

preload spring constant on bearing reactions.

The "softer" spring increased the bearings reac-

tions at higher PA loading. Exhibit 195 summa-

rizes these comparisons at a specific carrier (PA)

load of 8,900 N (2,000 lbs). Increased preload

increased the axial reactions (preload) of the

outboard bearings. The same trend could be

accomplished with a softer spring. Increasing

the preload and reducing the spring constant

however, did reduce the remaining spring gap.

The reduction in spring gap as a function Of

preload and spring constant is shown in Exhibit

196. Preloading the soft spring to 5,782 N (1,300

168

lbs) lefts an operating gap of about 0.0889 mm

(0.0035 in). This reduced the margin for internal

clearance reduction caused by internal dimen-

sional changes in the bearings due to thermal

effects.

The effects of ball or race wear on the initial

preload and bearing reactions with the applied

PA load were also investigated. Ball and/or

raceway wear increased internal clearances,

changed curvatures, and contact angles. This

changed the bearing "stickout" and reduced the

preload. Two cases of ball wear were investi-

gated; 0.02154 mm (0.001 in) and 0.0508 mm

(0.002 in). The loss of preload was determined

by using the "SHABERTH" code to generate

load deflection curves for the nominal ball size

and the two conditions of ball wear. The curve

for each wear case was displaced to account for

the initial change in stickout caused by curvature

t
Preload

-- 12_ Lbe

--- 100¢ LI_I

I

........

t
1

/i /

0 S00 I000 1500 2000 2500 3000

CARRIER LOAD (LBS)

Exhibit 194 Bearing Reactions
Versus Carrier (PA) Load
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Exhibit 195 Bearing Reactions Versus Initial
Preload with a PA Load of 2000 Lbs

and contact angle changes resulting from bali

wear. The reduction in preload was determined

by superimposing the spring curve on the bearing

curves as show in Exhibit 197. The results are

summarized in Exhibit 198. As an example, if

the initial preload was 5,782 N (1,300 Ibs) and

ball wear was 0.0254 mm (0.001 in), and the

spring constant was 25,042 N/mm (143,000 lbs/

in) the preload would be reduced to about 4,448

N (1,000 lbs). Referring to Exhibit 199, for

4,448 N (1,000 lbs) preload spring constant of

25,042 N/mm (143,000 lbs/in), the outboard

bearing reaction (1 and 4) would be about 444.8

N (100 lbs).

S

i

10

No PA Load

Ks = 143.0 Lbs/mil

- - - Ks = 123.5 I.bs/mil

o I I I

IIX]O 1100 1200 1300

Inlt|al Preload (Lbs)

Exhibit 196 Spring Gap Versus Initial Preload

Based on this assessment, providing a preload

of 5,782 N (1,300 lbs) with a spring constant of

25,042 N/mm (143,000 Ibs/in), appeared to be

thebestcompromise. The softer spring preloaded

to 5,337 N (1,200 lbs) produced similar results,

but had slightly lower gap height. Also, the

25,042 N/mm (143,000 lbs/in) spring was readily

available; whereas acquiring a different spring

would have been a problem.

5.3 Radial Load Analysis for SizN 4Ball

Bearings in the BSMT

Prior to testing Si3N4ball bearings in the SSME

Test Bed Engine LOX turbopump, bearings with

Si3N 4 balls were subjected to the same stress

levels in the BSMT as expected in the engine

I I I=
57 rnm beating

S_3N4 balls _ NO WEAR IN

[ I _ 1MII IN
m 2 MIL _1

[

- /

" \1 .__ /
_J

/
----I r \" " -. i<l k,--

SPRING CONSTANT 1<2

_ K1 - 123.5 (MIL,4N)

- i_.o OUlL4N)

! I I
,,0.004 -0.003 -0.002 -0.001 '-0.000 0.00t 0.002 0.003 0.004

DEFLECTION (in)

Exhibit 197 Bearing Axial Load Deflection
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Exhibit 198 Preload Versus Ball Wear

turbopump. An analysis of the 45mm pump end

bearings was done to estab-

lish stresses and other oper-

ating characteristics. The

bearing model included

Si3N 4 rolling elements, and

the shaft was loaded to pro-

duce representative flight

bearing reaction loads. The

results are provided in Ex-

hibit 200. A radial load was

required to produce similar

stress levels in the BSMT

bearings while maintaining

sufficient preload on all the

ewe,

184

bearings. These bearings were 57mm phase II

turbine end configuration with Si3N4balls. This

was necessary because the pressure load across

the tester did not provide sufficient axial load to

produce the required stress level in the ball/race

contacts. The stresses and the operating charac-

teristics for the desired load configuration are

also shown in Exhibit 200. These loads pro-

duced a contact stress of 3.5 GPa (507 Kpsi)

compared to the stress level of 3.3 GPa (476

Kpsi) estimated for the 45mm bearing in the

turbopump.

Alternate tester load cases without radial load

are shown in Exhibit 201. The only case produc-

ing stress levels, comparable to those in the

pump, was the one with a 13344N (3000 lbs)

axial load. This case however, produced a rela-

tively high ball average temperature which re-

duced the thermal margin of the bearing.

The BSMT thermal and mechanical model

results compared favorably with test results as

shown in Exhibit 202. This provided reasonable

confidence in predicting operating characteris-

tics for loading conditions different from previ-

ous tester loads. Coolant temperature differ-

ences and outer race temperatures were mea-

NOI>d _'. STI2N (t_ I.b r_ad). M_4 R_a0CCb)PALO_
5r mmbtlt_eg SI3N4bal_

sla_,_Os

1&4

2qJ

A_LoM

11,_5 (2500}

F_d Lold

N _)

3114

3114

z., (SUl

3S (SOT)

Bd E_cerste_ IIMT_ klk_

mm On) K "e

,S41 [_0_13) I:LS (-2_5) 0

--a _se Sl! o

IMiballvm41t,44411H{_000UBI_ IrdBI (20(3_.b}PAL_i_
57_m b*atfeOS_N4 b_Ul

AxllaLoa_ P.adk¢Load

, I,I ('t.me) N O.b¢)

445 (t00) _ (1200)

|.340 _00) S304 (_200)

I_ c_4a_ smsl salon

OF. _ .v. _1 ,

%.2 (4_) k21i2 (o_o_)

&s {_o7) -o

K

I_0 (-_25) I

Exhibit 199 Bearing Operating Characteristics
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sured during test operation.

These parameters are shown

in Exhibit 203 for several PA_._.

tester load conditions. The

high axial load case pro-

duced an estimated outer

race temperature of 132K (-

222°F) which was within

1.OK (2°F) of the previous

test redline value of 133K (-

220°F). The redline tem-

perature could have been

increased, but the margin

between the outer race tem-

perature and the coolant

saturation temperature would have decreased.

The best approach for producing contact stress

levels in the tester bearings comparable to stress

i

PARAMFTER

Axial Reaction N (LM)

_dml Ruelion N (t.b=)

Max Hertz Stre_ MPe (KiWi)

AVg _ GoneraBon Wattlu_d

Av9 Ball Temp K (*F" }

Avg O.FL Ternp K (*F)

Avg LR. Tamp K ('F)

P,_load N (Lb6)

_1&4 Brq2&3

1067 (240) 1889_ 12000

0 0

t542 (223.6) 3030 (439.3

LR, O.R. I.R. O.R,

26 7 240 120

143 (-203) 18_ (-121

124 (-236] 132 (-222

12"/ (-232) 165 (-163

(vO00l

Axial Reaction N (Lbs)

Radial Reaction N _bs}

Max Hertz Slress MPA (K Psi)

Average Heal Generation Wstt,VBa_

Avorage bag tentp K f*_" )

Average O.R. temp K ('F')

Average J,RT. tamp K (*F)

2887

2481

2799

I.R

78

182

!137

1144

PHASE I! 45ram PUMP END

BEARINGS S_ N,IBALLS

PHASEII'57m_ TURBINE END

_gl B_2

(650) 2887

(558) 4105 (92'3)

(406) 3283 [476)

O.R I.R O.R

33 8-3 50

(-132) 165 (-163)

(-213) 138 (-212)

(-201) 145 (-199)

(t_lar bearings) S_3N4BalIs

(850] 2891 (650) l 1,565

3114 {700) 3114

2700 (3861 3500

l.R O.R LR

75 29 324

151 (-1871 258

125 (-2351 137

129 (-227) 188

SIaN 4 Rolling El_4mts - LOX coolant.

, NO Bal Wear

, 5782 N (1300 Ib) Pmload tin"Tester BeatinGs

Beg _ &4 Brg 2 & 3 I

(_Ob)

(70O)

(507)

O.R

184

(561

(-213)

(-121)

Exhibit 200 45mm Pump End Bearings and
57mm Tester Bearings with Si3N4 Balls

estimated to increase 2.1K (4°F) over the previ-

ously tested conditions.

Since the previous BSMT tests did not include

Eml&4 8ta 2& 3

2891 (¢=,0) i1565 (260O:

0 0

2160 (313.2 3278 (475.3

I.R. O.R. I.FL O.R.

74 25 324 180

150 (-1891 258 (5)

125 (-235', 137 (-213]

129 (-22_ 188 (-121

5026 (I 3001

BI_ 1 & 4, , Bin2&3

=
I

_70 (S00) 13344 (_

O 0

!160 (313) 3429 (497.2)

I.R O.R. I.R O.FL

74 25 385 230

15o 1-18g 3o5 (89)

125 (-235 145 {-t99)

129 [-_+7 224 (+561

5oL:_ 11300)

• 5bN4Roll]ng Elements- LOXcoo4en(
• No Ball wear

Exhibit 201 Axial Load Cases for 57mm Bearings

the application of radial

loads, initial tests with radial

loads were planned to be run

in LN 2rather than LOX. The

tester model was run with

various radial reactions and

a fixed axial reaction to esti-

mate temperature, frictional

torque, and contact stresses.

The results are shown in Ex-

hibits 204, 205, and 206. It

was noted that the torque was

the contact friction torque

and did not include the torque

:: required to rotate the coolant fluid. Since the

levels expected in the turbopump, without sig- fluid torque was relatively independent of radial
nificant increases in component temperature,

was to increase preload to 5782N (1300 lbs) and
Coolant DT O.R Temp

apply a radial load on the tester of 6227N (1400

lbs). This produced an axial load of 11,565 N

(2600 Ibs) on the inboard bearings and a radial

load of 3114N (700 Ibs) on each bearing. For

these conditions the outer race temperature was

171

Test
Model

Exhibit 202

K('F)

5.3 (9.5)
4.7 (8.4)

K('F)

126 (-233)
125.5 (-234.1)

BSMT Model and Test Results
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Tester
Load Condition

N (Lbs)

Axial |oad

11,565 (2600)
Radial load

3114 (700)

Axial load

11,565 (2600)
Radial load (0)

Axial load

13,344 (3000)

Radial load (0)

Exhibit 203

Coolant DT K (°F) O.R. ternp K (*F) Max track tempK(=F)

5 (9) 129.3 (-227.3) 425 (305)

6 (9) 129.2 (-227.5) 421 (298)

5.3 (9.5) 132 (-221.6) 519 (475)

Model Results for Aiternalte Tester Loads

load, the changes in friction torque were repre-

sentative of torque changes with radial load.

Torque versus radial load is shown in Exhibit

205. The contact stresses in LN 2 and LOX were

very close. The difference was attributed to the

difference in bearing component temperatures

which affected the bearing operating internal

clearance.

5.4 Unit 2, Build 14 Test of Si3N 4 Ball

Bearings with Axial and Radial Loads

Tests 2140801 - 2141401 Summary. The fol-

lowing section summarized six rotational tests

that were completed. Five tests were run in LOX

at a test speed of 30,000 RPM, and one was run

in LN 2. The LN 2 test was a transient load test to

simulate the transient levels during start and shut

down of the flight LOX turbopump. This was

done to demonstrate the capability of tile Si3N 4

ball bearings to accommodate high transient loads.

A detailed report of the first six test was compiled

under a separate test report. For completeness all

tests in the Unit 2 Build 14 series are listed in

Exhibit 207.

The purpose of this test series was to demon-

strate the operation of the Phase II S SME HPOTP

57mm turbine end bearings, with Si3N 4 balls,

172

loaded to produce contract

;tresses comparable to those

;xpected in the flight HPOTP

_ump end bearings. The

_earings were preloaded to

_780 N (I300 Ibs), rather

han the 4450 N (1000 Ibs).

_reload of prior tests. This

teas done to increase the out-

_oard bearing's preload and

reduce bail unloading when

the radial load was applied.

Approximately 2 hours and 7 minutes were accu-

mulated in LOX at a test speed of 30,000 RPM.

Testing at steady runs of 30,000 RPM were

stopped because the outer race temperature of

FLOW RATE =22 ' KG/S

/
/

/

/

1000 2000 3000 4000

gEARING RADIAL REACTION (N)

5000

Exhibit 204 BSMT Outer Race
Back Surface Temperature
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Exhibit 205 BSMT Inboard Bearing
Torque with LN= Coolant
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Exhibit 206 BSMT Inboard Bearing
Race Contact Stress

Bearing 2 cut the ninth test after about 15minutes was estimated to be 2800 N (630 lbs). These

at 30,000 RPM, and the inboard bearing's balls loads were estimated without accounting for ball

were severely discolored, although no spalls were and race wear. The radial load on each bearing

observed through the borescope. Since an addi- was about 3030 N (681 lbs). The test ran until the

tional test objective was to perform a high load LOX tank was depleted, which was about 21

transient test, it was decided to terminate the .....minutes.

steady speed tests before further bearing deterio-

ration occurred. This allowed the high load

transient test to be performed on bearings in

relatively good condition (no spalled balls).

Test 2140801. This was the seventh rotational

test in this series, and the sixth in LOX with an

applied radial load. The axial load on the inboard

bearings was estimated to be 10,230 N (2300

Ibs), and the axial load on the outboard bearings

Test parameters and selected data from this

test were compared with those of previous tests in

this series, and a previous test on Si3N 4 ball

bearings with no radial load in LOX (test

2120501). These comparisons are shown in

Exhibits 208 and 209. Torque and horsepower

were higher for the current test. However, this

was not reflected in the temperature differences

across the bearings.
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Estimated Loads

Test Test Inboa_ Brg Time @

Speed Fluid Axial Radial Speed

(RPM) (N) (Ibs.) (N) (Iba.) (see.) Test No.
15,500 LN2 6230 1400 3260 733 155 2140202

25,000 LN2 7560 1700 3290 740 100 2140202

28,000 LN2 8230 1850 3670 825 67 2140301

30,000 LN2 8560 1925 3670 825 85 2140301
30,400 I.CK 10,500 2360 3110 700 140 2140401

30,049 _ 10,140 2280 3050 685 315 2140501

29,947 LCK 10,230 2300 3040 684 643 2140602

30,003 LCK 10,740 2415 3025 680 730 2140701

29,972 I._ 10,230 2300 3025 680 1280 2140801

30,000 LED( 10,140 2280 3010 877 1120 2140901

30,200 I.CK 10,590 2380 3000 674 1350 2141001

30,200 I.CK 10,410 2340 2990 672 1160 2141101

30,031 LEK 10,410 2340 3025 680 880 2141201

15,000 LN2 26,690" 6000 ° 710 160 95 2141401

30,000 LN2 8900 2000 3290 740 225 2141401

"(Forone Sec)

Exhibit 207 Unit 2 Build 14 Test Summary

in LOX with an applied radial load.
Temperature profiles through the tester are

shown in Exhibit 210. In-

cluded are the outer race tem-

peratures. The load end

tester inlet temperature mea-

surement (T 1001) was lost

during the test. The value

shown was estimated from

previous test data. The pres-

sure profiles through the

tester are shown in Exhibit

211.

Following the rotational

test the bearings were exam-

ined through a borescope.

The Number 1 bearing balls

were gray and shiny. There

was some darker gray

patches and scuff marks on

the surfaces. One ball had

parallel white streaks on its

surface. The balls in Bear-

ing 2 were dull metallic with

some dark patches. There

were some lighter areas and

lighter gray bands. The balls

in the Number 3 bearing

were not as dull as those in

Number 2. There were some

dark patches and light gray

streaks. The balls in the

Number 4 bearing were gray

and shiny. There were some

light gray patches and

streaks, and some scuff

marks on the surfaces.

Test 2140901. This was

the eighth rotational test in

this series and the seventh

The axial

Trait PlnVnet_' 2120501 2140501 21404101

Shd Speed (RPMa 29,954 30,041) 2110"/2

Time at Sp*ed (**¢) _CO 315 12110

Sutx:ooll_ 37 "in 40

Flow Rltm _ t.4 1.4 (;.4

Bql #4 W_t To_ ('F)
T1014 -243 -244 -243

s*_*,.mS,_ St 4 ('F_
T1024 °237 .24O -238

Srg _ Outlet'/'lmp ('_
TIOlg -_t2 .2,tq

#1 Into Temp ('F)
TIOQ! -Z41 -243 -242

T_ _ 8gr t & 2 ('F)
T1023 .2_6 -241 .2_rJ' .240

Brg 20ulk_ Tamp ('F)
TI_ -232 .233 -231 -232

T_W l_t Tem_ ('F)

TIM2 .2M -2_.7 -,_3 -2M

T,,iW OuSt T_F, (-F)
T1003 -238 -234 .234 -23S

T_W r_let Pm_mm (_;¢)
PAIO01 453 449 44g 453
PAl002 443 444 441 444

Testw Ou_d Pmlm, Q (_|
p/I, IO_O 401 401 4O_ 404

Horsepower

T_m fm-r_) I_417

{.24.4)
-2_0

-229

-233

1.2_1
.242

T_,T _ .....

2140K_ |140701

29.647 30,003

143 730

40 4O

t4 6.4

-241 .243

-234 -239

-232 -232

-240 -242

4=o 41) 4)1

300 3O4 310

14251 14_13 14327

f-=') (Jml (-:_rt)
-212 -2S7 -2e2

(.2"J_ (._q {-;m)
.22_ *220 -Z25

(.23_ {-ZSS) (4_41
.233 ._! .232

(-z4s) (-2421 (._sl
-21;3 -24S -2_2

I_ I'0 13411 1361

Brg_10.R. T_r_ {'F)
T_ O04_TA1

8q_ e= OJ_,T_ ('F)
TIIX_/'I'A1 _d'l

em _ O,R. T,_ ('F1

T_00_(T_I00_ .....

e_ e40.R.T,n_('F)
T1007 (TAI ee'_

Radkd Leed (t_
(CadoJhd_d lm'n P-I_

.:NO

o_

445

4011

ql

342

lS_20

(-_7)
-Z15

(-_.q
-22g

J32

(-2'm
-213

1541

Exhibit 208 BSMT Test Conditions and Selected Data
(Test 2140801)
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Test 14o.

PARAMETER 2120_01 2140_1 2140_02 I 2140701 21,1K_O1

I• Della Temp Acroes

B'g Pak (*F) I

TI022-Ti 021 9 10 8 I 10 0T1019-T1018 11 11 g 11 11
E

• Della Temp Acm_

Srg I ('F)

TI023-TI0_ S 2 3 2 2
s,12

TI022-TI023 4 8 6 8 7
_g3
T1019-TI 024 S 7 6 7 6
_4
TIO24-TI018 6 4 3 4 5

• Brg OuU R_ Temp

- Fluid In_et Temp (-F}

Brg 1 -3 S 3 5 S
TI004-T1021

Brg 2 7 12 t7 15 14
T10_5-Tt023

Brg 3 4 7 7 7 e
T1006-T1024

Brg 4 -I -2 -1 -2 -2
Tt007-TI01$

• Heat C,w_atad ('o_uJ,._)
Acm_

8rg 1 13=5 5.6 8.4 5.6 5.6

Brg 2 10.8 22./5 16.g 22.5 Ig.6

Big 3 13.S 19,7 16.9 10.7 16.8

8tg 4 16.2 11,3 8A 1 ; .3 14.O

• Hut Generamd Aoou

Brg 1&2 24.4 28.2 253 28.2 25

Brg 3&4 29.8 31.0 25.3 31.0 31

• Ir_t Vomx

Load 67.7 70.4 73.2 76 64A

[_lve SO.a 64.8 81 .g 64.8 64.4

• PnmLxo Drop (;xd)

B_g 1 N/A N/A N/A N/A NJA

Bql 2 N,'A N/A N/A N/A N/A

Brg3 -8 12 13 13 13

Brg 4 43 24 22 25 24

Brg 1&2 45 41 43 dis 42

13_ 3/,4 36 34 35 38 37

• Flow (Ibe/_) 6+4 6.4 e.4 6.4 6.4
hou_ BWpVr

• H,P. 283 30g 304 310 342

• Torque ('k_bs) 13067 14251 140_I 14327 15820

• s_z speed (rpm) 20_4 3o,o4o 20047 3ooo3 2_72

• Radial L_ 0b,) 0 t_0'0 1303 1_1 1341

Exhibit 209 BSMT Test Parameter Comparison LOX (Test 2140801)
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Exhibit 210 Temperature Profile for BSMT Test 2140801

Since the outer race tem-

perature of Bearing 2 was

about 130K (-225°F) at

nominal shaft speed, the in-

crease in speed caused the

temperature to exceed its

redline and cut the test.

Test parameters and se-

lected data from this test

were compared with those

of previous tests in this se-

ries and a previous test with

Si3N 4 ball bearings with no

radial load (Test 2120501).

These comparisons are

load on the inboard bearings was estimated to be

10,140 N (2280 Ibs), and the axial load of the

outboard bearings was estimated to be 2870 N

(645 lbs). These loads do not include effects of

ball and race wear. The radial load on each Temperature profiles through the tests are

shown in Exhibit 214. Included are the bearing
bearing was about 3015 N (678 lbs). The test was

planned to run until the LOX tank was depleted, outer race temperatures. The pressure profiles

which is about 21 minutes. An unplanned test cut through the tester are shown in Exhibit 215.

shown in Exhibits 212 and 213. The torque was

slightly higher for this test and had increased with

the accumulation of test time.

o
_0
o.

IIJ

O_
¢/)
ul
ee
Q.

460 ' , ..........

450

440

430

420

410

4
Drive End

.... -o- - - • Load End

NLET TESTER _ ll_STER OLFTI.ET
MANIFOLD INLET BEARINGS OUTLET MANIFOLD

Exhibit 211 Pressure Profile for BSMT Test 2140801

occurred after about 19 min-

utes at a test speed of 20,000

RPM. The test was cut by

the outer race temperature

(T 1005) of Bearing 2 ex-

cluding its redline of 133K

(-220°F). The increase of

Bearing 2 outer race tem-

perature was caused by an

increase in shaft speed to

about 31,500 RPM. The over

speed was caused by a false

display of a drop in shaft

speed, which when compen-

sated for by the operator,

caused an increase in shaft

speed of about 1500 RPM.

4OO
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Following the rotational test, the bearings were

examined through a borescope. The balls in the

Number I bearing wereuniformly gray and shiny.

There were some light scuffmarks on some balls.

There was no evidence of ball unloading and

skidding. The balls in the Number 2 bearing were

marbled in appearance. There were light and

dark gray areas with patches of dark brown and

black areas. This bearing appeared to be experi-

redline. Approximately 150 seconds before the

test cut, RPM4 dropped about 1200 RPM. RPM2

remained fairly steady. There was an attempt to

slightly increase speed which caused a slight

increase in torque. These perturbations caused a

small rise in the outer race temperature of Bear-

ing 2 which cut the test.

Test parameters and selected data from this

test were compared with those of previous tests in
encing the highest temperature of the four bear-

this series, and a previous test on Si3N 4 balls
ings, which agreesd with the temperature mea-

bearings with no radial load in LOX (test
surements on the outer race.

Number 3 bearing were

fairly uniform gray with

some light brown patches.

There were also some light

gray areas and streaks. The

Number 4 bearing had light

gray shiny balls. There were

a few white specks on some

balls.

Test 2141001. This was

the ninth rotational test in

this series and the eighth in

LOX with an applied radial

load. The axial load on the

inboard bearings was esti-

mated to be 10,590 N (2380

lbs). The axial load on the

outboard bearings was esti-

mated to be 2780 N (625

Ibs). The radial load on each

bearing was 2990 N (673

lbs). The test was planned to

run to LOX tank depletion.

The test was cut a few sec-

onds before tank depletion

by the outer race tempera-

ture measurement (T 1005)

of Bearing 2 exceeding its

The balls in the
2120501). These comparisons are shown in

TEST NUMBER

Te4t Parameter 21_kOSOt 2140501 2140g02 2140701 2144_01 2140901

She,ft ]]peed (RPI_ 29,954 30,04g 29,947 30,0_ 29972 30CO0

T_e _ Speed (_c) 3_O S15 643 730 12SO 1120

Sulxx_l]ng 37 30 40 40 40 40

Row Ftme (ltzCm=) 4.4 e.4 e.4 11.4 |.4 s.4

Brg #4 Inlet Temp (vF'/
T10'le -243 -2¢4 -241 -24S -243 -2,i3

Be_een Brp 3 & 4 ('F)
T1024 -237 -240 -238 -239 -238 -239

Beg e,1 Culler T,mnp ('F)
T1010 -_a2 -_ -_2 -n2 -2,_ -_2

8ql #1 IN_ Temp ('F")
T1021 -241 .243 -240 -2,12 -242 -24:_

Temp Betwgmn Bgr I • :_ ('F)
TlO2S ._s -=4_ ._7 -24o .240 -240

Bq; 20udet Temp ('F)
"no22 .2n,_ -2ss .2s_ -za2 -z=) .;m_

T_W [_t Temp (" F')
TIOOI -264 -2U -21541 -2S9 -2M -267

TIO_ -2t1.6 -21;7 -Eql3 -L_I, -245 -265

TI, sMr Ql/llel Temp ('_
T1003 -238 -23_, -234 -23S -235 -;_35

Te*W Inlet Pnmmm (p*IM
PAIO01 _ 449 44g 453 450 450

PAt002 443 444 441 446 448 444

Tx_r Out_l Prmnlure
PAl 003 404 _ 401; 404 408 4Oe

Pressure t_tw_m 9t 0 3 • 4 (p*_)
P1006 400 420 419 421 421 421

Horsepower 2El _ 304 :110 542 343

Torque ('m-_) _1_ 14251 14063 14327 151120 16000

em _t O.R Tw'_p (" F") (-244) (-:_') (-Z'Z_ (-2n71 (-_1 (-_Z'_I

T1004 (TAiO04_ .2110 -21r,2 -_'7 -2112. -2M ._L_

8e9 #20.R. Temp ('_ (-23_ (-236) (-2"J_ (-235} (-234) (.229)
Tt 0(_ t'l"At _ -2_9 -229 -;_0 -225 -22tl -220

It30,R. Tw'np ('1_ (- 2_') (._18) (-2_5) (-_) (. 2_S) (-_P32)

TIO08 ("l'AlO0_| -233 -233 -_I -232 -232 -2_1

Bell #40.R. Temp ('F) (-240) (.24_ (.242) (-245} (.245) (.24S)

(C_k:_4aded from P-';9) 0 1570 '1.168 13¢1 131;1 1355

Exhibit 212 BSMT Test Conditions and Selected Data

(Test 2140901)
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,saw

P_qA_rER

SrO Pair ('F)

TI022-T1021

T1019-T1013

21_50, 21_soI 21_e02 21,0701 21,_01 21400O1

g 10 3 10 9 10

11 ti 9 11 11 11

• O_a Teml= Acro_

Srgl (-_
T1023..T1021 3 2 3 2 2 2
ewg2
TtO_2-TIO_ 4 s e s 7 s

T1010-_O_4 3 7 s 7
erg4 • 7
TI024-T1018 6 4 3 4 S 4

• B_ Outw Race Temp

- Ruld knkN Temp (.F)

8rg I -3 5 3 5 5 5
T1 O04-T1021

Brg2 7 12 17 15 14 20
T1005-TI023

Bro3 4 7 7 7 6 I1
T1006-T1024

Brg 4 -I -2 -1 -2 -2 -2
TI oo7-'ri 010

• shmtSp_d (r_)

• He_ Oenera_dCotu_c)
/¢ro_
Brg I 13.S 5,e 3.4 S,S 5.6 5.6

8rg 2 10.8 22.5 16.9 22.5 19.6 22.4

Brg 3 13.S 10.7 16.9 19.7 16.8 I9.6

Brg 4 t6,2 11.3 6.4 11.3 14.0 11.2

• He_ Generar_l Ac¢o_

Bill t&2 24.4 28.2 25.3 23.2 25 28

Brg 3&4 29.8 31.0 25.3 31.0 31 31

• INet VOtIB_

67.7 70.4 73.2 76 64.4 70 ;
0dye 6o.e e4.e 61.3 e4.o e4.,, s2 J

• PressureDrop(jxl)
I WA WA _A _A WA _A
2 NlA _A N/A hl/A N/A N.'A

Bq_ 3 -8 12 13 13 13 12

I_ 4 43 24 22 23 24 25

Big !&2 45 41 43 45 42 41

8rg 3L4 35 =iS 35 34 37 37

• Flow (Itx_tc) e.4 e.4 e.4 4.4 e.4 6.4
h-o._ srg_r

• RP. B3 3oo 3o4 31o _2

• Torque0n-r,:,.) 130e'r _4251 1,_ 14327 lsa20 leOOo

29_4 30o04_ 29947 3OOO3 29O72 3OOO0,

0 1370 1363 133B1 1361 1368

mm

BSMT Test Parameter Comparison LOX Tests

(Test 2140901)

• Ra_u L_U 0b,)

Exhibit 213
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Exhibit 214 Temperature Profile for BSMT Test 2140901

Temperature profiles

through the tester are

shown in Exhibit 218.

Included are the outer race

temperatures. The pres-

sure profile through the

tester is shown in Exhibit

219. The inlet manifold

pressure on the load end

(P7) was erratic and the

value shown was esti-

mated.

The following bearing

examination showed that

theballs inBearing 1 were

was a result of re-calibration of the torque mea-

surement. The high torque indicated for the

previous test in this series was due to inaccurate

torque measurement. The other data from this

test compared favorably with those of previous

tests.

appearance. There were black and gray areas

intermingled. This was probably caused by high

temperature operation. The cages appeared to be

in good condition. The Bearing 3 balls had a few

dark areas. They were otherwise gray and shiny.

This bearing was apparently running at a lower

\

,, , .•

\

\.

\

Ddve End

.... -e.-.. Load End

t \

NET _ BEIV,EEN /ESTER OUTLET
MANIFOLD INLET _ CXJll.L=T MANIFOLD

Exhibit 215 Pressure Profile for BSMT Test 2140901

I79

temperature than Bearing 2.

The cage appeared to be in

good condition. The Num-

ber 4 bearing was in like

new condition. The balls

were shiny and gray with

light gray areas and streaks.

Test 2141101. This was

the tenth rotational test in

this series and the ninth in

LOX with an applied radial

load. The axial load on the

inboard bearings was esti-

mated to be 10,400 N (2340

lbs), and the axial load on

the outboard bearings was

TP00-1017

Exhibit 216 and 217. Prior to this test, the torque shiny and gray. There were some light gray areas

measurement was checked and found to be read- and streaks. The cages appeared to be in good

ing about 20% high. The lower torque for th_s_test condition. The balls in Bearing 2 were marbled in



F_

w

m

_ +

V

=__

T_t _ 2120601 2140_0t

S_M (RPM) _._4 2O.040

_ Spee4 (_c) 30¢ 31S

Subcoollng 37 30

Rat. (lb_se¢) S.4 S.4

TIO;0 -243 *244

8e_een B.gs 3 • 4 ('F)
T1024 -237 -240

Tt01g -232 -TJL1

0ql'l Inlet Temp ('F'}
T1021 -24| -243

Temp Be_,ee nBgr 1 & 2 ('F_
T1023 .235 -241

Bqa2 OuSt T*n_ ('F)
1"1022 -232 -233

T_Wr kdet Temp (_'_
T10Ol -266 .2¢,i

T10_ -2U -2&7

T_W¢ OuMt Temp ('F)
T_O_3 -231 -234

Teil_ W_ Pmuure (_1
PAl001 453 44g

PA1002. 443 444

TMIH_r OvOot Preesum (_:l_l)
PAl003 401 406

P_.um 8a,_ D,'g a • 4 (p,d_)
PI0_ 4O0 42O

Homepower 2B3 300

Torque {in-lbe) 13047 142S1

eq1,10.R. Temp (-_ (-244) (-2_

T,_ FAI0m) -2oo -2U

TI_ _rAl _ -229 .22g

s,u m30,R. T_('rl (-2._') (-2_)

ISr9 04 O.R. Temp (-F) (-240) (.2d_
1"1007 FA lOO'_ -242 -21_

_ P-+_q o _.sTo

Exhibit 216

TEST NUMBER

2+40e02 2t 40'_ 1 2|40401 2140001 2+41001

_1,_47 30,003 21KI72 30_00 302_

643 730 +2_0 f120 t35_

40 40 40 40 3g

E.4 $.4 6,4 6,4 6,4

-241 -243 -243 -24,,,1 -242

-238 -Z_ -2311 -230 *2"J_

-2_I -222 -232 -232 -231

-240 -242 -242 -242 -242

-_7 -240 o2_ -2_ -2_

-_t -232 -233 -2_ -2_

+264 -2/_ -2M -2_ -2M

• 2tl3 *_| -2M -2M -264

-;D4 -23_ -2_ -2_ .234

44g 453 _ 450 _1

_1 _l 445 _4 444

404 404 ,q_ 40g 40?

41g 42+ 421 4;H 420

304 310 342 343 265

140_3 14327 +51120 140_0 13200

(-:ml (-2s71 (-2371 (-;_') (-2_
.257 -2_ -265 -2As -264

(-2N) (-2_ (-2:_ (-22el (-2:_
-220 -225 -22t_ .22O -220

(-2"_) (-2_4) (-2_s) (-2_2} (-23_
-22+ -232 -232 .22g -224

(-:'_ (.2,m (-2,_I (-=4..,) (..,42)
-2S5 -212 -21;3 -2f2 -2110

+3_1 1_1 12Ol 1355 1_7

BSMT Test Conditions and Selected Data
(Test 2141001)
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2120501 Test NO.
PARAMETER 21.40501 2140602 2140701 214OaO' 2140001 2141001

• Dek Temp Acm_

Sm Pa_ (-_

TI0_2.TI021 9 10 g 10 9 10 IC
TIOfD-T101B II |I g It 11 11 I!

• Oe_a Temp Acro_
St01 ('F)

T1023-T1021 5 2 3 2 2 2
Brg 2

T1CQ2-T1023 4 O IS 8 7 8
8_0 3

TI019-T10"24 S 7 (I 7 6
e, m4

TI CQ4-TI018 6 4 3 4 s 4 4

* B_g Outw Race Te.¢,

- Fk_d k_kd Teb'_p('F)

Brg I -3 s 3 5 6 5 7
T1CO4-T1021

B¢02 7 12 17 15 14 20 19
T1005-T1023

8_3 4 7 7 7 s 11
Tt 006-T1024 10

8tg 4 -1 -2 -1 -2 -2 -2 0
T10OT-TI018

• Heat Ge_,r_,ed 0YUVec
Aoro_

1_9 1 13.5 5,6 6`4 5,6 S,(I 5.6 8,4

Brg 2 10.8 2_S 16.9 22.5 19.0 22.4 fO.?
Big 3 13.5 19.7 16.9 18.? 16.8 19.6 10,?

Bro4 14.2 lt.3 6`4 11,3 14.0 tl.2 11.3

• Heal Generated/_r.s

Beg 1&2 24.4 26,2 25.3 28.2 25 20 28

Brg 3&4 20.8 3L0 25.3 31.0 31 31 31

• _ Vortex

Load 67.7 70_4 73.2 "_ 64.4 70 67,e

Odve SO.6 64.8 81.9 64.0 64.4 82 61 .g

• Preuure Drop (p4r_

Bill _ N/A WA ['#A N/A N/A N/A WA

Brg 2 N/A WA t_A WA N/A N/A WA

I_g3 -6 12 13 13 13 12 13
Br 0 4 43 24 22 25 24 2S 24

Bfl_ 1&2 48 41 43 48 42 41 44

Bro 3&4 35 34 3S 38 _7 37 37

• Flow _} 6,4 6,4 6.4 6.4 6.4 6.4 6.4
Cvough Big pek

• H.P. _ 309 304 310 342 343

• Toeque (kl-I_) 13(17 14251 14063 14327 1S820 10000 13200

• ShaA Sl_ed (rprn) 29064 30.049 29047 30003 20072 30000 30200

• RadlaJLo_(_s) 0 I 1379 1_3 1361 1361 13_ 1347I

Exhibit 217 BSMT Test Parameter Comparison LOX Tests
(Test 2141001)
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Drive End ' I

L_Ed _G2
i

"Bearing [ I = -

BRG 3

_G_ I
•

ilt:tf34

,/
//

.oII

[

INLET TEST'B:t

MANIFOLD INLET

I

I

BEARING _ _ TESTER

INLET BEARINGS OUTLET OUTLET

Exhibit 218 Temperature Profile for BSMT Test 2141001

estimated to be 2790 N (627 lbs). The radiaiioad

on each bearing was 2990 N (672 Ibs). The test

was planned to run to LOX tank depletion and

successfully met this objective. Run time at

30,000 RPM was about 19.3 minutes.

, -----A

Including outer race tem-

perature profiles, tempera-

tures through the tester are

shown in Exhibit 223. Pres-

sure profiles through the

tester are shown in Exhibit

224. No indication of bear-

ing pumping was seen in

this test series•

Test parameters and selected data from this

test were compared with those of previous tests in

this series, and a previous test on Si3N 4 ball

bearings with no radial load in LOX (test

2120501). These comparisons are shown in

Exhibits 220 and 221. The

Number 2 outer race tem-

perature was running about

1.7K (3°F) below redline.

The carder axial displace-

ment probes showed move-

ment during the test as

shown in Exhibit 222. This

was an indication of rapid

bearing wear in the inboard

bearings. Although the

trend was significant, these

measurements were not be-

lieved to be very accurate

in absolute axial movement.

460

450"

o_

l/1
n-

tu

Q.

Following the rotational

test, the bearings were ex-

amined through a
o.mzr
umr-_.o borescope. The outboard

bearings appeared to be in

excellent condition. The

Bearing 1 balls were gray and shiny with a few

darker areas. The balls in the Number 2 bearing

had light gray and dark brown to black patches in

the surface giving a marbled appearance. One

ball had a small indention in its surface. It did not

appear to be a spall. Bearing 3 balls were ap-

proaching the appearance of those in Bearing 1.

There was a mixture of gray, brown, and black in

their surfaces. The balls in Beating 4 were

similar to those in Bearing 1.

44O

430

420,

410,

400.

....... °.°°°°.

'\
\\

Drive End

.... •.e- --- Load End

I

"%m

INLET TESTER BEWVEE_ TESTER OUTLET

MANFOLD INLET BEARINGS OUTLET MANIFOLD

ExhibR 219 Pressure Profile for BSMT Test 2141001
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Test 2141201. This was

the eleventh rotational test

in this series and the tenth in

LOX with an applied radial

load. The axial load on the

inboard bearings was esti-

mated to be 10,400 N (2340

Ibs), and the axial load on

the outboard bearings was

estimated to be 2790 N (627

lbs). The radial load on

each beating was 3025 N

(680 lbs). The test was

planned to run to LOX tank

depletion but was cut by the

outer race temperature of

Bearing 2 exceeding its

redline. The tester ran for

about 14.7 minutes at a

speed of 30,000 RPM.

Test parameters and se-

lected data from this test are

compared with those ofpre-

I_-ST NtJIJBER

Tut PluI_Mot 21_ 2|4_601 2140402 2140"_1 |1_ 2140001 214t00| 214110t

Speed (R_k4) 29,964 30,0_0 _,947 30 _ 29e72 30000 m 30_0

mtSp*ed |_ I 3(X) _15 S43 734 1200 1120 _m 11M

•_tcodln9 37 m 40 40 tO 4G 30 30

Ram (g_vt*¢} 1.4 [4 1.4 _ S,4 1.4 1,4 | 4 n

BrO04 In;atTamp ('F')

TlO_ll .243 -244 .24! .:;q3 -243 .243 .242 -243

_;;_, eq_ 3 & 4 ('F)

TI024 -23?" -240 -234 _ ..231 _ -231 -230

8ql _ _,V,d T*,_ ('F'J

T1010 -Z3_. _ .Z32 _ "23Q -:/32 '231 , -23,_

8m Jl I,_ T*n_ (-_

1"1021 -2'41 -243 -240 _ -242 -242 -242 .242

Tamp If4_,een Bgr _ & 2 |.F')

T10:gl -236 -|41 -2_7 -240 *244 -244 .239 "240

Bq;I2 (>.WI,I Trap ('F")

T1022 -_ .Z33 -231 -Z32 -233 -23Z "232 - 23,?.

Te,liil_ k'VetTemp I'l L')

T10QI -_l.ll .21k9 -BS _ _ "2_r -244 .217

TIO_Q -;_84 -ZG7 -2S3 _ -_il5 *Zra6 -ZE4 -1_6S ]

Timlw Oulie! Ti,mlp(*F)

T10_ -2_4 -:_4 .IS4 -2:S5 "238 -2M. -234 _.36

Tllw kV_ PeR turn [isl9}

PAI0(I1 a.S3 449 449 453 4._ 450 481 48!

PAIrA)2 443 444 441 44& 44,$ 441_ 4_'_ 44,_

T*ew t_A*t Pmmum t_

PAtCh3 40_ 408 4C4 4_ 4C_ 440 4G7

a_mll ,tOo 420 '419 4tl _ _! 4:,n 420

TIOG4 _1-A1004) .2S0 -2112 -_$7 -298 - .2M

TI0_S rT'AI0_J -;1211 -22g "229 -22S _ -229 -_0 -:[_

Bql _ o.n. Temp (*F'_l (-_') (-2M} (-22S) {-231) 1.23S) (-232) |':_1 (-23B}
T_ ('rA10o_ -::_3 _ ._ .,w _ _ -:1_11 -2zl

eq e40.K T,am_('.f") (-z,m) (4,_) (-242) (._,(,_ (.a4,_ (-_,S) (-;e421 (-2,m)

C-Mcxa_I leom P-l_ 0 1:170 13_ 11_11 1311 ,_4 1347 _7_5

vious tests in Exhibits 225 and 226. The heat

generation, horsepower and torque were fairly

consistent throughout the test series. The dis-

agreement in horsepower and torque values was

due to the torque sensor measurement reading

about 20% high. This was corrected for the last

three tests in this series. The outer race tempera-

ture of Bearing 2 started high and remained high

throughout the test series. The Bearing 3 outer

race temperature increased the same amount of

2.8K (5°F) as Bearing 2 from Test 5 to Test I2.

The outer race temperature of Bearing 3 was,

however, about 2.8 to 5.6K (5°F to 10°F) lower

than Bearing 2 and consequently never exceeded

its redline. Comparing these tests with those of

Unit 2 Build 12, which was not loaded radially,

did not reveal any large differences that could be

Exhibit 220 BSMT Test Conditions and Selected Data

(Test 2141101)

attributed to radial load. This was consistent with

pretest model predictions.

Temperature profiles through the tester are

shown in Exhibit 227. Included are the bearing

outer race temperature. The pressure profiles

through the tester are shown in Exhibit 228.

There was an anomaly with the load end inlet

pressure (P-7). The pressure was unrealistically

low. The pressure transducer, however, did not

exhibit a typical "off scale" characteristic of a

failed measurement.

Following the rotational test, an examination

of the bearings showed that the balls in Bearing

1 were shiny and gray with an occasional white

streak. The balls in Beating 2 were duller in

appearance and had marbled surface color of

183
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PARAMET_

• Oe_a Temp Acm_

T1022-TI 021

TIOI�-TI018

Tost No.

2120501 2140501 2140(k_ 2140701 r21_eOl 2140901 21401001 2141101

g 10 0 10 g 10 10 10

11 11 0 11 11 11 II II

• Oeb Temp Acro_

_1 ('F)

T1023-T1021 5 2
_2
T10_2-T1023 4 8
_3
T1010-TI024 7

_4
TI024-TI018 41

3 2 2 2 3 2

0 8 7 8 7 8

6 7 6 7 7 7

( 3 4 S 4 4 4

3 s S 5 7 5

S7 I5 14 20 19 17

7 7 6 11 10 10

-1 -2 -2 -2 C -2

0,4 5.6 5.6 5,6 8.4 56

16.0 22.1: 19.e 2:2.4 19.7 22.4

10.9 19.7 16.8 10.0 19.7 19.6

0.4 11.3 14,0 11.2 11.3 11.2

• Brg Outw Raoo Temp

- _ Ink)t Temp ('_)

Brg I -3 5
T1004-T10_l

Big 2 7 12
TlOO_-TIO23

Brg 3 4 ?
TI O06-TIOQ4

._g4 -I -2
TIOOT-T1o18

• H_ Gen_ated (b_,,¢
Acro_

8_g 1 13.5 5.8

8_g 2 10.8 22.5 I

Brg 3 13.- u 19.7

Big 4 16.; 11.3

• Heat Gen_ated AcroM

Brg 1&2 24.4 28.2

Bro3&4 29e 31o

• inlet Vorlox

Load 67.7 70.4

Ddve 50,6 64.8

• r;_..Jre _ (psi)
s,gl w^
BrQ 2 WA

B_i 3 -e

Srg4 43

Brg 1_. 4,_

• Row(_;ec) _4
ho_h _ _r

• H.P.

Tocque (In-b)

Rad_ Lo_ (Z_)

25.3 28.2 25 28 28 28

25.3 31.0 31 31 31 31

73.2 76 64.4 70 07,6 70

61.9 64,8 64.4 62 61.9 01.6

WA WA N/A WA _A WA N/A

N/A N/A N/A WA N/A WA WA

12 13 13; 13 12 13 12

24 22 25 24 25 24 25

41 43 45 42 41 44 43

361 36 38 37 37 37 37

e,4 4.4 L4 6.4 _4 6.4 6.4

283 300 304 310 342 343 288 286

13067 142SI 14063 14327 158_0 16000 13200 13_00

30,041) 29947 30003 2_72 30000 _

0 1370 1363 1341 1361 1355 1347 1345

I i

Exhibit 221 BSMT Test Parameter Comparison LOX Tests
(Test 2141101 )
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Exhibit 222 Carrier 2 Axial Displacement for Test 2141101

-220 i

-230

-240

-250

-260

-270

J a I
Ddve End

BRG1 • /

NET TES11Bq I_=N_iG _ EF.ANNO TESTER OUI1.ET
MANFOLD INLET INLET EF_N:tlqOS OUll_rT CUTLET

Exhibit 223 Temperature Profile for BSMT Test 2141101
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Exhibit 224 Pressure Profile for BSMT Test 2141101

T*et

T_* m SC**d (**d

Bql IM Ir/_ Tgmp _:J
T101_

Bet4,een Bq_ I 1 4 ('F:I
T1024

TtQ1g

I_11et kvet Tm_p ('F)
TlCrl

Tamp IIIbtweon I_ t l I ('F)

Sl a Ou_ T*mp (-F)
T1422

TTo*_. Inka T*,m_ (.F')

, , TI_

TfA_¢ I_i,I Tm_ _

PAl001
PA__dl_

T_W Outm Pmm_ bx_

T_ST

1120S01 2144_01 2t 4@ll)l 21_0701 _14_1m IP14kM_ 1'141001 314S I01 Z141201

PAIO_ 4_1 4_1 404 _ 404 4@1 447 401 444

PtP_t_ n*_ 400 410 411 4_I 4:_1 ql 420 42Q 41 II
am :i 4

Torq_ (k_lbe) I_M7 tqSl 14ND _ lU_O 1_000 11_ t_._D_ 13.1_01

_ _ o.R T_r,p t'_ (-1441 (-IN (-Is'/) (-z_ (4s"_ (-DT) (4=e) (._)T1004 (TAIO04) _ .ml _ _ -;Ill, -roll -,TS4 .__ (_

Br8 I_ O.R, Temp ('F_ (*_2) &m (-2m_ _ I_s4_ (-221) (_.1_ (-3_1 (-B_

8_8 _ o.R T*_p CI _') (4m) (-_sl (-_s) (_m _ (-=s=) (-,_ fJ,_i_ (-m_
T'*(m4 (TA_O0_ ._8 _ -I_! ._ _ -211 _ _ aS

8rI ;4 o.& T_q_ _'_ (*_4_ (-_l_ (-142) (-_4_ (.,I_i (44q (-,142) (-|4_ (-_q
T1_07 (TA| 007] -3412 _ -m_ _ _ _ _ -_ _11

m_d t.o*d (IJ_

_C_mi*l*d from P-t_ 0 I_?g _ t_ _Mt I]44 ta4? _341 1=40

Exhibit 225 BSMT Test Conditions and Selected Data

(Test 2141201)
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Tin1 No.

PARAMETER 2120601 2140501 214108_

• O_tm T_np Aa¢_l

e, gP_ ('F)
TI022-TIO_t 10 gTlO19-T_O18 I1 1ll g

Detta Temp Aoo_
erg I ('F)

TI02_T10_I 6 2 i 3
Sm2

T1022-TI 0_3 4 I 6
8r¢3

lPi019-'Pi 024 s 7 8
_4

TI024-T1011I 6 4 3

• B_ O_W Ra_ T_

Fluid fn_ Tamp ('F)

",gl _ S 3
T1004-Tt02!

Brg_ 7 12 t7
"1"1006-T1023

_3 4 7 7
T1006-T1024

4 -_ -2 -!
T1007.T10| ii

2140701 Z140e01 21'f_OO! 2141001 2141101 2141201

IO g 10 I© 10 19
11 II 11 11 11 11

2 2 2 3 2 2

II 7 • 8 5

7 6 7 7 7 7

41 5 4 4 d 4

S 5 S 7 S 2

15 14 20 Ig 17 lg

7 61 11 10 IO 12

•2 -2 -2 0 -2 -1

"_" • F_a_ Qamrm4 _NU'N_

Bill _ 13_ I;(I 8.4 5-6 5.6 5.6 84 $0 86

Ikg 2 I0.! ZLS 1&9 22.6 Ig.6 22.4 1g.7 22.4 22.4

Erg3 |3| 107 133 19.7 ILII 196 197 i 196 196
_g4 I$_ 11,3 ! L4 11.3 14.0 tl,2 11._ 112 11.2

Hel Oenwau_ Acm_

_ Blrg 1K2 24d N,2 25.3 _11.2 _
Brg 3&4 291 Sl0 2S3 2e _1 2U

' 31.0 31 31 $! 31 21

I_re( Vortex

Load 67,? 704 732 76 64.4 70 67.8 79 70

: : Drive S0.6 64.8 61.9 64,8 64,4 02 61.G /Sl.6 61.6

• p,_l omp(_,9 '
_4_A WA FUA N/A N/A N/A #4/A WA FUA

_ 2 WA N/t, K/A WA i WA WA WA WA N/A

Brll2 -8 12 1_1 13 ; I] 12 13 12 I!

Brg 4 43 24 22 25 24 2S 24 25 25
..... _k9 l&2 45 41 43 45 42 41 44 43 43

Brg 3JL4 36 3_ 3_ 38 37 37 $? 37 22

- - • Flow {YoL_ec) 8.4 6.4 6,4 6.4 11.4 8.4
_ _ _ e.4 L4 L4

• H.P _3 300 _04 310 342 343 20S _18

- To_Fm (tn41_) 130(17! 14_Sl 14¢_1 14327 1511a0 18000 13¢_O 13200 13_0e

Radld [._ (l)e) 1370 1383 1381 I_8! 1355 1347 1345 1340
o

Exhibit 226 BSMT Test Parameter Comparison LOX

(Test 2141201)

gray, brown and black• There were some wide

bands that appeared to be Teflon. The balls in the

Number 3 bearing also had a marbled appear-

ance. They did not appear to be as dull as the balls

Tests

Test 2141401. This was

the twelfth rotational test in

this series. It was a special

test to demonstrate the ca-

pability of the Si3N 4 ball

bearings to withstand tran-

sient axial loads represen-

tative of those experienced

in the SSME HPOTP dur-

ing start and shutdown.

Since this was a first for this

type test, it was run in LN 2

for safety. The maximum

transient axial load was

25,800 N (5,800 Ibs), and

the fluid (PA) load was esti-

mated to be 1423 N (320

lbs), giving a maximum

axial load of 27,223 N

(6,120 Ibs). The dwell time

for the high load was ap-

proximately one second.

Torque and speed traces

are shown in Exhibit 229

for the time of axial load applications. The load

was applied at approximately 133 seconds, and

was released at 134 seconds, the axial load mea-

surement (L1009) is shown in Exhibit 230. The

in the Number 2 bearing. The Number 4 bearing other load measurement (L1010) was bad. The

was similar in appearance to the Number 1 bear- actuator pressures for the axial load (P0018) and
ing. The outboard bearings (1 & 4) appeared to

be in good condition.

Test 2141301. Test 13 was to be the LN 2

transient high axial load test but was terminated

before shaft rotation due to axial load cylinder

actuation problems• The wiring for the load cyl-

inder solenoid was rewired for this test and was

incorrectly installed, thus, causing the load cylin-

der to operate improperly.

the radial load (POO 19) are shown in Exhibit 231.

During the 15,000 RPM test phase, the radial

load was 1423 N (320 lbs) and was 6580 N (1,479

lbs) during the 30,000 RPM test phase. The

response of the outer race temperature measure-

ments to the axial load pulse is shown in Exhibit

232. The Bearing 3 measurement (T1006) ap-

parently lost contact with the outer race causing

the dip in the measurement. Contact was re-

gained as the measurement increased, and then

187
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Exhibit 227 Temperature Profile for BSMT Test 2141201

The measured rise in bear-

ing outlet temperature

(T1019) due to the load

pulse was about 0.6K ( 1°F).

The predicted value was

0.33K (0.6°F). The pre-

dicted inner and outer race

contact stresses are shown

in Exhibit 233. The inner

race stress increased from

3.2 GPa (470 ksi) to about

4.6 GPa (660 ksi) due to

application of the axial load

pulse. The temperature data

correlated well with model

decreased as the load was removed. The net predictions, and the load cell actuator pressure

increase was about 1.3K (2.3°F). This agreed correlated well with load cell measurement

with the model prediction of about 1.4K (2.5°F) (L1009), which verified that the bearings were

rise caused by the load pulse. The behavior of the loaded as planned.

Number 2 bearing outer race temperature was not

consistent. It also showed a small dip which

could have been caused by loss of contact be-

tween the thermocouple and outer race. The

relatively slow rise could have been caused by

marginal contact, improving as the time increased.

t_

ILl
el-

ul

el

Following the rotational test, the bearings were

examined through a borescope. In general, the

bearings appeared to be in good condition. There

were no spalled balls, and all balls rolled when

the shaft was rotated. The outboard bearing balls

exhibited, for the first time, dark resin colored

bands. These bands could

460

4,50

440

42O

410

4OO

/

g
g

1

/

\

V
J....tl_.°o

.\
\

"5

I
_E_

Exhibit 228 Pressure Profile for BSMT Test 2141201

have been caused by ball

skid when the outboard

bearings were axially un-

loaded with the application

of the high axial load. The

inboard bearings (Bearing

2 and 3) balls had dark

brown to black patches in

their surfaces giving a

marbled appearance. There

were no visible change in

the bearings after the appli-

cation of the high axial load.
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EXHIBIT 3.2.23 SHAFT TORQUE AND SPEED
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Exhibit 229 Shaft Torque and Speed for Test 2141401
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Exhibit 230 Inboard Bearings Axial Load for Test 2141401
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Exhibit 231 Axial and Radial Load
Actuator Pressures for Test 2141401
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=I=
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BSMT TEST 02141481RD

-26B.SB -_

-265,88 --
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-298._e-
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Exhibit 232 Outer Race Temperature
Measurements for Test 2141401
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The Si3N 4balls apparently survived the two hours

and seven minutes of running in LOX at 30,000

RPM, and the application of high axial load

without visible signs of spalling or other degra-

dation.

Visual inspection of the Unit 2 Build 14 bear-

ings was performed after tester disassembly. The

pected surface spalls and wear due to the high

contact stress levels and long run time imposed

on them.

5.5 Testing of BSMT Unit 3 Build 7

The objective of this test series was to test the

Battelle cage design under similar ball loading

conditions as expected in the Rocketdyne HPOTPSi3N 4 rolling elements appeared to be in good

condition with only surface discolorations of pump end 45mm bearings. The bearings tested in

dark brown and black patches. The only degrada-

tion of the Si3N 4 material that was observed was

under high magnification and appeared as fine

parallel cracks that were perpendicular to the

rolling tracks on the balls. This degradation was

termed "traction cracks" and one theory for its

cause was the surface rubbing against the Armalon

cage. The traction cracks were observed on the

balls for all four bearings and was believed to be

only a surface phenomenon posing no structural

problems. The races of the outboard bearings

looked in good condition with only moderate

wear. The inboard bearing races did have ex-

8

this series were 57mm bearings with inner race

curvature fi = 0.55, outer race curvature fo = 0.53

and internal clearance Pd = 0.150 to 0.155mm

(0.0059 to 0.0061 in). Bearings 1 and4 (outboard

bearings) used 440C stainless steel balls. Bear-

ings 2 and 3 (inboard bearings) used Toshiba

silicon nitride balls. All four bearings were fitted

with the Battelle cage design with oval ball

pockets giving a bail to cage clearance of 2.03

mm (0.080 in). This was the same ball pocket

clearance as in the 45mm bearing cage design.

The Battelle cage design used 12 balls instead of

the standard 13 for the 57mm Phase II design and

11 balls for the 45mm bearing instead of the

standard 12 balls. The elimi-

750000

700000

650000

600000

550000

500000

450000

400000

350000

O

, ,,v

i -L-----

/

599 601

TIME (SEC)

= |ill

595 597 603

Exhibit 233 Predicted Inner and Outer
Race Stresses for High Axial Load Test for Test 2141401

605

191

nation of one rolling ele-

ment was necessary due to

the web dimensions of the

Battelle cage design being

thicker than the web of the

standard Armalon cage.

The tester used 5780N

(1300 lbs) axial preload and

2890 to 3110N (650 to 700

lbs) applied radial load per

bearing. At 30,000 RPM, it

was estimated that the in-

board bearings operated

with approximately

10,230N (2300 lbs) and the

TP00-1017
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outboard bearings operated with 2890 N (650

lbs). With this loading configuration, the steel

rolling element outboard bearings loaded the

cage to approximately the level vredicted for the

HPOTP 45mm bearings due to the larger ball

excursions of the steel balls. The specific oper-

ating conditions for each test run are given in

Exhibits 234 and 235. The temperature and

pressure profiles through the tester and post test

borescope inspection observations for each test

are provided in the following test summaries.

Test 3070201. This was the first rotational test

of this series and was planned at four test speeds

of 15,000, 25,000, 28,000, and 30,000 RPM for

two minutes at each speed using LO 2 as the

coolant. The test was successfully completed on

the first attempt. The speed sensor RPM 0004

was reading 2000 RPM low but did not affect the

test since the controller was able to use another

sensor (RPM 1004).

Test parameters and selected data from this

test for each speed were provided in Exhibits 234

and 235, shown previously. The data were diffi-

cult to compare to previous tests due to this tester

build being a hybrid setup with steel and silicon

nitride rolling elements. The temperature pro-

files through each side of the tester at 30,000

RPM are shown in Exhibit 236 and look similar

to previous tests with steel or silicon nitride

rolling elements. However, the pressure profiles

through the tester at 30,000 RPM, shown in

Exhibit 237, were anomalous due to the pressure

between the bearings (P1006) reading only

slightly above the exit pressure (PA 1003). This

indicated that most of the pressure drop was

across the upstream bearing. The cause for the

unusually low pressure reading was Unknown.

Following the test, the bearings were inspected

through a borescope. The Bearing 1 cage ap-

192

peared to be in good condition with no excessive

pocket contact visible. The balls of Bearing I had

light gray tracks and one ball three slight scratches

outside of the track area. The silicon nitride balls

of Bearing 2 had several white streaks believed to

be Teflon transferred from the cage. The balls

also had a few black specks on their surface.

Bearing 2 cage appeared to be in good condition.

The Bearing 3 silicon nitride bails had slightly

more black specks with a few balls displaying

narrow black bands. Bearing 3 cage looked

good. Bearing 4 steel balls had light brown tracks

and Teflon transfer all over their surface indicat-

ing good cage contact. The cage looked in good

condition with no signs of excessive pocket wear.

Test 3070302. This test was planned for only

one speed of 30,000 RPM for five minutes. The

first attempt was cut by T 1006 (Bearing 3 outer

race temp) exceeding the 133K (-220°F) redline

shortly after reaching speed. The "quick look"

data were reviewed and it was determined that

T1006 was reading falsely high. T1006 was

removed from the redline list and the test was

rerun successfully.

The test parameters and selected data for this

test were shown in Exhibit 234 and 235. The

temperature and pressure profile through the

tester are shown in Exhibit 238 and Exhibit 239,

respectively The operating parameters were about

the same as the previous test values. The pressure

between the beatings was again measuring ab-

normally low.

The bearings were inspected with a borescope

after the test. The balls of Bearing 1 had light

brown tracks and wide bands of Teflon transfer.

Bearing 1 cage looked in good condition with no

signs of ball pocket wear. Bearing 2 balls looked

"cleaner" than after the previous test run. There

was only a few balls with Teflon streaks and the

TP00-1017
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qk#

Te_ ParimeW

Shaft S_ (RPM)

TtmtatSpeed(Kc)

Row Rata Katie)

BrO #4 Thief Tamp ('F)
TI018

BetwNn ElrOs 3 S 4 ('F)

"1"1024

eto_ C)uO_T,m_ ('F)
1"1010

8ql #I Inklt Temp ('F)

T102t

Temp _mvotn Brge 1 & 2 ('F)

T1023

Br9 #20ulkH Temp ('F')

T1022

Tear_ Ir_ Temp ('F)

TI001

TIQ02
-.=

Teste¢ OQh¢ Temp _F"}
TI003

T_t_r _ Pra.ware (paio)
PA1041

PA10O2

Tam. OuO¢(Preuum(ixl0)
PAI0_

Pms4rure BetwN_ Br9 "i & 4 (pat0)
Pt006

Horma_v_

Torq_ pn-_)

Br o #1 OR. Temp ('F)

TI004 (T*_004)

gq182 O.R. Temp ('F')

Brg e30J_ Tamp (-F)
TI_OB/TAtOO_

Bin"g IM O.R, Temp (*F)

TIO07 (TAIO07}

TEST NUMBER

3070201

15,000 _.000 _,000

6+4 $.4 6.4

3070302 3070401 3070501 3070601 3070702 3070801

_,000 30,000 30,00_ _.100 _,I00 _.1_ _.0(X)

1_ 300 300 1320 700 _0 1000

6A 6A 6.4 6.4 6,4 6.4 B.4

-259.5 -247_0 -243.5 -242,0

-25_.5 -241LS -24Z0 -_0,0

-257.0 -23g.S -234.5 -231_

t., -260.0 -244J) °243.$ -241,0

.2s7.0 .242_ .23g.0 .23¢0

.257+5 o_9_ -_4+5 -_1.0

-243 -242 -242 -242 .242 -242

• 267.0 -2_0 -26S,5 -2_.S

-267.S -2e_'_ -2_3,S -2&2.S

-260.0 -242_.0 -237,0 -233.5

I, 442 444 442 444

442 442 444 444

: s"

432 411 : 407 407

431 413 ' _ 4(_ 40_

r_ 218 2S2

6_4X) 13.000 i 13.400 13.804

-241 -2_ -2_ -_9 -239 -239

-233 -23g -231 -231 .231 -2.3!

-242 -242 -241 -241 -241

.234 -237 -237 -237 -237 -;_36

-233 -232 -231 -231 -232 -231

-2U -267 -2_$ -268 -267 -267

-21_ -2S4 -264 -264 -2S4 -263

-236 -234 -234 -234 -2_ -234

444 444 445 445 447 445

444 448 444 446 442 446

40_ 404 406 4_ 406 4oe

4011 411 409 4tl 409 411

300 30O 3OO 30O 3OO _(X)

13.880 13,800 13,800 13,800 13,770 13,730

-2so(-261) -2s4(244) -2ss(-2_) -2r4 (.2_) -2s,i(-237) -262(-2ss) -25o(-2_s) .zst (.:_a4) -2"ue(-23s) -2so(-224)

-_(-:"_) _._0) ._aal-2_ -_(-_,) .z_ao(._4)._a7r-_s_)-_a(-_ -_{-_) .2as(.;_)_.._

-262 (-261) -261 (-249) -260 {-244) -260 (-241) -2_3 (.2421 -2S2 (-241) -261 (-239) -_ (-239) -261 r.239_ ._1 r._;

Exhibit 234 BSMT Test Conditions and Selected Data

i
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PARAMETER

• Delta Temp Ac_o_
Brg Pair ('F)

T1022-TI021
T1019-T1018

• De_ Temp/cross
Brg 1 ('F) .
T1023-T1021

B_2
T1022-T1023

Brg3
TI019.-T1024
srQ4
T1024-T1018

• BrgOu_" Race Temp

- Ruld Inlet T_'np ('F)
Brg I
TA1004-T1021

Brg2
TlOOS-T1023

Brg3
TI006-T1024 ("l'A1006-T1024)
Brg4
TA1007-'1"1018

• Heat Genera_d (Biu,'_c)
Across

Brg1
_o2
st=3
Brg4

• He_t Genefale¢l _

Brg1&2
Brg3&4

• Inlet Vortex Work (Blu/tec}
Load
Ddve

• PressureDrop(loer)
Bm3
Srg4
BR1&2
_SL4

• Subcoolng "F

3070201

2.5 6.5 9.0 10.0
25 7.5 0.0 11.0

3.0 3.5 4.5 5.O

_.5 3.0 4.6 5.0

Z5 7.0 7.5 8_

0.0 0.5 1.5 30

-I.0 2.0 4.5 5.0

0.0 3.5, 6.0 7.0

6.5 12.5' 12.0 13.0

:I.S '-2.o 4.s 1.o

8.1 1_0 13.1 , 14.8
-1.3 8.6 i3.1 14.8
6.8 11).7 21.6 23.3
o.o 1.,4 4.3 ' s.8

i

, 6.8 _ 18.6 r 26.2 29.6
6.8: 21,1 2S.9 32,1

18.9 ; 55`0 ; 60.5 67.9

21,6 49,5 68,0 68.2

3070302 3070401 3070501 3070601 3070702 307C_0i

10.0 10.0 10.0 10.0 9.0 10.0
11.0 10.0 11.0 11.0 11.0 11.0

5.0 5_ 4.0 4.0 4.0 5.0

5.0 5.0 6.0 6.0 5.0 5.0

8_ 8.0 9.0 8.0 8.0 8.0

3_ 2.0 2.0 3.0 3.0 3.0

5_ _0 6.0 7.0 8.0 7.0

e.o 10.0 9.0 11.0 12.0 10.0

_.0(8) 18.0(2 1_0(6) 150 14.0 14.0

1,0 1.0 3.0 3,0 3.0 4.0

14.3 14.8 11.7 11.8 11.8 14.6
14,3 14,8 17.8 17.7 14.7 14.3
23.1 23.2 26.2 23.3 23.4 23.8

8.7 5.7 5.8 88 8.8 8.7
.,. _ _

28.6 29.8 29.2 29.5 26.5 29.4
31.8 21l.O 32.0 32.1 32.2 32.5

71.2 68.8 68.8 74.0 71.6 71.4
60.5 80.8 60.5 r_.7 60.7 57.8

-1 2 2 2 2 3 3 3 3 3
11 ' 29 35 35 37 35 35 35 33 35
10 33' 37 ;37 39 36 39 37 41 37

10 31 35 37 39 38 38 38 36 38

65 39 38 36 38 38

• Radtai Load 0bs/'org) 650 650, 650 650 650 700

Exhibit 235 BSMT Test Parameters Comparison
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Exhibit 236 Temperature Profile for
BSMT Test 3070201 (30,000 RPM)

black specks seen previously were much re-

duced. The cage showed no signs of wear. The

balls of Bearing 3 had very wide bands of white

Teflon transfer and the cage was in good condi-

tion. Bearing 4 balls had good Teflon transfer all

over their surface but had no definite tracks. The

Bearing 4 cage was in good condition.

Test 3070401. This test was planned for a five

minute run at 30,000 RPM with an increased

J

450 o,

440,

Q.

lU
IZ
--n

420,

o.

410 '

400,

2--

\

MANIFOLD

radial load of 700 lbs

(3100N). A full duration

run was successfully com-

pleted with a radial load of

-700 Ibs (3100N) per bear-

ing obtained. Bearing 3

outer race temperature mea-

surement (T1006) was

again reading high and was

not placed on the redline

list. No other anomalies

were observed during this

test run.

The test parameters and

selected operating conditions were shown in

Exhibits 234 and 235. The temperature and

pressure profiles through each end of the tester

are shown in Exhibits 240 and 241. The profiles

and data are very similar to those of the previous

run. Thus, no definite effect of the increased

radial load was detected. This is understandable

since the radial load was increased only 6%.

However, this radial load should cause the ball

excursions of the outboard bearings to be just

under the pocket clearance

I
Dr_ P.- - - Lo=dP.

i
L
i-
I ",,

\

\

X

tM.ET TES'IB_ BETWEEN _ OtrrtET
MANIFOLD _LPT _ _ MANI_

Exhibit 237 Pressure Profile for

BSMT Test 3070201 (30,000 RPM)

which was the test goal. Ex-

amination of the cages af-

ter tester disassembly at the

end of the test series was

later performed to verify

that cage pocket loading

was as desired.

The borescope examina-

tion of the bearings after

the test showed that Bear-

ing 1 balls had light brown

tracks but no Teflon trans-

fer bands as observed prior

to this run. The cage of

Bearing 1 was still in good
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Exhibit 238 Temperature Profile for
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J

"rESTER OUTLET

condition with no visible signs of wear. Bearing

2 balls looked very clean with only light track

marks and the cage pockets of this bearing also

looked good. The balls of Bearing 3 had a few

bronze metallic specks on their surface and one

ball had a narrow dark track. The Bearing 3 cage

looked in good condition. Bearing 4 balls had

light brown tracks all over the ball surfaces

indicating the balls had changed orientation dur-

450'

440,

I11
E

42o

410

40O

ing operation. The ball

pockets of Bearing 4 cage

showed signs of ball con-

tact in the visible area but

did not indicate high wear.

Test 3070501. This test

was planned for LO z run

tank depletion which is a

long duration run of 20 to

25 minutes. The Bearing 3

outer race temperature mea-

surement (T1006) was re-

placed and its redline was

reactivated. The test was

successfully completed on the first attempt and

approximately 22 minutes of runtime at 30,000

RPM was obtained.

Test parameters and selected operating condi-

tions were shown in Exhibits 234 and 235.

Temperature and pressure profiles through the

tester are shown in Exhibits 242 and 243. The

temperature data was elevated about one degree

above the temperatures of the previous run due to

Exhibit 239 Pressure Profile for
BSMT Test 3070302

196

the LO 2 run tank warming

up slightly during the long

duration run as normal. The

temperature trends through

the bearings did indicate that

the inboard bearings were

generating approximately

15% more heat. This could

have been caused by the

bearing surfaces degrading

and increasing the coeffi-

cient of friction.

The borescope examina-

tion of the bearings showed

thatBearing 1 hadballs with

wide light brown load tracks

TP00-1017
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Exhibit 240 Temperature Profile for
BSMT Test 3070401

but no evidence of Teflon transfer. The surface

of the balls was still fairly smooth. The cage was

in good condition with no evidence of wear in the

pockets visible. The cage of Bearing 2 was also

in good condition. The silicon nitride balls of

Bearing 2 did have white smears of Teflon. Only

two balls showed light narrow tracks on their

surface. Bearing 3 balls, however, did show

signs of the increased heat generation. They had

dark splotches all over their

surface but the surface was

still smooth. It is believed

that the race surfaces may

be degraded but cannot be

seen with the borescope.

The cage of Bearing 3 still

showed no signs of wear.

The surface of Bearing 4

balls had a "frosty" appear-

ance indicating a roughened

finish. They also had me-

dium brown tracks in ran-

dom paths over the surface.

No evidence of wear in the

cage pocket was visible with the borescope.

Test 3070601. This test was planned for a LO 2

run tank depletion long duration run at 30,000

RPM. However, the test was cut early by speed

sensor RPM2 reading high. It was determined

that the sensor had gone bad after approximately

700 seconds at speed. Since the test lasted almost

half the planned time it was decided not to

recycle the test.

2
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Exhibit 241 Pressure Profile for

BSMT Test 3070401

The test parameters and

selected data were provided

in Exhibits 234 and 235.

The temperature and pres-

sure profiles through the

tester are shown in Exhib-

its 244 and 245, respec-

tively. The test results were

very similar to the data from

the previous test in which

the heat generation across

Bearing 2 was elevated

slightly compared to ear-

lier tests. The heat genera-

tion across Bearing 3 was
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from the previous inspec-

tion. Bearing 1 cage was

still in good condition. The

balls of Bearing I did show

that the light brown track

were getting a roughened

"frosty" surface. The sili-

con nitride balls of Bearing

2 looked even cleaner than

the previous run (3070501).

The balls had only an occa-

sional metallic speck on
_v,_vo_D

their surface. The cage of

Bearing 2 showed no evi-

dence of wear. Bearing 3

had dark brown to black splotches on the ball

surfaces with no definite tracks. The cage, how-

ever, looked to be in good condition. Bearing 4

balls still had the "frosty" brown tracks but the

cage was still in good condition.

Exhibit 242 Temperature Profile for
BSMT Test 3070501

back down to its previous level prior to Test

3070501. The viscous inlet vortex work on the

load end of the tester was increased. This was due

to T1001 reading 2°F lower than in previous

runs. This measurement was suspect since it was

reading 3°F colder than an upstream reading. Test 3070702. This test was planned for a full

The borescope inspection showed thatthe duration LO 2 run tank depletion run at 30,000

bearings' appearance had not changed much RPM. The first attempt (3070701) was cut after

2
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MANIFOLD
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Exhibit 243 Pressure Profile for
BSMT Test 3070501

approximately 150 seconds

at speed by RPM2 reading

high. The instrument was

judged to be faulty because

all other instrumentation

showed no anomalies. The

redline was changed to

RPM1002 and the test was

recycled. The second at-

tempt was successfully run

to LO 2 depletion, but un-

fortunately at that time the

run tank was less than half

full. Only 380 second at

speed was accumulated on

the second run.
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Test parameters and selected data were shown

in Exhibits 234 and 235. Illustrated in Exhibit

246 and 247 are the temperature and pressure

profiles through each end of the tester. The mea-

sured parameters were again very similar to the

previous test except for the pressure drop and

heat generation across the load end bearings. The

load end pressure drop increased- 10% while the

heat generation decreased

by 10%. This phenomenon

was not understood at the

time since it was believed

for the BSMT that higher

pressure drops cause higher

loads and more heat gen-

eration.

The borescope examina-

tion of Bearing I again

showed the brown "frosty"

tracks on the balls. The

cage was in good condition.

Bearing 2 components

looked very good. The ball

surface had almost no marks and the cage showed

no wear. Bearing 3 balls, however, had dark

brown bands or tracks over most of their surfaces

but the cage was still in good condition. The balls

of Bearing 4 had "frosty" brown tracks all over

their surface. Evidence of ball to cage contact in

the fore and aft position was visible on the

Bearing 4 cage but was not excessive.

450
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-410
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NET' mS:mR BE'rv_ " _ ¢xn_-T
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Exhibit 245 Pressure Profile for
BSMT Test 3070601

Test 3070801. The test

was scheduled for a full

duration LO 2run tank deple-

tion at 30,000 RPM with

700 lb (3100N) radial load

per bearing. The test was

cut after approximately

1000 second at speed by

T 1005 (Bearing 2 outer race

temperature) exceeding the

-220°F (133K) redline. The

data was reviewed and the

temperature spike was

judged to be real.

Shown in Exhibits 234

and 235 were the test pa-
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rameters and selected data. The temperature and

pressure profiles through both ends of the tester

are shown in Exhibits 248 and 249, respectively.

Comparison of this test data to the data of previ-

ous runs in this series showed virtually the same

temperature and pressure trends. However, to-

ward the end of the run the inlet fluid tempera-

tures were increasing due to the fluid in the run

tank warming up. This caused all of the other

I11
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m

Q.

45O

44O

430

42o

410

4OO

_°--.o°°°...

....::.------- \

INLET TESTER
MANIFOLD INLET BEA,cb'NGS

temperatures in the tester to

increase correspondingly.

The outer race temperature

readings of the inboard bear-

ings had risen to -222°F

(132K) when Bearing 2

measurement spiked over

the -220°F (133K) redline.

The pressure reading be-

tween Bearings 3 and 4 was

measuring fluctuations of

10 psi (70 KPa) early in the

run but then stabilized to a

gradual rise of about 5 psi

(35KPa) over the remain-

der of the test. These pres-

sure anomalies are indications of bearing degra-
dation.

After the test, the bearings were inspected

through a borescope. Bearing 1 cage was in good

condition. The balls had brown tracks in random

orientations. Bearing 2 balls had white to silver

colored smears but the surfaces were still smooth.

The discoloration of the silicon nitride balls

could have been caused by wear debris from the

.... •IP--° Load-.

TES_=R

OUTLET MANIFOLD

Exhibit 247 Pressure Profile for
BSMT Test 3070702

2O0

races. It was reported by

the test technicians that

metallic particles were cap-

tured in the downstream

fluid filters after this run.

The cage in Bearing 2 had

no visible signs of wear.

The balls of Bearing 3 had

the same dark brown tracks

that were seen after the pre-

vious run. One ball had a

small defect observed on

the surface that is suspected

to be a tiny spall. This de-

fect was later verified after

TP00-1017
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Exhibit 248 Temperature Profile for
BSMT Test 3070801

tester disassembly. Bearing 3 cage showed no

signs of wear. Bearing 4 looked much the same

as after the previous run with brown tracks all

over the surface of the balls and possibly only

slight wear in the cage pockets.

onds was accumulated at

30,000 RPM before the cut.

The reason the race tem-

perature exceeded the

redline was because the LO 2

was getting low in the run

tank and the inlet fluid tem-

peratures were increasing.

The test parameters and

selected data are shown in

Exhibits 250 and 251 along

with data from previous runs

in this test series. The tem-

perature and pressure pro-

Test 3070901. This test was planned forLO 2run

tank depletion. The test was cut by T1006 (Bear-

ing 3 outer race temperature) exceeding the -
were not actually oscillating since not all the

220°F (133K) redline. Approximately 1130 sec-

440

O.

tu

tU
gg
n

410

INLET
MANIFOLD

files through the tester are shown in Exhibits 252

and 253, respectively. The data trends were very

similar to the previous run. However, the abso-

lute value for most of the fluid temperature

measurements were oscillating in a sine wave

pattern with a peak to peak variation of approxi-

mately 2°F. This phenomenon was due to instru-

mentation problems and the fluid temperatures

Exhibit 249 Pressure Profile for
BSMT Test 3070801

coolant temperatures in the

flow path exhibited the os-

cillations.

After the test, the bear-

ings were inspected through

aborescope. Bearing 1 balls

were a dark silver color w ith

narrow brown tracks. The

ball surfaces were still rela-

tively smooth. The cage was

still in good condition with

no visible signs of degrada-

tion. The balls of Bearing 2

had either one or two wide

brown tracks but the sur-

face appeared to be smooth.

No wear on the cage could

TP00-1017
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be seen. Bearing 3 ball had several narrow brown

tracks in random patterns on their surface. The

spail which was first seen after the previous run

had not grown in size. The Bearing 3 cage was

still in good condition. Beaing 4 balls looked

much the same as previously with a "frosty"

brown finish over the entire bail surface. The

cage appeared to still be in good condition.

Test 3071001. This was the ninth rotational

test in this series and was scheduled for LO 2 run

tank depletion at 30,000 RPM with 700 lb radial

load. The test was cut after about 730 seconds at

speed by bearing 3 outer race temperature mea-

surement (T 1006) exceeding the -220°F (133K)

redline. The T 1006 measurement was averaging

about -222°F (132K) but was erratic during the

entire run. This erratic outer race measurement

was an indication that the bearing was in de-

graded condition.

Test parameters and selected data for this test

were shown in Exhibits 250 and 251. The test

data showed that the coolant temperature across

Bearing 3 were increased compared to previous

runs. This trend can be seen in the coolant

• ; ' TESTNUMBER

.., ,

TwtP_nmemt 3070302 3070401 3070501 307(3#o011 3070702_ 307080' 3070901 3071001 3071101 3071201

S;'._t Spxd (P,F_ _),000 :lO,000 =0,100 _0,I_ 30.100 30,000 30.000 30,0OO 30,C00 30,_0

'Time.,* Speed {N¢) 300 3_0 , 1329 700 380 1000 1130 730 32 E_

i

Flow I_m IIl_'_x:) 11.4 1.4 ! 11.4 t.4 li,4 11.4 r.A 11.4 I1.I S.4

Brg #4 Inlet Temp (_F)

T1018 -2,1i3 -242 -242 -242 -242 -242 -242 -243 -243 -242

Bem_ B_ S & 4 ('F)T1024:241 ..... -240 -240 -232 .2_ .2_ .2_g .240 -23s) .232

Bro 13 Cu'det Temp ('F)

T1011 .233 _ ._ .23_ .231 .a3_ ._ ._3_ ._2 ._

TI12'I : -242 -242 -_41 -241 -241 .241 .241 .242 :,244 -242

TImp Ea_mn Bflle ! & 2 ('F) . i I

TI02S :-I"_I ._: -237 .237 .237 -2_s .23s .237 .2_7 .2_?

Gr 0 12 Oueet Temp ('F")

TI09"J' ._J3 ;232 .291 -2'31 -2_t2 -231 -231 -232 .232 -232

Tiller Inlel TImlP [*F) • :

T:OOt .2. -2u' :_ -2ee -2s_ -2u -_7 -_s_ -2s? ._s?
TtO_ .26.s -2114 _ .264 .264 .283 -263 -284 -265 .2¢14

Tesw O_ Te_ IF)

T10(_ -234 -234 ._4 -234 .234 .23,1 -233 .234 -235 .234

Teller Inlet Proem ('1_ "

PAIO01 444 444 445 445 447 445 444 446 47_ 444

PAl002 444 444. 444 446 442 446 444 448 444 445

Teeter Ou_l _ _r_g)

PA100_ 405 404 401 404 40e 404 406 408 408 407

P1CO4 404 411 40g 411 44_9 411 412 420 410 40g

T_llue ['In,-_ :"" 13,1M ' l_l,llO_ 1:1,1100"' I_,,III0 I 1,7"_ I.'*,7'30 IlI,_ 13,1100 I 4,000 13,NO

Brll IM O,R. T_ap l'l_ '

"1"1004 (TAIOGI) • -gIN (-237) -212 (-23Sl .Ira (-235) .2111 (-234] -2311 (.2s._ -260 (.23,1', -2S0 (-2_13) -242 (-2351 -261 (-24Sl -2110 (-233)

B'g _ O.R. Temp {'F)

, T_I_ frAl_ -230 (-::_1) -229' (-234_ -221 (-2331 -226 (-23,_ -235. (-233) -2211 (-232'. -225 (-232) -22_4 (:233) -_27 (-234) -222 (-233)

er0 _S O,R. T,m_ ('t')

T_O0_(TA_00q , "_ I'._ -222 (.2"_) -_,4(.:_) .;_4 (._ ._,S(.2_ -_s (-_=,, -2_(-:_ -_ (-2_) i -_S t.2"_ -2_ (-_

Brg N O.R. Temp (* .F')

T1007 (TAI007) -263 (.242) -262 (-241) .261 (.232) .21;I (-239'1 -261 (.239_ .261 (-2M] -261 (-2381 -261 (-237) ] -262 (-241) -261 (-2381

Exhibit 250 BSMT Test Conditions and Selected Data (Test 3071001)
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PARAMETER 3070302 3070401 3070501 3070601

• Delta Temp Acfou

T10_2-TI021 ;10.0 10.0 10.0 10.0
T1019-TI013 11.0 I0.0 11.0 11.0

• DellaTamp Aoro_
IB_1 ('F)
T1023-TI021 5.0 5.0 4.0 4.0
S,g2
T1022-T1023 "5.0 5.0 e.o 0.0
_3
T1019-T1024 8.0 8.0 g.0 8.0

_4
TlO24-TI018 3.0 2.o 2.0 3,0

i'-' ,,

• Brg Otaw Race Temp

Fluid Inlet Tlmap ('F)

TA1004-1"t 021 5.0 7.0 6.0

B_g2
Tt005-TIO23 8.0 1o.o 9.0
_3
T1006.TI024 {'I'A1006-T1024) _ 20.0(51 le.o(e) Is.o(6)
em4
TAloo7-TI018 1.0 1.0 3.0

• H_, C,_wa_ (B_) .....

3070702 3070801 3070_C1 3071001 3071101 3071201

9,0 10.0 10.0 10.0 120 10_0

11,0 11.0 11,0 12.0 11,0 11.0

4.0 50 5,0 5,0 70 5,0

5.0 5.0 50 5.0 50 5.0

8.0 8.0 8.0 _.0 7r0 8.0

3.0 3,0 3.0 3,0 4.0 3,0

7.0 5.0 7.0 8.0 7.0 1.0 g.O

11.0 12.0 10.0 11.0 13.0 10.0 14.0

15.0 14.0 14.0 15.0 18.0 140 _0

3.0 3.0 4.0 40 6.0 2.0 6.0

/¢roM

_r_1 ' 14,3 14.8 11.7 11.8

2 14.3 14.8 17.5 17.7

23.1 23.2 26.2 23.3
8,7 5.7 5_8 8.8

_.6 _.6 292 _.5

31,8 _.0 _0 _.1

_ _.8 _.5 _.7

2 3 3 3

• HeelGenerated Acto,,,

Big 1&2

B_3_4

• Inlet voaex W_k (6_ec)

Drive

• I:_mum _ (l_l)
Bg 3
_4

3_ 36 37

65O _ 7O0 7OO

11,8 14.6 14.7 14.7 19.9 14,3

14.7 14.8 14.9 14.8 14,6 14,6

23.4 23.8 23.3 26,2 20,3 23.2

8.8 8.7 8.7 8.6 11.4 8.8

_.5 _.4 _.6 _.5 _.5 _.9

_2 _.5 _.0 _.8 31.7 _,0

_.6 71.4 71.6 _.5 _.0 _.8

_.7 57.8 57,8 57.8 _.5 _.5

3 3 6 12 2 2

33 35 32 28 34 38

41 37 3_ 38 68 37

36 38 38 40 36 38

37 38 38 38 40 38

7OO 7OO 7OO 7OO 7OO 7OO

Exhibit 251 BSMT Test Parameters Comparison (Test 3071101)

temperature profile through the tester shown in pits or spalls observed. The cage of Bearing 2

Exhibit 254. There was also in increase in the appeared in good condition. The appearance of

pressure drop across Bearing 3 compared to the the Bearing 3 balls was generally good. There

previous run. The pressure profile through the

tester is shown in Exhibit 255.

The bearings were examined through a

borescope after the test. Bearing 1 balls were a

dull dark silver color on the surface with random

brown tracks and the cage appeared to be in good

condition. The balls of Bearing 2 had one distinct

wide brown track with random narrow brown

bands. Their surfaces were still smooth with no

were dark brown to black tracks with very fine

shiny particles in the tracks. The tracks formed

random patterns on the balls. The suspected spall

that was observed after the two previous runs was

not visible after this run. The Beating 3 cage was

still in good condition. The Bearing 4 balls were

still "frosty" gray with no definite track patterns

visible. The Bearing 4 cage showed no signs of

degradation.
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KPa). All temperature mea-

surements were reading nor-

mal giving no indication of

what the problem could have

been. It was decided to at-

tempt the test again.

The second attempt at this

test (3071102) was cut be-

fore reaching speed by exit

cavity pressure (PAl003)

reading low. The cause of

the low tester pressure was

that Bearing 1 inlet coolant

thermocouple (T 1021) had

Exhibit 252 Temperature Profile for
BSMT Test 3070901

Test 3071101. This test was scheduled for blown out of its retainer allowing the coolant to

LO2 run tank depletion at 30,000 RPM and 700 escape the housing. The T1021 thermocouple

lb (3114N)radial load per bearing. The test was was also the cause of the high pressure drop

cut prematurely after about 32 seconds at speed problem during the first attempt at this test. Itwas

due to the pressure drop across the load end

bearings (P33) exceeding the 80 psi (552 KPa)

redline. The"quick look" data was reviewed and

the high reading was verified to be real. The

pressure drop across the drive end bearings was

reading the normal value of about 40 psi (276

450
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Iltl
{lg

420

(R
Ul

G.

410
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\

w_...B, oo_

\

INLET TESTg_ _ TESTI_
MANIFOLD INLET BEARINGS OUTLET

believed that the thermocouple had backed out

from its proper position at the pitch diameter of

the bearing. In its proper position, the thermo-

couple limits the amount of preswirl of the fluid

in the inlet cavity before the coolant enters Bear-

ing 1. When the thermocouple backed out of the

inlet cavity, the vortex or

preswirl was increased caus-

ing a higher pressure gradi-

to_Em _ ent between the inlet and

_e,o exit pressure readings.

Exhibit 253 Pressure Profile for
BSMT Test 3070901

The test parameters and

selected data for this test at

speed were shown in Ex-

hibits 250 and 251. The

temperature and pressure

profiles for the first attempt

at this test are provided in

Exhibits 256 and 257, re-

spectively.

4OO
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Exhibit 254 Temperature Profile for
BSMT Test 3071001

The bearings were inspected through a

borescope after the test. The bearings did not

appear to be damaged by the anomalies of this

test. Bearing 1 had random golden tracks on the

balls. The cage was in good condition. The balls

of Bearing 2 had dark brown tracks with silver to

white splotches over the surface. It was specu-

lated that the silver color was 440C material on

the silicon nitride balls. Bearing 2 cage was in

450

_, 440

430

ul

42o

410

4OO

p. ........... .o \
.... •,i_o°°

good condition. Bearing 3

balls only had dark brown

tracks, no white material

seen in Bearing 2. Bearing

3 cage also appeared to be in

good condition. The bails

of Bearing 4 still appeared

"frosty" gray with only ran-

dom light golden tracks.

Bearing 4 cage looked in

good condition.

This was the eleventh ro-

tational test in this series.

The test was planned for LO 2

run tank depletion at 30,000

RPM with 700 lbs (3114N) radial load per bear-

ing. The test was terminated by Bearing 3 outer

race temperature measurement (T 1006) exceed-

ing the new redline for this test of-215°F (136K).

The amount of test time accumulated for this run

was approximately 600 seconds. The T1006

measurement was erratic during the entire run

which was an indication of a degraded bearing.

m
t.OAD EI_)

DRtVE B_ID

_=sma _ rmrm
INLET BEARINGS OJTtET

Exhibit 255 Pressure Profile for
BSMT Test 3071001

The test parameters and

selected data for this test

were provided in Exhibit

250 and 251. The tempera-

ture and pressure profiles

through the tester are shown

in Exhibits 258 and 259,

respectively. All the pa-

rameters looked normal for

this test except for the el-

evated temperature of the

Bearing 3 outer race.

The borescope inspec-

tion showed the bearings to

be in much the same condi-

tion as after the previous
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Exhibit 256 Temperature Profile for
BSMT Test 3071101

test run. Bearing 1 still had the random golden

tracks on the surface of the balls and the cage was

in good condition. Bearing 2 had a dark brown

track on each ball. A few metallic specks were

also present on the ball surfaces. The cage of

Bearing 2 appeared in good condition. The balls

of Bearing 3 had no brown tracks but rather had

dark gray to black smears and their surfaces

appeared to have a "frosty" finish. The cage of

.... ,,° t
--.°°°_

LOST

_EMENT

%

h
o-%

\
\

%
\

\

Bearing 3 looked to be in

acceptable condition. Bear-

ing 4 looked much like

Bearing I with random

golden tracks on the balls

and a good cage.

The following two tests

were attempted with Unit 3

Build 7. The bearing con-

figuration for this unit con-

tained Battelle cages in all

four bearings, silicon nitride

balls in the inboard bear-

ings and 440C stainless steel

balls in the outboard bear-

INLET "W=STER BETY_I3B_

MANIFOLD INLET BEARINGS

ings. The main objective of this test series was to

verify the operation of the Battelle cage sub-

jected to large ball excursions similar to those

predicted for the SSME HPOTP pump end bear-

ings. Radial load was applied to the tester to

produce the desired ball excursion in the out-

board bearings. Eleven rotational tests were

previously completed and the accumulated run

time at 30,000 RPM was more than twice the

[XqlVEEND

..... o---- LOAD END

!

"IF.STER OUTLET
OUTLET MAN1FCX.D

desired service life of the

cage. The following tests

addressed a second objec-

tive. This objective was to

determine how much run

time at 30,000 RPM the

silicon nitride balls in the

inboard bearings could ac-

cumulate, under the high

contact stresses caused by

the radial and parasitic pres-

sure loads, before signs of

degradation on the balls

were visible.

Exhibit 257 Pressure Profile for
BSMT Test 3071101
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Exhibit 258 Temperature Profile for
BSMT Test 3071201

Summary of Tests 3071301 and3071302

This test was planned for a speed of 30,000 RPM

and a maximum time duration allowed by the run

tank capacity which is approximately 20 min-

utes. A radial load of 700 lbs (3115N) per bearing

was applied when the shaft speed reached 15,000

RPM. The first attempt was terminated by Bear-

ing 3 outer race temperature exceeding the redline

value of -215°F (136 K) before the test speed of

450,

440,

430,

I1,1

420
u)

Ul
n,.
L -

410

4OO

30,000 RPM was reached.

The test was recycled and

attempted again but with the

same results. Studying the

"quick look" data indicated

that the Bearing 3 outer race

temperature measurement

was real and would not level

off below the redline. It was

decided to borescope the

tester to visually inspect the

bearings in an attempt to

identify the reason for the

rapid temperature rise of this

bearing.

The borescope inspection after the test at-

tempts showed all the bearings to be in relatively

good condition. All of the Battelle cages were in

excellent condition. The balls of Bearing I were

smooth with random light golden tracks. Bear-

ing 2 balls had dark brown tracks that formed a

smeared pattern. The balls also had what ap-

Peared to be tiny metallic specks on their surface.

The balls of Bearing 3 had wide dark brown

IM.ET TES'IER BEIVd3_ "IESTBa o.m.Er

MhNIFOI.D INLET BEARINGS OUllJET MANIFOLD

tracks with a speckled tex-

ture. It appeared that this

bearing did actually get hot,

but the cause was not evi-

dent. Apparently the race

surfaces were degraded

causing a higher coefficient

of friction. However, this

could not be verified since

the tracks of the races are

not visible in the borescope.

Bearing 4 balls had a

"frosty" finish with a light

golden color.

Exhibit 259 Pressure Profile for
BSMT Test 3071201

207
TP00-1017



= .

= :

==

J

W

m

J

7__

Summary of Tests 3071401 and 3071402.

Another test run was planned since the bearings

still appeared to be in relatively good condition.

This test was planned with colder coolant inlet

temperature. The colder LO2 was used in an

effort to lower the operating temperature of the

Bearing 3 outer race below the redline value. All

other operating parameters were the same as in

the previous test. The first test attempt was cut

after only a few seconds by the shaft torque

(TQ 1) breaking the high redline. Reviewing the

data showed that the shaft speed measurement

(RPM1004) did not indicate the speed increase.

RPM1004 was used by the automatic speed con-

troller and, since it showed no speed the control-

Ier kept increasing the speed until the torque

required to turn the shaft exceeded the redline,

The test technicians discovered that the sensor

had become disconnected. The RPM 1004 sensor

was reconnected and the test was repeated. The

speed controller worked properly and the radial

load was applied at 15,000 RPM. Before the

30,000 RPM test speed was reached, the Bearing

3 outer race temperature (T 1006) broke the high

redline and cut the test. The tester was borescoped

after the test but no visual differences were

observed in the bearings' condition from the

previous test. It was decided to conclude this test

series and disassemble the tester. The bearings

were later inspected after disassembly to assess

phosphorus structure with Salox ball pocket in-

serts. Due to the web structure thickness, the

number of ball pockets for this cage design was

reduced from 13 to 12. Also, the cages used in

this test had oval ball pockets to simulate the

pocket clearance of the HPOTP 45mm pump end

bearings. The outboard bearings (Brgs 1 and 4)

were the test bearings for cage pocket loading

because the shaft loading on these bearings pro-

duced the most ball excursion. The outboard

bearings were installed with 440C balls because

they produce higher ball excursions than silicon

nitride balls. The inboard bearings (Brgs 2 and 3)

were installed with silicon nitride balls to with-

stand the severe loading on them which was

required to produce the desired loading on the

outboard bearings. The shaft loading was similar

to the previous test series (Unit 2 Build 14),

however, the maximum steady-state contact stress

was slightly higher due to the reduced number of

balls used with the Battelle cage. A complete

description of the bearing configurations is pro-

vided in Table 1.

This was one of a series of tests conducted in

the MSFC Bearing and Seal Materials Tester

(BSMT) to evaluate rolling element bearings,

seals, and advanced or alternate bearing and seal

materials. Tests were conducted in environ-

ments similar to those in flight engine turbopumps.

These tests were conducted in order to find the
their condition.

- most promising designs and materials to be fur-

ther demonstrated in a test bed engine and ulti-

5.6 Unit 3, Build 7 Summary .... mately incorporated into flight engine
The primary purpose of this test series was to

turbopumps. A cross section of the BSMT is
demonstrate the successful use of the Battelle shown in Exhibit 260.

cage in a bearing operating with h!gh ball exCUr-

sions under environmental operating conditions

similar to the HPOTP. These cages were de-

signed and manufactured by Battelle Columbus

Laboratories. This cage design utilizes a bronze/

Highlights. This test series consisted of eleven

rotational tests. Maximum run time for a test was

limited to approximately 22 minutes due to the

capacity of the LO2 run tank. Approximately

208
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Position I (Load End):

Position 2 (Load End):

Position 3 (Drive End):

Position 4 (Drive End):

P/N RS007955-261 S/N 14

Inner Race, 440C, Curvature 0.55
Outer Race, 440C, Curvature 0.53

12 Balls, 440C, Diameter 12.7 mm (0.5 in.)
Cage, Bronze/Phosphorus with Salox Pocket Inserts

Internal Clearance, 0.1549 mm (0.0061 in.)

P/N RS007955-261 S/N 18

Inner Race, 440C, Curvature 0.55
Outer Race, 440C, Curvature 0.53

12 Balls, Si3N4, Diameter 12.7 mm (0.5 in.)
Cage, Bronze/Phosphorus with Salox Pocket Inserts

Internal Clearance, 0.1549 mm (0.0061 in.)

PIN RS007955-261 S/N 8687047

Inner Race, 440C, Curvature 0.55
Outer Race, 440C, Curvature 0.53

12 Balls, Si3N4, Diameter 12.7 mm (0.5 in.)
Cage, Bronze/Phosphorus with Salox Pocket Inserts

Internal Clearance, 0.1549 mm (0.0061 in.)

P/N RS007955-261 SIN 8687054

Inner Race, 440C, Curvature 0.55
Outer Race, 440C, Curvature 0.53

12 Balls, 440C, Diameter 12.7 mm (0.5 in.)
Cage, Bronze/Phosphorus with Salox Pocket Inserts
Internal Clearance, 0.1549 mm (0.0061 in.)

• All 440C components were dry film lubricated when new with Lubeco 905,

which is a proprietary lubricant applied by the Lubeco Company.
• The SiaN4 balls were TSN-03H manufactured by Toshiba.

Table 1 BSMT Unit 3 Build 7 test Bearing Configuration

110 minutes of run time was accumulated at the

nominal test speed of 30,000 RPM. The first

rotational test was run with incremental speed

increases to identify any tester assembly defects.

The power required to rotate the shaft was in-

creased approximately 7 % from the previous test

(Unit 2 Build 14). This was partly due to the

increased ball excursion of the outboard bearings

with the 440C balls. Between tests, the Battelle

cages appeared to be in good condition as seen

run times, load configura-

tion, and calculated Hert-

zian contact stresses are pre-

sented in Table 2.

Operating Summary. Unit

3 Build 7 test series experi-

enced an unusually large

number of instrumentation

problems. Six test attempts

were cut by instomentation

malfunctions. The Bearing

3 outer race temperature

(T 1006) caused the first cut.

Based on the behavior of

the reading it was judged

that the thermocouple had

gone bad. Two false test

cuts were caused by a drive

train speed sensor (RPM2)

giving falsely high readings

compared to other speed

sensors. Two runs were cut

by pressure readings. The

pressure drop across the load

end bearings (P33) cut high. The data were

reviewed and no bearing problems could be

detected, so the test was recycled. On the next

attempt, the tester exit pressure (PAl003) cut

low, because the inlet coolant temperature probe

(T1021) had backed out of its retainer allowing

coolant to escape. It was verified from further

review of the data that T 1021 had moved slightly

in the previous test attempt allowing more inlet

coolant preswirl causing the pressure drop across

through the borescope. The inboard beatings, the bearings to be higher than normal. Another

however, showed signs ofdegradatlon" dunngii the test attempt was cut by ahl'ghtorquereading. The

later tests. Outer race temperature of Bearing 3 reading was real and the high torque was caused

was erratic and exceeded the redline cutoff termi- by the shaft being oversped due to the controller' s

nating two tests. Borescope inspection showed speed sensor (RPM1004) being disconnected.

that one ball of Bearing 3 had a slight spall. The

209
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Exhibit 260 Tester Configuration with Temperature Instrumentation

Six test attempts were legitimately cut by Post Test Bearing Condition. Visual inspec-

bearing anomalies. During the seventh rotational tion of the bearings was performed after tester

test, Bearing 2 outer race temperature exceeded disassembly and their condition is graphically

the -220 °F (133 K) high redline. Visual inspec- represented in Exhibits 261 through 264. Bear-

tion of the bearing during post test borescope ing 1 is represented in Exhibit 261 and shows

inspection indicated no bearing damage and test-

ing was continued. During the ninth rotational

test, Bearing 3 outer race temperature (T1006)

exceeded the high redline. Borescope inspection

that the races were in very good condition. The

inner race had a smooth contact path with good

wide Salox transfer film. The outer race had a

smooth track but only a narrow band of Salox

showed only slight degradation of the bearing transfer film. The cage was in excellent condi-

and testing was continued. However, no more tion with no structural damage visible. The

successful runs were obtained due to Tl 6 pockets showed moderate contact biased to the

exceeding the high redline before test speed was upstream side of the cage. The 440C steel balls

reached even when the value of the redline was of this bearing were in good condition with

increased to -215 °F (136 K) and 15 °F(8 K) bronze Salox tracks covering most of their sur-

colder inlet coolant was used. face. Bearing 2 races, shown in Exhibit 262,
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Test Test Speed Time at Test Total Rotation
Number (rpm) Speed (see) Time (See)
03070201 15,000 150 690

25,000 100
28,000 125
30,000 130

03070302 30,000 300 450
03070401 30,000 300 440
O3070501 30,100 1320 1440
03070601 30,100 700 840
03070702 30,100 380 540
O3070801 30,000 1000 1130
03070901 30,000 1130 1300
03071001 30,000 730 870
03071101 30,000 32 180
03071201 30,000 600 745
03071302 30,000(planned) 0 140
03071402 30,000(planned) _ 140

TOTAL 6997 8905

• Total time at shaft speeds at and above 25,000 rpm was 8,385 seconds.

• Total time at speeds of approximately 30,000 rpm was 6,622 seconds.

• Preload was increased from the usual 4448 N (1000 lb) to 5800 N (1300 lb) to
maintain axial loading on the outboard bearings while under radial bad.

The estimated average axial load on the inboard bearings (Brgs 2 and 3) operating in
LO2 was 9785 N (2200 lbs) caused by the pressure differential across the load end
bearing carriers and the remaining preload in the outboard be,afings (Brgs 1 and 4).
The resulting average axial load on the outboard bearings was 3000 N (675 lbs). A
radial toad applied to the bearings of approximately 3025 N (680 lbs) per b6.ming.

• The maximum estimated sustained Contact stresses were: --

Brgs 1 and 4 Brgs 2 and 3-
Inner Race 2.4 GPa.(348 ksi) - -3.5 GPa (508 ksi)
OuterRaee - 2.1 GPa (304 ksi) 2.9 GPa (420 ksi)

Table 2 Run Time and Test Speed of Unit 3 Build 7

were not in as good condition as the Bearing 1

races. The race distress was due to the high

contact stresses caused by the heavy load and

hard silicon nitride balls. The inner race had

severe spalling of material in the contact tracks

and the Salox film was a very dark bronze color.

The outer race also had the dark Salox film and

spalling appeared to be beginning. The outer

race track had some eccentricity due to the radial

load. Bearing 2 cage was in good condition with

moderate ball contact. The silicon nitride balls

had a smooth surface with dark bronze tracks.

There were no "traction cracks" on their surface

as was noted in the previous test series (Unit 2

Build 14) with silicon nitride against an Armalon

cage. Exhibit 263 depicts the inner race of

Bearing 3 and shows the very severe spalling that

occurred almost continuously around the race.

211
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The outer race had minor spalling and heavy

debris denting. The outer race also had a dark

bronze track low in the raceway and a light

bronze colored track up near the shoulder. The

cage had very light wear in the pockets on the

upstream side. The silicon nitride balls of Bear-

ing 3 were in relatively good condition with dark

brown bands and a spall or pit in one ball.

Bearing 4 inner and outer races, shown in Ex-

hibit 264, had a very similar appearance. The

tracks had a matte surface finish with light bronze

color low in the raceway and brass color on the

upper edge. The cage had light contact in the

pockets mostly on the upstream side. The steel

balls of Bearing 4 were in good condition with

dark bronze colored tracks all over their surface.

Table 3 provides the weight loss and dimen-

sional changes of all the bearing components.

However, wear losses were difficult to measure

due to the Salox transfer film.

Test Data Summary. Test conditions and de-

rived parameters for all tests in this series are

provided in Tables 4 and 5. Typical coolant

temperature and pressure profiles through each

end of the tester are shown in Exhibit 265 and

266. Exhibit 265 shows two anomalies that

occur in the temperature measurements. These

are the tester coolant outlet (T1003) reading

below the bearing outlet temperature measure-

ments (T 1019 and T 1022) and Bearing 1 and/or

Bearing 4 outer race temperatures reading at or

below their inlet coolant temperatures. These

anomalies were believed to be caused by a slight

coolant leak past the outboard carriers affecting

the thermocouple readings of the outboard bear-

ings and the tester outlet. Also, there may have
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Exhibit 261 Visual Observation of Bearing 1 Components
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Exhibit 262 Visual Observation of Bearing 2 Components
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Exhibit 263 Visual Observation of Bearing 3 Components

213
TP00-1017

r_w



w

w

w

m

U

-±
m

m

= =

7----"

s'_ I i

\

_1_. _-_

I

z

q

_OsA

/_"/"

/ /

I

1

7

}o
fl

12.

_3

Exhibit 264 Visual Observation of Bearing 4 Components

been a 1 or 2 degree initial temperature bias in the

readings that was not compensated for in the

tables or profile plots.

The pressure profiles shown in Exhibit 266

indicate that the total pressure drop across the

bearing pair was near the normal level. However,

the plot also shows that most of this pressure

change occurred across the outboard bearing.

This can only be confirmed for the drive end

bearings since the load end bearings did not have

apressure measurement between their outer races.

The large pressure change across the upstream

closer to cage speed in the upstream bearing than

with the standard Armalon cages.

The pressure drop across each bearing pair is

plotted in Exhibit 267 as a function of accumu-

lated run time at 30,000 RPM. This plot shows

that the pressure drops were relatively consistent

from test to test except for Test 11 when the

bearing inlet coolant temperature thermocouple

backed out of position allowing a higher preswirl

in the inlet cavity. Exhibist 268 and 269 are plots

of the torque and power required by the tester as

a function of accumulated run time at 30,000

bearing has been observed in other tester guilds RPM. The torque and power required were very

which used the Battelle cages. The reason for the

upstream beating higher pressure drop may have

been that the fold over tabs of this cage design

had a greater effect on the swirl of the coolant

entering the bearing. Thus, the fluid was spun up

consistent and near the usual levels of previous

tests.

Observations. The performance of the Battelle

cages with the predicted increased ball excur-
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BSMT ANSLYSIS SHEET

PRETEST WT.

CAGE BALLS
OR IR CAGE BALLS BRG1 0.03 0.011 0.009

291.6 185.66 73.68 98.5 BRG2 0.02 0.026 0.0474
291 185.8 73.58 41.5379 BRG3

WT. LOSS
OR IR

0
ol

I,, o.2
0.1

0.04940.2 0.043
291.7 185.44 73.67 41.5386 BRG4 -0.27 0.0:3i 0.243
292.2 184.98 74.2 98.5

POS1-FEST WT.
73.669 98.491

41.490573.554
73.627 41.4892
74.169 98257

291.6 185.63
291 185.78

291.5 185.24
292.1 185.25

NO. OF BALLS

BALLDIA CAL. FEDERAL MEAS.

12

NEW DIAS PRETESTS
BRG1 BRC.-,3 BRC-,4

BRG1 BRG2 BRG3 BRG4 58 -95 -4
0.500062 0.500053 0.4998941 0.499995 62 -96 -14

POST TESTS DIAS
0.50005 0.499861 0.499641i 0.499958

3.7715-050.000191 527E-05

63
56
55
52
49
46
48

WEAR

-117
-4

-16

BRG2
66
68
65
65
61

i , , I

66
68
63
62
65
63
58
60
64
68
57
56

i

57
59
59
'63 -

64
65
59
6O
62

-114 -4
414 -25
-117 -16
-t15 -221.2E-05
-115 -15

SPECIAL NOTES: • 49 -118 - -12
-10-115

-115s u.oxONTI':IESEBALLS HAD
-54

WEAR NOS. ARE NOT ACCURATE FOR THIS CAS 47 -108 ' -15
BRG NO 3 DIAS ARE SUSPECT - -104 ._ :_-7

---- --I06 -3
-I02 .:2
-I06
-102
-91

45
49
50!
5O_ -7

7-49
• - _i -0.5

46 -109 -2
.... 51 -105 -5

51 -110 3
:52 -111 48

-5
-10

-11148

53 -105
58 -108 -4
60 -io9 -19

Table 3 Unit 3 Build 7 Component Wear Losses
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sions of the outboard bearings was excellent.

The cages showed no structural damage. How-

ever, because the axial and radial loads on the

bearings were not directly measured, the exact

amount of ball excursion could not be deter-

mined. Moderate cage pocket contact in both the

fore and aft positions of the pockets was experi-

enced by all the cages as indicated by hardware

observations.

This was the first test using the Battelle cage

with silicon nitride rolling elements. It appeared

that the Salox pocket inserts were less detrimen-

tal to the silicon nitride rolling elements than the

standard Armalon material due to the absence of

the "traction cracks" on the balls observed in

previous silicon nitride tests. Also, because the

Battelle cage required 12 balls instead of the

normal 13 the steady-state contact stress on sill-

con nitride balls was the highest ever tested in the

BSMT. As a consequence, there was only one

small spall detected on one ball. Ball wear was

near the usual silicon nitride level although the

Salox transfer film made measurement difficult.

This test series proved that the Battelle de-

signed cage is structurally sound for use in bear-

ing applications with high ball excursions. Also,

this test series showed that the Salox pocket

inserts are beneficial for use with the silicon

nitride rolling elements. Previous tests with

B attelle cages have proven that the S alox transfer

film is beneficial to bearings with steel rolling

elements as proved by their extended test lives.

However, this test series did not show a corre-

sponding increase for silicon nitride bearing life

when compared to silicon nitride bearings using

an ARMALON cage.
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_ r,%,'Meg8
.,3070S01 30"/0601 :10"/0703 _l_OlO i 30709_1 3o71001 ]OT1101 3071201

&4 6.4 _ &.,_ 6.4 6.4 6.4 6.4

°2_2.eo ._42.t_ -_2J_ -?.4_oo ._2,.oo ._3_ -_t3.oo -_Z_...

/

-2_1._ -_1_ / .=31._ -_1._ -:_l._ ._t;._ .:_._o -_I,_

-241.00 -2al.O0 -241.C0 -24 |.00 -_It,,_ -_l_t._G -244.00 -24_._()

-;!1 I.o0 ._l+OO -_ 7..oo -_ l.o_ -_ I.OQ -_..I-QO -_?.0o . .23zo¢

.26d,._ -_1.00 -_)CO -2f'/,.O0 -267.00 -2_._ -,_.00 -_7,00

-]d4._ 4164.00 -_m _nn +21_+00 -_M.I_ .2fd._O .261.00

*_4.oo -234-o0 -._.4_ -2)4.00 -233.oo -_4.00 .2s$.no .:D4,00

445 443 447 _45 444 446 476 444

_A4 4,46 442 44_ 444 4,11 444 4,4is

406 401. 4_6 _0_ 4o6 _ 401 40"/

409 411 41_ 411 41_ _ 410 409

U,IO0 O,lO0 I _"/";0 t l,'rM I l.?lo 13_"_ , t l,OOO 11,116o

._um f..2_ .'_ (Jm)) .",'_((_ JD6 (-=3_ -_ (._ 4_,4(.-=_31-22"_(-_4} .-,_s{._

m

-224 [-21W .22_ {*3SS) -d2S f-3SS -2_ (._s_) -2.24 {-2iS} -222 (-:041 -_ {-_4}1-219 {-23:K
i

+2_1(*2391)-_,t(._9) 4d.I(-23_, -261f-231D -26L(-2_ .2_1t'.23_ .'_,/._n[ .:,Ast._

Table 4 BSMT Test Colnditlons and Selected Data
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9.00

9.00
6,50 9.00 10.0( 10.0( 10.00 10.00 10.0( 9.0( 10.0( I0._ 10.0( 12.0( IO.OC

7.50 9.00 !1.0( 11.0( lO.OO 11.00 11.0( I1,0( 11.0( 11.0( 12.0( 11.01 II._

4.50 3.50 4.50 5.0C 5J_ 5.00 4.00 4.0( 4.0( 5.(K 5.00 5.00 7.00 5.00

4.50 ,3,00 4.50 5.0( 5.0( 5.00 6.00 6.00 5.0( 5.0( 5.00 5.00 5.00 5.00(3

7.50 0 7.00 7.5( 8.0( 8.00 $.00 9.00 8+00 8.00 $.00 8.00 9.00 7.00 8.00

1.50 , O 0.50 1.5( , 3.0( 3.00 2.00 ZOO 3.00 3.00 3.00 3.00 3.00 4.00 3.00

:4.50 _ ZOO 4.5( 5.0( 5.00 7.00 6.00 7,00 6.00 7.00 8.00 ZOO 1.00 9.00

6.0( _ 3.5( . 6.0( 7._ 8,._ 10.00 9.00 11.00 12.00 10+00 I1.00 13.00 I0.00 14.00

TI006-TI024(TAI006-TI02 12.0( ;} 12.5( 12.0C 13.00 200(6) 1S.0(6) 16.0(6) 15.00 14.00 14.(_3 15..00 18.00 14.00 20.00
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TAt007-TI018 -0.5( D -2,0( ,.0.5C 1.00 1.00 1.00 3.00 3.00 3.00 4.00 4.00 6.00 'ZOO 6.00

•Heal _ _m/see) ._ " ' _ _

Brl I 13.1C 3 I0._ 13.1C 14.BO 14.30 14.80 11.7( 11.80 11,80 14.60 14.70 14.70 19.90 14.30

Brg2

Brl3

Bre 4

•Heat Genenmd Acttm

B_ l&.7.

Bit 3&4

Inlet Vo_ Woti (Bta/tec)

l.md

Drive

Pfm,o Drop _+

B_3

Bt_4

B_ l&2

Br_ 3&4

• SubcooHne q_

. P._bl l.md _

13:1C I) g.6¢ 13:1C 14.80 14.30 14_ IT.5¢ 17.70 1430 14.80 14.9( 14.80 14.60 14.60

21.6C _ 19.'/t 21.6(] 23..._0 2330 23.2( 26.2_ 23.30 23.40 23.80 23.3( 26,20 20.30: 23.20

4.3C _ 1.4_ ,t.2_ 8.80 8.70 5.7C 5.8C 8.80 8.80 S.70 8.7( g,60 11.40 8+S0
'i+

26.2 : l&_ 26.20 29.60 28.60 29.6_ 29.f_ 29.5( 26,50 29.,40 29.6( 2P.._ 34.5( 28.90

25.9_ _ 21.1C 25,90 32.10 3lJlO 29,J_ 32J_ 32.1( _2.20 3__'2____ 32.0( 34.8( 313( 32.00

60.50 £ 55.0( 60_0 b'7,90 71.2( _35C 68.80 74.0( 71,,60 71,4,( 71.6_ 68.$C 63.0 68.80

55.00 :t 49.50 55.00 $8.20 60,5( ¢"_._ 60-_ 593C 60.'7C 57.8( 57+8_ 57.11_ _C 60.5(

2 2 2 3 3 3 3 3 6 12 2 21

29 35 35! 3] 35 :]5 35 33 35 32 28 34 36

33 37 3_ 39 36 39 37 41 37 38 38 68 37

31 35 Y_ 39 38 M 38 36 38 38 40 36 38

39 3S se 3a 3s 36 3_ 37 ss 3s . 3s 40 3s

650 650 65_ _ 700 700 700 700 700 700 700 700 70(3

940105DM1120

2

35

37

35

38

650

Table 5 BSMT Test Parameter Comparison
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6.0 m Liquid Hydrogen Bearing Test

Rig Support

The bearing seals and materials tester demon-

strated the value of actual cryogenic testing of

rolling element bearings for turbopump applica-

tions. Without the test program, ceramic bear-

Table 6 shows a summary of the various test

configurations that have been tested under this

program. Build zero was a shakedown build

using 2 ball bearings. Approximately 35 minutes

of rotational time was accrued during this build

various procedures were addressed to improve

ings would have never been considered as a safe axial load control on the bearings. Build 1 was

and reliable fix for bearing wear problems. How-

ever, the rig also highlighted the need for a

simpler test rig that reduced the logistics associ-

ated with bearing installation in the tester and rig

installation in the facility. Concurrently, with the

the first attempt to run the rig with ball and roller

beatings. Testing was terminated early due to

axial rubbing in the thrust piston.

Builds two, three, and four achieved the objec-

tives of the primary objectives of this test pro-
end of the BSMT program, MSFC was pursuing

acquisition of a fluid film bearing test rig. The gram. This objective was to investigate the

fluid film bearing tester was designed to operate

at high speed using a gaseous nitrogen terry

turbine. This is a very simple power source,

compare to the diesel engine and 23 tol gear box

required for the BSMT. The need for additional

rolling element beating testing, following comple-

tion of the BSMT program, prompted MSFC to

investigate the feasibility of modifying the fluid

film bearing tester to acquire rolling element

bearing testing.

The investigation showed that it was feasible

and practical to modify the rig to test bNl"_d

roller bearings in cryogenic hydrogen. Subse-

quently, the conversion of the rig to a rolling

element bearing test rig was undertaken and

completed. Later, testing was significantly more

"user friendly" than the BSMT. Hardware builds

could be accomplished by a two man crew, in-

house in the tribology lab. Baring run time orders

of magnitude more quickly than was ever dem-

onstrated with the BSMT. The new test program

was a resounding success and over 75,000 sec-

onds of test time have been achieved as of Janu-

ary 2000.

safety and reliability issues associated with sur-

face distress features, "river marks", that have

been observed in silicon nitride bearings after

removal from SSME turbopumps. The test ac-

complished under this program provided undeni-

able verification of the bearings to meet the

30,000 second design life with severe "river

marks". In fact, the bearings used in Build 3

already had been subjected to significant engine

tests time, including a high load event, prior to

installation in the rig. These bearings had major

"river marks" when installed in the rig. Build 3

demonstrated that these bearings still could

achieve an additional 30,000 second life test

cycle. In Build 4, an additional 30,000 second

test cycle was achieved on a new set of bearings.

Silicon nitride balls from a second manufacturer

were tested in this build. These balls also devel-

oped "river marks" but survived the test series is

in relatively good condition. Build 5 is the first

successful rig build with a ball and roller bearing

tested simultaneously. As of January 2000, ap-

proximately 14,000 seconds of run time has been

demonstrated. Completion of this test series out

to 30,000 seconds will demonstrate the robust-
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_tt.P Bearfng ]
Build Number Manufac.]

Build 0

(Shake-down Series) MRC ]

Build 1

RB: F5-2 PEBB
LB: F6-4 TERB FAG ]

Build 2
RB: F5-2 PEBB

LB: F5-3A PEBB FAG ]

BuNd 3

RB: F6-4 PEBB
LB: FS-3A PEBB FAG ]

Build 3A
RB: F64 PEBB

LB: F5-3A PEBB FAG

Build 4

RB: F8-1A PEBB Rings

LB: FT-1F PEBB Rngs FAG

Build 4A

RB: F8-1A PEBB Rings FAG lLB: F7-tF PEBB Rngs

Build 5
RB: F8-3 PEBB
LB: F6-4 TERB FAG

Element IR w/PG OR Cage
Config Config Config Config

9310 Arrnalon

440C Balls w/Salox IO]1 440C w/Salox Inserts

Toshiba 440C

TSN-03H Cr 30 w/Saloxpfl Armalon
Si3N4 Balls w/Salox pA [No AR tang wlSalox Inserts

I

Toshiba 440C- l

TSN-03H Cr 30 w/Saloxp,1 I Armalon

Si3N4 Balls I w/Salox [:#1 No AR tang I wlSalox Inserts
1 !

Toshiba [ I

TSN-03H t Cr 30 CR 30 I Armalon

Si3N4 aalls_w/Salox !o/1 No AR tang I w/Salox Inserts

Toshiloa--L _ _ _

TSN-03H 1 Cr 30 CR 30 t krmalon

s.3..Balstw,B oxL"oARtank1w,Saloxnserts
co_o_I .... / 0,30 t Armalon

NBD-200 I Cr 30 J w/Salox p/1 / w/Salox Inserts

Si3N, Balls_ w/Salox p/1LN° AR tang_(0 009 oz-in IMB)

Cerbec I 1 Cr30/ Armalon
NBD-200 [ Cr 30 | w/Salox p/1 I w/Salox Inserts

Si3N4 Balls t w/S'°x P/I LN° AR ta_(0 009 °z'inIMB),

Toshiba | | Cr 30 I An'nalon
TBN-034 | Cr 30 _ w/Salox p/I ==w/Salox Inserts

Si3N4 | w/Salox p/I |No AR tang I Armalon

Bearing
Manutac.

FAG

FAG

FAG I

FAG

FAG t

Toshiba
TSN-03H

FAG Si3N4 Balls

Toshiba
TSN-03H

FAG Si3N4 Balls

Toshiba

I TSN-O34NH
FAG Si3N4

Element IR w/PG

Conflg Config

Toshiba
TSN-03H Cr 30

Si3N4 Balls w/Salox p_

Toshiba

TSN-03NH Cr 30

Si3N4 Balls w/Salox p/I i Cr 30

Toshiba Cr 30
TSN-03NH Or 30 w/Saloxp/I

Si3N4 Balls_ w/Salox_ No AR tang_

Toshiba J Cr30 I

TSN-03NH Cr30 I w/Saloxp/I I

Si3N4 Balls w/Salox__No AR ta_

Toshiba J Cr 30
TSN-03NH ' Cr 30 I w/SaJoxp/I

Si3N4 Balls w/Salox p/l I No AR tang I

Cr 30 J
Cr 30 w/Saloxp/I I

w/Salox p/1 No AR tang i

..... Cr 30 -- iJ

Cr 30 w/Saloxp/I "
w/SaJox p/t No AR tang

Cr30

w/Salox lYl Cr 30

OR Cage
Config Config

440C Armalon

No AR tan___w/Salox Inserts

Armalon

Armalon

w/Salox Inserts

Armalon
wlSalox Inserts

Arrnalon
w/Salox Inserts

Armalon
w/Salox Inserts

3.009 oz-in IMB}

Armalon

w/Salox Inserts

3,009 oz,-in IMB}

Armalon

v

m

Table 6 HPFTPIAT LH2 Bearing Tester - Configuration Summary

ness of roller bearings with "river marks". This

is considered critical by many people because the

roller bearing geometry is consider worse than a

ball with respect to propagation of surface flaws.

Testing on Build 5 is anticipated to resume some-

time in early 2000.

6.1 ALGOR Thermal Analysis of MSFC

Hybrid Bearing Test Rig

An ALGOR finite element thermal model was

developed to support test procedure develop-

ment for the Hybrid Bearing Test Rig. The

objective of the study was to determine the steady-

state temperature distribution in the tester hous-

ing for the static, chilled down, condition. The

resulting thermal map of the tester will be used to

as a reference to evaluate the chill down period

required prior to testing. The map will be checked

The ALGOR results are shown graphically in

Exhibit 270. The interior of the housing (left) is

maintained at a constant temperature of 28 K (-

410 °F) by contact with liquid hydrogen. The

exterior of the housing (right) conducts to a frost

layer on the exterior of the housing. The frost

layer was estimated to be 13 mm (0.5 inch) thick.

The frost layer is convecting to air at an ambient

temperature of 283 K (50 °F). The analysis

shows that the frost layer serves as an insulator.

The temperature of the Inconel 718 housing

increases to a maximum of about 136 K (-215

°F) at the frost/housing interface. There is a steep

gradient within the frost layer, with the tempera-

ture increasing to about 260 K (8 °F) on the

exposed frost surface. This analysis indicates

that the frost layer may grow to an increased

thickness until the temperature of the surface

against the three internal housing thermocoupies .....approaches the freezing point of water. Tem-

to establish when the steady state chill down peratures were predicted for each of the three

condition has been achieved, thermocouple locations and used to determine

when a chilled down condition has been estab-

lished.
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The model was developed using type 40

axisymmetric thermal elements. A non-linear

solution was performed to allow for temperature

dependent material properties. A four segment,

piecewise linear, curve was used to specify the

conductivity of Inconel 718. The conductivity of

frost was estimated using the rule of mixtures.

The frost was assumed to be 50% ice and 50% air.

The convection coefficient for the frost to ambi-

ent air was based on an empirical relationship for

free convection about a cylinder.

6.2 Development of SINDA/SHABERTH/

HYDROSEAL Model of MSFC Fluid Film

Bearing Tester

Testing with the new Fluid Film Bearing Tester

(FFBT) is described later in this report. In

223

preparation for this testing, a computer model of

the FFBT shaft/bearing system was developed

using the SINDA/SHABERTH/HYDROSEAL

(SSH) bearing code to predict pretest monitored

and unmonitored beating operating parameters.

A cross section of the FFBT is given in Exhibit

271 illustrating the location of the bearings. The

FFBT is capable of testing fluid film bearings,

ball bearings, and roller bearings. The first test

series 03uild 0) with the FFBT utilized two ball

bearings and one fluid film beating. The test

bearing tested was designed for the Pratt and

Whitney ATD fuel turbopump.

The test bearing for this series is the advanced

design ball bearing utilizing silicon nitride balls

and Cronidur X30 inner race. The reaction

TP00-1017
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Exhibit 271 Fluid Film Bearing Tester Showing Optional Ball and Roller Bearing Installation

bearing is necessary to support the preload of the

test bearing and will use the same race geometry

but with baseline 440C balls, outer race, and a

9310 inner race. The slave bearing was a fluid

film bearing of a hydrostatic design with eight

square pocket recesses.

The development of the FFBT computer model

was facilitated by making use of a previously

developed thermal model of the AT I-IPFTP ball

bearing. This thermal model is used to simulate

the test bearing since it is the bearing being

analyzed. Later, we modified the thermal model

to also simulate the reaction bearing since its

temperature will affect the operating preload of

the ball bearings. The development of the me-

chanical portion of the computer model was very

straight forward utilizing the SSH code in which

conventional rolling element bearings and fluid

film beatings can be modeled operating on a

common shaft. Likewise, as with the thermal

portion, most of the mechanical portion input for

the ball bearings had been developed during past

work.

The operation of the FFBT model was verified

using assumed coolant fluid conditions and ap-

plied loads similar to those of the Pratt fuel

turbopump. The results of the simulation were

comparable to beating results for the fuel pump,

thus, the model appeared to function properly.

The FFBT model then used to make pretest

predictions for bearing and used to set redlines

for automatic termination of tests.
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6.3 Fluid Film Bearing Tester Redline
Review

The FFBT facilities and internal flow paths were

reviewed to determine instrumentation redline

requirements. The objectives of the review were

maximum track temperatures. Also, predicted

values for the measured parameters such as the

outer race and sleeve temperatures at their outer

diameters and the coolant temperature rise across

the bearing were determined. Shown in Exhibit

to ensure that the redline instrumentation was 273 are the predicted values along with the esti-

sufficient to detect a problem and terminate the

test before serious damage of the hardware oc-

curred and to limit the number of measurements

that were on the redline list so as not to overbur-

den the datacollection system. The practice used

in redline selection was: 1) ensure that proper

coolant is delivered to the bearings and 2) detect

problem close to bearing so that redline toler-

ances can be set tight. Thus, out of a total of 85

measurements in the facility and tester, 25 were

determined as necessary for test termination and

placed on the redline list.

During May 1995 the SINDA/SHABERTH/

HYDROSEAL (SSH) computer model of the

Fluid Film Bearing Tester (FFBT) was updated

to reflect the modifications made to the hard-

ware. The model then had the hollow shaft under

the Top and Middle bearings and the "as mea-

sured" shaft-to-sleeve, sleeve-to-inner race, and

outer race-to-sleeve fits. These dimensions are

mates for inner and outer race maximum contact

stress. The operating conditions used for this

simulation of the FFBT were a shaft speed of

37,000 RPM, axial preload of 4448 N (1000 lbs),

and a liquid hydrogen coolant flow rate of 0.3 kg/

sec (0.7 lbs/sec) at 2.76 MPa (400 psia).

Once testing with the FFBT had begun and

operating data obtained, the SSH model was

calibrated using the coolant temperature changes

across the bearings and the outer diameter tem-

perature measurements of the outer race and

sleeve. In general, the pretest predictions were

very accurate. The accuracy of the model sup-

ported the redline limits used to detect the onset

of a bearing problem.

6.4 Rolling Element Bearing Tester

Test Readiness Review

Joe Cody, Dave Marty, and Jim Moore attended

the Bearing Tester Test Readiness Review in

tabulated in Exhibit 272 August 1995 to address any questions regarding

Pretest predictions were made using the ssH : pretest analysis. Pretest analysis results were

model to determine the average component and presented by Mr. Gibson. Several areas of addi-

, tional analytical support

CLEARANCE mm (_in.) TOP BEARING

.06579 (.00259)T

.08661 (.00341)T

.03073 (.00121)L

.18034 (.00710)L

SHAFT/SLEEVE

SLEEVE/INNER RACE

OUTER RACE/SLEEVE

SLEEVE/HOUSING

were identified. All of the

MIDDI_B_/aUrrO analysis to date has ad-

dressed hydrogen testing. In

.o6731(.002651T discussions following the

.09195(.00362)T Test Readiness Review, it

was decided to modify the
.04318 (.00170)I.,

thermal model to simulate

.228c,0(.00900)T the initial shakedown runs

.T using liquid nitrogen as a

Exhibit 272 FFBT Ball Bearing Diametrical Measured Clearanced
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AVG.BALLTEMP.K(F)

AVG.LR.TEMP,K(F}

AVG.O.R.TEMP.K(F)

MAXIMUMTRACKK(F)

COOLANTDELTAK{F)

SLEEVEO.D.TEMPK(F)

O.FLO.D.TEMpK(F)

IRMAX.STRESSGPa(Ksi}

OR MAX.STRESSGPa(KsD'

{'35,000RPM, 4448N AXIAL PRELOAD,0.3KG/SEC COOLANTFLOW)

FRICTION= 0.1 FRICTION=0.2

TOPBRG _ MtDDLEBRG TOP BRG MIDDLEBRG

43.0(-382.5]

34.3 [-389.3)

34.5 (-397.9)

93.3 (-292,0)

5.o (9.1)

33.2 (-_400.3)

3_.3(,-_2.o}
2.0s [2_)

1.93(280)

35.7 {-395.7)

31.7 (-403.0)

31.5 [-4o3.3)

59.4(-3s3.o)

4.2 {7.6)

30.8 (-404.9)

32.4(-401,6)

3.43 (497)

1.81[262)

s2.8 (-_7.o)

40,0 (-387,91

40.9 (-386.3)

177 (-14t.0)

6.4 (11,6)

38.9 (-390.0)

47.9 (-373.7)

2.08 (299)

1.93 (28_)

42.5 !-383.5)

33.3(-,_oo.1)

33,2(._oo.2)

97.8 (-284.0)

4.9 (8.8)

32.1(<02.2)

35.3 (-396.4)

3.43 (497)

1.81(262)

Exhibit 273 Fluid Film Bearing Tester Pretest Predictions

coolant. Comparison of analytical data with

liquid nitrogen test data would provide an initial

calibration point for the analysis prior to hydro-

gen testing. The tester SINDA/SHABERTH

bearing model was also used to investigate sev-

eral off-design operating conditions. A simula-

tion was be performed to evaluate bearing perfor-

mance for cases of elevated inlet coolant fluid

temperature; addressing the effects of excessive

run tank warming during a test. Additionally, the

transient tester model was used to evaluate bear-

ing performance and degradation that occurs in

the event that coolant flow is stopped completely

and the tester is required to spin down dry.

The SHABERTH/SINDA computer model of

the MSFC LH2 Bearing Tester, also known as

Fluid Film Bearing Tester (FFBT), was set up to

simulate the rig operating with liquid nitrogen as

the coolant for the initial shake-down tests. This

modification is very simple and is done by setting

the IFLUID flag in the SINDA file to select

nitrogen as the coolant. The mass flow rate of

coolant is specified as usual in the ARRAY

DATA block. However, the mass flow rate for

nitrogen had to be estimated since the orifices

measuring flow were calibrated for hydrogen.

This was done by assuming

the same volumetric flow

rate and multiplying by the

ratio of the two fluid densi-

ties at the measured condi-

tions. The flow rate was

calculated to be approxi-

mately 8.6 kg/sec (19 Ibs/

sec) of liquid nitrogen flow-

ing to the ball bearings.

The model was then run

using the calculated nitro-

gen flow rate for both

20,000 and 37,000 rpm test shaft speeds with

only the nominal axial preload of 4448 N (1000

lbs). The results for the simulations are given in

Exhibit 274 showing the coolant temperature

rise across the bearings and the outer race back

surface metal temperature.

6.5 Preparation for Hydrogen Testing

of HPFTP/AT Ball Bearing

The first ball bearing test series for the HPFTP/

AT bearings was first scheduled to begin in

October 1995. Test stand scheduling and long

lead time facility modifications resulted in push-

ing back the test schedule. The intervening time

was utilized to review and prepare the analytical

models to support the test series. The fluid

properties program, which calculates fluid prop-

erties for heat transfer coefficients used in the

SINDA simulation of the bearings, was updated

to include the database for hydrogen. The up-
" i
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Exhibit 274 Model Predictions
for LH2 Bearing Tester with LN2
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dated routine was checked against tabulated prop-

erties to ensure accurate results. The hydrogen

properties calculated correlated to the tabulated

values. Tests were conducted to verify that the

new preload spring model, developed specifi-

cally for the Hybrid Bearing Tester, was func-

tioning properly. The tests showed that the new

model accurately simulates the spring and also

that the initial set up required to model a preload

spring is more straightforward and simplistic

than with the previous model.

6.6 Test Support for the MSFC LH2

Bearing Tester

The liquid nitrogen shake-down testing of the

bearing test rig was initiated in . The

objective of the initial tests was to verify instru-

mentation and test procedures prior to beginning

the actual test series using liquid hydrogen. Two

anomalies were identified during the first test.

During the chill down period, tank pressures and

line pressures did not respond as anticipated. In-

situ inspection of the hardware revealed that a

manual valve used for inspection had been left

open. Verification of valve position was incor-

porated into the procedures. The second anomaly

identified related to the delta pressure between

the two ends of the bearing tester under test flow

axial loads caused by the pressure differential in

the cavities. The analysis showed that the bear-

ing was not over-stressed during the run. Hard-

ware modifications to the Iower cavity flow

control later eliminated the additional loading.

The objective of the second test was primarily

to verify the corrections to the lower flow cavity

control. During the test, flow was brought up to

test conditions and the pressure differential be-

tween the two cavities was monitored. The

cavity pressures tracked as expected. Some

modulation, on the order of +/- 50 psi, was

observed as the valve controller modulated the

valve to maintain the pressure differential. This

magnitude of load change on the bearings was

not a significant concern for the twin ball bearing
test.

The Liquid Hydrogen Bearing Tester at MSFC

Test Position 506 has successfully completed the

LN 2 verification runs and was converted for

testing with LH 2 during February 1996. This

build of the LH 2Bearing Tester utilized a Pratt &

Whitney HPFTP/AT ball bearing with steel balls

in the Reaction Bearing position (top bearing), an

HPFrP/AT ball bearing with silicon nitride balls

in the Test Bearing position (middle bearing),

and a hydrostatic fluid film bearing in the Slave

conditions. An automated control system is used Bearing position (bottom bearing). The two ball

to control flow to the lower cavity, thus control-

ling the delta pressure. During the run the control

valve went to full open; however, the flow was

not sufficient to maintain the correct pressure in

the cavity. This anomaly was corrected with

hardware modifications. The tester was rotated

at speeds up to 20,000 rpm for a short period

during the test. Bearing outer ring temperature

rose to higher than expected values and rotation

was terminated. Post test analysis showed that

the temperature rise was consistent with larger

bearings are preloaded against each other with a

iN lbs of axial load.

Test P2026013. A non rotating cold flow test

with LH2, designated P2026013, was performed

as a check of instrumentation function and for

fluid leak detection. The LH 2 pressure was

increased to the operating set point of 1500 psig

and flow rates of 0.5 pps through the ball bearings

and 0.75 pps through the fluid film bearing were

established and maintained for approximately

700 seconds. The top cavity vent was closed to
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prevent leakage flow through the shaft top seal,

thus, the thrust piston was used to counter the

pressure loading (PA) on the top end of the shaft.

The pressure in the thrust piston was automati-

cally controlled to maintain 200 psi higher than

the top cavity pressure when tester pressure was

at operating level. However, the thrust piston

pressure fluctuated +/-150 psi about the desired

level at a very high frequency. It was not known

if the fluctuation anomaly was due to the control-

ler or cavitating flow in the tubing. All other

pressure and temperature measurements looked

acceptable.

Test P2026014. The first rotational test in

LH 2, designated P2026014, was then success-

fully performed at a shaft speed of approximately

7500 rpm for 220 seconds with 1000 Ibs axial

preload and no radial load. Steady speed was

difficult to maintain in this low range and again

the thrust piston pressure fluctuations were ob-

served. The axial displacement photonic did

indicate axial shaft movement of approximately

+/-0.0005 inches with the same frequency as the

thrust piston pressure fluctuations. Again, the

cause of the pressure fluctuations was not known.

The turbine drive supply pressure also exhibited

high frequency fluctuations of +/-50 psi. The

turbine pressure anomaly may have been caused

by the thrust piston pressure fluctuations since

the two pressure supplies shared a common exit.

The tester supply and exit pressures were accept-

able near their set points of 1500 and 1450 psig,

respectively. Also, the hydrostatic bearing sup-

ply pressure was stable at 1860 psig. All other

pressures were in the acceptable range.

The temperature data from Test P2026014

showed all the measurements were nominal ex-

cept for T213 and T212 which are the Reaction

Bearing outer race and turbine exit, respectively.

The remaining outer race temperature measure-

ment on the Reaction Bearing appeared to be

functioning but not sensing the metal tempera-

ture since it did not respond to speed changes as

did the measurements on the Test Bearing. The

coolant flow rates looked good at 0.5 pps to the

ball bearings and 0.8 pps to the hydrostatic bear-

ing.

Test P2026015. This test was performed and

successfully achieved a shaft speed of approxi-

mately 15,000 rpm with most operating param-

eters being the same as the previous test. The

only exception being that the thrust piston pres-

sure was placed in the manualcontrol mode. This

change was made in an effort to determine the

cause of the thrust piston high frequency pressure

fluctuations exhibited in the earlier tests. The

result of the control change was a much improved

behavior of the thrust piston supply pressure.

Fluctuations were now in the acceptable range of

+/-15 psi. Also, the axial displacement showed

almost no vibration during this test as a result of

the decreased pressure fluctuations. However,

the turbine supply pressure still exhibited high

frequency fluctuations of+/-50 psi. This did not

seem to have a significantly detrimental effect on

the shaft speed and may be normal for this type

turbine drive.

The other temperature and pressure data

showed no anomalies. The Test Bearing outer

race temperatures indicated an 8 deg. F rise with

shaft speed. However, the one remaining mea-

surement on the Reaction Bearing did not re-

spond with speed and actually showed a 5 deg. F

decrease over the 300 seconds at speed. These

outer race temperature measurements may be

strongly influenced by coolant flowing in the

bearing deadband. Also, the temperature rise and

pressure drop across the ball bearings are diffi-
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cult to determine due to the location of the

measurements. The awkward location of the

measurements are a consequence of retrofitting

rolling element bearings to a tester that was

initially designed to utilize fluid film bearings in

all three positions.

Test P2026016. This test was not successfully

completed due to a pressure control problem.

The first attempt was terminated approximately

10 seconds after shaft rotation start due to a cut

caused by T204 reading high. This is the tem-

perature between the ball bearings and it was

determined that the measurement was in error

due to an instrument malfunction. The tester was

quickly recycled for another attempt but was cut

before rotation due to T215 reading high. At this

point it was decided to shut down and review the

"quick look" data for possible flow problems.

The data review showed that the flow through the

ball bearings had been shut off due to the EHV-

3106 valve on the exit line closing. EHV-3106 is

automatically controlled and was set up to main-

tain 1450 psig in the exit line. However, the inlet

pressure drifted from its desired level of 1500

psig to just below 1450 psig. Thus, EHV-3106

tried to maintain the back pressure at 1450 psig

and closed. As a temporary soIution, EHV-3106

was manually set to 22% open position which is

the nominal operating position for back pres-

sures near 1450 psig if the inlet is at 1500 psig.

This control change prevents EHV-3106 from

ture measurements began to increase slightly at

the end of the run, as expected, due to the last

portion of the fluid in the run tank being heated by

the ambient pressurization gas. Thus, an opera-

tional procedure was adopted to consider tank

depletion to occur when the tank exit temperature

reaches -400 deg. R. Two anomalies were ob-

served in the test run. The tank pressure in-

creased approximately 25 psi or 1.2% during the

constant speed portion of the test. This pressure

increase had no detrimental effect on the test.

The second anomaly was an increase in required

turbine power to maintain a constant speed for

the last 150 seconds of the test. This power

requirement increase coincided closely with the

fluid temperature increase as the tank neared

depletion. However, due to the limitations of the

instrumentation around the beatings, the increased

power could not be verified as increased heat

generation in the bearings. The outer race tem-

peratures of the Test Bearing increased 8 deg. F

shortly before tank depletion while the inlet fluid

temperatures increased 7 deg. F. This 1 deg. Fnet

rise in outer race temperature may explain the

power requirement increase. Also, the axial

displacement data indicated that the shaft moved

upward during the temperature increase near the

end of the test. This movement could have been

caused by a thermal expansion of the Test Bear-

ing changing the bearing "stick out" and result-

ing in shaft movement.

shutting off the flow. As a more permanent _ TestP2026018. Thistestachievedtheplanned

solution, EHV-3106 was set to automatically test speed of 35,000 rpm for approximately 90

control off of a delta pressure measurement across

the tester to maintain a 50 psi drop.

Test P2026017. This test was successfully

performed with a maximum speed of 37,000 rpm

for a rotational time of approximately 780 sec-

onds. This test was run to tank depletion as

planned. The data showed that all the tempera-

229

seconds with radial load. However, the test was

not run for the planned duration due to LH 2 run

tank depletion. The liquid level sensor in the run

tank malfunctioned prior to tank loading. There-

fore, accurate measurements of LI-I 2 volume were

not available. Estimates were made for the

amount of liquid in the run tank. Apparently, the
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tank level was at only 20% when it was thought

to be full. After final tester chill down there was

only enough hydrogen for 240 seconds of rota-

tion time.

Test P2026018. This test was the first test

with applied radial load. A 300-1b radial load was

applied to the Test Bearing through Radial Load

Cell #1. This load was reacted by the Reaction

Bearing and the Slave (hydrostatic) Bearing.

The SHABERTH computer model of the tester

predicted 80% of the applied load would be

reacted by the Reaction Bearing and 20% by the

Slave Bearing. The shaft speed was first brought

up to 20,000 rpm and then the radial load was

applied before increasing the speed to the test

goal of 35,000 rpm. However, the addition of the

radial load was not discernible from the tempera-

ture measurements on or around the bearings.

The application of the radial load was concurrent

with a drop in shaft speed which may have

masked the load's affect on the bearing tempera-

ture. The speed decrease was due to the control-

ler allowing the turbine pressure to drop while the

radial load was being adjusted. Also, the Steady-

state temperatures were not directly comparable

to the previous test since the previous test speed

was 37,000 rpm. Pretest analysis with the SINDA/

SHABERTH thermomechanical model of the

tester predicted that the small radial load would

make no measurable difference in the coolant

temperature rise across the ball bearings and only

a 0.1 degree R increase in outer race temperature

of the Test Bearing. This prediction was sup-

ported by the test results.

functioning properly as seen from the monitor

output. However, the monitors are updated at

approximately 2 second intervals and a spike in

the reading caused by a thermocouple malfunc-

tion could have missed. Therefore, the test was

recycled. The second attempt was cut by SP201,

shaft speed, indicated high. This was an obvious

instrumentation malfunction because the turbine

drive pressure had not yet been increased at that

time. Review of the speed reading on the monitor

after the second cut showed normal and the test

was recycled again. The third attempt was cut by

SP201 and T206, fluid temperature between the

Test and Slave Bearings, reading high. The

controller reported that his speed indicator never

showed a shaft speed higher than 10,000 rpm.

The shaft speed redline was set at 40,000 rpm.

Thus, it was decided that the speed indicator had

a serious malfunction and the test was scrubbed.

Review of the high speed data for Test

P2026019 showed that the turbine pressure had

been increased to above 800 psig on the first and

third attempts. Usually a turbine drive pressure

of 800 psig would produce a shaft speed of

approximately 35,000 rpm. The shaft speed data

showed 3000 rpm for the first attempt and 13,000

rpm for the third attempt. Also, the speed data

showed 23,000 rpm for the second attempt with

zero turbine drive pressure. Based on this data it

was obvious that the speed sensor had malfunc-

tioned and that the first and third attempts had

really overspeed causing the high fluid tempera-

ture readings. Speed sensor repairs were re-

quested.

Test P2026019. This test was unsuccessful Test P2026020. This test was unsuccessful

after three attempts. The first attempt was termi- after one attempt. The run was terminated due to

nated by T204, fluid temperature between the T206 high soon after rotation start. As in the

ball bearings, reading high after only a few sec- previous test, thecontrollersaidhedidnotseethe

onds into rotation. The reading appeared to be speed response expected for the corresponding
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turbine drive pressure supplied. Thus, the shaft

was again overspeed due to malfunction of the

speed sensor. Work on the speed sensor was

again requested.

Further testing was scrubbed due to a leak in

the LH 2 run tank. The tester had been chilled and

brought up to operating pressure when a leak at

the top of the run tank was detected. Shut down

and safety procedures were initiated. Testing

will resume after run tank repairs are made.

Build 0 Summary. Testing of a set of Pratt &

Whitney HPFTP/AT ball bearings in the liquid

hydrogen bearing tester at MSFC was concluded

and post-test inspection of the bearing compo-

nents was performed during April 1996. This test

series subjected the bearings to operation time in

liquid nitrogen for the initial rig verification tests

and liquid hydrogen for full speed bearing test-

ing. The total rotational time accrued on the

bearings was approximately 35 minutes with 27

minutes of the time utilizing LH 2. The rotational

time at or above 35,000 rpm was 11.7 minutes.

The ball bearings were preloaded with 1000 Ibs

of axial load and a 300 Ibs radial load was applied

for the last rotational test. However, early in the

test series there was a problem with the thrust

piston load oscillating rapidly which is believed

to have caused the axial load on the Reaction

Bearing to vary from 700 to 1300 lbs and on the

Tesf Bearing to vary from 0 to 1300 Ibs.

The Test Bearing (middle bearing) utilized

silicon nitride balls, Cronidur 30 stainless steel

inner race, 440C stainless steel outer race, and an

Armalon cage with Salox pocket inserts. After

disassembly and inspection the balls appeared to

have "check" cracks over their entire surface.

Also, cracks perpendicular to the tracks could be

seen in the track path with minor surface spaliing

in this area. The spalls were not deep, almost as

23t

if the material in between cracks had flaked off.

The appearance of the balls from the MSFC tester

was much worse and not very similar to the

observed condition of silicon nitride bails that

had been run in the P&W fuel pumps. The outer

race had a matte finish in the track with a bronze

color indicating good Salox transfer. There were

no spalls observed in the raceway and only minor

debris denting. The inner race had surface dis-

tress on the lower portion of the track and there

appeared to be Salox transfer in the remainder of

the track. The cage had moderate ball to pocket

contact in the fore and aft directions and only

light contact side to side. The outer diameter

guiding surface of the cage had moderate contact

at two pocket positions indicating a slight imbal-

ance.

The Reaction Bearing (top bearing) utilized

440C stainless steel balls and outer race, 9310

stainless steel inner race, and the Armalon/Salox

cage. The balls have matte finish tracks that are

bronze in color indicating Salox transfer. No

spalls or other surface degradation was detected

on the balls. The inner race track surface ap-

peared similar to the ball surfaces with a light

bronze matte finish. Also, the inner raceway had

no surface degradation other than some light

debris denting. The outer race track appearance

was very similar to that of the inner race. There

was some light scaring on the outside diameter of

the outer race that could have been caused by the

race spinning in the sleeve. The cage showed

very light contact on the guide land surface and

only fore and aft contact in the ball pockets.

The Slave Bearing (bottom bearing) was a

hydrostatic bearing and the outer race portion

was not removed from the tester housing but was

visible from the open top of the housing while the

shaft formed the inner race and was removed for

inspection. The inner race had two light scratches
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360 degrees around the race. The outer race had

corresponding marks but on only one web in

between two pockets. It was theorized that debris

in the one pocket collected in the corners until it

was thick enough to contact the shaft.

The shorter life of Build 0 has been determined

to be a product of the poor axial load control

during the test. The bearings were subjected to

some severe axial load variations at high fre-

quency. This resulted in development of an

improved load control scheme for future builds.

6.7 Test Support for the MSFC LH 2

Bearing - Build 1

The next build of the MSFC LH 2 Bearing Tester

utilized the ball bearing and the roller bearing

from the Pratt & Whitney HPFTP/AT Units 5-2

and 6-4, respectively. This was the first LH 2

Bearing Tester build configuration to test a roller

bearing. The silicon nitride ball bearing was

placed in the Reaction Bearing (top) position

with the silicon nitride roller bearing in the Test

Bearing (middle) position. The Slave Beating

(bottom) position utilized the hydrostatic bear-

ing as in the previous build.

A SINDA thermal model of the P&W roller

bearing, previously developed by SRS for Pratt

& Whitney, was used in the LH 2 Bearing Tester

model. However, it was determined during the

analysis for Pratt & Whitney that the roller bear-

ing generates such low heat rates for the HPFTP/

AT conditions that the average component tem-

peratures rise less than 20 degrees above the

coolant temperature. It was also shown that be-

cause the contact areas are large in roller bearings

and slip velocities are low (compared to a compa-

rable ball Bearing) maximum track temperatures

also remain low. Therefore it was expected that

thermally converging the roller bearing would

not be required for every analysis. The updated

tester model was executed once in the fully

coupled mode to establish baseline operating

temperatures for all of the components. The

roller bearing thermal model was then be option-

ally turned off for subsequent analysis to reduce

simulation time.

Build 1. SRS performed pretest scaling of

flow rates and pressures for the first rotational

test of the current bearing tester configuration.

The tester utilized the ball bearing and the roller

bearing from the Pratt & Whitney HPFTP/AT
The SINDA/SHABERTH computer model of

Units 5-2 and 6-4, respectively. Initial shake
the LH 2 Bearing Tester was modified to simulate

..... down runs were performed in liquid nitrogen.
the ball and roller bearing build configuration.

Data was reviewed from previous LN 2 runs toThe SHABERTH data deck for the P&W roller
_- ...... estimate turbine delta pressure requirements ex-

bearing was integrated into the SINDA/

SHABERTH model of the LH 2 Bearing Tester.

The model was updated by substituting the preload

spring routine, required when bearings are

preloaded against one another, with a fixed axial

load simulating the tester thrust piston. This

modification provides better control of the simu-

lated loads on the test bearings and allows im-

proved simulation of dynamic axial load fluctua-

tions caused by fluid pressure changes in the

tester..
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pected for initial rotational tests. It was deter-

mined that torque and coolant flow rates should

not be significantly different from previous LN 2

tests performed with the tester in the two ball

bearing configuration. Similarly, it was deter-

mined that tester fluid flow rates and coolant

requirements would be similar to previous tests.

SINDA/SHABERTH models were switched over

from LH 2 to LN 2 in order to prepare for post test

analytical support to the upcoming test series.
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An improved method for post-test data pro-

cessing was established. During the last test

series, data review was based solely on review of

the data plots provided by MSFC engineer Mr. H.

N. Strong. It was determined that access to the

raw data would improve review of the data by

SRS and yield more useful information for corre-

lation with the analytical models. Mr. Strong met

with Dave Marty to review various options. It

was determined that it was not practical for SRS

to execute the MSFC data processing software

over the then current modem-based connection

to the MSFC EADSII computer system. The

MSFC data processing software is not compat-

ible with the terminals used for dial-in access. It

was found that the best approach for SRS post

test data processing is for SRS personnel to travel

to MSFC and utilize the data processing package

from the MSFC computer lab. Mr. Strong pro-

vided a short introduction to the software.

Test P2026021. The primary objective of the

hydrogen bearing tester was to evaluate and

quantify silicon nitride bearing rolling element

wear modes under tightly

controlled test conditions

Defining the parameters in.

fluencing the formation o:

the "river mark" surface fea

tures observed in some

HPFTP/AT ball and rolle:

bearings was of particular in

terest. The river marks hac

been seen on most of the bal

bearings inspected after ex.

tended engine testing and or

roller bearings that have beer

subjected to abnormally higt

loads during engine tests. Fo:

the current test series, the

tester was configured with

one roller bearing and one ball bearing, as illus-

trated in the bottom half of Exhibit 275, in order

to obtain test time for both bearing types. In this

configuration an axial preload spring loads the

outer race of the ball bearing which transmits the

load to the shaft and forces the shaft towards the

axial thrust piston illustrated on the right hand

side of Exhibit 275. The roller bearing is not

designed to carry an axial load, therefore, shaft

position must be maintained by balancing the

pressure loads on each end of the shaft. Axial

load balance proved to be difficult with the tester

in this configuration. Consequently, during test-

ing the shaft contacted the housing portion of the

thrust piston resulting in moderate rub damage to

the shaft and thrust piston.

The test described above was the first shake

down test of the liquid hydrogen bearing tester in

the ball and roller bearing test configuration. The

shake down test was conducted using liquid

nitrogen to verify procedures and instrumenta-

tion prior to hydrogen testing. During test

P2026021 the unit was chilled and the turbine

Exhibit 275 Liquid Hydrogen Tester Cross-Section
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pressure was increased three

separate times to initiate

rotation. The speed sensor

indicated rotation during the

first and second rotational

attempts and rotation was

confirmed audibly. Speeds

of 36,000 and 40,000 RPM

were indicated for the first

and second rotations respec-

tively. However, one of the

shakedown test objectives

was to obtain data required

to calibrate the speed sen-

sor, therefore, the magni-

tudes of speed detected were

not considered valid.
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Exhibit 276 Selected Data from First Rotation

During, the first rotational period speed tracked

relatively well with turbine delta pressure. How-

ever, during the turbine pressure ramp-up there

was an unexpected change in the rig top cavity

and thrust piston pressures. The thrust piston

pressure increased while the top cavity pressure

decreased. As expected the

strain gages indicated a

shaft motion toward the top

cavity increasing the load

on the ball bearing and in-

creasing the clearance in the

thrust piston. This motion

occurred before the speed

sensor indicated rotation.

Selected data from this pe-

riod can be seen in Exhib-

its 276 and 277. After the

pressure anomalies peaked,

the pressures returned to

nearly the same values they

had before turbine pressure

was increased. The strain

gauges showed shaft motion back toward the

thrust piston as the pressures normalized. The

stain gauges indicated the shaft moved back past

the test start position to very near the position

corresponding to bottoming the position. This

would indicate rubbing in the thrust piston area.
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I | I I I
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Exhibit 277 Selected Data from First Rotation
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During the remaining rota-

tional period the top cavity

and thrust piston pressures

remained relatively constant

while the strain gauges in-

dicated shaft motion slowly

towards the top cavity. At

the end of the rotational pe-

riod the axial position of the

shaft was approaching the

pre-rotation axial position,

based on the strain gauge

data. As turbine pressure

was decreased to stop rota-

tion there were pressure

spikes in the top cavity and

thrust piston which were

I
t

J¢oo-- -------_ _ ----

looo-- ]
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Exhibit 278 Selected Data from Second Rotation

similar to the spikes that occurred as the turbine Selected data from the second rotational at-

was pressurized. However, in this instance the tempt are shown in Exhibits 278 and 279. The

spikes were slightly out of phase with the top second rotational attempt of Test 21 showed

cavity pressure decrease occurring prior to the signs of possible binding or rub damage. As

thrust piston pressure increase. The strain gages turbine pressure was ramped up, the strain gauges

indicated shaft motion toward the top cavity showed a shaft shift toward the thrust piston.

::

corresponding to both com-

ponents of the shut down

transient. It should be noted

that the transient pressure

variations did not seem to

occur as a result of rotation.

Shaft rotational break-away

occurred as the start-up pres-

sure transients subsided and

rotation continued after the

shutdown transient. The

thrust piston transients oc-

curred during turbine pres-

sure ramp-up and ramp-

down, however, reviewing

the data did not show any

correlation conclusively.

! I I I I ! I I _
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Exhibit 279 Selected Data from Second Rotation
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Turbine pressure was in-

creased gradually up to the

nominal run value, how-

ever, shaft rotation was not

indicated by the speed sen-

sor. During the first 40 sec-

onds of steady state turbine

pressure the speed sensor

showed only one very slow

rotational movement that

lasted for approximately

five seconds. After 40 sec-

onds the speed sensor indi-

cated a jump in speed to

near nominal values that

lasted for approximately 10

seconds. After ten seconds

T,e¢_

2_

F

-s_l I I I

! '

Ill

3_

the speed sensor indicated a sudden stop. The

turbine pressure was relatively constant through-

out the rotational periods. Shaft position did not

change during any of the rotational events. The

strain gauges indicated the shaft was slightly off

the thrust piston. However, its possible that the

T a' i

;/aS

I l I

shaft was contacting the

thrust piston during this en-

tire period because the data

indicates a bias shift toward

the top cavity occurred dur-

ing the tests. There was one

transient thrust piston and

top cavity pressure event

that occurred approximately

50 seconds after the 10 sec-

ond rotation. The speed

sensor data during this en-

tire time frame is suspect

because post-test inspection

of the hardware showed the

speed pickup was damaged

at some point.

Exhibit 280 Selected Data from Third Rotation

The turbine was pressurized for a third attempt

at rotation. Selected data from this attempt are

shown in Exhibits 280 and 281. Again the strain

gauges showed a shift toward the thrust piston as

pressure was increased to the turbine. Turbine

pressure was increased up to 600 psi, approxi-

_'_J . _ r !

Iso:F \

L I I

Exhibit 281
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mately 30% higher than required to rotate during

rotation 1, but no rotation was detected by the

speed sensor. Top cavity pressure remained

constant during the entire period. Thrust piston

pressure remained relatively constant, showing a

slight increase toward the end of the time that the

thrust piston was pressurized.

The bearing tester was disassembled after the

LN/test to inspect for possible damage. The

shaft and thrust piston both showed evidence of

tion. The damage was limited to the thrust piston

cavity. Both bearings tested were previously

used in engine tests. The ball and roller bearings

did not appear to have been significantly affected

by the test. The roller bearings had some river

mark features but these were present when the

bearing was installed. Mr. Roger Bursey, Pratt &

Whitney, commented that the roller river marks

might have grown slightly. The ball bearing

appeared to be in near pristine condition. Mr.

Chip Moore, from MSFC performed a detailed

dimensional analysis to qualify the post test

conditions of the bearings.

probe was discussed. These measurements were

not available during earlier tests. It was agreed

that the tester would be reconfigured for the two

ball bearing test configuration for the next test

series. In this configuration the second ball

bearing provides a relatively stiff axial position

control to prevent rubbing in the thrust piston

area. However, axial pressure balance is still

important to prevent overloading the bearings.

The instrumented preload spring was returned to

.................Pratt & Whitney for re calibration prior to thesignificant metal to metal contact during rota-
next build.

A post-test data review was conducted to dis-

cuss the test data, tester condition, and plans for

the next tester build. It was concluded that

fluctuations in the top cavity and thrust piston

pressure balance allowed contact in the thrust

piston during rotation. The tester build up re-

suited in less axial clearance than had been planed,

thus reducing axial position margin. During

testing the axial pressure balance was being

controlled manually because earlier attempts to

couple the top cavity and thrust piston pressures

with an automated control resulted in high fre-

quency oscillations and high loads. The possibil-

ity of reinstating automatic control based onthe

instrumented strain gauge or axial proximity

6.8 Test Support for the MSFC LH=
Bearing Tester Build 2

As reported in the previous section, Bearing Test

P2026021 resulted in axial rub damage in the

thrust piston area of the tester. The rub resulted

from pressure transients which occurred when

the turbine was pressurized to initiate rotation.

During August 1996, several steps were taken to

prevent this type of rubbing from occurring in

future tests. First, it was decided that the tester

would be repaired and then re configured to run

with two ball bearings. This configuration was

much stiffer, axially, than the ball and roller

bearing configuration of test P2026021. The ball

bearing in the test position reacts directly against

the housing resulting in an axial stiffness of

approximately 500,000 lbs/in for loads in the

direction of the thrust piston. In this configura-

tion, an extremely large pressure imbalance is

required to cause rubbing in the thrust piston.

Procedural changes were also implemented to

minimize the start-up transients. The test proce-

dure was modified to minimize pressure imbal-

ances and an automated control circuit was in-

stalled to provide closed loop control to thrust

piston flow based on feedback from the strain

gauge on the bearing preload spring.
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Build 2 Liquid Nitrogen Test. The tester was

repaired and HPFTP/AT Pump End Ball Bearing

(PEBB) F5-3A was installed in the test bearing

location, HPFTP/AT PEBB F5-2 was installed in

the reaction bearing location. The new tester

build was installed on Test Stand 500 for the

upcoming test series. An LN 2 cold flow / leak

check was performed on August 30, 1996.

Test P2026022. The objective of the test was

to verify the integrity of the rig plumbing prior to

high pressure hydrogen testing. During the pres-

sure test the top cavity was pressurized manually

to 1500 psi. The thrust piston pressure did not

track the top cavity pressure and this allowed a

lager than expected axial load to be placed on the

reaction bearing. Post processing of the data

showed that the reaction bearing was statically

subjected to an axial load of approximately 11,000

lbs. Exhibit 282 shows the bearing loads for the

test period. SHABERTH analysis predicts an

inner race maximum contact of 687,000 psi for

the bearing under the chilled test conditions.

This exceeds the ANSI static load capacity rating

which states that maximum contact stress should

not exceed 609,000 psi. However, past experi-

ence has shown that the increased material yield

strength at cryogenic temperatures allows the

bearings to tolerate increased loads before detri-

mental B rinelling occurs, typic al ly, up to 675,000

psi. Therefore, during this test the reaction

bearing was slightly over stressed. The over

stress could lead to reduced fatigue life for this

bearing.

The LN 2 leak check verified the integrity of the

rig and facility for high pressure hydrogen test-

ing. The data review following the test provided

insight for improvements to the test procedures

and controls that were implemented to prevent a

recurrence of the overload condition. Two op-

tions were identified for providing positive load

control throughout the test profile. In future tests

closed loop control would be provided between

the strain gauge and the axial thrust piston or

between the top cavity pressure and the axial

thrust piston. Ultimately, the decision was made

to control based on the delta pressures. With

Exhibit 282 Bearing Loads During LN2 Leak Test
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these modifications in place

it was decided to proceed

with hydrogen testing.

Build 2 Test Objectives.

The overall objective of this

LH 2 bearing test program

was to support the SSME

HPFTP/AT program by in-

vestigating the formation

mechanisms and conse-

quences of the "river mark"

surface features observed in

post engine test silicon ni-

tride rolling elements. The

river mark features appeared

on the surface of the balls as
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thin crack like marks often branching out like

tributaries to a river. However, close inspection

of the marks showed that they were typically fiat

bottomed troughs in the surface and that they

were usually much wider than deep. The fiat

bottom suggested that they were more benign

than a typical crack and not susceptible to propa-

gation into the depth of the rolling element. Balls

with known river marks have been successfully

run in pumps; however, engine test time is lim-

ited and the long term durability of river-marked

bearings has not been demonstrated. This LH 2

bearing rig test series was designed to evaluate

the capability of severely river-marked bearings

to continue to perform nominally throughout the

complete design life of 8 hours.

The particular objectives of the Build 2 tests

were to verify test procedures and instrumenta:

tion in order to demonstrate that the test rig could

produce an operating environment similar to the

turbopumps. This test series was a follow-on to

the original shakedown series and subsequent

Build 1 Series. During the shakedown test,

which was the first time a rig of this design was

used for ball bearing test, axial load control

problems were experienced. The axial load is

controlled by a preload spring and balancing the

believed that axial load control could be achieved

and the rig could successfully emulate the pump.

To demonstrate this, Build 2 was assembled

using two HPFTP/AT bearings that were known

to be in good condition. The Build 2 test objec-

tive was to acquire approximately 30 minutes of

simulated engine run time and then disassemble

and inspect the bearings. The bearing inspection

results would be used to determine if there were

any anomalous rig test conditions that might

introduce damage mechanisms not associated

with the pump application. After accomplishing

the Build 2 objectives, the rig would be reas-

sembled and the reaction bearing would be re-

placed with a bearing with pre-existing heavy

fiver mark formation. The rig would then be run

with the goal of demonstrating 8 hours of opera-

tional time on the river-mark bearings.

Build 2 Test Series Highlights. This test

series consisted of I 1 cycles, as summarized in

Table 7. The first cycle was performed using

LN r The LN z cycle was conducted to leak-test

the rig. No rotation was attempted. During the

leak test the top cavity was pressurized but the

thrust piston was not. Post Processing of the data

showed that the bearing was axially loaded to

approximately 11,000 lbs, resulting in contact

top cavity pressure with an axial thrust piston, stresses of approximately 687,000 psi. There-

Early in the test series the bearings were sub- fore, slight brinelling of the bearing is expected.

jected to high frequency load variations of up to

5000 lbs. Post test inspection of the bearings

revealed distress not typical of engine hardware.

The Build 1 series involved using a roiier be_|ng

in the test bearing location. Again, axial load

control proved difficult and the test was termi-

nated due to axial rubbing. For Build 2 it was

decided to return to the two ball bearing configu-

ration and incorporate several procedural Changes

resulting from the experience of the previous

runs. With the new procedures in place it was

This is not expected to significantly affect the

performance of the bearing. Following the leak

check, four LH 2 cycles were performed to verify

LI-I2 cool down and to verify rig performance at

low speed.

During the first three low speed rotation at-

tempts, an axial load calibration of the tester was

conducted but no rotation was attempted due to

various instrumentation and facility problems.

The first rotation of the tester occurred on the

fourth LH 2 test cycle. After the chill down cycle
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Table 7 Test Series Summary

Test#

P2026022

P2026023
P2026024

P2026025A
P2026026

P2026027
P2026028

P2026029

P2027030
P2028031
P2028032

Fluid

LN2

LH 2
LH2

LH2
LH2

LH2
LH2

LH2
LH2

LH2
LH2

Time at

Speed (Sec)
0
0

0
0

47
541

61
209

104

555
309

Nominal Test

Speed (RPM)
0
0

0
0

> 50,000

35,0O0
Upto 45,000

35,000

35,000

35,000
35,O00

Remarks

LH 2 leak
Axial load balance calibration

Load bearing unloaded
1 min dwell @ 10K, 20K and 30K
Static reverse axial load on load

bearing
165 Ib radial load
125 Ib radial load

125 Ib radial load
155 Ib radial load

• Total rotational test time on Build 2 was approximately 2,441 seconds.

• Total rotational test time at or above 35,000 RPM was approximately 1,826
seconds.

• Nominal axial load in the bearings for rotational tests was approximately 1,060 Ibs.
• Radial loads were applied as noted above.

• The load bearing was statically axially loaded to 12,000 Ibs, during test P2026022,
resulting of maximum contact stresses of approximately 687,000 psi.

• High frequency turbine inlet pressure fluctuations were noted during rotational
tests.

• Turbine pressure fluctuations produced speed fluctuations of approximately 500
RPM.

• Reaction bearing used was from Pump Build F5-2 and had 276 seconds of engine

run time prior to being installed in Tester Build 1. The bearing acquired 230
seconds of low speed run time in tester Build 1 prior to being installed in the tester
Build 2.

• Load bearing used was from Pump Build F5-3A and had 932 seconds of engine
run time prior to being installed in tester Build 2.

of this test, the GN 2 turbine inlet pressure was increasing. The test was cut and later evaluation

increased to start rotation. Turbine inlet.... pressure......._-°f the_ data showed that the tester was actually

was raised from 0 psi to approximately ], 100 psi. rotating during the test. The estimated maximum
The speed sensor reported no rotation. This was

the first rotational attempt and there was no

baseline established for the expected breakaway

torque and corresponding turbine inlet pressure.

Engineers monitoring the data noted no speed

indication, but did notice bearing temperature

speed was between 50,000 RPM and 65,000

RPM. Data analysis also showed that during the

test period the reaction bearing was loaded axi-

ally to approximately 1,400 lbs and the load

bearing was unloaded. This event lasted ap-

proximately 50 seconds.
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The six remaining LH 2 tests produced ap-

proximately 2,382 seconds of rotational test time

with approximately 1,238 seconds of rotation

above 35,000 RPM. Load and speed control

were maintained relatively well for these rota-

tional tests. However, two anomalies were noted.

During test P2026028 the speed sensor failed

again, resulting in an overspeed to an estimated

45,000 RPM. The other noted anomaly was an

inadvertent pressurization of the axial load pis-

ton which occurred after chill down but prior to

rotation. This resulted in reverse axial loading of

the test load bearing and possible slipping of the

outer race in the housing. The top cavity of the

tester was later pressurized to reseat the bearing.

Strain gauge data showed that this procedure was

successful.

The tests conducted during this Build resulted

in calibration and verification of test rig operat-

ing parameters. The test procedures and load

control mechanisms had now been optimized.

The last four tests of this series demonstrated that

the rig could be operated in a manner which

closely emulates the load and speed conditions

experienced by the bearings when installed on an

engine. Based on these results, the test series was

Table 8 Bearing

terminated so that the reaction bearing could be

replaced with a river-marked bearing for contin-

ued testing.

Bearing Configurations. Bearing configura-

tions for Build 2 are shown in Table8.

Axial Load Calibration. A test was per-

formed during test P2026024 to provide data

needed to calibrate the pressure balance on the

shaft as required to control axial load. The rig is

designed to axially load the bearings via a beam

spring which reacts between the housing and the

outer race of the reaction bearing (top bearing).

The assembly preload is controlled by the thick-

ness of a spacer between the housing and outer

race. The reaction bearing transmits the axial

load to the shaft. The load in the shaft is reacted

through the load bearing to keep the shaft in

equilibrium. Therefore, in the absence of any

additional loads applied to the shaft, both bear-

ings experience equal and opposite loads. This

load can be measured from the output of the

strain gauges mounted to the preload spring.

However, during operation the end of the shaft

and the inner rig are exposed to the high pressure

hydrogen coolant flowing through the bearings.

Configurations

Reaction Bearing (Top Bearing)

Load Bearing (Bottom Bearing)

P/N4700318SK20

Inner Race, Cronidur 30, Curvature .58

Outer Race, 440C, Curvature. 52

11 Balls, Si3N4, diameter 0.8105 in

Cage Armalon with Salox inserts

Axial end play (60 Ib load) 0.0278 in

P/N4700318SK12

Inner Race, Cronidur 30, Curvature .58

Outer Race, Cronidur 30, Curvature. 52

11 Balls, Si3N4, diameter 0.8105 in

Cage Armalon with Salox inserts

Axial end play (60 Ib load) 0.045 in
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The bottom of the shaft is not exposed to this high

pressure. The pressure load is reacted through

the load bearing. The load bearing axial stiffness

is very large (approximately 500,000 lbs/in) com-

pared to the stiffness of the preload spring ( 13,333

lbs/in). The high stiffness of the bearing means

that the shaft moves very little in response to

axial load. The small shaft motion resulting from

load applied to the load bearing causes very little

force change in the soft preload spring and thus

the load in the reaction bearing. To avoid over-

loading the load bearing, an axial thrust piston is

pressurized during tests to offset the pressure

load applied by the hydrogen. A small imbalance

between the pressure times area load on the ends

of the shaft can create large load variations in the

load bearing. Detecting the imbalance with the

preload spring strain gauges is difficult because

of the small shaft position changes and softness

of the preload spring. Thus, a test was performed

to calibrate the tester and improve axial load

control for the load bearing.

The pressure imbalance

on the shaft can be calcu-

lated by summing the pres-

sure times area values over

all of the shaft surfaces ex-

posed to fluid pressure. The

exposed areas are easily de-

termined from the drawings

of the tester. However, de-

termining the pressure act-

ing on these surfaces de-

pends on instrumentation

which cannot always be lo-

cated exactly on the affected

surface. Therefore, calcu-

lation of the pressure loads

is subjected to potential er-

rors and must be calibrated.

The calibration test involved varying the thrust

piston pressure and monitoring shaft displace-

ment. During the test period the top cavity

pressure was increased to the nominal test pres-

sure of 1,170 psi. The thrust piston pressure was

raised to approximately l, 100 psi. Before the test

it was calculated that this configuration would

produce a significant thrust imbalance in the

direction of increasing the load on the load bear-

ing (down). The thrust piston pressure was then

increased over a range calculated to pass through

equilibrium and produce a net upward thrust

imbalance. The pressure profile from the test is

shown graphically in Exhibit 283. During the

test, shaft displacement (calculated by dividing

the indicated strain gauge load by the stiffness of

the preload spring) was recorded. The results

from the test are shown in Exhibit 284. The test

produced the expected nonlinear load deflection

curve. The inflection point on the curve corre-

sponds to unloading of the load bearing. At this

point, the pressure imbalance is equal to the load

Exhibit 283 Pressure Profile for Axial Load Calibration Test
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Exhibit 284 Load Deflection Test for Axial Load Calibration Test

in the preload spring. The soft preload spring is

then the only restoring force for increased pres-

sure imbalance toward the top of the tester. A

small increase in the thrust piston pressure results

in a relatively large compression of the spring.

The data provided by this

test was used to calibrate

and verify the pressure load

calculation for future test-

ing. Exhibit 285 shows a

plot of the measured strain

gauge load and the calcu-

lated value of pressure axial

load (PAL).

Analysis of the data

showed that the inflection

point on the load deflection

curve occurred at the same

time that the calculated value

of the PAL matched the

measured strain gauge load.

Thus the PAL calculation

was verified and could be

used with confidence as a

control parameter for bear-

ing axial load control. This

approach provides signifi-

cantly improved axial load

control over load control

based on the strain gauge

measurements. The pres-

sure measurements have

much greater resolution than

the strain gauges, in the re-

gion of interest.

Build 2 Test Series Sum-

mary. The objectives of

tester Build 2 were accom-

plished. Test procedures

were perfected and instru-

mentation was verified. The ability to operate the

rig in a manner that consistently simulates pump

operating conditions was demonstrated. The

consensus of the project engineers was that the

: _ _'d_'_:'l_ _''_'_"''_ .... _'_'_ _*-,,nz ,,,-_,,_.,
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Exhibit 285 Calculated and Measured
Loads for Axial Load Calibration Test

i
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rig testing program was ready to proceed to the

next phase designed to explore the robustness of

river-marked bearings.

Build 20verspeed Analysis. The failure of

the bearing rig speed sensor which occurred

during rig test P2026026 resulted in an overspeed

event. This test was the first test of this build in

which the turbine was pressurized to attempt

rotation. After chill down, turbine inlet pressure

was increased to begin rotation. The inlet pres-

sure was ramped up from zero to approximately

1,100 psi. The speed sensor and other instrumen-

tation was monitored in real time. The speed

sensorneverindicatedrotation. However, shortly

after pressure was applied to the turbine, fluid

temperatures began to increase. Turbine pres-

sure was reduced and the test was terminated. A

similar event occurred during test 1'2026028.

However, during this event turbine pressure was

limited to 800 psi based on revised redlines

established after the previ-

ous successful test

P2026027. After each

event, the speed sensor was

examined and problems

were found which con-

firmed the speed sensor was

not functioning.

A study was performed

using the SINDA/

SHABERTH Model to es-

timate the maximum speed

which occurred during the

two overspeedevents. Pratt

and Whitney design data

for the Terry turbine was

used to estimate the power

available to drive the rig as

a function of turbine inlet

pressure. The estimated

power available is shown in Exhibit 286. SINDA/

SHABERTH was used to calculate rig power

requiren'ents for various speeds.

The model calculates frictional power losses

for the rolling element bearings and viscous

losses for the rolling element and hydrostatic

bearings. A friction coefficient of 0.1 was used

for the ball bearings. The calculated power

requirements are shown in Exhibit 287.

The solid curve with circles represents the

total power loss from the pair of ball bearings.

The power requirement for the ball bearings

grows exponentially. This is due to two factors.

First, the cage and ball drag is a squared function

of the velocity of the component with respect to

the fluid. The second factor in the shape of the

curve is a result of ball spin on the inner race

which increases as speed and centrifugal force on

the rolling elements increases. The power re-

quirement for the hydrostatic bearing is shown

(Based On Pratt & Whitney Design Data)
......120 ...... , ......
_- f I f'''l'_-

, Trot _ Max Inlet ,,
100 _---_--.i pressure ~ 11oo Psig __

" Test 20L_:_28 Max Inlet !

,_ - Pr_sum- 800Ps_ T

e -- ......

LIJ

0 I I J t i I I/

0 200' 400 600 800 1000 1200

Turbine Supply Pressure (psia)

Exhibit 286 Power Available from Terry Turbine LH2 Rig Drive
(Based on Pratt & Whitney Design Data)

244
TP00-1017



m

m

= =

i

imm

m

= :i

100

K"

__ 80
O

g.

,tO

20

0

15000

, I I | I I I I j s I I v I I I ! I , I , , , , I I I I t I I I I"I_ I I I I

-_ I _Tota] R.E. Bearing Power Required fliP) I
B _@"

- l _ -total nNm BearingPowm" Aoguln_l(HP l .'"

I i

....1 I.......... ..............
! i ="tit" ° Total Bo'_ing L°SS + Other (HP) I'" /_

I i .............
' _ • .," ss- _,."_ _ !

! i i _..x" /! /

.......... ..' .._" __.. _"'_ i 1 i
- "_I'-_("'_"_"T .........T '-- "--=-.............r............_ .........._.........

| . , ....,.,-..

.... @-r, , ,--_-".... I,,,,1 .... I ....

20000 25000 30000 35000 40000 45000 50000 55000

Shaft Speed (RPM)

Exhibit 287 Calculated power BequTrernentsfor Driving LH2 Rig
(Based on Pratt & Whitney Design Data)

by the dashed curve, with squares. The hydro-

static bearing power rises linearly and is largely

a function of viscous shear forces in the fluid.

Total power requirements, as predicted by the

code, are shown by the diamond curve of Exhibit

287. This curve can be used to estimate the power

required to drive the rig at a given speed. The

calculated power should lie under the actual

power requirement because there are additional

mated maximum bearing

speed of 50,000 RPM for

test P2026026 and 45,000

RPM for test P2026028.

These results were signifi-

cantly lower than the origi-

nal speed estimates that

were developed based on

the quick look data alone.

Analog strain gauge data

was acquired during test

P0206028 and was re-

viewed to determine if the

calculated speeds could be

confirmed by frequency

analysis. The review was

inconclusive.

Analysis of Speed and Thermal Effects on

LH 2 Rig Operating Loads. SINDA/

SHABERTH analysis was performed to investi-

gate the effects of speed and temperature on the

operating axial load of the HPFTP/AT ball bear-

ings tested in the LH 2rig. A single bearing model

was used for this analysis. The bearing was

modeled with nominal fits and clearances in
losses in the system not accounted for by the

order to produce generic results for reference

model, during future rig builds. A baseline case was

Build 2 experience showed that nominal op- established by modeling the bearing in the static

eration of the rig at 36,000 RPM required a

turbine supply pressure of approximately 500

psi. Exhibit 286 shows that 500 psi corresponds

to approximately 45 horsepower available. The

SINDA model predicted 35 horsepower required.

This point can be used to calibrate the model to

account for additional losses in the system. It is

assumed that the additional losses in the system

will be mostly viscous shear losses and thus vary

ambient condition. An axial load of 900 Ibs was

applied to the bearing for all cases studied. The

static ambient shaft position, relative to the out

race curvature center, was recorded for refer-

ence. The next case modeled was a static case

with all components chilled to -400*F (-240°C).

The shaft position was calculated to change 0.004

inches as a result of the bearing internal clearance

change resulting from the chill-down process.

linearly with shaft speed. These additional losses =The direction of the relative motion was such that

were factored in to generate the top curve shown each of the bearings would tend to contribute to

in Exhibit 287. This analysis predicted an esti- increasing the preload on the bearings. The
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preload spring constant is

13,333 lb/in. Therefore, the

increased preload due to

chill-down was calculated

as follows: 2 X 0.004 in X

13,333 Ib/in = 106 Ibs.

The effect of speed on

preload was calculated us-

ing a similar approach. The

chilled static shaft position

was used as a baseline. Runs

were made for additional

speed cases of 10K, 20K,

30K, and 36K (RPM). Shaft

position was recorded for

each case. The bearing

change in stickout was then
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Exhibit 288 Speed Influence on Preload (Per Bearing)

multiplied by the spring constant. The results

from this study are shown in Exhibit 288. It

should be noted that this chart represents load

change contribution from each bearing. The

curve shows that at 36,000 RPM each bearing

contributes an additional 15 lbs to preload. There-

fore, speed effects should increase preload by an

additional 30 lbs.

model. A 60°F delta temperature applied to the

balls and inner race produced 8.5 lbs per bearing.

This analysis is shown in Exhibit 289. The

comprehensive thermal model of the bearings

shows that the actual temperature rise is signifi-

cantly less than 60°F. The ball temperatures are

predicted to increase by approximately 10°F.

Both the inner and outer races remain near fluid

A final study was per-

formed to evaluate the ef-

fect of clearance loss due to

bearing internal heat gen-

eration. In general, fric-

tional heating results in a

reduction of operating clear-

ance resulting from heating

of the balls and inner race to

temperatures higher than the

outer race. This effect was

modeled by simply speci-

fying a uniform ball and in-

ner race temperature rise in

the 36,000 RPM, chilled

10

_. 8

v

tO

0 10 20 30 40 50

BaH & IR Temp Rise (%')

Exhibit 289 Temperature Influence On Bearing Preload
(Per Bearing)
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temperature. Based on the analysis of Exhibit

289, this temperature rise will have a negligible

effect on operating preload.

The result of this loads analysis, was the find-

ing that, for a generic LH 2rig build, the operating

axial preload on the bearings was approximately

136 lbs greater than the static ambient build

preload.

Build 2 Hardware Tear Down and Inspec-

tion. Build 2 testing with the LH 2 rig was

completed after achieving approximately 2,441

seconds of rotational time. Approximately 1,826

seconds of test time was at rotational speed above

35,000 RPM. The objectives of Build 2 were to

refine test rig operational procedures and verify

rig performance. A detailed report of Build 2

testing was presented in the September 1996

Progress Report. In October 1996, the rig was

disassembled for inspection. Both the reaction

bearing and load bearing were removed from the

rig and disassembled. Visual inspection was

performed on all of the rolling elements and

races. Detailed surface measurements were per-

formed on the races and on selected rolling

elements.

Visual inspection of the reaction bearing re-

showed no excessive wear areas. The cage did

show more wear on one side of the outer race

guide area than on the other. The eccentric wear

was not excessive and was consistent with the

wear pattern expected for a slight cage imbal-

ance. Visually, the races appeared in excellent

condition. Detailed surface measurements of the

races, performed by Mr. Chip Moore, did show

several dent marks on the inner race surface. The

marks were similar to Brinell marks formed by

statically overloading a bearing. However, the

Brinelling was not uniform around the ring. There

was one deep Brinell mark surrounded by less

deep marks on either side. The spacing of the

marks around the ring was consistent with the

static spacing of ball contacts. The Brinell marks

were not deep enough to be visible with the naked

eye. The deepest mark was measured to be 7.5

microns (0.3 mils) deep. The Talyrond trace of

the reaction bearing inner ring is shown in Ex-

hibit 290. The Talyrond measurement indicated

a maximum depth of approximately 3 microns,

however, more accurate Talysurf measurements

were used to determine the maximum depth.

During assemble of Build 1 some binding of the

bearing carder was noted. The binding caused

the bearing to misalign. Significant axial forces

were applied to the bearing while in this mis-
vealed no significant changes from the pretest

condition. This bearing was the bearing-from aligned condition.

HPFTP/AT Build F5-2. The beating had ac- The observed Brinell marks most likely oc-

quired 276 seconds of engine run time and 230 curred as a result of this anomaly during assem-

seconds of low speed run time in tester Build 1 bly. The minor Brinelling is not anticipated to

prior to Build 2 testing. The bearingro!]!ng -:Significantly affect the expected life of the bear-

elements had minor river mark formations when

installed in the rig. Visually, there was no appar-

ent growth in the existing river marks. Also no

increase in the number of river marks was noted.

However, complete photographic records ofihe

balls in the pretest condition were not available

for comparison. Visual inspection of the cage

247

ing.

The Load Bearing used for Build 2 testing was

from HPFTP/AT Build F5-3A. This bearing had

acquired previous run time of 932 seconds during

engine tests prior to being installed in the rig for

Build 2 testing. This bearing was in near pristine
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Exhibit 290 Talyrond Surface Trace of Reaction Bearing Inner Race

condition when installed in the rig. There were

no visible fiver marks on the bearing when in-

stalled in the rig. Post Build 2 visual inspectio n

of this bearing revealed that the bearing was still

in near pristine condition after the completion of

the Build 2 tests. The races showed no visible

damage. The cage appeared in excellent condi-

tion. There were several dark streak marks

SALOX deposits from the

cage. This bearing was sub-

jected to a static axial load-

ing of approximately 12,000

lbs during testing• This load

slightly exceeds the ANSI

static load capacity of the

bearing. Therefore, some

Brinelling of the races was

expected. A Talyrond trace

of the bearing was per-

formed on both the inner

and outer races to determine

the extent of the Brinelling.

The outer race showed no

sign of Brinelling. Uniform

Brinelling of the inner race

was detected with a typical

depth of 2.5 microns (0.1

mil). The Talyrond trace of

the load bearing inner race

is shown in Exhibit 291.

This magnitude of

Brinelling is not expected

to significantly reduce the

life of the bearing. The silicon nitride rolling

elements were examined at 10x and 40x for signs

of river mark formation. One small surface

feature was noted that appeared to be the possible

initiation point of a river mark. It is believed that

this feature was formed during Build 2 testing.

The feature was photographed for documenta-

tion.

observed on some of the rolling elements. It-was ....
The results of the hardware inspection showed

found that these marks were deposits on the
no evidence that the tester produces any anoma-

surface of the silicon nitride balls. The dark
lous wear modes not experienced in engine test-

material could be easily removed from the sur-
ing. The fact that the load beating appears to be

face by scratching with a dental pick. The mate-
developing river marks also supports the similar-

rial under the deposits did not appear distressed•
ity of the rig environment to the engine environ-

The ease with which the material could be re-
ment.

moved suggests that the deposits were probably
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Exhibit 291 Talyrond Surface Trace of Load Bearing Inner Race

6.9 Test Support for MSFC LH 2 Bearing
Tester - Build 3

The LH 2 rig was reassembled after the test

environment was confirmed by the Build 2 hard-

ware inspection. The Build 2 Load Bearing was

evaluated the ability of se-

verely "river marked" bear-

ings to safely meet the de-

sign life requirements of the

HPFTP/AT application.

The procedural revisions de-

veloped during the Build 2

seem to have eliminated

many of the rig control prob-

lems experienced in the

early tests. Two notewor-

thy anomalies were ob-

served during the Build 3

test series. During tests

P2026036 and P2026040

the rig break-away torque

was higher than normal. On

both occasions, the humid-

ity was high and the rig was

possibly left without a purge

for some period of time.

Therefore, ice formation

was suspected as the cause

of the increased break-away

torque requirement. We

began monitoring break-away torque with in-

creased interest. Several pressure readings

showed evidence of full or partial blockage of the

hypo supply tubes during various tests. This

phenomena also suggests the possibility of mois-

reinstalled in the Load bearing location. This ture in the system. Improved purge techniques

bearing which is still in near pristine condition were implemented.

was used to track the formation and progression Build 3 testing was temporarily suspended due

of river mark features via periodic inspection, to facility problems in October 1996. During
The Bearing from HPP'rP/AT Build F6-4 was

installed in the reaction bearing location. This preparation for Test P2026041, relief valves

bearing has experienced three engine starts and opened on the hydrogen run tank. Repair of the

was involved in a high load event during engine

testing. This bearing has the most severe river

mark features observed to date. Build 3 testing

valves required the tank to be purged and warmed

to facilitate removal of the valves for repair.

Testing later resumed as Build 3A.
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Test Objectives. The overall objective of the

LH 2 bearing test program was to support the

SSME HPFTP/AT Program by investigating the

formation mechanisms and consequences of the

"river mark" surface features observed in post

engine test silicon nitride rolling elements. The

river mark features appear on the surface of the

balls as thin crack like marks often branching out

like tributaries to a river. However, close inspec-

tion of the marks showed that they were typically

flat bottomed troughs in the surface and they are

usually much wider than deep. The flat bottom

suggested that they were more benign than a

typical crack and not susceptible to propagation

into the depth of the rolling element. Balls with

known river marks were successfully run in

pumps; however, engine test time was limited

and the long term durability of river-marked

bearings was not demonstrated. The LH2 bearing

rig test series was designed to evaluate the capa-

bility of severely river-marked bearings to con-

tinue to perform nominally throughout the com-

plete design life of 8 hours.

Build 2 of this test series was completed in

September 1996. During Build 2, the rig was

operated for 7 rotational cycles for a cumulative

test time of approximately 2,441 seconds. Build

2 data was used to calibrate the rig and establish

operating procedures used to assure that the rig

test environment closely emulated the engine

the bearings. Earlier rig testing with the Bearing

Seals and Materials Tester (BSMT) in liquid

oxygen and the LH 2 rig, prior to developing the

current test procedures, had shown that rig test

environments to be more aggressive than actual

engine test experiences. It was found that the

post test condition of the Build 2 bearings was

consistent with bearings run in the engine for

similar amounts of time. Based on the results of

Build 2 it was decided to proceed with testing of

a river marked bearing.

The objectives of Build 3 testing included

establishing the robustness of river marked bear-

ings by accumulating high speed long duration

run time on a bearing with known river markings,

and documenting formation of river marks. To

address these objectives the rig was reassembled

using the heavily river marked bearing from

Pump Build F6-4. This bearing was installed on

Pump F6-4 when the unit experienced a turbine

and vane failure. This event caused increased

loading on the bearing. The rolling elements

from this bearing were the most heavily river

marked bearings observed from engine tests.

This bearing was installed in the reaction bearing

position (top) of the LH 2 rig. The axial load on

this bearing can be monitored directly from the

strain gauges installed on the bearing preload

spring. The load bearing (middle) from Build 2

was reinstalled in the rig for Build 3. The test

environment. The bearings installed in the rigfor plan called for acquiring approximately four

build 2 were low time bearings known to be in

good condition. At the conclusion of Build 2

testing the bearings were inspected and found to

be still in good condition. The only anomaly

noted, post Build 2, was a small surface distress

on one of the rolling elements which appeared to

be the early formation of a river mark. These

results indicated that the rig test environment was

not introducing any additional failure modes on

hours of high speed (35k rpm) test time on the rig

and then removing the rig for inspection of the

bearings. _is test plan was accomplished. Build

3 demonstrated four hours of life with bearings
: z:

known to be heavily river marked. The load

bearing, in good condition prior to Build 3 test-

ing, developed heavy river marking during the

four hours of testing.
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Build 3 Test Series Highlights. This test

series consisted of 24 cycles, as summarized in

Table 9, and benefited extensively from test

procedure optimization and calibration performed

during Build 2 testing. Axial load and speed

control problems experienced in Build 2 testing

did not occur in this test series. A total of 15,595

seconds run time was accrued. The majority of

the run time was accrued in the month of Decem-

ber 1996. The nominal test profile for the series

Table 9 Build 3 Test Series Summary

= =

w

2

!

z_

Lma_w

m

Test

Number

p2o2633

P202634

P202635

P202636

P202637

P202638

P202639

P202640

P202641

P202642

P202643

Test

Number

P202645

P202646

P202647

P202648

P202649

P202650

P202651

P202652

P202653

P202654

P202655

P202656

Fluid Time at Nominal Test

....... l_SPeed_(sec) Speed (RPM)

LN2_ 0 0
I

___._L..H_21 720 35,000

.LH_2 . 6_ .... 351000 -

Remarks

Coldflow and leak check

Axial load calibration performed

170 Ib radial load

LH2

LH2

LH2

LH2

LH2

LH2

LH2

LH2

8

813

0

674

314

0

0

0

35,000

35,000

H!gh break-away torqu#, F)211 cut

295 Ib radial load

_pr£pellant depletion during chill

125 Ib radial load, no speed sensor

125 Ib radial load, high break-away

torque, P201 cut

0

35,000

35,000

0

0

0

LH2 tank over pressurized

Relief valve failed

valve 3106 control problems

Fluid

LH2

LH2

LH2

_LH2
LH2

LH2

LH2

LH2

LH2-

I LH2

Time at

Speed (Sec)

684

808

937

978

905

919

Nominal Test Remarks

Speed (RPM)

35,000 175 Ib radial load, strain gauges

35,000

35,000

35,000

35,000 .......

35,000 __

35,000

erratic

175 Ib radial load

175 Ib radial load

175 Ib radial load

175 Ib radial load

175 Ib radial load

175 Ib radial load825

1011 35,000 1751b radialload

950 35,000 1751b radialload

620 35,000 1751b radialload, data system crash

980

1,050

35,000

35,000

175 Ib radial load

175 Ib radial load
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Table 9 Build 3 Test Series Summary (Concluded)

Total rotational test time on Build 3 was approximately 15, 595 seconds.

Total rotational test time on Build 3 at 35,000 RPM was approximately 14,333
seconds.

Nominal axial load in the bearings for rotational tests was approximately 875 Ibs.

Tests 02026036 and P2026040 had high break-away torque

Reaction bearing used was from Pump Build F6-4 and had 1,594 seconds of

engine run time prior to being installed in Tester Build 3. This bearing had

acquired heavy river marks on all balls during engine tests. This bearing was
heavily loaded during engine testing due to the Unit 6-4 2nd turbine vane failure.

Load bearing used was from Pump Build F5-3A and had 932 seconds of engine

run time prior to being installed in Build 2. The bearing acquired 2,441 seconds of

rotational time in rig Build 2. Post Build 2 inspection found slight brinelling of the
inner race and a small river mark type surface feature on one ball.

m

w
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m

w
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w
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w

was as follows: static chill down, increase tur-

bine pressure to start rotation, hold speed at

20,000 RPM, apply radial load, ramp speed to

35,000 RPM, run at speed until tank depletion.

The typical bearing load was 875 Ibs axial and

175 lbs radial load. A typical test duration was

approximately 900 seconds at test speed.

The test series was divided into two groups of

tests. The first group of tests (rests P2026033 -

Test P2026040) were performed in October 1996.

The few anomalies that occurred in the test series

occurred primarily in this group of tests. Test 33

was a non-rotational leak check with LN 2. Test

34 included an axial load calibration test similar

to the test reported in September 1996. The test

verified that our nominal operating axia| load

was approximately 875 lbs. Test 36 experienced

a high break-away torque. It was necess_ to

bring the turbine inlet pressure up to approxi-

mately 300 psi to start shaft rotation. Typically,

less than 100 psi turbine inlet pressure is r_ired

to start shaft rotation. Once the shaft rotated,

running torque appeared normal. This test cut

prematurely due to thrust piston pressure exceed-

252

ing the redline. The thrust piston cut was linked

to valve 3106 controlling erratically. The test

was recycled and on the second start, break-away

torque was normal. The rig was borescoped after

this test and the bearings appeared normal. It was

later learned that a purge may not have been

immediately applied to the rig after the previous

test. Therefore, internal ice may have contrib-

uted to the high initial break-away torque. A

similar high break-away torque was experienced

during rig test 40. During rig test 37 the radial

load was intentionally increased form 175 lbs to

295 Ibs to test a radial load sensor installed on the

rig. This group of test resulted in approximately

3,139 seconds of high speed test time.

A facility problem occurred during chill down

for Test 41. The LH 2 run tank became over

pressurized while chilling the rig resulting in two

relief valves opening on the tank. The rig was

isolated from the tank and therefore not affected.

However, repair of the valves required approxi-

mately two weeks. Test 42 was attempted after

the valves were reinstalled, however, it was found

that the relief valves still leaked.

TP00-1017
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The second group of tests in this test series

occurred in December 1996. Very few anoma-

lies occurred during this group of tests and ap-

proximately 12,456 seconds of test time were

accrued. The first test in this group, Test 43, was

stopped prior to rotation due to a fluid control

valve problem. The only other anomaly in this

group of tests happened during Test 54. During

this test, the data acquisition system (DSU)

crashed during the test. The DSU crash caused a

loss of the speed sensor signal used to control the

rig speed. This event could have resulted in an

overspeed, however, post test inspection of valve

position data did not indicate signs of an

overspeed. Fail safe measures were implemented

to avoid this problem in the future.

The four hour run time goal for this build was

achieved. The rig was removed for tear down and

inspection of the bearings. The rig was later

reassembled with the same bearings for an addi-

tional four hours of testing.

Preliminary Bearing Inspection. The bear-

ings were removed from the rig and subjected to

visual and metric inspection. Visual inspection

of the bearing races and cages showed no unusual

wear. The races of both bearings had slight

debris denting. Brinel marks from the Build 2

overload were still visible on the inner rig of the

load bearing. Otherwise, the races and cages of

both bearings appeared to be in good condition

for the amount of run time incurred. The rolling

elements from both bearings had heavy river

marks. The reaction bearing (from Pump F6-4)

had heavy river marking when installed in the rig.

The river marks appeared to have widened slightly

during the testing. It was also observed that the

rolling elements had many finer marks covering

a larger percentage of the surface area. These

marks were less deep and more dense than the

heavier river marks. The load bearing (from

Pump F5-3 and Build 2) had heavy river marks on

the majority of the rolling elements. Prior to

Build 3, only one of the rolling elements from this

bearing had any indication of river marking and

that was very slight. The loads and speed were

carefully controlled and measured during the

Build 3 testing. Transient loads experienced

during this test series were minimal. Therefore,

it appears that river mark formation occurs un-

der nominal bearing operation in a LH 2environ-

ment. The load bearing rolling elements also had

the finer pattern of light marks observed in the

reaction bearing balls.

Mr. Chip Moore, MSFC, performed detailed

metric measurements of the races, balls, and river

marked bearings. Many of the rolling elements

were also photographed for documentation. Mr.

Moore attempted to develop a method for catego-

rizing the severity of river marking so observable

features can be related to bearing life.

Bearing Configuration. Bearing configura-

tions for Build 3 are show in Table 4.

Test Series Summary. Build 3 testing dem-

onstrated that heavily river marked bearings can

continue to operate nominally for significant

periods of time. Abnormal race wear or heat

generation did not result from operating with the

river marked beatings for the four hours of test-

ing. The formation of river marks on the load

bearing showed that river mark formation oc-

curred under nominal pump operating condi-

tions, which implies that the formation of river

marks in engine tests are not necessarily the result

of some peculiar load or environmental factor

unique to the pump.
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Table 10 Bearing Configurations
t,

Reaction Bearing (Top Bearing)

Load Bearing (Bottom Bearing)

ii i

P/N47003185J12

Inner Race, Cronidur 30, Curvature .58

Outer Race, Cronidur 30, Curvature .52

11 Balls, Si3N4, diameter 0.8105 in

Cage Armalon with SALOX inserts

Axial end play (60 Ib load) .0455 in

P/N 4700318SK12

Inner Race, Cronidur 30, Curvature .58

Outer Race, Cronidur 30, Curvature .52

11 Balls, Si3N4, diameter 0.8105 in

Cage Armalon with SALOX inserts

Axial end play (60 Ib load) 0.045 in

m

i

w
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6.10 Test Support for MSFC LH 2 Bear-

ing Tester - Build 3A

In January 1997, the LH 2 bearing test rig was

reassembled and prepared for continued testing.

The LH 2 bearing rig Build 3 had been disas-

sembled for inspection after accruing 15,595

seconds of rotational test time.

Hardware from rig Build 3 was reassembled,

constituting rig Build 3A. Both the load and

reaction ball bearings were reused in Build 3A.

The only hardware changed from Build 3 was the

bearing axial preload spring. The preload spring

was replaced by a spring of identical design. The

preload spring change was required because of

strain gauge failures on the original spring. All

three strain gauges on the new spring were veri-

fied after assembly in Build 3A. It was noted that

the ambient static preload on the bearing was

approximately 634 lbs after assembly. This

static preload was slightly lower than observed

from Build 3. Possible sources of this difference

are errors in the spring calibration curves and/or

increased bearing clearance resulting from pre-

vious testing. The metric studies from post Build

3 hardware showed very little wear.

Build 3A was transported to the test stand and

installed during the third week of January 1997.

An LN 2 coldflow and leak check test was per-

formed to verify the installation (Test #:

P2026057.500). The leak check verified the rig

installation and instrumentation. A minor

anomaly was noted during the leak test. It was

noted that the thrust piston pressure was not

immediately relieved when the thrust piston sup-

ply closed. This anomaly resulted in additional

axial load on the reaction bearing of approxi-

mately 500 lbs. This amount of additional load

....................... any bearing or spring

margins. The cause of the problem was identi-

fied and corrected.

LI-I 2 bearing test continued with Build 3A

which ran with pump end ball bearings from

HPFTP/AT F6-4 and F5-3A. These bearings had

been subject to approximately 15,600 seconds of

rotational time in the previous tester build (Build

3). Their post Build 3 condition was described in

the December 1996 Progress Report and was

judged acceptable for continued testing.
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The test profile was modified for this build to

include the application of high axial load cycles

to the load bearing. These load cycles consisted

of rapidly applying a shaft axial load to the

bearing six times for a duration of 3 seconds each

at a shaft speed of 20,000 rpm. After the load

cycles were completed the shaft speed was ramped

up to the test speed of 35,000 rpm. Exhibit 292

shows the axial load cycles as measured for Test

P2026068. This parameter (PAL1) was calcu-

lated based on various pressure acting on differ-

ent areas of the shaft to produce a net axial load.

The shaft axial load was produced by reducing

the thrust piston pressure allowing the top cavity

pressure to push the shaft down toward the load

bearing. When the PAL1 load was added with

the remaining preload from the reaction bearing,

a total maximum load of approximately 5,000 Ibs

is supported by the load bearing. The axial load

cycles were added to the test profile to simulate

the transient loads in the HPFTP/AT during start

up and shut down. Multiple cycles were ex-

ecuted for each test in order to obtain enough

cycles to simulate 60 en-

gines starts and stops in the

remaining rotation time

scheduled for this build.

The "cold flow, leak

check" was successfully

performed in January 1997

using LN v During Febru-

ary 1997, twelve tests were

performed. The first

(P2026058) was an axial

load calibration test with no

rotation to verify the cor-

rect preload spring compres-

sion and the operation of

the automated load controls.

Both conditions checked out

satisfactorily. The next test (P2026059) was

scheduled for a complete test profile, but was cut

immediately after the axial load cycles due to

DP239. DP239 is the measure of the pressure

differential across the shaft and is used to deter-

mine the net axial load on the shaft. Its redline

limits are broadened during the axial load cycles

and are tightened after completion of the cycles.

Unfortunately, the tighter limits were pro-

grammed to be enforced before the automatic

controller could bring DP239 back to its normal

level. Corrective measures were taken for the

next test.

P2026060 was performed successfully com-

pleting all test objectives and obtaining 960 sec-

onds at full speed before propellant depletion.

The next test (P2026061) was aborted before

rotation start due to P211 not responding. P211

is used for the thrust piston control and since it

did not respond, the thrust piston was over-

pressurized before the control personnel noticed

the thrust piston pressure on another measure-

ment. This over-pressurization resulted in an

_i ¢ i ; i i i i i i i i i i i i i + i i i 4 1 i i i i i i _ i ) i i i i i i i i i ] _

.+
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Exhibit 202 LH2 Bearing Tester Axial Load Cycles
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axial load of approximately 7,800 Ibs being ap-

plied to the reaction bearing. This load was well

below the static axial load limit of this bearing

which is about 10,000 lbs. Also, the reaction

bearing housing is designed to permit the outer

race to bottom on a ledge at 2,500 Ibs before

overloading the preload spring. Instrumentation

inspection showed that a drop of moisture had

collected and frozen in the line leading to the

pressure sensor. The procedure was modified to

manually observe P211 to verify its functionality

before fully pressurizing the thrust piston.

P2026062 was cut on the first attempt during

the axial load cycles due to a high DP239 reading.

This pressure differential was high because the

gain on the axial load cycle controller was changed

to permit the load to reach the set point more

rapidly. However, the gain change actually caused

the load to over-shoot the desired level. The gain

was reset and the test recycled. The second

attempt was successful with six axial load cycles

and approximately 660 seconds at test speed

before run tank depletion.

Tests P2026063 through P2026069 were all

run successfully with no anomalies observed in

bearing data, instrumentation, or controls. At the

end of Test P2026069 the bearings had com-

pleted 58% of the "time at full speed" goal.

Computer Modeling of Build 3A Test Pro-

files. The P&W HPFTP/AT pump end ball

bearings being tested in Build 3 of the LH i

bearing tester were simulated using the SINDA/

SHABERTH bearing modeling program. The

model was then configured in the transient mode

to simulate the axial load cycles on the tester

bearing. Comparison of the model results with

the test data for coolant temperature rise across

the bearing, as well as outer race back surface

temperature, provided valuable information for

model calibration. Once the model had been

calibrated, critical internal bearing operating pa-

rameters were predicted.

The axial load cycles provided an excellent

opportunity to monitor a coolant temperature

increase due solely to frictional heating in the

bearing. Previously, coolant temperature changes

across the bearing had been caused by speed

increases. The coolant increase is caused by

increased viscous work on the fluid and in-

creased frictional heat generation in the bearing.

This complicated modeling since there were two

components of the heat increase to be predicted.

Therefore, because the load cycles were per-

formed at constant shaft speed, the frictional heat

generation change can be isolated.

The measurements in the tester that monitor

the load bearing frictional heat increased are the

coolant exit temperature (T206) and the outer

race back surface temperatures (T205 & T214).

The data for T206 at the time of the axial load

cycles is provided in Exhibit 293 along with the

load bearing and tester inlet coolant tempera-

tures. Because the temperature change magni-

tude is close to the resolution of the thermo-

couple, the exact times of the axial load cycles

were not definitively discernible. Therefore, the

data for the thrust piston pressures are provided
SINDA/code for these beatings had been devel-

.......... in Exhibit 294 to indicate when the axial loads
oped previously during work for P&W. Thus,

...... --, _ were applied. Thus, knowing the times when the
the SINDA model of these bearings needed only

slight modification to simulate the bearing tester high axial load was applied, the trends of in-

parameters and to be combined with the creased temperatureintheexitcoolantmeasure-
ment (T206) was detected. Unfortunately, the

SHABERTH model of the tester. The complete
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Exhibit 293 LH2 Bearing Tester Coolant Temperature Data

outer race measurements did not provide reliable

data for this build and did not show any indica-

tion of temperature change due to the increased

axial load. This necessitated that the modeling

results could be compared with only coolant

measurements for this tester build.

The boundary conditions

of Test P2026068 that af-

fect bearing operation, such

as speed, load, coolant tem-

perature and pressure, and

flow rate were programmed

into the transient SINDA/

SHABERTH model to

simulate the axial load

cycles. The boundary con-

ditions that changed the

most and had the largest

effect on the bearings op-

eration were the shaft speed

and axial load. Exhibit 295

shows these two boundary

parameters as programmed

III I II ii

in the model.

The transient model results for coolant tem-

peratures into and out of the load bearing corre-

sponding to T204 and T206, are provided in

Exhibit 296. The characteristic of most interest

was the temperature change during the applica-
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Exhibit 294 LH2 Bearing Tester Thrust Piston Pressures
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tion of the high axial load to

the bearing. As stated ear-

lier, the change in delta tem-

perature is caused by fric-

tional heat changes due the

increased axial load. The

magnitude of the measure-

ments is also affected by the

viscous work done on the

fluid by the bearing. As

shown, the model predicted

that the exit temperature

would increase approxi-

mately 0.7 degrees Rank-

ine. However, coolant mix-

ing in the exit cavity from

the hydrostatic slave bear-

TP00-1017
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ing, also affected the T206

measurement. The effect of

mixing was calculated

manually and indicated that

the predicted temperature

change was 0.6 degrees.

This predicted delta tem-

perature is very close to that

measured with T206. This

indicated high credibility for

the friction heat calculations

in the SHABERTH pro-

gram. Also, the magnitude

of the coolant temperature

predictions were relatively

close to the measured val-

ues, indicating that the vis-
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LH2 BEARING TESTER LOAD BEARING BACK SURFACE TEMPERATURE

(HPFTP/AT PEBB, F5-3A)
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Exhibit 297 LH2 Bearing Tester Load
Bearing Back Surface Temperature (HPFTP/AT PEBB, F5-3A)

cous work calculations were fairly accurate as

well.

It is interesting to note that the model predicted

that the coolant between the reaction bearing and

the load bearing would decrease by 0.25 degrees

due to the load being slightly reduced on the

reaction bearing during the

axial load cycles. Exhibit

297 shows the prediction

for the outer race back sur-

face temperature response

and that it also should have

about 0.7 degrees of change.

However, this change was

not seen in the data. In

general, the outer race tem-

perature measurements

were not believed to be reli-

able.
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The model predictions for

the corresponding average

bearing component and

maximum track tempera-

tures are provided in Exhibit 298 and 299, re-

spectively. These temperature predictions indi-

cate that this ball bearing operating with these

coolant conditions is very thermally robust. The

model also predicted, as shown in Exhibit 300,

that even under the 5,000 Ib axial load, the
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maximum contact stress is 23% below the maxi-

mum allowable contact stress for the Cronidur

stainless steel races.

Build 3A Test Series Highlights. The test

goals for Build 3A were achieved in March 1997.

Eight rotational tests were successfully performed

resulting in 96 minutes of time at 35,000 rpm and

129 minutes of total rotational time. Adding this

time to the previous test times for Build 3A,

yields a time of 201 minutes at 35,000 rpm and

260 minutes total rotational time on this build.

Combining the time the bearings accumulated in

Build 3A with the time previously accrued in

Build 3 results in a total of 440 minutes of

rotational time at 35,000 rpm and 520 minutes

total rotation time. This time was in addition to

the time the bearings were run in their respective

HPF'I'Ps and the time the load bearing was run in

Build 2. The combined times the bearings expe-

rienced in both Build 3 and Build 3A met the

endurance goals set for these bearings of 42I

minutes at 35,000 rpm and 520 minutes total

rotation time. These goals were based on simu-

lating 60 missions of 8.67 minutes each with 81%

of the time being run at 109% or 35,000 rpm for

the HPFYPs.

The reaction bearing was also subjected to 120

high axial load cycles during testing with Build

3A. The axial load cycles were performed to

simulate the transient loads in the pump during

start up and shut down. The load cycles were

Testing was accomplished without any anoma-

lies of a serious nature. However, the data did

reveal that the power required to maintain the

tester shaft speed was decreasing slightly for

approximately the last 20% of each test run. This

phenomenon was initially thought to be due to

the propellant warming as the tank neared deple-

tion. The power decrease was studied further and

is discussed.

At the conclusion of Test P2026077, the bear-

ing rig was removed from the test stand and

returned to the lab for bearing removal and in-

spection. Overall, the rolling element bearings

were in sound condition. The cage from the

reaction bearing (top position) was the most

worn of the two cages and its wear was only

moderate. Higher wear on the reaction bearing

was expected because this bearing must do the

majority of the fluid work on the entering bearing

coolant. There was land contact on the other side

of the cage at the outer diameter believed to be

caused by a cage imbalance, but this contact was

not serious. The cage pockets had contact 360

degrees around with the heaviest in the fore and

aft directions. The pocket wear was fairly consis-

tent from pocket to pocket, but was not excessive.

The cage from test bearing (middle position)

showed the same wear characteristics as the

reaction bearing, but the magnitude of the wear

was estimated to be only 33% as much. The races

of both bearings did not seem to have degraded

accomplished by performing seven and later much since inspection after Build 3. The wear on
the races appeared low and there was some debris

eight cycles at 20,000 rpm during the speed ramp

up for each test. Each cycle consisted of allowing

the pressure differential across the tester to push

the shaft down thus increasing the'ioadon_the

reaction bearing from the nominal 800 lbs preload

to 5,000 lbs for three seconds.

26

denting in the tracks. The silicon nitride balls

from the reaction bearing had micro-debris chip-

ping that formed a continuous track around every

ball. Some balls had signs of two of these debris

tracks in different orientations. The load bearing

balls did not show, to the naked eye, evidence of

debris tracks.

TP00-1017
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Comparison of photos of

the balls pre-Build 3, post

Build 3, and post Build 3A

showing the "river marks"

on the surface was per-

formed. The comparison

illustrates that the original

river marks on the balls did

not substantially increase in

area nor depth. However,

the photos do show that the

number of "tributaries"

branching off the main

"river" or fine cracks usu-

ally running perpendicular

to the original flaw did in-
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crease with the run time on Exhibit 301 LH2 Bearing Tester Shaft Speed Increase
the bearings.

lated. Exhibit 301 is aplot of the shaft speed dataAdditional Model Calibration from Build 3

and 3 A Test Data. Computer simulation of the showing the speed ramp. Exhibit 302) is a plot
of the coolant across the bearings showing the

MSFC liquid hydrogen bearing tester continued

further enhancing the SINDA/SHABERTH pro- temperature increase during the speed increase.

gram and calibrating the

LH 2 bearing tester model.

In February 1997, the high

axial load cycles were stud-

ied in an effort to isolate and

verify the frictional heating

effects. The modeling re-

suits showed very good

agreement with the mea-

sured data for the coolant

temperature rise across the

beatings. In March 1997,

the viscous fluid work dur-

ing shaft speed changes was

studied. The speed change

from the 20,000 rpm during

the axial load cycles to the

35,000 test speed was simu-

!!I
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Exhibit 302 LH2 Bearing Tester Coolant Temperature Increase

262
TP00-1017



w

mu

-z

i

= =

m

H
u

The exit coolant temperature increase was due to

both the frictional and viscous fluid heating. The

model was calibrated very well for frictional

heating as shown by the temperature compari-

sons during the high axial load cycles. Thus, any

discrepancy in temperature comparisons between

data and modeling results during the speed in-

crease was probably due only to viscous heating

from the fluid drag on the rotating components.

To simulate the LH 2 bearing tester shaft speed

ramp from 20,000 to 35,000 rpm alI of the mea-

sured boundary conditions for this portion of the

test were programmed into the SINDA/

SHABERTH model of the tester. The model was

then executed in the transient mode to simulate

the speed ramp. The resulting coolant tempera-

ture predictions across the bearings are plotted in

Exhibit 303 for comparison with the measured

data given in Exhibit 302. The measured tem-

peratures in Exhibit 302 were as follows: T215

is the reaction bearing inlet, T204 is between the

bearings, and T206 is the load bearing exit. The

model results were computed using coolant pre-

swirl before the reaction bear-

ing of 10% of shaft speed

and before the load bearing

of 25% of shaft speed. The

comparison shows that the

simulation under-predicted

the coolant temperature rise

at 20,000 rpm by approxi-

mately 0.6 degrees Rankine

across the first bearing and

0.5 degrees across the sec-

ond bearing. At 35,000 rpm,

the simulation over-predicted

the rise across the first bear-

ing by about 1.7 degrees but

across the second bearing,

under-predicted by only 0.1

degrees.

76

74

72
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Also as part of the viscous fluid work model-

ing, the power decrease with constant shaft speed

phenomenon during the latter portion of each

test, as shown in Exhibit 304, was simulated.

The decreasing power requirement is probably

real since the coolant is warming and density is

decreasing toward the end of the test run as the

run tank is nearing depletion. The coolant tem-

perature increase is illustrated in the plot of

coolant temperatures across the bearings for the

last 300 seconds of Test P2026071 shown in

Exhibit 305. The decreasing power measure-

ment is substantiated by the coolant temperature

rise across the bearings also decreasing during

the last portion of the test shown in Exhibit 306.

6.11 Test Support for MSFC LH= Bear-

ing Tester Build 4

Build 4 of the MSFC liquid hydrogen (LH2)

bearing tester was assembled in May 1997 using

the same bearing configuration as the previous

Build 3. This configuration placed aball bearing

in the load bearing position (middle position), a

---e-- REACTION BRG INLET I i i
:_ ---- --" -- e.- --

-m---- BETWEEN BEARINGS I ............ /": ................ i ................

--o -- LOAD BRG EXIT I / : !

• J ]/ _. ;.B- _m "m_m
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200

Exhibit 303 LH2 Bearing Tester
Model Coolant Temperature Predictions
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Exhibit 304 Example of Reducing
Power Requirement Towards End of Test Run

shaft by a double beam

spring on the outer race of

the reaction bearing. The

ball bearings of Build 4 were

the Pratt & Whitney SSME

High Pressure Fuel

Turbopump (HPFTP) pump

end ball bearing (PEBB)

design. The bearing races

were previously run in test

pumps F8-1A and F-IF.

These races were fitted with

new silicon nitride balls.

The reaction bearing re-

ceived Cerbec NBD-200

balls and the load bearing

received the standard

Toshiba TSN-03H balls.

ball bearing in the reaction bearing position (top

position) and a hydrostatic bearing in the slave

bearing position (bottom position). The two ball

bearings are preloaded against each through the

r_ glO'al07 I( ,,11'_.

i 1 i

L

L

i L i 1 I

The objective of this test series was to demon-

strate the successful operation of the P&W HPFI'P

PEBB to exceed the design life, and to explore

the effect of silicon nitride balls manufactured by

i i i

Exhibit 305 Coolant Temperature
Warm Up During Later Portion 0f Test

264

i
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different vendors on the for-

mation of "river marks";

tiny surface defects detected

on the Toshiba silicon ni-

tride balls after nominal op-

eration in the HPFTPs. A

proposed explanation was

that the fluorine present in

pump assembly grease was

reacting with the binder of

the Toshiba silicon nitride

balls. The rig was purposely

assembled without using

any Braycoat grease. This

would provide a data point

to evaluate the postulated

correlation between fluorine

in the grease, and the sili-

TP00-1017
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Exhibit 306 Coolant Temperature Rise
Across Bearings Indicating Power Reduction

values by indicating what

axial load on the shaft was

needed to unload the load

bearing. The axial load on

the shaft was termed "PAL"

and is a summation of all

the pressure times area loads

on the shaft including the

thrust piston. When the PAL

value is plotted versus the

preload spring strain gage

values as in Exhibit 307,

the change in slope indi-

cates when all the axial load

has been removed from the

load bearing and PAL is the

only load reacting against

the preload spring. As

con nitride binder material. Test series investi-

gated if the Cerbec silicon nitride balls were also

susceptible to the formation of the river marks.

The LH 2 cold flow test and axial load calibra-

tion test were performed. No

major leaks were detected in

the tester assembly or in the

supporting facilities. Proper

axial preload on the ball

bearings was verified

through the use of the axial

thrust piston and the instru-

mented preload spring. The

three strain gages on the re-

action bearing preload

spring all read within 25 Ibs

of each other and average

value was read to be 860 Ibs

which was only 10- lbs from

the desired preload. The

axial load calibration test

collaborated the strain gage

shown in the exhibit, this slope change occurred

at approximately 900 lbs. When the spring

constant of the load bearing (450,000 Ibs/in) was

considered, the calculations predicted that the

'' ] .........
iooo i
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Exhibit 307 Axial Preload Calibration Test Results
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change in slope should have occurred at 875 lbs

which is very close to the measured value indicat-

ing that the preload was set correctly.

Build 4 Testing. Build 4 of the tester was

configured with ball bearings in the reaction and

load positions and a hydrostatic bearing in the

slave position. The ball bearings were the Pratt

and Whitney design for their SSME high pres-

sure fuel pump. The bearing in the load position

(test bearing) was fitted with new Toshiba TSN-

03H silicon nitride balls which was the standard

for the P&W design. The reaction bearing was

fitted with new Cerbec NBD-200 silicon nitride

balls. The major objectives of this tester build

were to demonstrate the design life of the P&W

Test P2026082.500. This test was terminated

before rotation due to controller problems of the

thrust piston pressure. The control valve EHV

3503 opened suddenly causing the thrust piston

pressure to spike to approximately 1,500 psig

without the tester being internally pressurized.

This control anomaly resulted in about 10,000

Ibs of axial load instantaneously applied to the

reaction bearing. This load is believed to be

within 10% of the static load capacity of this

bearing. Thus, Bernelling of the reaction bearing

races may have occurred and was later verified

during the midpoint tear down and inspection.

Investigation of controller problem was under-

taken.

bearings operating under conditions similar to Test P2026083.500. This test was also termi-

those in a high pressure fuel pump, and to inves-

tigate the formation of the "river mark" surface

defects on the different silicon nitride balls.

Test P2026081.500. First rotational test

achieved 708 seconds of total rotational time

with 582 seconds at 35,000 rpm. The test was

nominal with test cut due to propellant depletion

(T215 high). The data review showed that the

tester operated normally, similar to Build 3 op-

eration, with the exception of the thrust piston

control having slightly more oscillation than

normal. The thrust piston pressure oscillation

resulted in a +/- 25 lbs variation in the test beating

load, which was judged to be undetrimental to the

bearing performance. However, the test operator

was asked to improve the response of the control-

ler. Also, the strain gages on the preload spring

indicated that the load on the reaction bearing

increased approximately 8 Ibs over the duration

of the run. The reason for the gradual load

increase was not known. Overall, conditions

were acceptable for further testing.

nated before rotation due to thrust piston control

problems. Although no over pressurization of the

thrust piston occurred, the automatic controller

could not maintain the desired set point for the

thrust piston pressure. The thrust piston pressure

controller was again investigated.

Test P2026084.500. Thrust piston pressure

control was improved by adjusting settings on

the automatic controller and changing out the

pressure transducer. Thus, 612 seconds of rota-

tional time was obtained before test cut which

was due to the propellant depletion. Data review

showed nominal operation of the tester and bear-

ings except for the thrust piston pressure which

was still varying, but within the redline limits.

Test P2026085.500. The rotational time was

cut during the ramp up to the test speed of 35,000

rpm by DP239 reading high. DP 239 is the

pressure difference between the tester top cavity

pressure and the thrust piston pressure and is to

be maintained at a set point to provide low
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resultant axial load on the shaft. The cause of the

problems was again thrust piston pressure con-

trol.

Test P2026086.500. Non-rotational test to

verify correction to thrust piston controls at op-

erational pressures in the tester. Controller re-

sponse was slow but was able to maintain pres-

sure within redline limits.

Test P2026087.500. Attempted rotational

test but was terminated due to propellant deple-

tion before rotation start. The propellant deple-

tion was caused by a facility relief valve opening

and releasing the run tank contents to the bum-

stack. The test data was reviewed, but no over

pressurization of the propellant system was de-

tected. The relief valve was removed and rebuilt.

Test P2026088.500. Successful rotational

test obtaining 616 seconds of rotation time before

normal propellant depletion. The thrust piston

pressure controller operation was acceptable al-

though it was still was slow to respond to pres-

sure changes in the tester. Temperature rise

across the bearings was normal and all other

operating parameters were within desired limits.

Test P2026089.500. Obtained 1,104 seconds

of rotational time before test cut by T215 reading

high due to normal propellant depletion. Data

review showed normal operation very similar to

the previous test. No anomalies were detected.

Test P2026090.500. Obtained 826 seconds of

rotational time before test cut by T215 reading

high due to tank depletion. Data review showed

nominal operation.

tion almost identical to the previous test operat-

ing conditions and results.

Test P2026092.500. Successful rotational

test obtained 804 seconds of rotation time before

normal propellant depletion. Depletion was de-

tected by coolant temperature measurement T215.

T215 indicated propellant temperature upstream

of the tester had risen above the redline value of

-385F due to a low level of LH 2 propellant in the

run tank. No instrumentation or controller mal-

functions were observed. The data from the test

was reviewed and showed that all the operating

parameters were within the normal range.

Test P2026093.500. Obtained 1,308 seconds

of rotational time before test cut by T215 reading

high and indicating normal propellant depletion.

Again, the data review showed that instrumenta-

tion and operating parameters were in the normal

range.

TestP2026094.500. Obtained 1,055 seconds

of rotational time. The test experienced a nomi-

nal but by T215 reading high. The data review

showed that the test was almost cut soon after the

shaft speed had reached 35,000 rpm by the tur-

bine drive pressure spiking to within 5 psi of the

650 psia high redline value. However, the pres-

sure spike was so quick that the shaft speed did

not significantly change. Shaft speed indicated a

maximum speed of 36,200 rpm. The spike oc-

curred before the shaft speed control had been

placed on automatic. Thus, the spike was attrib-

uted to the manual operation. Once steady-state

was achieved, the operation of the tester pro-

ceeded nominally.

Test P2026091.500. Obtained 822 secondS of The tester was borescoped after Test P2026094

rotational time before propellant depletion was to look for evidence of "river mark" formation.

detected by T215 reading high and terminating Because access to the shaft was not possible at

the test. Data review showed typical tester opera- this time, the shaft could not be rotated and only
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four balls in each bearing were in view of the

borescope. Of the visible balls in the load bear-

ing, ball #3 had a definite river mark and balls #2,

#5, and #6 were thought to also have river marks,

but the view of these balls was not completely

clear. The balls of the reaction bearing were not

as visible making the identification of surface

defects more difficult, but some kind of markings

on the balls were observed. The other visible

internal structure appeared to be in good condi-

tion allowing for the continuation of testing.

Test 2026095.500. Obtained 1,461 seconds

of rotational time with a nominal cut due to

propellant depletion as indicated by both T215

and T226 reading high. No anomalous control

problems were observed during this test. How-

ever, the test profile was modified to include a

radial load cycle to investigate the response of the

three strain gages on the preload spring of the

reaction beating. These strain gages usually

respond to the application of radial load by indi-

cating the outer race has tilted slightly. This is

nominal since it is known that a radial load on a

bail bearing induces a rotating moment on the

outer race. However, upon removal of the radial

load after the speed cut, the strain gages did not

show that the outer race moved back to the pre-

radial load position. Thus, the test profile was

was not a problem since when the tester warms to

ambient conditions the radial load is relieved.

All other data and operations were nominal.

Test P2026096.500. Obtained 867 seconds of

rotational time. Test cut was due to propellant

tank depletion as indicated by T215 high redline

cut. The data showed that all parameters were

operating at normal values except for SN3 which

is a strain gage on the reaction bearing preload

spring. The SN3 readings were approximately

200 lbs below the other strain gage readings and

the erratic behavior of the measurement indi-

cated that the strain gage or the connection had

gone bad. This measurement was not critical to

the tester operating and testing was continued.

Test P2026097.500. Obtained 1,111 seconds

of rotational time before test cut due to T215

high. The SN3 strain gage measurement again

indicated an instrumentation problem but all

other data showed nominal operation.

The tester was again borescoped after this run

to appraise the surface condition of the balls.

During this borescope observation, ball #7, #8,

and #9 of the load bearing were visible and

appeared to have "fiver marks". The reaction

bearing #2 and #1 balls were visible and showed

very small "river marks". Nothing of a serious

modified to include a radial load cycle at 20,000 nature that would terminate testing was observed.

rpm to investigate if high speed shaft rotation

would affect the outer race position restoration.

The test data showed that, even at high speed, the

outer race did not move back to the origlnaI pre'

radial load position. It was then learned that the

radial load actuator did not have an active return

devise to remove the radial load. Thus, due to

friction when cold, and the low magnitude of the

radial load the load, on the shaft was not being

removed explaining why the strain gage did not

show a restoration of the outer race position. This

268

Test P2026098.500. The first attempt was cut

due to DP239 high during rotation ramp up.

DP239 is the pressure difference between the top

cavity pressure and the thrust piston pressure.

DP239 was normally held at 65 psi to maintain a

zero net axial load on the shaft. However, during

internal pressure changes, the automatic control-

ler could not compensate or control fast enough

and the pressure difference (DP239) exceeded

the 100 psi redline. The test was recycled and the
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thrust piston control was placed on manual, The the fluid temperature warming rate at the end of

second attempt was successful and obtained 435 the test. Therefore, the P208 shutdown was just

seconds of rotational time before a cut on T215 an artifact of the abnormally long run and not

high occurred. The DP239 pressure was main' cause for concern.

tained at the set point value with thrust piston Test P2026101.500. This test produced 984

control under manual operation. All other oper- seconds of rotational test time. The test was

ating parameters appeared to be nominal.
terminated normally due to T215 (coolant inlet

Test P2026099.500. This test resulted in no temperature) exceeding the redline. This cut is

rotational test time. The test was manually termi-

nated during the initial pressurization of the rig.

During pressurization of the rig, an automated

control system is used to balance the axial pres-

sure loads on the shaft. However, a test engineer

noted that the thrust piston cavity pressure did

not follow the upper cavity pressure normally,

thus the test was terminated. A post test data

due to coolant depletion. No major anomalies

were observed during this run. Turbine inlet

pressure was observed to have some noise; how-

ever, the controller was able to maintain the

desired 35,000 rpm shaft speed.

Test P2026102.500. 1,282 seconds of rota-

tional test time was acquired during this test. No

anomalies were noted in the test data. The test

review showed the probable cause of the anomaly terminated normally due to propellant depletion.
was failure of the control system delta pressure

transducer. Replacing the transducer corrected Test P2026103.500. This test generated 1,300

the problem in subsequent tests. Post test review seconds of rotational test time. This was anormal

of the data showed that the load bearing w_': test to coolant depletion. The test was cut due to

subjected to an abnormally high axial load of temperature T215 high. The midterm test goal of

approximately 4,500 lb as rig pressure increased.

However, this load is well below the axial load

capability of the bearing.

Test P2026100.500. This test resulted in

1,475 seconds of rotational time. The control

system controlling shaft axial load performed

smoothly verifying that the transducer replaced

after Test 99 was responsible for the previous

axial load control problems. The test was termi-

nated by P208 low. P208 is the buffer seal exit

pressure. Normal tests usually are cut by hydro-

gen temperature high. However, review of the

data showed that the P208 usually starts dropping

near hydrogen depletion. In this particular test,

the rig was more thoroughly pre-chilled than

normal. The chilled tank and rig resulted in the

long test time and changed the normal slope of
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15,000 seconds at speed was achieved during this

test run. The only anomaly observed in this test

was abnormal variations in the turbine inlet line

pressure. Turbine inlet pressure spikes, similar

to but larger than the spikes seen in Test

P2026101.500, were observed in this test. It was

not possible to absolutely determine the source of

the pressure variations from the digital data.

However, it appeared that the fluctuation oc-

curred upstream of the turbine control valve. The

automatic control system controlled correctly

and attempted to maintain the speed set point of

35,000 rpm. Small deviations from the set point

were caused by the fluctuations noted in this run.

Test 2026103.500. This test raised the total

rotational test time on Build 4 to 16,883 seconds.

This exceeds the goal for the midterm bearing
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inspection (15,600 seconds). The rig was re-

moved and disassembled for inspection of the

bearings. Later the rig was reassembled and

tested for an additional 15,600 seconds.

Build 4 Mid-Term Inspection. The midterm

run time goal of 15,600 seconds was achieved

with Build 4 of the liquid hydrogen bearing tester

during July 1997. The bearing being tested in this

build are the 60 x 130 mm ball bearings of the

wear was not excessive. The cage wear results

were generally consistent with the ADORE cage

imbalance studies performed earlier by SRS.

The races of the reaction bearing were in overall

good condition. They had moderately wide tracks

with slight debris denting. The inner race did

have very light Brinell marks, but they did not

seriously degrade the running surface. There

were eleven sets of Brineli marks, one for each

Pratt and Whitney design for use in their SSME ball, which consisted of about five indentations

high pressure fuel turbopump. The major goals that trailed off to nothing in the direction oppo-
site of race rotation. No corresponding Brinell

of this build were to demonstrate the design life

of the bearings under conditions similar to the

HPFTPs and to investigate the formation of"river

mark" defects in different silicon nitride ball

materials in the absence of fluorinated grease in

the flow path. In August 1997, the tester was

removed from the stand and delivered to the

Materials and Process Laboratory for disassem-

bly and bearing inspection. The following obser-

vations were made during the "quick look" re-

view of the ball bearings' condition.

The reaction bearing (top beating) used Norton/

Cerbec NBD-200 silicon nitride balls and

Cronidur races. Zero run time balls were in-

stalled for this build. The races had previous run

marks could be found on the outer raceway track.

The Brinell marks probably were produced dur-

ing Test P2026083.500 in which the thrust piston

control experienced an anomaly and

overpressurized the thrust piston. This anomaly

produced approximately 10,000 lbs of axial load

on the reaction bearing. This load was very near

the calculated static load capability of the bear-

ing. However, these Brinell marks were not

severe enough to deter further testing of the

bearing.

The load bearing (middle bearing) used new

Toshiba TSN-03H silicon nitride balls. The

races were previously run in HPFrP F7-1F. As

with the reaction bearing, the tester loading was
time from engine test HPFrP F8-1A. However,

on the previously unused side of the races. All of
in the tester, the races are loaded on the opposite

side then they are in the pump, thus, they run on

an unused surface. Visual inspection of the balls

under low magnification showed that ball num-

bers 5, 7, and 10 had surface defects. Ball number

5 definitely had one "river mark" defect. The

cage in this bearing was a test cage that slightly

exceeded the maximum cage imbalance specifi-

cation for flight hardware acceptance. The cage

pockets had nominal fore and aft wear, but the

outer diameter of the cage had moderate contact

and wear on one side. However, the amount of

the balls had at least one "fiver mark" defect.

Five of the eleven balls had two "river marks".

The defects were long and narrow but appeared

to be relatively shallow. These marks are typical

of the defects seen previously on Toshiba balls

from the HPFTP bearings. Thus, the formation

of the "river marks" in a tester build that had no

fluorinated grease present indicates that the fluo-

rine was probably not the initiator of the defects.

These "river marks" were not severe enough to

terminate testing.
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The races from the reaction bearing appeared

in similar condition to the load bearing races, but

without the Brinell marks. The tracks were

moderately wide with some slight debris denting.

The cage had very little wear on the outer diam-

eter and the only wear in the pockets was in the

fore direction which was also light.

One of the major objectives of this test series

was to characterize any differences, with respect

to river mark formation, between silicon nitride

balls manufactured by Toshiba and balls manu-

factured by Norton. At the midterm inspection

point the Norton balls did show fewer "river

marks" than the Toshiba balls. However, "river

marks" were observed on balls from both manu-

facturers. Additionally, it should be noted that

while both bearings were subjected to approxi-

mately the same steady state loads, the test bear-

ing (Toshiba balls) reacted directly against the

housing while the reaction bearing reacted against

the preload spring. This stiffer mounting may

have resulted in a slightly more harsh environ-

ment. The test bearing also saw a slightly heavier

radial load. More test time was required to

determine if the resistance of the Norton material

to "river mark" formation was significantly bet-

ter than the current Toshiba material.

Tester Build 4 A Testing. During September

1997, the rig was reassembled as rig Build 4A.

The rig was reassembled in the same configura-

tion as Build 4. Several leak tests_d c01dflow

runs were performed prior to attempting rota-

tional testing. The cold flow tests were test

P2026104.500, P2026105.500, and

P2026106.500. Three tests were required due to

leaky fittings and values that were identified

during the initial cold flow tests. The cold flow

tests were followed by two rotational testsl q_tlese

tests are summarized below.

Test P2026106.500. Test was cut two times

due to high turbine inlet pressure at start-up

(P213). This test was the first attempt at rotation

with Build 4A. Initially the test attempt pro-

ceeded normally, rig flow was established and

the command was given to increase turbine pres-

sure to start rotation. Turbine pressure was

increased until it exceeded the 650 psi redline

which caused an automatic shutdown of the rig.

No rotation was indicated by the RPM sensor.

However, strain gages and other instruments

were noted to change in a manner consistent with

rotation. Additionally, technicians noted that the

rig audibly sounded as if it were rotating. Review

of the data indicated that the rig had probably

rotated and that the RPM sensor had probably

failed. The rig was recycled and a second attempt

at rotation was performed to confirm that the

RPM sensor had failed. On the second attempt

the turbine inlet pressure was increased to ap-

proximately 575 psi and held at this value while

rotation was confirmed audibly. Following this

second attempt, testing was terminated to inves-

tigate the RPM sensor problem. It was later

found that a faulty connector caused the RPM

sensor malfunction. Post test analysis of the data

confirmed rotation and the turbine over pressure.

The results of this analysis are shown in Exhibit

308. The curves show that approximately 55

horsepower was produced for a turbine inlet

pressure of 650 psi. The predicted shaft speed for

55 horsepower is 39,000 rpm. This slight

overspeed should have caused no damage of the

rig. As noted on the chart, previous rig builds

have been subjected to significantly higher

overspeed events.

Test P2026107.500. Normal rotational test to

propellant depletion. This test resulted in 1,318

seconds total rotational test time and 1,094 sec-

onds of test time at 35,000 RPM. Seven axial
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sequently, delta p was var-

ied from 65 to -450 psi and

the axial load cycles only

went up to approximately

3,500 lbs. The

autocontroller was adjusted

to increase the transient load

in future tests. The only

anomaly observed in this

test was a slight difference

in the value positions re-

quired to maintain the de-

sired flow across the rig.

Post test analysis showed

that some flow was leaking

past the top cavity vent

value that is normally

closed during tests. The

data indicated that the leak

was relatively small. How-

ever, this problem was a

concern because it is im-

possible to determine how

much of the bearing cool-

ant flow is exiting via this

path. This problem was

repaired prior to further test-

ing.

Test P2026108.500.
Exhibit 308 Rig Power Versus Shaft Speed Analysis

This was the second nor-

load cycles were performed at the shaft speed of mal rotational test for rig Build 4A. This test

20,000 RPM prior to ramping the rig speed to produced 1,318 seconds total rotational time and

35,000 RPM. The axial load cycles were per- 1,094 seconds of rotational time at 35,000 RPM.

formed using the automated delta p cofitroller] ..... The test included seven transient axial load cycles

The objective was to cycle the thrust piston applied at 20,000 RPM. The target transient

pressure delta p from 65 to -575 psi. This axial load for each cycle was 4,125 lbs. This

corresponds to a transient axial load on the load transient adds to the steady state load of approxi-

bearing of approximately 4,1251bs. The control- mately 875 lbs. However, the automated load

ler slightly undershot the desired set point. Con- control slightly undershot the desired set point

272
TP00-1017



m

w

H
m

7 :

resulting in a transient axial load of only 3,500

lbs. The set points were adjusted for future tests.

The test was cut normally due to propellant

depletion.

Test P2026109.500. This test was the first

test scheduled after a period of inactivity. Thus

the rig and tank were initially at ambient tem-

perature. The warm initial tank temperature and

an incompletely filled run tank resulted in pro-

exit pressure drop and the hydrogen flow rate.

The flow rate was slightly low while the pressure

drop was measuring nominal. It was later found

that a bias in the pressure measurement was

responsible for the discrepancy. The test ended

normally with a cut due to propellant depletion.

Test P2026111.500. Two attempts were

made to accomplish this test. Both attempts were

terminated by a redline cut (P211 low) during the

pellant depletion prior to rotation.

time was accumulated during this test. A proce-

dural change was implemented for this and sub-

sequent tests. The target top cavity thrust piston

delta pressure (DP239) was changed to increase

the target transient axial load to 6,100 lbs during

the test bearing axial cycles. This change was

made to reflect the most recent engine test param-

eters.

Test P2026110.500. This test achieved 1,158

seconds of total test time and 1,007 seconds of

test time at speed. Three transient axial load

cycles were achieved. The test plan called for

performing three cycles while reviewing the quick

look data in real time to determine if the set points

on the automatic load balance were accurate.

The original plan was to make adjustments and

then run 3 more axial load cycles. However,

during the test, it was decided to proceed to high

speed after the three cycles. The data showed that

the transients load cycles peaked at approxi-

mately 5,600 lbs,just below the set point of 6,100

lbs. There were a couple of minor anomalies

which occurred during this test. First, the radial

load application step was inadvertently skipped

while reviewing the axial load cycle. Conse-

quently, the radial load was not applied until the

rig was at full speed. Typically the load is applied

during the 20,000 RPM dwell time. A slight

discrepancy was also noted between the rig inlet/

No rotation first cycle of the transient axial load cycle. It was

later found that the redline was set improperly

and did not correspond to the new axial load

target of 6,100 Ibs. The test achieved 2 axial load

cycles and 112 seconds of total rotational time.

No high speed test time was logged.

Test P2026112.500. This test was canceled

due to a facility problem. The GN 2 supply

pressure was too low to supply the thrust piston.

A faulty regulator was responsible.

Test P2026113.500. A total of 728 seconds

rotational time, 590 seconds at speed and seven

transient axial load cycles were accomplished

during this test. A redline cut was experienced

due to the thrust piston balance exceeding toler-

ance after the transient load cycles were achieved.

The problem was identified as an error in timing

during the switch over from the axial load redline

set to the high speed redline set. The rig was

recycled and ramped up to speed to accomplish

the high speed test time. The only anomaly noted

in the data review was abnormally large biases in

several of the pressure measurements. These

biases were removed for the post test data review.

The test was concluded normally due to propel-

lant depletion.

Test P2022114.500. This test achieved 546

seconds total rotational time, 375 seconds at high

speed and seven axial load cycles. This was a
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normal test to propellant depletion. Large biases

in pressures and temperatures were again noted

in the data. The temperature bias was later traced

to a faulty reference junction in the data acquisi-

tion system. The cause of the pressure bias is still

under investigation.

Test 114 was the last test which occurred

during November 1997. This brought the total

Rig (Build 4 and 4A) run time on the bearings to

20,747 seconds.

Test P2026115.500. This test achieved 890

seconds total test time. The total high speed

(35,000 RPM) test time was 756 seconds. A total

of seven transient load cycles were applied to the

test bearing. The transient load cycles were to a

peak load of 6,100 lbs. The normal procedure for

incorporation of transient cycles into the test was

followed. The procedure called for ramping the

shaft speed up to 20,000 RPM and then initiating

the load cycles via the axial thrust balance con-

cycles to 6,100 lbs were conducted on the test

bearing. The previously noted bias in the rig top

cavity pressure (P201) was absent in this test.

The test terminated normally due to propellant

depletion. The test time was low because a valve

that is normally used only during chill down was

not fully closed during the test allowing some

flow to by-pass the tester.

Test P2026117.500. This test achieved 479

seconds of total run time and 313 seconds of test

time at 35,000 RPM. Eight transient load cycles

were conducted during the test. This was a

normal test with cut due to propellant depletion.

With the exception of a slightly shorter than

average run time, no anomalies were noted. The

reduced run time is believed to be due to the use

of different hydrogen tankers being used to fill

the run tank. The run tank was not completely

full prior to testing.

Test P2026118.500. This test produced 925

troller.

speed was increased to 35,000 RPM. However,

during this test the system experienced a redline

cut after the last axial load cycle. Reviewing the

quick-look data revealed that the problem was

due to a timing error in switching from the liberal

axial load (rig pressure balance) redlines in place

for the transient cycles to the more stringent

redlines used for high speed testing with steady

state loads. After the cut, the rig was recycled and

Once the load cycles were completed, seconds of total test time and 768 seconds at test

time at 35,000 RPM. Eight transient load cycles

were conducted to a peak load of 6,100 lbs on the

test bearing. During the test run it was noted that

the flow rate was generally lower than expected

for our standard rig pressure profile. Post test

analysis of the data showed that the rig back

pressure (P217) was biased high by approxi-

mately 15 psi during the test. This bias resulted

a reduced flow rate because of the incorrect delta

testing was resumed. Post test analysis ofthetest ' _pressure indication. However, all flows stayed

data showed no major anomalies. However, it within acceptable limits for the duration of the

was noted that the rig top cavity pressure (P20i) testing.

appeared to have a bias of approximately +20 psi.

Notes were made to check the transducer prior to

additional testing.

Test P2026116.500. This test achieved 376

Test P2026118 was the final test conducted

prior to the holidays. At the conclusion of this

test the current bearings had been subjected to a

total rig test time (Build 4 and 4A) of 23,417

seconds oftotal test time with 210 seconds oftest seconds and 20,307 seconds at 35,000 RPM.

time at 35,000 RPM. Seven transient axial load Fifty-six transient load cycles have been applied
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to the Toshiba TSN-03H bearing in the load

position. Additionally, the rig has been subjected

to 32 total starts.

The rig was borescoped after test P2026118 to

verify the integrity of the bearings and to note the

progression of river mark growth. During the

inspection it was noted that rig torque' s were low

and rotation was relatively smooth. The rig was

also borescoped after test P2026114. Therefore,

there was 2,670 seconds total run time since the

last borescope inspection. It was possible to see

some river mark formation with the borescope. It

was noted that the bearings appeared to have

slightly more river marks than were noted in the

previous inspection. However, the "river mark-

ing" still appeared to be relatively light.

Test P2026119.500. This test was the first

rotational test after an extended down time for

the holidays and facility sharing with other pro-

grams. The test achieved 472 seconds of total test

time and 253 seconds at 35k RPM. A total of

seven transient axial load cycles, to 6100 lb.,

were applied at a speed of 20k RPM. The rela-

tively short test time accrued during this test was

due to two factors. First, the run tank had not been

thermally conditioned by recent testing which

resulted in an abnormally high amount of propel-

lant boil-off prior to testing. The second factor

affecting run time was a facility redline cut that

resulted in a slight increase (approximately 25

lb.) in the reaction bearing load and a slightly

greater decrease in the load bearing load.

Test P2026120.500. This test was aborted

after two attempts were made to initiate rotation

and begin testing. In both cases, the RPM mea-

surement ($201) showed no indication of rota-

tion when the turbine pressure was applied.

However, indications of rotation were noted on

other sensors (strain gauges and temperatures)

and was confirmed audibly. Therefore, it was

assumed that the speed sensor had failed. Post

test inspection of the sensor confirmed that the

speed sensor was inoperable due to a "patching

error". The turbine inlet pressure reached 450 psi

and 500 psi on the first and second tests, respec-

tively. The normal turbine inlet pressure for high

speed operation is approximately 550 psi. There-

fore, the rig was not put in overspeed during these

aborted starts. The test was credited with 71

seconds of rotational time.

Test P2026121.500. This test was conducted

in the afternoon after the aborted test number

P2026120. Consequently, the facility was very

well pre-chilled and a large amount of test time

was achieved. The total run time was 1441 sec-

onds with 1305 seconds time at speed. Seven

transient axial load cycles to 6100 lb. were ap-

plied to the load bearing. During this test, the LH 2

resulted in a protracted period of full fiow no=_nletfiow measurement indicated aslightly lower

rotation. The redline cut was due to a data system

off-line indicator. It was determined that this

indication was faulty and the red line was re-

moved so testing could proceed. The test termi-

nated normally due to propellant depletion. No

major anomalies were noted. It was noted that

during the run, the thrust balance pressure differ-

ence (DP239) slipped from the set point of 65

(psi) to approximately 60 (psi). This small change

than normal coolant flow rate with all other

measurements normal. The measured flow rate

was approximately 0.46 PPS compared to anomi-

nal 0.50 PPS. SINDAJSHABERTH analysis had

shown adequate cooling is provided at much

lower flow rates, therefore the test was allowed to

run to completion. The flow rate was controlled

by maintaining inlet pressure and exit pressure

by two independent valves. The valve positions
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were controlled by adjusting to meet pre-speci-

fled values for P238 (inlet pressure) and P217

(exit pressure). Post-test data reviewed from this

test found a slight bias in P217. The bias caused

the P217 sensor to indicate a slightly higher

pressure than the actual value. This resulted in

closing the exit valve to a slightly more closed

position than normal and reducing the flow. In

the data review it was determined that the bias

was not a major concern because of redundant

redline cuts on both pressures and flow rates.

Test P2026122.500. This test achieved 1422

seconds of total run time with 1281 seconds at

speed. Seven transient load cycles to 6100 lb.

were performed on the load bearing. The test was

complete to propellant depletion with a normal

cut due to T215 high. Two Instrumentation

errors were noted during the test. Data from T214

(load bearing outer race) dropped out several

times and DP230 (bearing cavity exit flow ori-

fice) drifted throughout the test. The instrumen-

tation errors were checked prior to the next test.

Test P2026123.500. This test achieved 1199

seconds total rotational time with 979 seconds

Test P2026124. This was the final test con-

ducted in January. The test achieved 1106 sec-

onds total run time and 892 seconds time at

speed. Fourteen transient load cycles to 6100 lb.

were applied to the load bearing. Several minor

data problems were noted. However, the test was

completed and terminated normally due to pro-

pellant depletion. The instrumentation anoma-

lies included T202 (Reaction Bearing outer race

temperature), T213 (Reaction Bearing outer race

temperature), T214 (Load Bearing outer race

temperature), and FC204 (Thrust Piston Flow)

data dropouts.

Test P2026125.500. This test produced 743

seconds of total test time and 554 seconds of high

speed test time at 35,000 RPM. Fourteen tran-

sient load cycles to 6100 lb. were applied to the

load bearing while rotating at 20,000 RPM. The

test terminated nominally due to propellant deple-

tion. Prior to testing, the test engineer noted that

there was a possibility that some pressure was in

the rig top cavity when the instruments were

zeroed for the test. This was later verified during

the data analysis and was manifest as a top cavity

pressure (P201) bias of approximately 10 psi.
time at speed. A data review prior to the test
showed that we needed to increase the number of This bias was accounted for in post processing

the data. During the tests the strain gauges started
transient cycles in order to meet the 120 cycle

to diverge slightly at about 400 seconds from
goal at approximately the same time as meeting

start. This divergence is consistent with outer
our total run time and time at speed goals. Thus,

it was decided to run the transient cycle program race tilting and has been observed during several

twice per test for the next few tests_ During this of the more recent tests. However, the tilt ap-

test, 14 axial load cycles to 6100 lb. were applied peared to be about a different axis than has been
observed in other tests. The turbine delta pres-

to the load bearing. DP230 (bearing exit flow

orifice) was still drifting in spite of repairs made

after the last test. The reaction bearing outer race

temperature (T213) dropped out during the test.

The test terminated normally due to propellant

depletion.

sure, an indicator of horsepower into the rig, was

noted to be slightly higher than the standard

baseline (440 psi compared to 410 psi). Rig

power required trended upward since Test 122.

This could indicate increasing friction due to

surface degradation on the balls or races. It should
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be noted that slight fatigue spalling of the load

bearing inner race was observed in the quick look

data inspection conducted after the rig was disas-

sembled. Exhibit 309 shows a comparison of

turbine pressure drop for tests 90, 102, 108, 122,

125, and 126. The three latter tests show the

higher pressure drop required for operation at

35,000 RPM.

Test P2026126.500. This test achieved 1270

seconds total test time and 1127 seconds at high

speed. Seven transient load cycles were con-

ducted to 6100 lbs. This test was the final test

required to meet the test time objectives. The

cumulative run time statistics after this test are;

41 starts, 31,142 seconds rotational time, and

26,706 seconds time at high speed. The test

terminated normally due to propellant depletion.

No major anomalies were noted during the test.

However, post test data review showed that pres-

sure bias was still present with some of the

instrumentation. In particular, the thrust piston

pressure (P212) had a bias of almost 20 psi. The

rig was removed from the stand at the conclusion

of this test and the bearings were disassembled

for inspection.

Build 4A Test Series Highlights. The test

goals for this build were to achieve 31,200 sec-

onds total run time, 25,272 seconds at 35,000

RPM, and 120 axial load cycles. These goals

were based on simulating 60 engine run cycles.

At the midterm inspection it was noted that the

Toshiba TSN-03H balls in the load bearing had

significant "river mark" features typical of high

time pump bearings. The Cerbec NDB-200 balls

in the reaction bearing position also had "river

marks"; however, they were much lighter and

only observed on some of the balls. It should be

noted that the reaction bearing does not see the

high axial loads that occur during the transient

load test cycles. Completion of this test series

completed the planned ball bearing tests and

demonstrated the ability of four sets of ball

bearings to meet the 60 mission design life goal

in spite of known "river mark" formations exist-

ing on the balls.

F_-a I,/ll-;,llo_l.m,l_ I'11.t.-_1 la
• _ll:tL_ I"111--¢i II

I I I I
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Exhibit 309 Turbine Pressure Drop for Selected Tests

After completion of Test

126, the bearings in the rig

had accumulated 31,142

seconds of total test time

and 26,706 of test time at

35,000 RPM simulating

operation at 104% RPL. The

ball bearings in the rig load

position were also subjected

to 126 transient load cycles

from 870 lb. to 6100 lb.

This test schedule was de-

signed to simulate 60 en-

gine run cycles. This test

series successfully demon-

strated, for a second time,
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the ability of the hybrid ball bearings to meet the

60 mission design life in spite of the formation of

the surface features that have been called "river-

marks". Build 3 had demonstrated the life goal

with bearings that had severe river-marks prior to

being tested in the rig. New silicon nitride balls

were used in the Build 4 bearings. Toshiba TSN-

03H balls were used in the load bearing position

and Cerbec NDB-200 balls were used in the

reaction bearing.

The formation of "river marks" observed in

Build 4 provided verification that the rig test

simulated the pump environment sufficiently

well to cause the same conditions which produce

the river-marks in the pump. The new balls also

provided the opportunity to observe the forma-

tion of river-marks as a function of run time and

to compare the Toshiba material to the Cerbec

material. As previously reported, river marks

were observed on balls from both beatings at the

mid test inspection. The Toshiba balls had more

numerous and heavier marks than those observed

on the Cerbec balls. However, the Toshiba balls

were in the load bearing position which reacted

directly through the housing instead of through a

spring. Thus, this position can potentially pro-

duce a more severe load environment. The river-

marks observed on the Cerbec balls seemed to be

similar in form and feature to the ones observed

in the Toshiba balls. Completion of this test

series demonstrated the ability of four sets of ball

bearings to meet the design life goals in spite of

the river-mark surface features.

Post test inspection of the bearings after test

which was subjected the high axial load tran-

sients, did show some minor fatigue spalling

damage on the inner race. Mr. Chip Moore

(NASA/MSFC) performed detailed metric analy-

sis of the hardware for documentation and iden-

tification of the effects of the extended service.

The tests performed during this period are de-

scribed below.

Post Build 4 Computer Modeling of Hydro-

static Bearing Flow Requirements. SRS was

asked to investigate possible ways of reducing

hydrogen consumption during bearing testing.

The hydrogen supplied to the tester serves two

functions. First, hydrogen flows across the bear-

ings for cooling. Approximately one-half of a

pound of H 2 per second is used for cooling. This

flow emulates conditions in the pump. There-

fore, it was decided not to try and modify this

flow rate in the interest of similitude with the

pump. The hydrostatic slave bearing was the

second and largest consumer of hydrogen in the

fig. For, our test conditions, the hydrostatic

bearing used approximately one pound ofH z per

second.

The hydrostatic slave beating was modeled

using hydrojet to investigate the sensitivity of

beating stiffness and dampening to reduced hy-

drogen flow. The results of this study are sum-

marized in Exhibit 310. Hydrojet was used to

simulate the bearing under the design conditions.

This case was labeled Case 2. The design condi-

tions call for a 2,000 psi supply pressure with

upstream and downstream vent pressures of 1,400

psi and 200 psi. The results from this baseline

126 resulted in similar observations to those casewerenormalizedandplottedforcomparison

noted at the mid-term inspection. The i0a.d .....with various other cases. Case 4 was analyzed to

bearing had more heavy and more numerous evaluate the effect of the lower rig speed (38,000

river marking than was observed on the reaction RPM). This small reduction had very little effect

bearing. However, bothbearingsdidexhibitclas- on the system stiffness an dampening. There-

sical river mark formation. The load bearing, fore, all of the other analyses were performed at
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Current
Conditions
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Pv = 1175,200
35,000 RPM

Exhibit 310 LH2 Rig Slave Bearing Flow/Stiffness Study

35,000 RPM. The next case modeled represents

the current operating conditions at the time. This

case is labeled Case 10. The results from this case

show that we were operating with approximately

15% greater stiffness and approximately 15%

less dampening than the design case. Case 8 was

run to look at the effect of reducing both the

supply and vent pressures while keeping the delta

p across the supply and high pressure vent con-

stant. The results from this analysis showed that

Based on the hydroseal

analysis, it appeared that we

could reduce the hydrostatic

bearing supply pressure to

approximately 1,800 psi.

This would reduce the total

rig H 2consumption from ap-

proximately 1.5 lbs/second

to approximately 1.35 lbs/

second. Under these flow

conditions we would be op-

erating at approximately

95% of the design bearing

stiffness. Thus, it appears

that it would be relatively

low risk to make this change

and save approximately 10%

of the LH_ consumption per

test. A minimum of one

additional non-rotational test

was planned to recalibrate the axial load balance

in the rig for the new operating conditions. A

minimum of 10 tests would be required to break

even on LH 2 consumption because of the non-

rotational test required for calibration.

6.12 Test Support for MSFC LH= Tester
- Build 5

EH_ rig testing prior to Build 5 quantified the

characteristics of river-mark formation on ball

this approach had little effect on flow or stiffness, bearings and has demonstrated the life capacity

Thus the analysis showed that delta p across the of fiver marked ball bearings. River-marks have

bearing was the primary parameter governing also been observed on some HPFTP/AT silicon

both stiffness and flow. The analysis labeled nitride roller bearings. The roller bearing geom-

Case 6 illustrates this point. The delta p for Case etry, a right cylinder with relatively sharp cor-

6 was reduced by 200 psi by dropping the supply ners, may potentially be much more susceptible

pressure from 2,000 psi to 1,800 psi: Tlais re- to propagation of surface defects such as river

sulted in a flow rate savings of 15% relative to the marks.

design point and stiffness was reduced by 25%.
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The roller bearing operational radial loads are

much higher than the ball bearing loads. The

typical roller bearing radial is 1,500 lbs com-

pared to the nominal ball bearing radial load of

200 lbs. The LH2rig, configured for roller bear-

ing testing, used one rolIer bearing and one ball

bearing. The radial load was applied to the roller

bearing and was reacted by a ball bearing and a

fluid film bearing. The ball bearing was esti-

mated to react approximately 65% of the load

applied to the roller bearing. This resulted in a

radial load on the ball bearing of 965 lbs for a

roller bearing load of 1,300 lbs. Thus, the ball

bearing is required to support approximately five

times the nominal radial load. The SINDA/

SHABERTH software was used to evaluate the

capability of the bearing to support these loads at

the nominal operating speed and axial load (35,000

RPM, 890 lbs). Several load cases were evalu-

ated and the results were plotted for review. The

analysis showed that the ball bearing had suffi-

cient capability for the test-

ing.

Exhibit 311 shows the

maximum predicted contact

stress and minimum ball load

as a function at radial load.

The roller bearing test was

estimated to result in an in-

creased a maximum contact

stress of 385,000 psi com-

pared to 325,000 psi for a

nominal ball bearing test.

Ball unloading does not oc-

cur until the radial load

reaches 2,100 Ibs. Thus, un-

loading was not a concern

for the proposed test. Ex-

hibit 312 show s th at bearing

B,0 fatigue life decreased

from 125 hours to 109 hours. Fatigue was not

predicted to be a problem. However, the load

bearing from the previous rig build did show

some evidence of the initiation of fatigue dam-

age. Therefore, bearing temperatures were closely

monitored during the test series for signs of

surface distress caused by fatigue spalling. Ex-

hibit 313 shows ball excursion versus radial

load. The plot shows the bearing could accom-

modate radial loads of 1,300 lbs before the ball

excursions exceed the avail able cage pocket clear-

ance. Thus, we estimated that the test load of 965

lbs would not cause excessive cage wear or cage

heating. Finally, Exhibit 314 shows that bearing

operating temperatures were not significantly

affected by the proposed load increase.

In summary, the analysis performed demon-

strates the capability of the ball bearing to meet

testing requirements. This data is expected to

contribute significantly to understanding the
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mechanism of river-mark formation and the con-

sequences of operating river marked bearings.

static bearing was not clearly

defined. Therefore, a

Hydroseal model of the bear-

ing was constructed to evalu-

ate the load capability of this

bearing. The results of this

study are presented in Ex-

hibit 315. Bearing reaction

force in the load direction,

cross direction, and total

magnitude are plotted as a

function of shaft eccentric-

ity within the radial clear-

ance. The analysis showed

that a 1600 lb. load would

utilize approximately 75%

of the available radial clear-

ance if operated with the

same inlet pressure as cur-

rently used for ball bearing tests. This condition

would provide adequate margin with respect to

Build 5 of the LH 2rig was

configured for hydrogen

testing of fuel pump roller

bearings. The build incor-

porated a ball bearing in the

reaction bearing position and

a roller bearing in the load

bearing position. The roller

bearing typically sees a ra-

dial load of approximately

1600 lb. during pump opera-

tion. The radial load cylin-

der in the rig imparted this

type of load on the bearing.

However, this load had to be

reacted by the combined

stiffness of the ball bearing

and hydrostatic bearing. The

load capability of the hydro-

2OOO

1500

1000

5OO

0 !

0.4

i + i , , i i , I ' _ i , , ¢ 4 * , t i , I i , + w i i , , i m i

i

--FX

: ..< : ; ; :

! _atic Bea.dng Load
_ff Should, Be Less Than 1600 lb

:To Maintain An Adiquate Margir

................................ :,w,. RespectT_,Rubb_g.......

0.45 0.5 0.55 0.6 0.65 0.7 0.75 0.8

Shaft Eccentricity (Delta/Clearance)

Exhibit 315 Hydroseal Analysis of LH2 Rig Hydrostatic Bearing

282
TP00-1017



w

B

W

mm

w

m

l

W

radial rubs. During testing the hydrostatic bear-

ing load was on the order of 50% of the roller

bearing load since the load is shared with the ball

bearing. Thus, the Hydrostatic bearing stiffness

was not a problem for the proposed tests. The

exact load sharing was worked out using the

SINDA/SHABERTH model once modifications

to the model were completed to simulate the ball/

roller test configuration.

The SRS SINDA/SHABERTH LH 2rig model

was updated in October 1998 to support the

upcoming tests. The input data was updated to

reflect actual measured hardware dimensions.

The shaft bearing system model included the ball

bearing, roller bearing, and a cylindrical bearing

that simulated the hydrostatic bearing. Versions

of the model were created to run in the

SHABERTH only configuration. The

SHABERTH only configuration allowed for

There were two primary objectives of this

build. First, the test would generate life data for

the ball bearing with increased radial load. This

data was needed to evaluate the effect of potential

pump modifications to increase the PEBB radial

load. The second objective was to demonstrate

30,000-second life capability for the hybrid sili-

con nitride roller bearing. Two leak checks (tests

001 and 002) and fifteen rotation tests (103 -

117) were accomplished. Details of the rota-

tional tests are provided below.

Test P2096003. Test 3 was the first rotational

test scheduled for this build and generated ap-

proximately 350 seconds of total rotational test

time. A leaky value resulted in the loss of speed

control during this test. Initially, the test pro-

gressed normally. Pressure was brought up in the

rig and axial load balance was established. The

test procedure then called for opening the turbine

quick turnaround analysis when the component isolation valve (3501) to pressurize the turbine

temperatures were known from test data or pre-

vious coupled analysis. The current SINDA/

SHABERTH input model is listed in Exhibit

316.

Build 5 Rotational Testing. The first hydro-

gen testing with rig build 5 was accomplished

during November 1998. Build 5 had the HPFTP/

AT Build F8-3 pump end ball bearing installedin ii

the rig reaction bearing location. The HPFTP/

control valve (3502). At this point in the test, the

turbine control valve 3502 was closed. However,

when 3501 was opened, the shaft began rotating.

No red line parameters were exceeded so the rig

was allowed to continue spinning. Speed was

approximately 30,000 RPM. The speed was

fluctuating from 30,000 RPM to 20,000 RPM.

However, there was no speed control available

because the turbine control valve was commanded

AT Build F6-4 turbine end roller bearing was fully closed. The test was terminated. It was

installed in the rig load bearing position. This :: determined that the uncommanded rotation was
due to a leaky turbine control valve. The maxi-

build represented the first attempt to test roller

bearings, with this rig, since the short lived first

rig build that had been terminated early due to

pressure control problems. The baseline condi-

tions for this build were N = 35,000 RPM, roller =

bearing radial load = 1,1000 Ibs, and ball bearing

mum radial load applied during rotation was

approximately 950 lbs. Zero time at speed was

credited to this test because the speed never

reached 35,000 RPM.

Test P2096004. Test 4, the second rotational

axial load = 700 lbs. The load sharing in the rig test in the series, generated 920 seconds total test

placed approximately 700 Ibs radial load on the time and 68 seconds at speed. This test began

ball bearing, normally, speed was increased to 10,000 RPM
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0.0000 19.304 73.00 88.90 119.97

0.00000 2.236E5 2.207E5 2.966E5 2.207E5

0.000 0.288 .260 .300 .260

0.0000 7.861 7.833 3.211 7.833

0.000000 8.618E-6 7.020E-6 0.630E-6 7.020E-6

0.200 0.200

1 FAKE FLD BRG)

ii

0.

2. 2.

0.610 .230

30.54 45.810

111.13 130.00

2.276E5 2.069E5

.260 .270

7.833 8.218

7.020E-6 9.720E-6

0.200

i. i.

0

8.89

2 .

2.

.140

32.5120

133.00

2.069E5

.270

8.221

9.720E-6

1.

0

8.89

135.64

2.069E5

.275

8.218

9.720E-6

20.

0.

136.98

2.069E5

.270

8.221

9.720E-6

20.

0.

2.

2.

.140 3

16.2560

133.00 137.11

2.103E5 2.072E5

.306 .270

7.944 8.221

II.97E-6 I0.14E-6

165.10

186.94

186.94

-232.-232.-232.-232.-232.-232.-232.-232.-232.-232.-232.-232.-232.-232.-232.

-240.-240.-240.-240.-240.-240.-240.-240.-240.-240.-240.-240.-240.-240.-240,

-214.-214.-214.-214.-214.-214.-214.-214.-214,-215.-214,-214.-214.-214. 20.

1 0 0. 25,40 0. 60.00 2.318E5

1 130.90 25.40 0. 60.00 76.20 2.318E5

1 308.20 0. 50,50 76.20 76.20 2.318E5

1 351.80 50.50 0. 76.20 0. 2.318E5

Exhibit 316 SINDAJSHABERTH Input Model
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2 40.90 0. 0.

2 114.54 .0172 .00000

2 248.18 .0000 .00000

3 57.32 0. 0.

3 114.54 50.0 0 0

3 338.18 0.0 0 0

2 1 0. 0.

2 2 .0000 .00000

2 3 .0000 .00000

3 114.54 0. 0.

3

&BRGNUM

HETRAN='NO '

&END

&CONDAT

IDENT='SAT45',FILM=.TRUE.,XPCT=I.0

&END

&VISCO

RIRC=.I218, RORC=.I8989, RIRUS=.I3808,RORLS=.I750,

WIRS=.II55, WORS=.I004, COR=.I733,CIR=.I385, CPW=.0697,

CW=.0958, CDCNF=I.2, CDCP=0.6, CAGEFF=,200, VFRU=0.10,

VFRD=0.30,DELPI= 2.0,DELP2= 2.0,

&END

&OUTER

HCODEO=I,

VAROI= i.,

VAR02= i.

&END

&INNER

HCODEI=I,

VARII= i.,

VARI2= i.

&END

&BALL

HCODEB=3,

VARBI= i.,

VARB2= i.

&END

&JSPRG

PREDEF=0.0137853 ,KSPRNG=82000., PLOAD=478.60, DELMX=I5.5E-3,

INTCL=.0063, TCRUV=.06125

&END

&FLGS

FLAG='NOSPRG', SFLAG='S+S', AXLOAD= .TRUE.,.TRUE.,.TRUE.,.TRUE.,

PRTHYDRO='YES', FFFLAG='NO '

&END

&FFBTSP

FKSPRNG=II500., FPLOAD=I000., FINTCL=.0057, FTCRUV=.I625,

FDELMX=0.13, SD0=0.001770

&END

Exhibit 316 S[NDA/SHABERTH Input Model
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and 50% of the radial load was applied (550 Ibs).

The speed was then ramped up to 35,000 RPM

and the full radial |oad was applied. Automatic

speed control was on for the high-speed time.

Speed fluctuations from 35,00 RPM to 31,000

RPM were noted. After approximately 68 sec-

onds at speed, a red line cut on the high side

turbine pressure stopped the test. Review of the

data showed that during the entire time at speed,

the speed controller varied the turbine pressure

wildly attempting to maintain constant speed.

The rig was recycled and a second attempt at the

test was begun. On the second attempt, speed

was increased to approximately 30,000 RPM

under automatic control. Once again large fluc-

tuations in turbine pressure were noted. The

speed was reduced to 11,000 RPM. It was

decided to attempt a third speed ramp up with the

speed controller off. The turbine pressure was

manually increased to bring the speed up to

approximately 27,000 RPM. In this mode the

pressure was steady but turbine speed fluctuated

wildly (27,000 RPM to 12,000 RPM). Speed

control was varied to different set points trying to

eliminate the speed fluctuations. However, no

smooth operating point was identified. The test

was terminated by the high side buffer seal exit

temperature cut. Review of the data indicated

that this was a normal shutdown, which occurred

one direction and low axial stiffness in the other

direction. The other factor was uncertainly in the

magnitude of the applied radial load. In previous

tests, preload spring tilting was noted when the

radial load was applied; no tilting had been

observed in this build even though the radial load

was much larger.

Test P2096005. This test was conducted in

two parts, neither of which generated rotational

time. The first part of this test was a radial load

cylinder check-out performed at ambient tem-

perature. A micrometer was set up on the load

cylinder and the radial load actuator pressure was

varied. No motion was noted during the test.

Subsequently, the radial load cylinder was de-

tached form the rig and exercised at higher pres-

sures. At some unknown higher pressure the

cylinder actuated. An abnormal fluid sound was

noted. The cylinder was exercised several times

until it appeared to operate smoothly. After the

load cylinder was reinstalled, the rig was chilled

for a rotational test. During the hydrogen test, the

procedure was paused when the rig pressures

were stabilized and the radial load cylinder was

exercised. Spring titling was noted during this

experiment. Hence it appeared that the radial

load cylinder was hung up in the previous test and

little or no radial load was applied. No rotation

was attempted due to facility leaks observed
due to propellant depletion. Post test review of from the control room.
the strain gauge and pressure balance data showed

that the shaft had experienced significant axial A simple calculation was performed to see if

excursions during the torque excursion. The the axial excursions noted during Test 4 could be

strain gauges showed a band approximately 100 _due to exciting an axial vibration mode of the

lbs wide during the torque events. This 100 lbs shaft. The system was modeled as a simple one

variation equated to 7.5 mils axial travel, degree of freedom spring mass system. The

.... ' ............ vibrational frequency for this system was simply
The axial excursion anomaly had to be inves-

tigated. Two factors were considered. First, the

fact that this build only had one bearing capable

of carrying load resulted in high axial stiffness in

286

the square root of the mass times the spring

constant. The natural frequency was estimated to

be 479 cycles/s (28,740 cycles/min).
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This frequency was below synchronous for

full speed operation. This axial mode was prob-

ably responsible for the observed axial excur-

sions and torque variations. The rig would have

been particularly sensitive to this mode if the

radial load had not been applied.

P2096006. This test was the first fully suc-

cessful test of Build 5. Previous rotational tests

new procedure greatly reduced the tendency of

the rig to experience axial and torque excursions.

Test P2096007.500. Test 7 resulted in 903

seconds total test time and 522 seconds time at

35,000 RPM. This test used new procedures for

radial loading (25% applied prior to rotation and

the remainder of the load applied at 15,000 RPMs.)

This test appeared to be normal. Shutdown was

had all experienced abnormal axial vibrati0n-s-_-due to propellant depletion. Latter review of the

and torque excursions. We had speculated that

the radial load cylinder had not functioned prop-

erly on prior tests. After Test 005, the cylinder

was removed and cycled. Exercising the cylin-

der showed evidence of fluid in the cylinder,

possibly having caused freeze up. The fluid was

purged by fully stroking the cylinder several

times. In addition to purging the cylinder, the

procedure was modified to allow a larger per-

centage of the radial to be applied at lower speed.

data showed that there was actually some short

duration torque anomalies (less than 1 second)

that required the controller to ramp up the turbine

pressure. On one occasion, turbine inlet pressure

reached 630 psia, approaching the highside cut of

650 psi. The redline was raised to 700 psia for

future tests. The speed and torque fluctuations

seen during this test were much less than those

experienced earlier in Build 5. Thus, the new

radial toad procedure seemed to have improved

The original procedure had called for incremen- speed control, but some anomalies still occurred.

tally applying the radial load as speed increased.

This approach had provided the most margin

relative to rubbing in the hydrostatic bearing.

However, the previous runs had indicated that

the radial load was not engaging the roller bear-

The nature of the torque excursions was not fully

understood but roller to race flange interactions

were suspected. The configuration of this rig

required significant axial movement to load the

axial spring. This movement may have pro-

ing in the deadband. The procedure adopted for moted the roller flange interactions.

Test 005 was to put 25% of the radial load on

prior to rotation, then applying an additional 25%

at 15,000 RPM, and the remaining 50% at full

speed. This procedure was applied during the

first attempt at rotation. During this attempt, the

speed ramp was smooth and a speed of 35,000

RPM was obtained. The test cut, shortly after

achieving full speed due to high turbine inlet

pressure. The facility was recycled and the data

Test P209608A.500. Test 8A produced 929

seconds total test time and 806 seconds at speed.

A procedural change was made prior to this test

to evaluate whether the speed fluctuations were

being caused by the controller. For this test, the

turbine pressure was manually dialed up until the

shaft speed was measured to be 35,000 RPM.

This procedure appeared to work well during the

was reviewed. We decided to apply the full radial test; however, post test review of the data showed
:::: _ 30 to 40 speed drop outs of up to 4,000 RPM.

load at 15,000 RPM on the next attempt. The
This data showed that the speed variations were

second rotational attempt was successful and 401
due to torque fluctuations and not an artifact of

seconds of test data at 35,000 RPM was obtained.
the controller. We decided that future tests would

Total rotational test time was 829 seconds. This
be run with the speed controller on.
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Test P209609A.500. Test 9A produced 1,030

seconds total rotational time and 867 seconds at

35,000 RPM. This was a normal test with shut-

down due to propellant depletion. Gne proce-

dural change was implemented that involved

lifting the shaft slightly higher than normal prior

to applying the radial load. The radial load was

then applied and speed was increased to 15,000

RPM. The axial load was then reduced from

approximately 900 lb to 750 Ibs. This axial load

reduction shifts the shaft down by about 11 mils.

We thought that this motion could help center the

rollers which might be on the lower inner race

guide flange after lifting the outer rig in the squirl

cage. The effectiveness of this procedure was not

clear. The run was smooth compared to earlier

runs; however, some speed spikes on the order of

1,000 RPM were noted.

Test P209610A.500. This test was very simi-

lar to Test 09A described above. 935 seconds of

total test time and 789 seconds of time at speed

were obtained. The axial shift procedure de-

scribed in the Test 09A paragraph was used

Test P2096011.500. Test 011 achieved 1,001

seconds total rotational time and 888 seconds

time at 35,000 RPMs. This was a very clean test.

Speed control was rock solid at high speed.

Turbine inlet pressure was seen to increase at

about 700 seconds. This increase occurred slowly

over a period of about 100 seconds. This increase

indicates a rise in rig torque. This did not appear

to be related to the high frequency torque excur-

sions seen in other tests. The test terminated

normally due to propellant depletion. Oneproce-

dural change was input for this test. The radial

load applied prior to rotation was increase from

25% to 50% of the 1,100 Ibs total load. The

objective of this change was to ensure that the

bearing was engaged radially prior to rotation.

Breakaway turbine pressure was higher than

normal for this test. The higher radial load may

be responsible for the increased breakaway torque.

Test P2096012.500. No rotational time was

accumulated on the rig during this test. Pretest a

bias was noted on P201 the rig top cavity pres-

sure. The procedure of test 011 was used for this

again. This time the initial shaft position Was test. Fifty percent of the radial load was applied

slightly higher than it was in Test 09A. The axial prior to opening the turbine pressure. On the first

shift imposed at 15,000 RMP was 25 mils. Once attempt to rotate we got a redline cut on P201.

again, the effect of the shaft shift was not conclu- This was diagnosed as being related to the pretest

sive. The run progressed very smoothlYw!th n O bias on the sensor. The rig was recycled for a

speed excursions observed until about 800 sec- second attempt. On the second attempt, turbine

onds. At 800 seconds, speed and axial position pressure was increased to the normal start-up

excursions began. The excursions seemed to valve but no rotation was noted by the speed

growinamplitudereachingapeekofabout2,500 sensor or thermocouples. The full radial load

RPM at 950 seconds. At that point, the test was applied and turbine pressure was further

terminated normally due to propellant depletion, increased. No rotation was noted even though

The rig was borescoped after this test. The the turbine pressure was increased to 500 psi.

borescope inspection showed some shiny p ar-_: Th e test terminated due ton second cut on P20I

ticles on various areas of the bearings. We high. The high breakaway torque may have been

believe these particles were generated by gauling related to the higher radial load being applied

of the anti-rotation tangs, prior to rotation.
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Test P2096013.500. Test 13 was conducted

after Test 12 failed to break away. The rig was

borescoped after Test 12 and appeared to have no

anomalies. We believe that the procedure of

applying a larger percentage of the radial load

prior to rotation caused increased breakaway

torque. For this test the radial load applied prior

to rotation was reduced to approximately 220 lbs,

Breakaway was slightly slower than nominal,

but not out of family. The procedure of shifting

the shaft during the run was omitted on this test.

Axial load was raised to approximately 700 Ibs

and held for the duration of the test. The test

produced 801 seconds total test time and 69t

seconds at 35,000 RPM.

Test P2096014.500. Test 14 produced 1,103

seconds total test time and 1,026 seconds at

35,000 RPMs. This test had an anomaly on start-

up. Only one strain gauge, SN3, was working for

this test. The single working strain gauge showed

that the shaft did not shift to the normal pretest

position when the shaft delta pressure was in-

creased to a nominal valve of 185 psi. It appeared

that the outer bearing ring was hanging in the

deadband preventing free axial travel. A deci-

sion was made to proceed with the test attempt

and the turbine inlet valve was opened to 10%.

No rotation was noted initially, however, while

reviewing the data the shaft broke away with the

turbine inlet valve still at 10%. The test then

proceeded as normal. On shut down, the strain

gauge response was normal indicating that the

during this test. The test start was normal. The

test ended due to propellant depIetion. During

the test, speed fluctuations were slightly worse

than average. One anomaly occurred during the

shut down procedure. The thrust piston pressure

was relieved while we still had approximately

220 lbs radial load on the roller bearing. The

strain gauges never showed the bearing fully

unloading. The axial movement coupled with

the radial load probably caused the roller bearing

to hang up in the squirl cage.

Test P2096016.500. Test 016 accrued 1,328

seconds of total run time and 1,238 seconds at

speed. Prior to this test, work was performed on

the stand to restore malfunctioning strain gauges

and verify the function of the radial load piston.

Strain gauges SN2 and SN3 both functioned for

this test. The radial load piston function was

verified visually prior to the test. Additionally,

the roller bearing outer race appeared to be free

after apparently hanging up on shut down of the

previous run. Speed fluctuations were noted dur-

ing the 15,000 RPM portion of the test. Opera-

tion at 35,000 RPM appeared smoother than

normal with one major exception. At approxi-

mately 250 seconds into the test, the speed sud-

denly dropped out to approximately 20,000 RPMs

and then recovered overshooting to approxi-

mately 37,000 RPMs before resuming a steady

35,000 RPM. The rig continued to operate nomi-

nally for the remainder of the test. This was the

longest test of the series.

roller bearing was no longer hanging up. Some
Test P2096017.500. Test 017 was unsuccess-

speed fluctuations were noted duringthe test. No
......................... ful due to high breakaway torque and severe

action was taken during the test to try and rood-
......... torque fluctuations once rotation started. Normal

erate the speed fluctuations.
start-up procedures failed to produce breakaway

TestP2096015.500. This test produced 1,160 on the first attempt. A decision was made to

seconds total test time and 1,061 seconds at 35,00 reduce the radial load in an attempt to induce

RPMs. SN3 was the only functional strain gauge breakaway. The radial load was reduced from

289
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250 lbs to approximately 50 lbs, but the rotor did

not breakaway. Turbine inlet pressure was in-

creased to 100 psi, still the rotor did not breakaway.

The test rig remained in this condition for ap-

proximately 20 seconds while discussions about

alternatives were occurring. During the discus-

sion, the rotor became free and accelerated to

approximately 31,000 RPMs. The speed was

then dialed back to 15,000 RPMs. Several severe

speed drop outs occurred at this speed. An

attempt was made to ramp the speed up, however,

severe speed drop outs continued to occur and the

test was manually terminated. The reason for the

anomaly was not apparent at the time.

Build 5 Test Series Highlights. Five rota-

tional tests were accomplished during February

1999. Total test time accrued was 4,392 seconds

and time at 35K RPM was 4,016 seconds. Total

cumulative test times for Build 5 at this point

were 11,089 seconds rotational time and 8,330

seconds at 35K RPM. These summaries do not

include any time for Test P2096017.500, which

6.13 Mid-term Inspection Results

A decision was made after test P2026107.500 to

perform the mid-term inspection. Normally, two

or three more tests would have been run prior to

the mid-term inspection. The anomalies experi-

enced in test 17 prompted the slightly early mid-

term inspection. Mr. Chip Moore, MSFC, per-

formed a detailed metric inspection of the ball

and roller bearings. Visually, all of the hardware

looked normal. The roller bearings did have

some burnishing on the roller ends, however, the

burnishing was very light. The end burnishing

was heavier on the roller end that corresponded to

the down direction on the stand. This was ex-

pected because this is the side that corresponds to

reacting the axial load if the outer race hangs in

the deadband. In general, the ball bearing cage

pocket wear was slightly heavier than would

have been expected for the amount of operation.

Heavier pocket wear was expected due to the

higher radial load. In summary, all of the bearing

hardware appeared to be in excellent shape.

did not obtain steady state. This testing generated This tester build was the last conducted during

results similar to previous testing of this bail _ dae period of this contract. As of the date of this

roller beating build configuration. The rig oper- report, a Build 5A is anticipated. Build 5A will

ated nominally for the majority of the time_ _ enable the goal of demonstrating 8 hour life from

however, the rig experienced occasional severe

speed fluctuations accompanied by axial vibra-

tions. The source of these speed dropouts was not

fully understood. The low axial stiffness of the

rig was suspected of contributing to the problem,

Test P2026017.500 had excessive breakaway

torque and speed fluctuations. Testing was

stopped after this run for a mid-term inspection.

The initial look at the bearing hardware after

disassembling the rig showed no significant

anomalies.

severely river marked roller bearings to be

achieved. This data will greatly increase the

confidence level associated with using the sili-

con nitride rollers in the ATD high pressure fuel

turbopumps.

w

29O
TP00-1017



v

Reference

1. San Andres, L., "Thermohydrodynamic Analysis of Cryogenic Liquid, Turbulent
Flow Fluid Film Bearings," Hydroseal MaHual, NASA Grant NAG3-1434.

2. Cody, J.C., Marty, D.E., and Moore, J.D., "Evolution and use of Combined Mechanical

and Thermal Codes for Cryogenic Turbopump Bearings", NASA Conference
Publication 3012, VOL 1, 1988.

3. Marty, D.E., Moore, J.D., and Cody, J.C., "Development of Transient
Thermo/Mechanical Bearing Analysis Methodology and Subsequent Software
Implementation on a Personal Computer," NASA Conference Publication 3174, Vol.
II, 1992.

4. Crecelius, W.J., and Pirvics, J., "Computer Program Operation Manual o n
'SHABERTH' A Computer Program for the Analysis of Steady State and Transient
Thermal Performance of Shaft-Bearing Systems", Technical Report AFAPL-TP-79-
90, 1776.

5. San Andres, L., 1993, "An Introduction to the Analysis of Barotropic Fluid,
Turbulent Flow, Fluid Film Bearings," Research Progress Report to NASA Lewis
Research Center, Grant NAG3-1434, Texas A&M University, M e c h an ic al
Engineering Department, July 1993.

L_

S? S-- -S

291



r=emi

E

E

M

ATTACHMENT A

INPUT AND OUTPUT FILES USED FOR

SHABERTH/HYDROSEAL ANALYSIS OF THE EH-14

FLUID FILM BEARING TESTER AS MODIFIED

FOR ROLLING ELEMENT BEARING TESTER

w

m

m



g -

W

B
B

m

_=

I

P&WI!.U!D
:,7obo. • o

!: I q; In

20. c,. ."i,

....0i ._ 01,I .0 ! 4 _.

<'.4!?:: :]555 0.241 ,,. 618

9.:',,"":, - :524C 70.18 _q -_'- 3n 54.......... _p'J .,

O0.O0 _,O.O0 79.?:2 !09.00 "_,.c.55

' ,_JE_r", " I:'c9 _ i_]?g9 ? .7.ROFc, "_ ,'<a.::,

.270 .270 .260 .270 .27C
,'3.2iS 7.831 3.200 7 6_,_ ,_ _,a

:I.OSE-c, a.'q73E-60.8!OE-S 9.76!E-6 '.,0.89E-6

O.:OO 0.200

{:2 ";: :0 _S 56."E 3.

I!IMBEARING/ ROLLINGELEMENTTESTER(WITH2 PEBBS & i FLUIDBRG)

5 -20 .00_

_MS 56t8 7 3 n# ....

.0_35 :_50 O

•_'L3

30.:-'-

"0._305

.:.'.

.'L"
!;

. '3-"372')

00..9?

".070E5

•27.:'.

01. ¢50--:,

.58

.Oi-' .0:4 " 2.

.A.._o 3,556 0.... :,.o!O

c..3.OC 79.22 i09.00 i39.55

.270 .25C: .270 .27'9

' _" _.200 _ -',_: :.213.

_70;-: : :;',IF-69.760_-i :_ "_'?;-6

O.iOO 8.200

_S 6265

2 i

: 8

0.i370£00000000000-003

O.O000OO000000000

0.000000000000000

O.O00OO0000000000

5.00000000000000

_:40,000000000000

275.000000000000

19.0000000000000..
:9,0000000000000

19.0C00000000000

O.1320BOOOOOObO000-OO2

0.:_05000000000000-00!

0.137!600000000000-003

0.0000o0000000000
0.000060000000000
0,0000o0000000000
o.2_2o:_9ooooooooo-oo_
_._5_70ooooooo
.,7000.0000000000
517125.000000000

3447380.00000000

0.000000000000000

34_7_80.00000000

0.000000000000000

:_7_9520.000C,000

0.!0i4952000000000-004

_._0000000900000

"-rncC._C_<Or,OO_.'.

9.

^

._0

_h S_

222.?

3
g,
v

0.101160000000000)-003

0.!270000000000000-00:

0.i905000000000000-001

360.000000000000

n 7._"-.37! 6L,;:,,O.' uO_ - O0,

O.50_0000000000000-00_

50.0000000000000 95.0000000000000

._a._000000,._0.., ....O0000.,_,,_OOv

z2o.oooooooooooo 09_oooooooooooo
_.ooooo0ooooooo :i_.0ooo0oooo0ooo
i9.0500000000000 i9.8000000000000

0.!32080000000000_-0020._320_0000000000_-002

132nRO000nOOO_nn-nno "_t ...... _

0,!320800000000000-002 0.!320B00000000000-002

0.000000000000000

0.!905000000000000-001

77.2526000000000

0.1790000000000000-003

:3789520.0000000

00_;,:_nh_nnnnnnnO

0.000000000000000

:o.00049520000ooooo-oo_

34_7350.000_0000

6'b.6754700000000 0.:0:a9_200000C,009-004

56._7S4700000000

34473£0.00000000

77.252600000000C

].:]30900000000,30_-002

0. :_¢::9:.,200'::00000:-004

!1



=_

i--

0.250000000000000

27,0000000000000

0.4400000000000000-001

0.377360000000000

i ! [99 tO

0 0 I

0.700000000000000 0.600000000000000

0.[000000000000000-0020.6000000000000000-002

0.000000000000000 0.000000000000000

; 1 0 0

i

-133.-120.o!3B.-133.-|33.-120,-120.-!58.-!37.-120.

-533.-!22.-537,-533.-!33.-!72.-!22.-!57.-!38.-!22,

I 0 O, O. O.

I :30.?0 O. O, 60.00

l 30E.20 O. 50.50 76,20

: 55!.80 50.50 O. 76.20

40.90 0. O.

...:,. .00000

248.1B ,0000 ,00000

3 _7.32 9. O.

...... 0 0 0

: 358._8 .::.0 0 0

0.640000000000000

9.07475378149485

0.!37500000000000D-002

0.5000000000000000-001

500000.000000000

0.99999997764825_-002

-64.-133,-138,-!45,

-95.-133.-!38.-t45.

60.00 2.318E5

76.20 2.318E5

76.20 2.3!BE5

O. 2.3t8E5

0 O.

0 O.

2 _ O, O,

2 2 ,O000 .00000

2 3 .0000 .00000

: 514.54 O. 0,

&BRGNL;M

HETR_N-'NO'

&ENO

&CONDAI

T.DENT:'SAT45',F!LM:.TRUE.,XPCT-:.O,PRESSR:2000.,TFZ-i00,,:FLUID::

&ERD

&VISCO

RAIIN:II, RT#r:.!21B,"n........Q ....................... xu.-..,.-.,._.o.,RIRUS:._3ROB,_nR!_:',7_0,

WIRS:.II55,W.ORS:.IO04,COR:.I733,CIR:.i385,CPW:.0697,

CI_:.0958,COC.N.'F:!.2,CDCP:O.6,CAGEFF:.IO0,VFRU:O.IO,

VFRD:O.I0,DELPI:-I0.,OELP2:-I0.,
&END

&OUIER

HCODEO:I,

VAROI:!.,

V_.R02:I --

&END

&INNER

HCODE!:!,

VARII:!.,

VARI2:!,

&ENO

&BALL

HCOOEB:3, -

VARBI:I

VAR82: !.

&EBO

&JSPRG

PREOEF:O.O:37:53Ke.D;Nc-R;nnnPLOAO:47B.60,O_IM_(:I5";'-

..... _ !L_L:_/- .

&r__r__

&FLGS

FLAG:'.N.OSPP_, _ '" ', , .... ,. , .....' _FLAG:"...S _XLO_O:.TRUE..T_Ur. TRUE. TRU;

&E._,?

i-
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**_ S H A B E R T H / B R L x, TECHNOLOGYDIVIS!O!_S R F INDUSTRIESINC.

P&W FLU!CrtIM.......SEARING/ _n',t_c,__,,_ELEMENTTcSTER.., (.W.TTH_,_PEBBS & ._::qtD_:._RG)

THISDATA SET CONTA!NS

BEARINGNO,(_)-

BEAR!_GNO. (2) -

BEARINGNO. (3)-

3 BEARINGS

BALL BEARING

BRLLBEARING

FLUiOFILM BEARING

_ SH A B E R T H / B R L _x

SOLUTIONLEVEL: !

D

THE MAXTMUMNIIMRro_" MAIN LOOP TTPQaTIn_RALLOWEDTR 2n _Nn :H: EELATZVE.r _Arv _E_J_REOIS 0.00010

W

B



E

mE

*)* S H A B E R T H / B R L *: TECHNOLOGYDIVISION S K F INDUSTRIES INC. :* S H A B E R T H / B R L :)_

P&W FLUID FILM BEARING / ROLLING ELEMENTTESTER (WITH 2 PEBBS & i FLUID BR_=)

UNLESS OTHERWISESTATED, LINEAR DIMENSIONS ARE SPECIFIED IN MILLIMETERS, TEMPERATURESIN DEGREESCENTIGRADE, FORCESIN NEWTONS,

WEIGHTS IN KI_OGRAMS, PRESSURESAND ELASTIC MODUL! IN NEWTONSPER SQUAREM!LL!METER, ANGLES_ND SLOPES [N OEGREES, SURFACE

ROUGHNESSIN MICRONS, SPEEDS ,..TNREVOLUTIONSPER MINUTE, DENSITY T_.,.GRAMSPER CUBIC CENTIMETER, KINEMATIC VISCOSITY IN CENTISTOKES

ANO THERMALCONDUCTIVITY IN WATTS PER METER-DEGREECENT!GRA_E.

BEARING DATA

BEARING NUMBEROF AZIMUTH PITCH [;iAMETRAL CONTACT INNER RING OUTER R!NG

NUMBER ROLLING ANGLE DIAMETER C.EARA_CE ANGLE SPEE,D SPEED
• T ',T TTELEMENTS OR.EN:A,.ON

: 11 D.O00 %.ODD O.06a !B6.0 Z.7000. O.

:_ .._I 0.000 95..nDn. 0.064 -18.6!D 37000. O,

C A G E

8EARING

NUMBER

!

Z_rCA,J__TYOE

INNER RING LANO RIDING

INNER R!NG LAND RIDING

STEEL

BRG.NO.

I

2

3

DATA

CAGE POCKET RAIL-LAND RAIL-LAND RAiL-LAND WEIGHT

CLEARANCE WIDTH DIAMETER C_EAR_NCE

D,610000 3,556D 84.!760 0.24! 0.23D000

0.610000 3.556D 84.1760 0.241 0.230000

INNERRINGTYPE LIFEF_CTOR

93_0 3.ooo -..

9310 - : 3.ooo
AMS 56!8 - 3.000-

OUTERRINGTYPE

AMS 56i8

AMS 5618

: AMS 6265

LIFE FACTOR

.-3.000
_.- - 3.000

" -3.OO0 - _



L

V_

M

_: S H A B E R T H ,!B R L _ TECHNOLOC-YOIVISION S K F INDUSTRIESINC.

P&_,IFLUIOFILM BEARING,'ROLLINGP E;';NTTPqTER(WITH">PE_BS_-I FLUID_PGl

ROLLING E L E Y,EN T OA TA

BEARINGNUMBER(:

BALL DIAMETER

_ 6375

TYPE - SALL _EARING

OUTERRACEWAYCURVATURE

0.520

INNERRACEWAYCURVATURE

O.SBO

BEARINGNUMBERC2)

_u_"' DIAMETER

_u.6375

BEaRinGNUMBER(5)

T_';.,r.- BALL BEAR!NG

OUTERRACEWAYCURVATUKE

0.520

TYPE - FLUIOP!LM

.,- _ .-

_ _ --:: :

_* SH AB ER T H B R L _



_ SHABERTH/ B R L _ TECHNOLOGYDIVISION S K F INDUSTRIESINC.

P&W FLU!OFILM BEARING/ ROLLINGELEFIE_TTESTER(WITH2 PEBBS& I FLUIDBRG)

**SH AB ER TH/BRL***

_J

SURFACE DATA

BEARING CLA ROUGHNESS RMS ASPERITYSLOPE

NUMBER OUTER INNER ROLL. ELM. OUTER INNER ROLL,ELM.

I 0.0i 0.01 0.0! 2.000 2.000 2.000

2 O,Oi 0.C,! 0.0! 2.000 2,000 2.000

LUBR!CATICN AND FRICT!ON DATA

BEARINGi IS OPERATINGDR'IWITH FRICTIONCOEFF!C!ENTSOF, RACE/R.E.0.!00CAGE/R.E,AND CAGE/RING0.200

BEARING_.......T_ n_;_6TT_K,............ORY WITH FRICTIONCOEFFICTP_JT(OP RACE/_,E.0.!00_^_;_o_.=_.,.,.,_c........c_n C_GE/R!NG_._00

=

L"

Ir.==i-

=

]

m
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,_* S H A B E R T H / B R l _* TECHNOLOGYDIVISION S R F INDUSTRIESINC.

P_,'_FLUIO FILM BEARi_G/ ROLLINGELEMENTTESTER(WITH2 ?EBBS& ! FLUIDBRG)

FIT DATA ANO MATERIAL PROPERTIES

BEARING COLD FITS (MM TIGHT) EFFECTIVEWIOTHS

_ NUMBER SHAFT HOUSING SHAFT INNERRING OUTERRING

0..,4_: -0.:524 70.1800 .Q.8000 30.5400

2 0.0457 -0.!524 70.!800 !9.8000 30.5400

..... cr-T-_OT6METEQR

m_ __H_i,.u S,.AF, RPAPT_: :NNP_RTNG OUTERRING BEARING

NUMBER 1.0. BORE _VE. 0.0. AVE. !_0. 0.0.

== ! 0.000 60.000 79.220 !09.000 !3g.550

o O.OOO 60.000 79.220 !09.000 !39.550

......RmARrNGNUMBE__J,"_ SHAFT INNERRInG ROLL. ELEM.

_'_ MO:ULUSOF ELASTICITY 207000.0 213400.0 310200.0

POISSONSRATIO 0.2700 0.2700 0.2600

WEIGHTDENSITY 8.2!8 7.831 3.200

:: COEFF.OF THERMALEXP. 0.00001105 0.00000997 O,OO0000BI

'* SHAB E R TH /B RL**,

HOUSING

30.5400

30.54C,0

HOUSING

O.D.

222.700

222.700

OUTERR!NG

208900,0

0.2700
7.665

0.00000976

HOUSING

0.2700

8.2!8
0.0000!0_0

MODULU=SOF ELASTICITY _ ....207000.0

POISSONS-RAT!O.. _ 02700
WEIGHTDE_ITY 8.218

COEFF.OF THERMALEXP. O.O000110S

UNtESSO_HERW!SEST_TF_, INTERNATIONALUNITSARE US_
. _ ÷

GIVEN TEMPERATURES

BRG O.RACE

I -133.00

2 -133.00

TNN_RRING _0 , ELEM. OUTER_'"_ ' "'........ _i_ HOUSING

....213400 6 310200.0

0.2700 0.2600

7.831 3.200
0.00000997 0.00000081

I.RACEBULK 0!_ FLNG.I FLNG,2

-!20.00-13B,00 -!33.00-!33.00

-122.00-!37.00 -133,00-133,00

208900.0
0.2700

7.665

0.00000976

FLNG : FLNG.4 C_GE SHAFT

-120.00-!20.00 -I3B.O0-137.00

-122.00 -!22.00 -!37.00-13B.OO

I.RINGROLL.EL.

-120.00 %4.00

-122.00 -95.00

206900,0

0.2700
8.218

O.O000!OB9

O.:ING HSG,

-I_3.00-138.00

"133.00-138,00



--- i

_,t S H A 8 E R T H / B R l _ TECHNO_OGYDIVISION S K F INDUSTRIESINC. :_ S _ A _dE R --H / B R L _:_

P_I FLIITn FILM BFAPTNG / k%LING EleMeNT TESTER (WITH 2 PF_C & ! FLUID _Pc_

SHAFTGEOMETRY,BEAR!NGLOCATIONSAND SHAFTLOAD, PLANE× - Y.

4 GEOMETRICSECTIONS 3 LOAD SECT!ON(S), 3 BEARINGS._ODULUSOF ELASTICITY: 2.3IBEx05

POS!- INNERDIAM. OUTER DIAM. POINT POINT LOAD INTENSITY

TION LEFT RIGHT LEFT RIGHT FORCE MOMENT LEFT RIGHT

BEAR!_GSE_T

POS.ERRDEFL/FGR ANG.ERRDEFL/MON

! 0.0 0.0 0.0 0.0 60.0

2 1.0.9 O.O 0.0 60.0 60.C, '

3 57.3 0.0 0.0 60.0 60.C 3

4 !14.5 O.O 0.0 60.0 60.C' i_00.0 4

5 i30.9 0.0 0.0 60.0 76.2 _,

6 24_.2 0.0 0.0 76.2 76.2 6

7 30B.2 0.0 50.5 76.2 76.2 7

•_ 338.2 50.5 50.5 16.2 76.2

9 35!.8 50.5 O.O 76.2 O.C,

0.000 C:.OOE_30 O.O00O O.,::)E+OO

C.:_OO0.00:*:_0 :.0000 O.:::_E+O0

0.000 _ OOE_O0 0 hhhh _ _E_Oh

L_

h__
-o-- _ -

] = :



i

Imm_

W

E--

= = .

=..4

m_

*i± S H A B E R l H / B R L _ TECHNOLOGYDIVISION S K F :NTJSTRIES INC. _: S H A B E R T H / 8 ,_.k _*_

.......... " ..... _£GPAWFqUI.nPll M BEARING/ £OLL!NG LLEME_TTESTER(WiT_ _ o;_W & : FLU:O _ '

SHAFTGEOMETRY,BEARINGLOCATIONSANDSHAFTLOAD, PLA_EX - Z.

4 GEOMETRICSECTIONS 2 LOAOSECT!ON(S), 3 BEARINGS._ODULUSOF ELASTIC:TY: 2.318E+0_

THRUSTLOAO= O.O00E+O0

POSI- INNERDIAM. OUTEROIAM. POINT POINT LOAO :NTENS:TY

TION irrT.... RIGHT LEFT _Tp_T=.............FORCE NnMrNT mP_T RIGHT

l 0.0 0.0 0.0 0.0 60.0

/-n9 0.,': 0.0 'no.,0 k6 ^ O

3 !!4.5 0.0 0.0 60.0 60.0 3

4 !,30.9 0.0 0.0 60.0 76.2 4

5 248.'2. 0.0 0,0 76.2 76.2 S

6 308.2 0,0 50.5 76.2 76.2 6
7 35!.8 50.5 0.0 76.2 0.0 7

B;^o:_.-SEAT

POS.ERRDEFL/FC; ANG.ERRDEFL/MOK

O.._nn_ "^_;'_ 0.0000 n nnP+on

n .'.nn.,_.nc,,n 0.0000 O.OOE_O0

o.nn, O.OOE_O0,.,0 0.0000 O.OOE÷O0

####_###_### BRG NO. 3 _##_#_#_#_#

(O.R./HOUSINGCLEARANCEREMAINING)MILS OF34+FTH34: 0.270079E-02

' nEmlLTSFOR BEARINGPAD _ :

ZEROTHth0 SOLN CONVERGENCE: lits_onREC press, & 50TOTALitson ]ands

........................................ ?.. ..... ..... ..... . ....................

SOLNFOUND IN Iter= 50,-!terp:!OISYM:0

• aX-. h _4OlrEx:-.oog,Ey:O.O04 Ec:O.Oln. ,..........-O5,Ay:-O.28!TE-04 ln: O,;120r-hI

rpm: 0.37000E÷05 Ps: O.13790E_OB PL: 0,34474E÷07 PR: 0.34474E_07 Him2

Dot:f:0.:_208E-02m, Cd: 0.8600;Seals (t):O.O0000E*OO,(P):O.O0000E+O0

Rec: I -> Prec:

Rec: 2 -> Prec:

Rec: 3 -) Prec:

R._, 4 -7 Prnrt

Rec: S -_ Orec:

R._:_6 -> Prec:

Rec: 7 -> Prec:

(O.BOO87E-Ot)0.42757E_07N/m2

(0.I!244E+00)0.46102E÷07N/m2

(O.t1713E_O0) 0.46587E+07 N/m2
(0,!!818E_00) 0.46696E:07 N/:2

(0.!1888E÷00) 0.4676gE_07 N/m2

(0.!19!5E÷00) 0.46797E+07 N/m2

(0,!!706E;00) 0.465BOEr07N/m2

Flo_:0.42!56E-01Kg/s

F!o_:0._149iE-0.Kg/s

Ftow: 0.4157!E-01Kg/:

r_o,.0.41671F-nl_gl5

FLOW:0.4:660E-0!Kg/s

Flow:0.41315E-0! Kg/s

r:_.w: 0.4:_21E-,)1 _g/:
Rec: R -, Prec: ( n :n_n::nn) n zsnx3r;07 N!_2 "_ .... "" _.................. , r_u_.n K91_

L.



• (Lefu _!ow)= O.t6669E¢O0 kg/s {Right Flo_): 0.i6673E÷00 Kg/s I
............................................................................. ÷

' FX=-O.X7426E+03N _Y: n 13122E-01N
! .... i

' MX: 0 12748E-01Nm MY: 0.53492E÷01Nm
I ' I

' Pressure at film lands, MAX0.46797E÷01MPa MIN: 0.33851E÷01MPa '

i Torque on fi!m Lan,Js: 0._2646[*0t N-m

For Pad_ I WRITEOATATO TEMR:it_:TEMPPfiO!,

_###_#_###_ _RGNO. i ##_#_#######_

(O,R,/HOUSINGCLEARANCEREMA!NZNG)MILS DFS4+FTH_4: 0.226703E-02
.....................................

--==

(O.R./HOUSZNGCLEARANCEREMAZNING)MILS DF34_FTH34: 0.226859E-02

IW.,,i#•

_--- -_

_r_

(O.R./HOJSING CLEARANCEREMA!N!NG)MILS DF34_'FTH34-" 0,150704E-02

i RESULTSFO2 _EARINGPAD _ i

ZEROTHth0 SOLN CORVERGENCE: iitson RZC press,& 50TOTALits on !ands

SOLNFOUNDIN l_er: SO, !terp:lO !SYM: 0
I

EX:-.OOB,Ey:O.O04; Ec:O,O09; _x:-O.2731E'OS,_y:-O.2877E-04 ZO: 0.I120_-0,,__'

rpm: 0.%7000E_0S Ps: 0.!3790E_0_ PL: 0.%4474E÷07PR: 0.34474E_07 N/m2 i

Dorif:0._3208E-02m, Cd: 0,8600;Seals(L): O.O0000E+OO,(R):O.O0000E)O01

Rec: i -> Prec: (0.8000!E-01)0.42748E÷07N/m2 F!o_:0.4215BE-OrKg/s '

Rec: 2 -> Prec: (O.tI239E÷O0)0.46097E+07N/m2 Flow;0.4!494E-01Kg,lsI

Rec: _ -> Prec: (O.l.7tgE+O0)0,46593E+07N/m2 Flo_:0.4tS72E-01_g/s i

Rec: 4 -> Prec: (0.!1831E+O0)0.46709E+07N/m2 Floe:0.4!670E-0!_g/s i

Rec: S -> Prec: (O.llgO[E_O0)0.46782E+07N/m_ Fiow:;O.4!6S6E-O!Kg/e i

Rec: 6 -> Prec: (0.1192[E+00)0.46802E÷07Nlm2 Flow:0.41533E-0!Kg/s I

Rec: 7 -> Prec: (O,t!7OOE+O0)0.46574E+07N/m2 Flo_' 0.4t419_-01_g/s :

Rec: 8 -> Prec: (O.totgsE+O0)0.4502!E+07N/m2 F!o_:0.4!6_X5E-O!K_/s :

............ . ....................... - ............................ -............. +
Mass Flow:0.33344E+00Kg/s : 0.20007E+02Kg/min ,

(Left Flow):0.!666gE'_00Kg/s (R£ghtFlow):0.!6675E+00Kg/s ',-
.......... ,,==,._I:

FX--O,47702E÷03N FY: O,£o!IgE+OtN
i

_- MX: 0.24!8gE-01Nm ,v..Y:_O.5380gE+01Nm ',
.............................................. 4-

Pressureat fi!m lands,_.qX0.46802E+01ffPa M!N- 0.33848E+OI_Pa I

Torqueon Film :.ands:0.12646E÷01N-m ',
& ................................. . ............. ...., ,.,..,,......................... {.

For Pad# ! ".4._.!TE,.qAT_TO TEMP F"!e:TEMPPADI.

_._4,F:H_4:(O,_.IHOUSINGCLEARANCEREHA!N[NG)MILS nr, • -'_
.....................................

0.22694iE-02

_ J

~



= ,

w

w

_O.R./HOUSINGCLEARANCEREMAINING)MILS DFS_>FTH34: 0.226995E-02

_#_h_ BRG NO. 3 __

(O.R./HOUS!_4GCLEARANCEREMq!NZf!G)MiLS DF34÷FTH!,4: 0.!93127E-02

' RESULTSFO£ _E_RING£AO _ i

...............................................................................

IEROTHth0 SOLN CONVERGENCE: li[so,7REC press,& 5OTOTALits on land=.
..............................................................................

SOLN FOUND!NIter= 50, !ter_:!OISYM:0

Ex:-.OOS,Ey=O.O04; Ec:O.O09; Ax:-O.2840E-OS,Ay=-O.2914E-04 ZO= 0.1!20E-0!

rpm= O.S7000E÷OS Ps= O.'.,::7_OE+OE:PL= 0._4474E+07 PR= 0.34474E÷07 N/m2

Oorif= O.IS208E-D2 r.,, Co: 0,!600; Se_!:_ (L)= O,O0000E÷OO,CR)=O.O0000E+OOl

Rec: [ ":; Prec:

Rec: 2 -:,Prec:

Rec: 3 -> _rec:

Rec: 4 -> Prec:

Rec: S -> Prec:

Rec: 6 -> Prec:

Rec: 7 -> Prec:

R_c: 8 -_ Prec:

C:......_-qS"_P-::_j0 42744E÷C,7N/m2 Flow:0.42i_.9E-0!Kgls

O.'.i2ZaE+O0)0.46092E_07N/m2 71o_i:0.4!495E-0;.Kgls

'.; "ill,:.,'.., '..'.qOD.=ET_, _ FLOW:

C:.!1834E;:)0) 0.467!3E÷07 N/m2 Flow: 0,4!671E-0! Kg!s

a.....;907r_nC,_,0.46789E+07.,N/m3_ Flow:n.41656E-Oi._<g/s
•, _'At' .... .0 _!926_,,_) r, 468n8r_07 N/m2 _'tow, OA15S2E-Oi Kg/s

0.i1702E+0C) 0.46376E÷07 N/m2 F!o_.: 0.41418E-0! Kg/s

.,v;_;_,.,:.;O 4£n)qr_:7N/m2 Floe:O _163_F-C;':g/s
'.............................................................................. $

Mass Flo_':0.31,344E+00_',g/:: ,,_,20007E÷02....Kg/min

(LeftF!o._):,:,.;..{.66?E÷00Kg/s {RightFlow):0 16675E+00Kg/s
.............................................................................. ,

FX:-O.47814E÷O3N FY: O.47O!IE+OON

MX: O.184O2E-OtNm MY: 0.53940E+01Nm
..............................................................................

Pressureat film lands,MAX 0.46808E+01MPa MIN= 0.338_7E_0!MPa

_,_Torque on -1L,, Lands: 0.!2646E÷0£ N-m
................................................................ .._% ..........

For Pad# I WRITEOATA TO TE_P File:TE_P_ADI.

ENTER= -l.O000O

= .

.T

. - . _-

= :



r :

FRICTIONALHEATGENERATIONFOREACHROLLZNGELEMENT

w

i

i z =

v

ENTER=

ENTER:

BALL

NO.

OUTER

RACE

BALL

NO.

1 88.489

2 86.853

3 83.!79

4 78,905

5 75.42!

6 73.584

7 73.584

8 75.42!

9 78.905

LO 83.!79

1! 86.853
1.00000

OUTER

RACE

I 85,834

2 85.067
3 82.633

4 79.480

5 76.671

5 74.985

7 74.985

8 76.67!

9 79.480
tO 82.653

!1 85.067

i.00000

BEARINGNO. 1

INNER FLUID CAGE/RE

RACE DRAG

119.00 0.00000 0,88470E-0i
1! 5.68 O.00000 68!. $5

!08.!6 0.00000 1!44.4

99 132 0.00000 ._46.'_

91.821 0.00000 95!.57

p7 474 0 00000 '%' I_

89.206 0.00000 354,16

96.286 0.00000 95[.55

i05.59 0.00000 !246,5

1!4.26 0.00000 !!44,3

!i9.37 0.00000 5£i .3_

_EARIBGHO, 2

INNER

RACE

1!4.71

tt3.07
107.79

!00,74

94.273

90,283

88.6!9

89.764
94.703

!02.1,0
!09.62

i--, A^_ -FLULL _,_E/R:

ORAG
: =

0.00000 0.10113

0.00000 604.96

0.00000 !036.6

0.00000 1!50.3
o.00000 894.90

0,00000 337.82
0.00000: 337.84-

0.00000 894.92

0.00000 i150.3-

O,DO000- 10S6.7

0.00000 604-.98

] - .-,



_x_ S H A B E R T H I B R L *_ TECHNO_OGYDIVISION S K F INDUSTRIESINC.

P_'_FLUIOFILM BEARING/ ROLLINGrlCMENTTC_T_ (w", '_or_m_ _,; _I(tTn_RG)

_ SH A_ ER TH /BR L***

B E_RIN G SYSTEN OUTPUT METR!CUN!TS

.!_EAR(M.M.)AND ANGL.AR(RAO!ANS)9EFLECT!ONS REACTIONFORCES(N) gNONONENTS(_-_}

z

i

= =
I

H

w

W

= =

i

BRG. DX OY n7 _v _'7 _y

BRG,

}

L

BRG

2

FY r7 _,y _:

? -1.403E-022._43:-v_9.749E-OS-2.BSSE-O6-!._t-Om-_.@EmE_0356_.

3 -L,403E-O2-9.S!6E-044.770E-O4-2.BaOE-O6-2,_!4E-OS0.000 478.
-5._08E-04 1.069E-02 _,Om_,=04'"'r

-0.470 -18,4 -5.393E;03

FATIGUELiFE (HOURS) H/S!GN_ LUBE-LIFEF&CTOR MATERIALFACTOR

O. QACF T mAnF BEARING n _C_ r _6cp - ;or.; _. _ArE 0 _ "" _.......................... _'. ........... .A_: RACE

ooO. 330.... 250. n 000 n.O00 ....; nn !.O0 _,.,._._,,n 3.00

?64 41A _) r;nnn ,"onn : nn _ O0 _ _n 3.00

O.RACE

-133.00

-!33.00

TEMPERATURESRELEVANTTO BEARINGPERFORMANCE(DEGREESCENTIGRADE)

I.RACEBULK OIL F_NG _ ;;_c _ p_ x ;,N_ a CAGE SHAFT ' "'NG 27._.%t

!20.00-!38.00 -133.00-!3_OO -_ -h- on _ -13_nO -!20.00 -G4.00- ...... O,Oy_ i....O_ .... -137.00
-[22,00 -_37.00 -;X3nn :zx nn -12_ 0_-:-72 On =13i[00-138.00 -:'_ O0 -n_ hA

O.RING HSG,

-!33.00-13B.00

133.00 -!3B.O0

-- ._ ._

+_

_k

i



*-*_*S H A B E R T H / 8 R L ** TECHNOLOGYDIVISION S K F INDUSTRIESINC.

m_,WFL',,ID FIL:_!3EAPING/ ROLLINGELEMENTTESTER(WITH2 PEBBS& : FLUID BRG)

_SH ABE RT H /B RL _*_

E E ARIN G SYSTEM OUTPUT NETR!CUNITS

r_TP'' .......... .r_._,:ONALHEAT _FNFRATTnNRATE (WATTS)AND FRICTIONTORQUE(N-MM)

BRG. O. PACE O. FLNGS,i. RACE !. FLNGS.R.E.DRAGR.c.-CA:E CAGE-LAND TOTAL 'TORQUE

; $84. O,OOO !.146E;030,000 O.OOC, 8.756E+03 42.9 I.OS3E÷042,795E+0:

2 _4. 0,000 !.!06E+03O.O00 0.000 8.049E+03 43.7 !.OOBE+042.602E+03

EHD F!L_ TH:CKNESS,FILM REDUCTION_ " " .........,AC,O.SA_n HEAT CONDUCTIVITYOAT_ FOR THE m_T_: _0 INNERRACEWAYSRESPECTIVELY

BRG, FIL_ (M!CRONS) STARVATIONFACTOR THERMALFACTOR MmNTmC_SnI_T _M_ _ON:,%T!V_,Y(W/DEG.C)

......... . .C A 7: 0.000 0.000 0.000 0.000 _ 000 _ Oh_ n n_O O.n.,,_ _7._ :3.6

2 0.000 0.000 O.OOO 0.000 O.OOO O.OOO O.OOO O.O00 :7.1 !:.0

w

L

i w

= i

FIT PRESSURES(N/MM2)

BRG £W_rT-rn:n OPER. H_G............. _,,-COLD,OPER

: :7.-: 0.ooo o.ooo :O.ooo
" 37.5- 22.8 0.000 0.000 --

& _ _ _

C A_ E- 0 A T A METRICUNITS-

(CAGE_AS ONE DEGREEOF FREEDOM)

CAGERAIC.ITT_RING'_ANDOAf_

BRG.

!

"- 2

BEARINGCLEARANCES(MM) SPEED GIVINGZERO FIT PRESSURE

ORIGINAL CHANGE OPERAT!NGSHAFT-INNERRING (RP_)

6.$5¢E-02-0.!04 -4.0%E-02 3,094E+04

6.3SOE=O2-B,!77E-O2-t.B27E-02 3,094E+04

= .--

-.L

..CAGESPEED DATA

TORQUE

(_-N)

19.0-_
19,0

HEAT RATE SEP.FORCEECCENTRICITYEPICYCL!CSPEED

(WATTS) (NEWTONS) RATIO (RAD/S_C) (RPM)

43.B 2.30 2.i9 - !.564E+03!.494E÷04

43.7 2._0 2,19 1,570E÷03 !.499E÷04

CALCULATEDSPEED CALC/EPIC

(RAO/SEC) (£P_) RATIO

1.564[+0S 1.494E÷04 1.00

I.STOE+O_!.499E÷04 1.00

CAGE/SHAFT

RATIO

0.404
0.40_

w



*** S H A _ E R T H / B R L _ TECHNOLOGYDIVISION S K F !NDUSTRIESINC.

P_N FLUID ;[LM_E_RZNG/ ROLLINGELEMENTTESTER.(WITH2 PEBBS& ! FLUIDBRG)

*_ S H A B E R T H / B R L **,

R G L L ! N G E L E M E N T 0 U T P U T FOR BEARINGNUMBERI METRICUNITS

I

==

r_

I

AZIMUTH

ANGLE (DEG.)

32.73

65,45

9_.IS

!63.64
i96.36

229.09

261.82

294.55

327.27

_NGLLARSPEEDS(R_O;qNS/$ECONO) SPEEOVECTOR&NGLES{DEGREES)

_× RY WZ

-8672.893 1030,941 O.O00

-8678.i85 I01_043 0.000

-B_n_nq_ 9_6 OIL 000f_

-_72i 6Z. 895._68 0,000

-PTOe.829.... o,,J^'7.4360.000

-R , ,-_ 873 0.000.729.32? .436

-8721.62] 895.£68 0.000

-8707.052 936.0!4 0.000

-8690.856 980.825 0,000

-8678,!85 i0!6,043 0.000

,,J,A_ ORBITAL ,AN-i(WY/WX) TAN-!(NZ/WX)

.qTX'{.qSl _r,f,1 net :_7 _ -180.00

8737.46i !561.650 i:.'.Jz""'_ "lBO.O0

8757.2!_ !564.823 !73.86 -180.00

8767.5[9 1qA.4.,,9_ 17-'. 14 -l_O.O0

8773.415 i567.458 .,,,_"'._,"" -180,00

8773.4i5 1567,458 174.29 -i-]O.O0
8767,5!2 i566.494 '7 "._4.!4 -!80.00

8751.2!9 !564.823 173._6 -tBO.O0

8746.028 !563.020 !73.56 -180,00

8737.46! 156i.650 !73.32 -180.00

.L.



LJ

*** S H A B E R T H / 8 R L *_ TECHNOLOGY DIVISION S K F INDUSTRIES INC.

PIN FLUID FILM BEARING / ROLLING ELEMENT TESTER (WITH ? P_BB_ _ ....

*_ SH A B E _ T H / 8 _ L _i,

w

R 0 L L I N G E L E M E N T 0 U T P U T FOR BEARINGNUMBERI METRICUNITS

!

w

AZIMUTH R,,PP,,,_[ PnPCfq fNFWTnNq_ HZ STRESS{N/_M*_2)LOAORATIOQASPI@TOT CONTACTANGLES(DEG.)

ANGLE (DEC.) CAGE OUTER INNER OUTER INNER OUTER INNER OUTER !NNEP

O.COO0 £.2485 20.S_74

O.O0)O £.!25_ 20.5724

0.0000 7.B_30 20,6598

0.0000 7.4663 20.7727

O,OOO0 7._67 20.B7S2

0.0000 6.9528 20.934!

O.OC,O0 6.9528 20.7359

0,0000 7.!367 20.8799

0.0000 7.4663 20.77_9

0.0000 7._350 20.6655

0.¢000 _.!2S_ 20.575B

0...........On -0.005 78n6 8_k _:_7.841 17721472 _'t_.429_:._n.....norm

32.73 37,8!4 2778.!66 i117.45_ !766.4!4 2!!3,44#_ 0.0000
65.45 6].449 271].232 t048.457 1752,_4_: 2069.0!7 q..c,ono.

9_.!B 69.022 2636.i94 965.94B !735.7_7 20}3.25C O.OOOO

!30.9! 52,630 2571.804 396,6_ 1721.549 !965.897 0.0000

!63.64 19.576 2537.751 859.762 !713.9!6 t936.600 0.0000

I%.36 -!9.575 2537.75! %72 O_Q [_319.6 [945,782 0.0000

229.09 -52.629 2571,804 930.123 t721.549 i988.050 0.0000

261.82 -69.02[ 2636.194 IOIO.gTS 1735.797 2044.062 0,0000

294.55 -63.448 2713,2_2 !090.870 1752.54_ 2096,548 0.0000

..... _ !08 2127.494 0.0000]77 27 -37.8[3 2778,_46 _..3. !766.4!4

=_=

"- i

7

: :: x;t



=

**_ S ......_A _ E R T H / B R L _* TECHNOLOGYO!'{!SION S K r INDUSTR!ES:_S. *_ _ H....._ : : , T H / _ £ : **,

P_ FLUZOFILM BEARING/ ROLLINGELEMENTTESTE_(WITH2 PEBBS& : F_U:O8RG)

T ........... "_TR 0 L L ! N G E L E M E N T 0 U T P U : FOR BPA_TNGNUMBEn_ ME_C UNITS

m

w

!

W

WW

m

W

Z

W

m

AZ!MUTH AN'3LLARSPEEOSIF_AOiAXS/SEC?J!_.O) S_EE&YECTO?:',cLEs(DEGREES)

ANGLE (OEG.) WX WY WZ TOTAL ORS!TAt TA!4-I(WY/_X) TA_-I(WZ/WX)

0.00 -R708 !43 " _n " 87{8.58! 1_.. :_;0.00. . _0z,.x47 0.000 1567.249 - "--

32.75 -871!.301 -!020.033 0.000 87:0.8.7 t56_.6._ -:73:: 180.00

93.13 -8735 _2o -958.308 0.000 _,o_ n.£ :" zr,_ 7, ..
_ -_' 555 RT_ _I_ '17:%.....oi -D74,.204 .:_. :_ :n: ...._ :572.007 -i7:.:" ":_ nn

!63.64 -8757.859 -90i.28: O.O00 8£04.!C,4 1573.0:E -:74.1; :SO00

'n" " -8757.859 _ , _ nno tS_.03o -1..:] ...

.... v_ -8749.204 -923.555 0 000 8797.8!3 .5z:.00_ 173.:- i90.00

26t.82 -8735.622 -e_B...308 0,v00 R78_._.0?R,..... _Tn._nS.. -£,_.:, _0 0C

294.55 -8721.5!! -994.226 0.000 8777.997 1568.776 -!73.5:. i90.00

327.27 -:71!.30! -!020.033 0.000 8770,8!7 :557.613 -:73.:2 :_O.O0



L

r= :

i_i % II _ 8 E R T H / 8 R L _ TECHNOLOGYOIVIS]ON S K F INDUSTRIESINC.

P&W _[U[O [F!.N _gfi_T_6 / Rnl;'NC FLPMPNv T;qTPP rWTT H _ og_ S & ! FLU[O BRG)

'_ S H A_ E ;,T H

ROLLING ELEMENT OUTPUT FORBEARINGHUMBER2 METRICUNITS

i

m

7 i

m_

_Z:_UTH HGR_!ALFORCES(NEWTOHS)

ANGLE (DEG.) CAGE OUTER INNER OUIER !HHER

0,00 -0.066 2726.359 !056.279 i755,472 2074,.49

_=.,_7_,, -33.447 _171'_....Z:_ 104!.658 !752.56! 2064.535
"_ /q.... -57,266 ....9A7__:_"c 995.044 1743.[87 2033,268

98,!S -63,473 26!3.!80 933.354 !730.73! !990.349

:30.9: -49.325 256i.628 877,077 !719.274 !949.5!5

165.64 -i8.607 n&'^:.J._.!29 842.535 1712.198 1923,578
196.36 !8.608 2530.129 831.266 17t2.t98 i9!4.964

"r229.09 49.326 256!,628 84o.51_ !7!9.274 !926,603

26!.82 63.474 2613.180 892.574 1730.731 1960,929
2Q,4.55 57.267 2670.0!5 956.796 174_1!8B 2006,875

_27.27 33._48 271_.J.3 !018.$32 !752 _R: z04_,!42

CORTACTANGLES (DEG.)

OUTER EH_ER DUTEP INNER

O.OOOO O.OOO0

O.OOOO 0.00¢0

0.00_0 O:):)C:

O.OOO0 O.O00O

0.0000 0.0000

0.0000 0.0000

0.0000 0.0000

0.0000 0.0000

0.0000 0.0000
O.OOO0 0.0000

-8,1900 -21.5780

-8.!262 -21.6045

-7.911Z -2!.6_22

-7,617_ -2i,7868

-7.332: -21.B832

-7.14_3 -2t.9459

-7.!_3 -2!.9442

-7.3325 -21.B80¢

-7.6178 -2!.7805

-7.9134 -21.6764

-8.1262 -21.6010



- T

7

'_' 5 I!A i,i I_I i!.'._R t i_ TECH_<SLCC.Y.PZVIS!ONS K _ _NDi.STR!ESINC.

,_tWI'q111i)CI_N i;F'O_T_,","_OLL:NC._:'F..'(.P!:T,':STFP{t,ii_.q? pF_c_q_ : F:_U[ORPR'I

*_ SHAB ER I H/ BRL*,*

L

2 :

_R!CT!ONAL HE_T GENERATION IN COHTACT ELLIPSE

...... _R_ ,'!0.! ......

' _ N rR.. . RACE OUTPR. _ RACE

LAMIH_g rnNT4rr_RE_ gFMI-.V,^TpD S_._;:-_,:(uR _ L_iNA uON,,vTAREA

'INt_2i AXIS ,,...... ,.,.,

2n n _s_-_-_ n _!23F-,;_ 0._:<?F-c,2 _0 n R682E-O9

SEM!-MAJOR

0.92!4E-01

- WZ_THnr_t_Y';J:;; _E_T r_;_.:Pr_ :-"_'; W_u,n"_"OF LAK:!<U_ fiEATGEN. PEr,_'_A,,._

.... , .... i . ",", ' -;

I

w

w

I

W

m

w

SEMI-MINOR

 x!s(IN)
0,i272E-0i

00h4Oq_On:r £ o'"....... ,'#2_

0.,30405200b_ 4,75_

n 004052C01C _ _

" 0040520G_? T T_

3. :..0_:.:b.t.O:... =. _7

0.0040520010 6._27

9.00_0520010 _.703

0.00405200[0 2.312

0.00405200.0 0.272

0.0041940900 0.3_4

0.004t040900 2._53

0.0041940900 5.742

0.004t940900 S.0_9

0.0041940900 9.866

0.004_940900 !0.889

0.004!940900 i0.941

0.0041940900 9,79[

0.0041940900 7.!90

0.0041940900 2.880

.vU_t41_,V

0.00?2141270
_,00921_1270

0.00_:4_, .:;

.'.,Jdr:_41._v

0.009214!27:3

0.0092_41270

0.009214i270

0.0092[41270

0.0092t4!270

0.0092141270

0.0092t41270 . _
0.009214!270

0.0092141270

0,009214!270

0.0092!4!270

0.0092141270 '

0.0092141270-
0.0092!41270

- .

°.

8.417

9.28_

8.935

7.232

4,475

2.064

0.774

O.238

0.081

0.081

0.238

0.777

2.072

-- 4.499"--_-

7, so
-B.948

9.298

-- 7.704

_ 3.419

L
-=-.- _ _



w

=z

v

',, *_,r _l v ! !4 i H / B R l ** TECHNOLOGYDIVISION S K F INOUSTR!ESINC.

' '" .... FL_MENTTESTER(WITW2 PFBBq& ', FLUID Rqc)•'_,W,,u!:_ !!:'i_t._,Nq / ROLLING..............

,,, t ,,*, AVERAGE

FPICTIONAL

NUMBERS **_$_***_

HEAT GENERATION IN

......BRGNO. I ......

INNER RACE

LAt_!N_ CONTACTAREA SEMI-MAJOR

(':X_2) _XIS (IN)
"" ,' :146[-02._.... 0.3943E-0i

SEMI-MINOR # LAK!NA

A×IS(IN)
O.g240E-02 20

** SH A B E R TH / B R L***

CONTACT E L L .TP S E

OUTER RACE

CONTACTAREA SEMI-MAJOR

(its,,2) _.xis (iN)
0.3553E-02 o.gOSIE-OI

SEMI-MINOR

_X!S(ZN)
0.!249E-01

liw

i @

w

W_

I

141-qHCF LAM."NL:M

(!NCHES)

HEAT GE_. PER

(WATTS)

0 0058773220

0,003877;220

0.003S773220

0,0038773220

O.005S77Z220

0.005S775220
u 30',_, ,,,,:

D.003877%220

0,0038773220
0.003877_220

0,0040087390

0,0040087399

0.00400£7590

0.9040087390

0.00400_7390

0.00_00_7_90

0.0040087590

0.0040087390

0.0040087390

0.0040087590

_*_ PRESSUREIS SUPERCRITICAL:*_

rR_S_U_t: 2000.00

1.655

4.229

5,967

6.909

7,124

6.684
5._68

4.142

2,0_5

0.239

0.274

2.485

5.002

7.040

B.577

9,455

9_490

8.483

6.225

2,490

LAM.

r

WiO,HOF LAMINUM HEAT G=N. PER LAM.

(INCHES) (WATTS)

0.008815g000 2.980

0.00£8[59000 6.762

0,0088159009 $.234

0.00_8159000 8.017

0.008_159000 6.605

0.0088159090 4.264

0.0088159000 2.076

0.0088159000 0.838

0.0088159000 0.279

0.0088!$9000 0.092

0.0098159900 _ . _- 0.06_
O.O088!SgO00 - - _o.ts4

0.0088!s_000 : :-0._94
.o.ooBs!s_O00-.. - - L.3s6

0.0088159000 . ; 3.048

0.0088159000 : -" 5,443
0.0088159000 . 7.3_7
0.008815g000_ - L.__ 8.182

0".00_8i59000_ _ -7.'592

0.0088159000 5.005
l

..i: _ _ ..

W

W

=



w

SRS ITERATION PROGRAM OU

L_PSTREAMBRG

FLU!OORAG CAGE FORCE (LB/BALL):> 2.65338

P.A. CAGE FORCE(L_/8_LL) :>-4,46247

RESULTANTFORCEON CAGE(LB/BALL):>5.19173

CAGE FRICTIONHEAT (BTU/HR.BALL):>363.803

FLUIDVISCOUSWORK (BTU/HR,BALL):>3565.95

BRG I EXIT _ _,TF,T_O : a 000000 DEG

COOLANTQUALITYDUE TO FLASHINGFROM BRG !:

PUT

DOWNSTREANBRG

2.65338

-4.46247

5.19173

363.803

3565.95

!.65701

T_

W

w

W

°

m

m
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i** S H A 8 E R T H / 8 R L *_ TECHNOLOGYDIVISION S K F INDUSTRIESINC. ** S h _ FzE P,T H / 8 R L **_

._kWFLU!OFILm BLARING/ ROLLINGELEMENTTESTER('.WITH2 PEBBS& ! FLU,.'OBRG)

FRICTIONAL HEAT GEN;RATION IN CONTACT EL' IPSZ

......_pt.Nn '_

INNER RACE OUTER RACE

# LAMINA CONTACTAREA SEMI-MAJOR qPMT-MT,.NO__ # LAMTNA ,,_',_m-T,._.,_',4REA

(_N**2) AXIS (IN) AXIS (IN) (!s,,:) '
20 0 ;184E-02 n._niOr-Oi 0.9398E-02 _' n 3f.:?:-n?....... _L ........

"Y'_(!!_)
0.9126E-0i

WIDTH OF LAMINUM HEgT GEN. PER LAM. WZnTHOF LAH!NUH

(ZHCHFS)_ {WATTS) t,_nc_;'iN_"_'

• o?O.0039308600 :.7_,_ O.008691i070

_.0,:,39308600 4.6[I O.00869iI_70

O.0039308600 6. 506 O.008691i_70

O.O039308600 7.534 O.008691!_"0
., -r A Rh OOJ930o60u 7.77" 0.0086911_70

O.O039308600 _. 297 O. 00869 ! 19".?

O. 0039308600 6. !98 O. 00869 ! 1970

O. 0039308600 4.$50 O. 00869!._ 97,3

O,0039308600 2.300 O,008691!970

0.0039308600 O. 27! 0.00869!197C

0.0040898660 0.316 _ _ ii 0,0086911970

0,0040898660 2,_28 O,0086911_7r-

0.0040898660 - .S.e,61 " ,h hhflAOilqTn
-0.0040898660 7.796 : -- _ u: __• 0:0086911970
0.0040898660 " 9,484 -- :. -.... -_ 0.00869-!1970-
0,0040808660 . !0,44_7 - 0,008691!970- -
0,0040898660 " -I_0:480.. " -0,008691!970
0.0040898660 - Q_.%6X .....• 0.0086911070
0.0040898666 _ 6_868 - .... 0.0086911970 .

0.0040898660 ..... 2.74_ . " 0.008691/970
O.0000000000 -- 0,000 0,008691!9_0

L

L_---T=-!:

HEATGEH.PERLAH,

2.9%

6.859

8.448

8._6!

7.085

4.913

2.527

!,099

0.404

0.143

0.08S

0.!44

0.405

!.!02

2.538
"74.%5

- 7. !00 -

_ 8.372
-8.456

6.864

2.998

SEMI-MINOR
m T •.X.S (!K_

0.1260E-0!

m

==



r=

w

=__

k_
w

:** S H A 8 E R T H / B R ; *_; TECHNOLOGYOIVISIO!4S K F INDUSTRTESINC.

P&W FLUIDFT_M BLARING/ qo TNG P_FMFWTTFR;_"R (NI.TH2 PE_S _,:.FIUT,q_.,R.,.

* _ _ _ _ _: AVERAGE NUMBERS _ _ ± _ _ _ _.t _

*_ SHA_ ER T.'i/BR L*_,

FRICTIONAL HEAT GENERATION _N CONTACT EL L !PS.E
B.._NO. 2 ......

! _ N E R R A C E 0 U T E R R A C E

LAMINA CONTACTAREA SEMI-MAJOR S[Mi-MINOR _ LAMINA CONTACTAREA

20 0.i09iE-02 0.584BE-0! 0.90!8E-02 20 0.3523E-02

SEMI-MAJOR

_XT (: (TW)
.... _°,.;

0.90.3E-01

WI_:T_OF LAMINUM HEAT GE_. PER L_M. W!OTHOF L_M!NV_

(INCHES) (N_TTS) (INCHES)

C'003775Qx;0

0.00377593_0

0.0:,_, 759360

0.0037759530

0.0037759_30
^ 7"; 0"_0.0_5. ,5.0_0

0.00577S9330

0.0037759,330

0.0059207620

- -" , .'VJ &V/Dz_ ...

0,')039207620 -

, - = 0.00_925i620 . :
'0.00_9207620

-- - .0_.00_9207-620

i_,'303?207620

-- - 0.0039207620

" --_0_00392076-20. "

-- 0.00392076-20 "

_,t PRESSUREISSUPERCRiTICAL_**
PRESSURE: "2000.00

.. _ ._

i.588

4.!0!

._u.l

6.88i

6 ,_o

4.009

z.O!6
0.237

- 2.455

4.$47
-6.793

8.258
9.089

q lln -:_

.8.133 --,.-_ --

5.g60

2._82

0.0086607720
0.0086607720

0,0086607720

0.0086607720

0.0086607720

0.0086607720

0.0086607720

0.008660772_

0.0086607720
0.0086607720

0.0086607720

- 0.0086607720

0.0086607720

_.008660772Q
0.0086607720

- 0.00_660"/720

=o:oQ866o772o
z

-- 0.0086607720
- 0,0Q86607720

0.0086607720

HEAT GEN. PER LAM.

(WATTS)

2.864

_.537
R _0

7.887

6.6ii

4.455

2.252

0.972

0._55

0.128
0.08_

0.154

0.4_9

1.i_9

2.628
4.909

6.893

7.953

7.780

5.881

SP_t-MtNn_

_×IS(_)
O.t244E-OI
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UPSTREAM 8RG

FLUID DRAG CAGE FORCE (LB/BALL) :> 2.67921

P.A. CAGE FORCE (LB/BALL) :_-4.46247

RESULTANT FORCE ON CAGE(LB/BALL):> 5.20498

CAGE FRICTION HEAT (BTU/HR.BALL):> 268.676

FLUID VISCOUS WORK (BTU/HR.BALL):> 3616,40

8RG 2 EXIT FLUID TE_P : O,O00000 OEG R

COOLANT QUALITY OUE TO FLASHING FROI_BRG 2:

FLAG SET Tn NO_PRNG-Nn _p_T_G oon_F_e_ STOP

{;r._',SFREAM BRG

-_._2_7

5.2C49B

3_1C.40

1.6S70i

° __

,ll

-_ -2Z Z-_£ i:: i ;:t =
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THREE RING FiT ANALYSIS FOR BEARING APPLICATIONS

ENTER GRAVITY CONSTANT

G:- 386.4

ENTER RING DIAMETERS

DIAA := .76

DIAB := 2

DIAC :=2.8739

DIAD := 3.35

Calculate Radius'

DIAA DIAB DIAC
a:- b:- c,::-- d:-

2 2 2

ENTER RING MATERIAL PROPERTIES

RING 1 - Inner Ring

El :=32.42106 J,l := .288

RING 2 - Middle Ring

E2 :: 32.42106 v2 := .288

RING 3 - Outer Ring

E3 := 32.010 a p3 := .260

Shaft Inner Diameter or Outer Race Effective Inner Diameter

Shaft Outer Diameter or Outer Race Outer Diameter

Inner Race Sleeve Outer Diameter or Outer Race Sleeve Outer Diameter

Inner Race Effective Outer Diameter or Outer Race Outer Diameter

DIAD

2

(E = Modulus of Elasticity; _ = Poisson's Ratio;

ot= Coefficient of Thermal Expansion;# = Weight

Density)

_I :: 4,78810 -6 pl :=.284

c_2 := 4.78810- 6 p2 := .284

i--37 ,i0-' p3:=.283

ENTER RADIAL INTERFERENCE FITS BASED ON BUILD SPEC'S

(NEGATIVE FOR INTERFERENCE)

.OO3
612 :=-_ Ring 1 / Ring 2

2

.O04
$23 :- Ring 2 / Ring 3

2

? ....

- =-#
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ENTER RING TEMPERATURES (UNITS CONSISTENT WITHe )

Trcf :-- 68 Reference Temperature

TI:= 355 T2:=-355 T3:=-353

ENTER ROTATIONAL SPEED OF RING SET (RPM)

:= 37000 Converto_ to rad/sec

Diametrical Static Chilled Fits 2.812 = -0.003

2-823 = -0.00278

CALCULATE RADIAL FIT CHANGES DUE TO THERMAL EFFECTS

812 := 812- (e]-b-(TI- Tref)- e2.b.(T2- Tret))

623 :=623- (cx2-c.(T2- Tref)- e_3-c-(T3- Tref))

Display Static Chilled Fits 812 =-0.0015

823 = -0.00139

CALCULATE RADIAL DIMENSIONAL CHANGES DUE TO SPINNING

Inner Ring Inner Radius

6asl :'1 pl-co 2 a [(3+ vl).b2+ (l_ vl).a 2]
4 G El

Inner Ring Outer Radius

4 c _EZ/

Middle Ring Inner Radius

/fbs2 "- l p2-co2 b [(3+ i,2).J+ (I- _,2)-b 2]
4 G E2

Middle Ring Outer Radius

_s2 :_I p2-.oJ2 /c__/.[(l_ v2).e2+ (3+ Ip2).b2]
4 G \E2/

Outer Ring Inner Radius

iSes3 :- 1 p3-ta 2 c [(3+ p3).d2+ (1-),3)-0 2] --
4 G E3

6asl = 1.0963710 -4

8bsl = 1.0098} 10-4

6bs2 = 6.3825810 -4

_s2 =5.8176710- 4. "

6cs3 =0.00132

=
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Outer Ring Outer Radius

CALCULATE CHANGES IN INTERFERENCE FIT DUE TO SPINNING

612 := _124- &bs2 - &bsl

623 := 623 _ &:s3 - &cs2

INTERFERENCE FITS AFTER EFFECTS OF SPIN AND TEMPERATURI

M2 =-9.62723 I0 -4 _23 =4.5271710 -4

NOW USE A SOLVE BLOCK TO SOLVE FOR THE FIT PRESSURES

GUESS VALUES

p12 := 10000 p23 := 10000

SOLVE

Given

b [b 2+ a2
- pl2----/---

E1 kb 2 a 2

c /c2+b 2

p23---- l---
E2 kc 2_ b 2

---vl -pl2. - --÷v -----=
b2 E2 c2_ b 2

j, _ pz._.--./-- + -_
g3 kd2_ J E2 e2_ b zj

Return Solution Vector

p121 := Find(p12,p23)
p23/

Ringl/Ring2 Fit Pressure

p12 = 1.07861104

Ring2/Ring3 Fit Pressure

p23 = 3.6770410 3 T

:-: ::
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Now Calculate the Inner Ring, Inner Diametrical Change ( - for Reduction)

Thermal

8at --a-al.(TI- Tref)

Spin

_asl = !.09637 I0 _4

Pressure

flap - p12 2-a2-b

El b 2_ a2

SUM EFFECTS TO DETERMINE CHANGE IN INNER RING,

INNER DIAMETER

,$Dimzer :: 2-(_at + _asl + _$ap) _Dinner =-0.00154

Now Calculate the Outer Ring, Outer Diametrical Change ( - for Reductior

Thermal

&it := d. a3. (T3 - Tref)

Spin

&is3 = 0.00127

Pressure

&lp := p23<!.[c2"(2- ;'3)]

E3 (d2_ c2)

SUM EFFECTS TO DETERMINE CHANGE IN OUTER RING,

OUTER DIAMETER

6Douter :: 2-(Mt -I-&Is3 -I- Mp) _l_uter =-9.5788310 -4

T -

=. °.

w

R--

m
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MATHCAD SIMULATION OF

85MM LPOTP BEARING BALL EXCURSIONS
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Evaluation of Ball Excursion Resulting From Ball Size Variations for the 85mm
LPOTP with 2501b Axial Preload. The Calculations Performed Determine the

Number of Shaft Revolutions Required to Cause an Offsize Ball to Lead or Lag
the Average Ball Train Position by a Distance Equal To 1/2 the Cage Pocket

Clearance. An Excursion of this Magnitude Would Cause Binding and an Increase
In Torque

D := .8125

dm := 6.625

fi := .52

fo := .53

(IN) Nominal Ball Dia.

(IN) Pitch Dia.

K := 175000

Fa := 250

Z := 13
Ni := 1

Nominal Inner Race Curvature
Nominal Outer Race Curvature

(psi) Deflection Constant
(ibs) Axial Preload
Number of Balls

(RPM) Arbitrary Shaft Speed

A := (fo + fi - I)-D B := (fo + fi - i)

ri := fi.D

ro := fo'D

Inner Race Radius Of Curvature

Outer Race Radius Of Curvature

Pd := .0046 (IN) Diameterical Clearance

Calculate Nominal Free Contact Angle

_o := acos 1

Initial Guess for Loaded Contact

Angle

_i := Go + I---

180

W

| m

Use a Root Search Method To Solve For the Nominal Loaded Contact Angle
(Equation 6.34 T. Harris,

T1 :=

Fa
2

Z-D

cos(_o)T2 := cos(al). --

tcos(al)

'Roller Bearing Analysis',Second Edition.)

1.5

1 Ic°s°°1- sin(_l). - 1

hcos (al )

1.5

1 2 [COS(GO)1 + 1.5-tan(el) [cos (ul)

.5
7

I_ •cos (ao)

J

T1

ap := _i + --
T2

al := root(ap - al,al) (3_1 " --

180

= 20.372044 (Deg) Nominal Loaded
Contact Angle
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cos(al)

F := D-

dm

Vcage := _.--

dm

120

•(Ni-(l - F)) Ncage := .5-(Ni.(l - F))

Ncage = 0.442503 # Cage Rev/Shaft Rev

Vcage = 0.153497 (IN/S) Average Ball Train Velocity

NOW CALCULATE SPEED FOR OFF-SIZE BALL

Function to Evaluate the

f(apl,all,i) := root(apl - all,all) i := 0 ..9 Contact Angle For the
Offsize Ball

DEFINE RANGE OF BALL SIZE VARIATION TO EVALUATE (i MIL TO ZERO)

6D := -.001 + .0001.i (UNDERSIZE)
i

DP := D - 6D
i i

REPEAT ABOVE CALCULATIONS FOR OFF SiZE BALLS TO DETERMINE THE ORBITAL SPEED
OF THE OFF SIZE BALLS

ri

fi := fo

i DP i

i

A := [foi + fi - I]-DPi i i

ro
:=

DP

i
/

! /

Pd := .0046

[ao := acos 1 _I := uo + !'--
i 2 - i i

i
180

6D

i

-3

-i i0

-4

-9. I0

-4

-8 i0
-4

-7 I0

-6 i0

-4

-5 i0

-4
'4

-4

-3 i0

-4

-2 10

-4

-i I0

x
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T1

i 2

•DP -K

i j

sin

1.5

w

J

L_
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T2
i

:= COS

2

T3i := 1.5.tanr_li]Lj

ap := al
i i

T1

i
+

T2 + T3

i i

c°s[°°i]iIc°s[°li]

.5_

•COS

a°i]

ali := f[_Pi '_li'i]

COS [_li]

F := DP

i i dm

dm

Voff I" := _---. [Ni.[1120
(IN/S) 0BRBITAL SPEED FOR OFF SIZE BALL



_ _ .8395 - D

Cpl := Cpl = 0.0135
2

(IN) 1/2 CAGE POCKET CLEARANCE

time :=

_ i

B

NUMBER

i

DP

i i
0 0.8135

1 0.8134

2 0.8133

3 0.8132

4 0.8131

5 0.813

6 0.8129

7 0.8128

8 0.8127

9 0.8126

Cpl

E r 7TM

Noff := .5. Ni. 1 - r i
.000000001 + Vcage - Voff i L ijj

i
Ni

:= time .-- NUMBER OF SHAFT REVOLUTIONS REQUIRED FOR DELTA

i 60 VELOCITY TO CAUSE AN EXCURSION EXCEEDING 1/2 THE
CAGE POCKET CLEARANCE

NUMBER

i
-47.629219

-53.845865

-61.648546

-71.718891

-85.193258

-104.11771

-132.585884

-180.154535

-275.518747

-562.447579

r BALL SIZE DEVIATION FROM NOMINAL (IN)

bsv :=- 001 + .0001.i

=
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NUMBER

i

- -_ -600

BALL SIZE VARIATION VERSES # OF SHAFT

REVOLUTIONS FOR TORQUE INCREASE

-0.001

J

!
i
i

i
i

bsv

i

\ I

0
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